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FOREWORD 
Dear Colleagues, 

 

We are glad to see you and your contribution for the 11. European Conference on Renewable Energy Systems 

(ECRES 2023). The event has been organized in Riga, Latvia on 18-20 May 2023 by the local organizers University 

of Latvia, ECERG ï Electrical and Computer Engineering Research Group and Projenia in the hybrid format. 
Besides, many institutions world-widely took a part as the cooperating institutions including many international 

refeered academic journals.   

 
The purpose of the ECRES is to bring together researchers, engineers and natural scientists from all over the world, 

interested in the advances of all branches of renewable energy systems such as wind, solar, hydrogen, hydro-, 

geothermal, solar concentrating, fuel-cell. It aims to present and disseminate the cutting-edge results to the 
international community of energy in the form of research, development, applications, design and technology. It is 

thereby expected that it can assist researchers, scientists, manufacturers, companies, communities, agencies, 

associations and societies to keep abreast of new developments in their specialist fields and to find innovative 

solutions in their problems. 

 

Historically, the first, second, third, fourth, fifth,  sixth, seventh, eighth, ninht and tenth conferences were completed 

very successfully in Alanya/Antalya (2012), Antalya (2013), Kemer/Antalya (2015), Istanbul (2016), Sarajevo / 
Bosnia and Herzegovina (2017), Istanbul (2018), Madrid (2019), Istanbul-remote (2020), Istanbul-remote (2021), 

Istanbul, respectively. This serial event has been a continuous one even in the pandemic periode, worldwidely.  

 
Many of the extended forms of selected papers were puublished in SCI, E-SCI, SCOPUS and EBSCO indexed 

reputable journals following the previous events. This year, 244 papers have been received world-widely. Among 

them, 106 papers from 50 countries have been accepted and presented. Following the physical and virtual 

presentations, these abstracts and papers are put into the present proceedings. We state our gratitutes to all authors, 
keynote speakers, special session organizers, reviewers, session chairmen and scientific board for their precisious 

contribution and hope to extend these cooperation for the next events, too.  

 
This proceeedings have been delivered to the participants via the conference website link under a specific ISBN. 

In addition, high amount of selected and improved papers will be considered for the publication in reputable journals 

indexed in Science Citation Index (SCI-indexed), Emerging SCI-indexed, SCOPUS-indexed and EBSCO-indexed 

journals after the standard peer-review processes of the journals.  

 

We would like to send our warmest greetings to all and looking forward to having your future contribution to the 

future events for a much green, pandemy-free and peaceful word. (1 June 2023, Ankara) 

 
Prof. Dr. Erol KURT   

Chairman of ECRES Series  

Gazi University, Technology Faculty  

Department of Electrical and Electronics Engineering  

06500 Besevler ANKARA T¦RKĶYE  

E-mail: ekurt52tr@yahoo.com 
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Zobaa, AF., Hydrogen in Electricityôs Future. 11th Eur. Conf. Ren. Energy Sys. 18-20 May 2023 

Riga, Latvia 

 
Abstract: From the current global energy map, coal leads electricity production with more than 37%, natural 

gas with 24%, petroleum with about 3% renewable energies with more than 26%, and nuclear energy 

with 10%. 

Significant potential for further expansion of renewable energies combined with concerns about 

potential future natural gas supplies leads to a focus on hydrogen from electrolysis (green hydrogen) 

rather than from natural gas with carbon capture and storage (ñblueò hydrogen). 

As of 2020, most hydrogen (Ḑ95%) is produced from fossil fuels, but hydrogen produced from 
renewables has huge potential. To significantly contribute to the clean energy transition, ñgreen 

hydrogenò must be produced at scale or blended into existing gas infrastructure reducing carbon 

emissions. Hydrogen can also be used for seasonal energy storage, industry decarbonisation and a 

renewable-powered future. 

This talk will highlight how hydrogen will help in replacing fossil fuels in the future. 

Keywords: Hydrogen, renewable energy, perspective, storage 
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neutral cities. 11th Eur. Conf. Ren. Energy Sys. 18-20 May 2023 Riga, Latvia 

 
Abstract: To implement Paris agreement and keep the mean temperature increase lower than 1.5ÁC 

compared to preindustrial levels, deep decarbonization is required with the utilization of 

renewable energy sources. The integration of renewables in buildings is a key component in 

the proposed actions of WGIII and a step forward to distributed energy systems with high 
contribution from buildings, becoming prosumers. Since the building structure is the 

interface between humans and their natural environment, sustainable development requires 

a rethinking of the photovoltaics integration in harmony to local environmental and 

bioclimatic conditions. The necessity of climate crisis mitigation points towards moving 
beyond the self-sufficient and self-consumption concepts into positive energy sharing within 

local communities. In this context, the SERAS concept (sufficiency, efficiency, renewables 

and sharing) that we recently proposed in BIPV deployment will be presented and discussed 
towards carbon neutral cities. 

Keywords: Photovoltaics, environment, policy, decarbonization 
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Abstract: Modeling complex systems is still an open issue is many fields, and among them, in the scope of 

energy. A good modeling provides accurate simulations that can help to pose, design and implement 

appropriate control algorithms, which optimize the performance of the physical elements. However, 

sometimes it is not clear that the first principle based modeling provides accurate enough results, and 

the empirical modeling becomes a promising technique to deal with complex systems. In this keynote 

talk a number of first principle models will be reviewed and the empirical modeling will be presented 

for a real case. 

Keywords: Theory, empirical model, optimization, complex 
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Calero, M, Mart²n-Lara, M.A., Moreno, R., Bl§zquez, G. Use of a low-cost catalyst for the 

production of fuel gas and carbon nanotubes from the pyrolysis of plastic waste. 11. Eur. Conf. 

Ren. Energy Sys. 18-20 May 2023, Riga, Latvia 

 

Abstract: Plastic waste is a problem of special interest in recent years. Reducing consumption, proper 

management and recycling are the options that are being considered to control plastic pollution. 

Chemical recycling is a very suitable alternative for plastic waste that is difficult to reuse or 
mechanically recycle. In this work, fuel gas and carbon nanotubes were obtained from the pyrolysis 

of post-consumer plastic waste using sepiolite as a low-cost catalyst. The pyrolysis has been carried 

out in a horizontal tubular reactor in two stages. In the first reactor, plastic waste pyrolysis is carried 

out at 500 ÜC and the pyrolysis gases were passed through the second reactor at 800 ÜC allowing the 

deposition of carbon on the catalyst surface while the off-gas is collected in Tedlar bags. Carbon 

deposition on the catalyst was analyzed using different techniques such as temperature programmed 

oxidation (TPO) and transmission electron microscopy (TEM). The gas is analyzed by gas 

chromatography. The results showed that the exhaust gas has a good calorific value, being constituted 

mainly by methane, ethane, carbon monoxide and in smaller quantities hydrogen or ethylene. The 

results of TPO allowed to determine the amount of carbon deposited while the TEM images showed 

the presence of carbon filaments that could be confirmed as nanotubes. 

Keywords: Carbon nanotubes, Fuel gas, Plastic waste, Pyrolysis 
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achieve carbon neutrality. 11. Eur. Conf. Ren. Energy Sys. 18-20 May 2023, Riga, Latvia 

 

Abstract: Climate change problems are becoming a priority issue worldwide and requiring urgent actions to 

reduce emissions of greenhouse gasses (GHG). However, reduction of GHG emissions alone cannot 

help to reach climate neutrality aims as it is stated in EU Green Deal. To reach climate neutrality aims 

at the same time keeping up welfare level of society, it would be important to capture carbon emitted 

during different technological processes, at first as a result of combustion or incineration 

technologies. Thus, major efforts should be put on development and implementation of carbon 

capture and storage (CCS) technologies. There are several approaches suggested and already 
implemented at pilot scale. But further testing of different approaches still is actual. One of sectors, 

where CCS technology application would be essential is waste processing technologies. Aim of our 

research is to study possibilities to develop materials for CCS and demonstrate their potential for 

small scale CCS, relevant for waste treatment. The application of pre-combustion carbon capture 

provide opportunities to reduce emissions of CO2. A number of sorbents, prospective for CCS have 

been elaborated and their application potential demonstrated. 

Keywords: Carbon capture, Metal organic frameworks, Hydrochar, Biochar 
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Abstract: Catalytic pyrolysis of plastic waste is an interesting option to contribute a circular economy for 
plastic. In this work, the performance of two known zeolites, Y and ZSM-,5, in catalytic pyrolysis 

of a real plastic waste mixture was investigated. The zeolites used in this work were modified by 

using the incipient wetness method using nitrate solutions of nickel and cobalt. First preparation of 

eight catalytic materials was performed (two native samples, four nickel-impregnated samples, four 

cobalt-impregnated samples). Second, a complete characterization of the native and metal-

impregnated zeolites was carried out including textural properties as specific surface area, total pore 

volume and acidity. Some differences in characterization results were found as a function of type 

of zeolite, type of metal (Co or Ni) and amount of metal dispersed (1% and 5%). Then, catalytic 

pyrolysis experiments were carried out in a laboratory fixed-bed reactor at a temperature of 500 ÜC. 

The product distribution did not change significantly, although a weak decrease in the yield of gases 

was observed in metal-impregnated catalysts. Also, low influence on the oil composition was 

detected yielding a liquid product in which a higher percentage are hydrocarbons in the gasoline 
range. 

Keywords: Plastic waste; Pyrolysis; Zeolites; Metal impregnation 
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Cite this paper as: 
Rusu, E, The expected dynamics of the wind energy in the Baltic and North Seas, 11. Eur. Conf. 
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Abstract: The offshore wind industry has already a spectacular development in the north of Europe. The first 

wind farm was installed in 1991 in the Baltic Sea and around 60 wind projects are currently 
operational in the Baltic and North Seas. According to the European Green Deal, a 25 times 

enhancement of the offshore wind power capacity is targeted in Europe by 2050 in relationship with 

2021. Thus, an accelerated development of the wind farms is expected in the European nearshore. In 

this context, the objective of the present work is to analyze the expected dynamics of the wind power 

in the Baltic and North Seas until the end of the 21st century. The analysis is structured on 40-year 

periods. An analysis of the recent past wind data for the 40-year period 1980-2019 is first carried out 

based on ERA5 data. The study is continued for the future periods, near future 2021-2060, and distant 

future 2061-2100, considering two different RCP scenarios (4.5 and 8.5). The results indicate that 

moderate enhancements are expected in both seas in terms of mean wind power density. In the North 

Sea significant enhancements of the maximum wind speeds can be also noticed. 

Keywords: Wind power, Baltic and North Seas, RCP scenarios, near and distant future, historical data 
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Cite this paper as: 
Raileanu, AB.,Rusu, L. An evaluation of the future expected wind and wave power in the Black 
Sea, 11. Eur. Conf. Ren. Energy Sys. 18-20 May 2023, Riga, Latvia 

 

Abstract: The European Green Deal assumes an accelerated implementation of the marine energy farms 

covering large geographical spaces in the European coastal environment, including also the Black 

Sea. In this context, the objective of the present work is to present a perspective of the wind and wave 

power dynamics in the basin of the Black Sea coming from the recent past and going until the end of 

the 21st century. For the historical wind data ERA5 is considered, while for the future, data from 

RCA4 regional climate model are processed and analysed considering various RCP scenarios. As 

regards the waves, a wave modelling system, SWAN based, has been implemented in the Black Sea. 

This system has been validated for the past period against satellite data and its outputs were found 
reliable. For the future, SWAN model was run using the RCM wind data. The results indicate that a 

slight enhancement is expected in the future both in terms of wind and wave energy and this 

enhancement will be higher in the western side of the sea. It was also noticed an increase of the 

maximum wind speeds, both in terms of frequency and intensity. On the other hand, the extreme 

values of the significant wave height are not expected to be higher in the future because of the cyclonic 

form of the extreme storms that imply variations in the wind directions, and consequently reduced 

fetches. 

Keywords: Wind and wave power, Black Sea, RCP scenarios, extreme events, 21st century 
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Abstract: Remote arid and coastal areas have dry climates, limited freshwater supplies, and intense solar 

radiation. Solar still (SS) and photovoltaic (PV) technologies are preferred for small-scale water and 

power demands. However, these techniques have low thermal efficiency and thus limited water 

productivity. A compact hybrid system with a novel design combines a solar still air gap membrane 

distillation process with a photovoltaic panel. Outdoor experiments revealed daily average yields of 

produced water and power of 5.9 kg/m2 and 0.68 kWh/m2, respectively, when solar radiation intensity 

was 6.4 kWh/m2. Throughout the day, the specific productivity (permeate flow) of potable water, 

electric power, and thermal efficiency coefficient is evaluated. The results indicate that as solar 

radiation increases, productivity increases. The daily yield of the hybrid system increased 1.6-fold 

when compared to a single-stage AGMD system and cascade solar still arrangement system, and 72% 
of solar energy was efficiently utilized 

Keywords: Solar still, air gap, membrane distillation, photovoltaic panel, water desalination 
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Abstract: Over the last decade interest in hydrogen has been rapidly rising. Hydrogen is seen as a very important 

energy carrier on the way to a more sustainable future. It can contribute to energy supply security, to 
diversification of the fuels used in the whole energy system, as well as to a better integration of 

electricity from variable renewable energy sources. Of special interest is its contribution to the 

decarbonization of the transport sector, especially of the transport modes in which electrification is 

too expensive or not possible. However, all benefits of hydrogen use in the transport sector are 

achievable only in combination with hydrogen production from renewable energy sources, so-called 

green hydrogen. The core objective of this paper is to investigate the perspectives for green hydrogen 

and fuel cell vehicles from an economic and ecological point of view in a dynamic framework till 

2050. The analysis will be conducted in comparison to conventional vehicles and fossil fuels, as well 

as battery energetic vehicles. The method of approach is based on well-to-wheel emission analysis 

and dynamic economic assessment. Moreover, impact of relevant transport and energy policies will 

be analyzed and discussed. The major conclusion is that the future role of hydrogen is very dependent 

on policy framework, level of the CO2-taxes and further technological learning, research & 
development of batteries and fuel cells. 
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Abstract: Today, in many countries the electricity markets are subject to comprehensive alterations. An 

increasing number of consumers is eager to participate in meeting the electricity they consume. This 

fact has been promoted by the rise of photovoltaics as a technology which can be deployed close to 

the user and in addition by small battery storage. The core goal of this work is to give insights on 

getting closer to a democratic and more environmental electricity generation system that includes 

larger quantities of intermittent renewable sources. Our method used relies on the basics of residual 

load (= this is total electricity consumption minus intermittent electricity produced) during a whole 

year for every hour. In addition, the intermittent renewable production from hydro, wind and 

photovoltaics is modeled for every hour. Our most interesting findings are: (i) most important is a 
pricing approach for the wholesale market in which the price signals give information to the market 

participants on the availability of excess electricity or scarcity in every hour of the year; (ii) to even 

out changes in the residual load a proper set of flexibility measures is required consisting of : (i) 

Demand response by means of pricing by time-of-use; (i) pumped hydro, electrochemical battery, 

and different other storage options; (ii) management of the demand-side by cycling; (iii) In addition, 

power plants with high flexibility (e.g. gas turbines) for for back-up security capacity are of relevance  

in both cases, without and in the case of the presence of capacity markets. The final conclusion of our 

investigation is, that a fundamental shift in our basic understanding of the structure of the electricity 

market has to take place. In this new view rather the suppliers or other coordinators of demand and 

supply are in the core and no longer the power plant operators. Eventually, it is of relevance that the 

development of such a democratic system for the integration of intermittent renewable sources in 

European countries will be a role model for virtually all countries world-wide. 

Keywords: Electricity markets, renewables, storage 
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Abstract: Thermoelectric power generation is a promising technology for meeting the increasing global demand 

for energy while reducing the use of fossil fuels and their associated climate change impacts. In order 

to improve the efficiency of thermoelectric materials, researchers have developed various modern 

synthesis methods, one of which is the high-pressure synthesis method. In this study, we used the 

high-pressure synthesis method to synthesize the partially-filled skutterudite compound LaxCo4Sb12 

with a La-filling ratio of up to x = 0.28, exceeding the theoretical filling limit at ambient pressure. 

The resulting material, La0.28Co4Sb12, exhibited significantly lower lattice thermal conductivity of 1.3 

W/mK than CoSb3, suggesting that high-pressure synthesis method is a powerful tool for the 

development of high-performance thermoelectric materials. 
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Abstract: The west Iberian coast is an area with great potential for wave and wind energy exploitation, being a 

location of interest for the development of wind and wave farms. Moreover, this area also seems to 

have great potential for solar energy exploitation, which can be extracted together with wave and 
wind enrgy  using floating or fix structures. Taking this into consideration, the objective of the present 

work is to carry out a joint evaluation of the wave, wind, and solar power and the synergy between 

these resources along the target area. The wind and wave power assessment was made for two periods, 

each one covering 20 years, representing the present and near future periods. ERA5 wind data have 

been used for the first period, while for the second period wind data provided by the RCA4 (Rossby 

Centre regional atmospheric model, version 4) climate model have been considered, under RCP4.5 

(Representative Concentration Pathway) scenario. Simulation results with SWAN (Simulating 

WAves Nearshore) model have been considered to evaluate the wave power. A good correlation 

between wind and wave power was found in the west Iberian nearshore, showing that this area has 

the potential for development of joint windïwave projects. For 10 years in the past, solar power was 

estimated based on ERA5 data, and the synergy with wave and wind power was assessed with the 

purpose of their joint exploitation. 
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Abstract: Facing the huge impact of global warming, solar energy is considered as an essential alternative to 

the fossil fuels and a clean energy source for both industry and household. The current photovoltaic 

panels have a typical service life of 25-30 years, while the implementation of new photovoltaic 

systems is increasing continuously. The waste in one year is estimated to be about one million tons 

before 2050. The functioning metals in these photovoltaic panels include lead, cadmium, and bismuth 

which are hazardous to the human health. They also contain treasure metals such as silver, tellurium 

and indium. The recycling of these metals from the waste photovoltaic panels can help satisfy the 

materials demand as well as reduce the threat to human health. There are many studies investigating 

the thin-film solar panels recycling including mechanical and chemical methods. Implementing 

various strategies will help the transition of energy technology to be more sustainable as well as 
provide with the economically viable alternatives. The main purpose of the current study was to 

investigate  and compare the use of microbial media and organic acids for reclaiming of metals from 

waste photovoltaic panels. Both approaches are considered valuable for developing the low-

environmental impact recycling process. Among four microbes, P. chrysogenum was identified to 

generate 100% recovery for several metals including hazardous and valuable ones. Four organic 

acids, namely oxalic acid, citric acid, malic acid and gluconic acid, and their mixture were used to 

study the leaching performance. The experimental results suggest that oxalic acid is the most effective 

in reclaiming the metals. The advantages and disadvantages between two approaches are compared 

and elaborated. 
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Abstract: To achieve net zero emission, employing CO2 capture and storage is a must. Post-combustion 

separation and capture using chemical absorption is probably the most well-established carbon 

capture technology available to date. It can be retrofitted to existing power and industrial plants for 

treating full or part loads of flue gas stream. In this work, process simulation of carbon capture in a 

300 MWe power unit of a Thai coal power plant was undertaken using AspenPlus software. Effect of 

flue gas loads on performance of a lean aqueous monoethanolamine solution capture system was 
considered. From the simulation study, it was found that almost 200,000 tCO2 a year could be 

captured by the power plant at the annualized total cost for the CCS retrofit of less than 27 million 

USD, operated at 10% flue gas load. This would give a total cost of the CCS plant at 135 USD/tCO2 

captured. But at full load, the optimal total costs and the annualized total cost of the CCS plant were 

about 109 million USD and 55 USD/tCO2 captured, respectively. 
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Abstract: Thin strontium titanate (STO) films have gained attention as efficient photocatalysts for producing 

hydrogen fuel through photo-electrochemical water splitting. Although the bulk STO crystal 

characteristics are well known, the nanostructure, chemical composition, and crystallinity of ultrathin 

perovskites/nanoparticles and water-splitting intermediates thereon are a big challenge to understand 

[1]. Raman spectroscopy can be used to identify adsorbates and surfaces promising for photocatalysis 

[2], being an effective tool for the structural characterization of advanced materials. Interpretation of 

Raman spectra requires accurate assignment of peaks to specific atomic vibrations. For this purpose, 
the ab initio calculations can be used to reliably assign vibrational peaks of ultrathin STO films. Using 

ab initio DFT methods, we were able to identify the Raman frequencies that characterize the bulk 

STO, ultrathin films, and the change in the scattering spectra with increasing film thickness. 

According to our study, due to very low intensity, some peaks in the Raman spectra of thin STO films 

that belong to the Raman active modes of pure STO crystals are not well observed in the Raman 

spectra. However, as film thickness increases, their intensity also increases and Raman frequencies 

shift towards the characteristic modes of a pure STO bulk crystal. The results obtained make it 

possible to interpret the experimental data, and ab initio methods can be used to further study thin 

STO films with tuned catalytic properties and water-splitting intermediates 
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Abstract: Advanced post-treatment technologies are needed to improve the removal of ammonia nitrogen from 

wastewater through the anaerobic digestion process, in order to meet stringent discharge standards. 

Electrochemical systems for ammonia nitrogen removal are a promising alternative approach 

compared to conventional technologies. In this paper, the bipolar membrane electrodialysis with a 

membrane contactor (BMED-MC) process is experimentally investigated for the removal and 

recovery of ammonia nitrogen from synthetic wastewater. The 5-cell bipolar membrane 

electrodialysis stack, with a surface area of 5 x 5 cmĮ, is used and each cell consists of three 

compartments: a base compartment, a dilute compartment, and an acid compartment, which are 

separated by a cation exchange membrane, a bipolar membrane, and an anion exchange membrane. 
A hollow fibre membrane contactor is used to recover ammonia nitrogen from the base stream to the 

acid stream to ammonium sulfate. The experimental results indicate that the ammonia nitrogen 

removal and recovery efficiency for BMED-MC are 94.8% and 93.4%, respectively, and the energy 

consumption is 12.8kWh/kgN at a current density of 60mA/cmĮ. Also, based on the experimental 

results, a techno-economic evaluation of ammonia nitrogen recovery for BMED-MC is performed, 

comparing it with conventional technologies. 
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Abstract: Ball mill pretreatment is effective to reduce size of biomass and, subsequently, result in increased 

surface area and improved bioavailability. Ball mill pretreatment caused no significant change in 
biomass components. This study will present the improvement of the bioavailability of biomasses 

using ball mill pretreatment in fermentable sugar and biomethane productions. In the fermentable 

sugar production, the use of ball mill pretreatment eliminates the need for washing and transfer of the 

biomass prior to enzymatic hydrolysis while obtaining higher glucose yield than untreated sample, 

84%. In the biogas production, the ball mill pretreated both food waste and rice husk to improve 

methane production. The ball mill improved the uniforminity of particle size and soluble chemical 

oxygen demand (SCOD) and, ultimately biochemical Methane Potential (BMP) of biomasses. It also 

induced changed in the microbial community of anaerobic digesters, which eventually led to 

increased methane production.  Finally, the food waste and rice husk produced 490 mL CH4/g-VS 

and 100.4 mL CH4/g VS, respectively, in the biochemical methane potential test after the ball mill 

pretreatment. 
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Abstract: Several studies attempted to improve the biogas production from anaerobic digestion (AD) using 

various approaches, such as solid-state AD, an anaerobic membrane bioreactor, a coupled microbial 

electrolysis cell, biochar-incorporated AD, and semi-dry AD with zero valent iron and magnetite. In 
this study, we systematically discuss the challenges and opportunities of enhanced biogas production 

using anaerobic co-digestion with a low carbon footprint. We provide a few examples of AD (such 

as anaerobic co-digestion using swine manure and rice husk) at several synergistic scales, including 

mechanisms of ion transport and transformation at a molecular scale, novel unit processes at a system 

scale, and comprehensive evaluation methods for performance optimisation at a global scale. We also 

incorporate the AD processes with carbon dioxide (CO2) capture and utilization to deliver a negative 

CO2 emission system. We also address the environmental benefits and carbon footprints of different 

AD-related processes by life-cycle assessment to understand the feasibility of large-scale operations. 

This work should be considered as a tutorial study for enhanced biogas production using AD with a 

low carbon footprint, thereby moving toward a negative CO2 emission system. 
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Abstract: The optimal system parameters of the small aspect ratio tokamak fusion reactor with a fusion power 

less than 300 MW and molten salt transmutation blanket was found. Using a tokamak systems code 

coupled with a neutron transport code and a burn-up calculation code, system parameters and 

neutronic properties were self-consistently calculated. Advanced engineering features such as the 

maximum allowable magnetic field, Bmax = 23 T by adopting high temperature superconducting 

(HTS) magnet technology, the usage of an advanced neutron shield material like tungsten carbide 
(WC), a plug-bucked toroidal field (TF) magnet support structure, no central solenoid, etc., were 

implemented. The effects of the aspect ratio, A in the range of 1.5 to 2.0, and the fusion power on the 

transmutation properties were investigated with two molten salts, FLiBe and FLiNaBe were assessed, 

and it was found that the transmutation performance was similar. With the FLiNaBe, initial inventory 

of the transuranics (TRU) was smaller than the case with the FLiBe, but tritium breeding ratio (TBR) 

were smaller than the case with the FLiBe and additional tritium breeding blanket was required. 
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Abstract: Microplastics (MPs) are frequently traced in almost all environmental matrices (soil, water, air). 

Developing relevant technology for the detection and degradation of microplastics in them are in 

a very early stage.. In the present work, the oxidation of conventional microplastics (Polyethylene: 

PE, Polypropylene: PP, Polystyrene: PS) along with the actual plastic wastes (plastic bottles, 

micropipette tips, centrifuge tubes, nitrile gloves, packaging plastics) were examined by 

employing the coalescence of thermal-Fenton reaction carried out in a hydrothermal autoclave 

reactor. Typical parameters such as time, temperature, MPs dose, H2O2 dose,  Fe+2 concentration, 
and solution pH were optimized. Medium density polyethylene showed almost ~82% weight loss 

at the optimum conditions (temperature = 140ÁC, time = 16 h, MP dose = 1 g L-1, H2O2 dose = 

200 mM, Fe+2 concentration = 15 mL of 1000 mg L-1, solution pH = 1°0.1). The microplastic 
samples before and after the reactions were analyzed by SEM, FTIR, and XPS to track down the 

physical and chemical changes. The carbonyl indices (CI) for samples were evaluated at 0.30, 

0.31, 0.51, 0.68, and 0.69 from the FTIR spectra for 4h, 8h, 12h, 16h, and 20h of reaction, 

respectively. In this regard, the morphological changes were observed confirming that cracks on 

the surface of the plastics generated have grown bigger with the reaction time. 
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Abstract: The combination of plasma waste gasification and hydrogen separation technologies offers a suitable 

way to produce energy for fuelcells. The organic fraction of the input fuel is decomposed into 

permanent gases by means of plasma at very high temperatures. The inorganic fraction is melted into 

an inert nonleachable slag. Therefore, this process has a significant environmental advantage. The 

testing of the plasma gasification of municipal waste was carried out using a hybrid plasma torch with 

water addition as a gasification medium, because it was possible to achieve a better H2/CO ratio in 

outlet gas. The test conditions were as follows: fuel dosing 25 kg/h, plasmatron power 120 kW, water 

addition 150 g/min and average reactor temperature 1 200 ÁC. After the reactor reached an operating 

temperature, a plasma torch with hybrid stabilization was ignited and access to the gasification 

medium (water) was ensured. The test results demonstrated the possibility of gasification of municipal 

waste. At the same time, the increased H2/CO ratio when using H2O as a gasification medium 
(compared to CO2) has been confirmed. More detailed information on the test will be presented in the 

poster. 
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Abstract: In recent years, power generated from behind-the-meter or edge device has been steadily increasing. 

Consequently, utilities face operational challenges due to a lack of insight and control over edge 

devices. This paper presents (1) Behind-the-meter Solar Aggregation Platform (BSAP) on the cloud 

for solar situational awareness and (2) performance of BSAP and edge device integration. We 

developed a demo system on the cloud and interfaces to integrate the platform with edge devices. We 

set up a two-way data channel, with the capabilities to upload, ingest to cloud, store, and process field 

data in the platform. End-to-end system communication was tested. The platform received data from 

edge devices and sent back control signals. Examples of performance metrics of integration test 
include data interval, data accuracy, latency, and data throughput. We found that the platform 

exceeded all initial performance metrics. Based on the results, BSAP is on track to scale and operate 

with data from utilities in the future. The performance in this paper demonstrates how the platform 

and data from edge devices can help grid operators with enhanced situational awareness. 
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Abstract: Nowadays, there are several commercially available technologies for biogas upgrading, but due to 

their high investment cost, high energy consumption or use of polluting chemicals, it is difficult to 

decide which of them to implement on an industrial scale. This study at pilot scale seeks to develop 

a reliable, low-risk and low-cost biogas enrichment system based on membrane contactors, capable 

of efficiently treating the biogas generated in different production environments. The novelties that 

these membrane contactors introduce with respect to the existing upgrading systems are the 

following: (1) Use of a gas-liquid membrane technology that allows the CO2 to be separated from 

the CH4 contained in the biogas at low pressure (4 bar), thus minimizing safety problems, needed 

investment, and the operation and maintenance costs associated with works under high pressure, 

commonly associated with gas-gas membranes upgrading systems (16 bar). (2) Use of low-cost 

technology, since the necessary infrastructure is widely spread for gasification/degassing applications 
in the carbonated beverage industry, thus solving the great problem of upgrading processes related to 

high investment costs in equipment. 
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Abstract: The population growth and dieting habit increase the quantity of kitchen residue over the years. 

Besides being used as fertilizers, most of the residues were collected and treated with incineration, 

which consumed energy and decreased the economic value from the perspective of the circular 

economy. In this study, the sludge from a domestic wastewater treatment plant was blended with 
kitchen residues, and the quantity of methane production by anaerobic fermentation was evaluated 

daily. The kitchen residue used in the study was a mixture of Chinese cabbage, beef, and fish, 

following the usual consumption habit in Taiwan. The result showed that the microbial activity of the 

sludge influenced gas production. The total gas production using the younger sludge produced 33% 

less than the elder one, with 46% less methane and 66% less carbon dioxide. The anaerobic treatment 

for well-cooked or uncooked residues also exhibited different fermentation efficiency. The gas 

quantity generated 16% more by the mixture of sludge and well-cooked residue, while methane 

generated 24% more. The elder sludge and well-cooked kitchen residue could produce more methane. 
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Abstract:  Polyhydroxyalkanoate (PHA) is a high molecular substance that can be formed via bio-fermentation 

of a variety of food-derived ingredients and can accumulate in cells. Since it is readily biodegradable 

comparing to petroleum-based polymers (i.e., plastics), PHA has drawn attention as an alternative to 

the conventional plastics. However, a significant amount of wastewater containing a high content of 

organics and nutrients is generated from a process of PHA production. Since PHA-process wastewater 

is originated from biological process, it was assumed to be readily biodegradable, which was, in fact, 
verified by performing a biochemical methane potential (BMP) test. A biomethane yield of the 

wastewater was determined as 0.37 L CH4 gVS-1. Therefore, in this study, a two-stage anaerobic 

digestion (AD) system was applied for treating wastewater produced from a commercial PHA 

producer and eventually for producing biogas. During the continuous operation of the lab-scaled AD 

system, the average biomethane yield of 1.03 L CH4 gVS-1 was obtained. Through the anaerobic 

fermentation process, 74% of wastewater TOC (also 83% of DOC) could be transformed to biogas. 

In terms of conversion ratio, the current AD system based on PHA wastewater shows much higher 

value than an AD system based on food waste. The biomethane yield of the latter was determined as 

0.46 L CH4 gVS-1 under a similar operating condition. Finally, digestrate from the two-stage AD 

system was evaluated for its suitability as a fertilizer; the digested material was used in a plant growth 

test.  Comparing to the plants treated with a commercial liquid fertilizer, the plants treated with the 

digested sludge showed equivalent growth, indicating that the digested sludge does not exert any 
toxicity to plants and can be used as a fertilizer. Overall, the result of the current study clearly 

illustrates that AD is a promising strategy for extracting energy and nutrients from PHA-process 

wastewater. 
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Abstract: Transport electrification, which entails replacing fossil fuel-powered engines with electric drivetrains 

through the use of electric vehicles (EVs), has been identified as a potential strategy for reducing 

emissions in the transportation sector. As the adoption of EVs increases, there is a growing need to 

understand their performance and characteristics, particularly the factors that influence energy 

consumption under actual driving conditions. This study sought to investigate the actual energy 

consumption of commercial battery electric vehicles (BEVs) in Thailand by conducting real-world 

driving tests under various route conditions. Data collection was done through the use of onboard 
diagnostics and global positioning system devices. A machine learning approach was utilized to 

analyze the large dataset, predict energy consumption, and identify the key factors influencing energy 

consumption. The results of this study provide valuable insights into the energy consumption of BEVs 

and the factors affecting it, which can aid in improving energy efficiency and informing policy 

decisions related to transport electrification. 
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Abstract: Currently, electric vehicles (EVs) are being promoted worldwide due to the impact of CO2 

emissions, air pollution, and the imminent depletion of fossil energy supplies. However, EVs are 

still dealing with expensive battery systems and lengthy charging periods, which cause users 

discomfort and a high cost of ownership. Enhancing energy efficiency can alleviate these problems. 
Many factors affect a vehicleôs energy consumption, including geography, driving behavior, and 

traffic conditions. Traveling during peak-hour traffic congestion causes a high variance in energy 

consumption. This paper gives a quantitative analysis of how travel schedules affect the energy 

consumption of EVs, which can be used as a guideline for creating a flexible working hour policy 

at the organizational level. Chiang Mai University and the surrounding area are used as the case 

study. The energy consumption model is developed from real-world driving test data. Based on real-

time traffic information, the effects of traveling at different times of the day are examined and 

discussed as a guideline for flexible working hour implementation. 
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Abstract: Microwave (MW) irradiation is a promising method for the hydrolysis of cattle manure because it 

has lower activation energy and accelerates reaction rate. Nevertheless, it is also needed to enhance 

MW-assisted hydrolysis yield of organic waste because MW consumes electric energy. Thus, a series 

of experiments were performed to determine the solid content of cattle manure, the output power and 

target temperature of MW irradiation under the different MW irradiation times for each target 

temperature. And food wastewater (FWW), H2SO4 and NaCl was applied as chemical catalyst in the 

MW-assisted hydrolysis of cattle manure to enhance dielectric effect of MW irradiation. The 
solubilization efficiency of cattle manure was affected by MW power, solid content and target 

temperature. MW power did not significantly affect the solubilization efficiency of cattle manure, but 

the solid content and target temperature were optimized in the ranges of 9~12% and 40~60 , 

respectively. The solubilization efficiency with MW pretreatment was 24~55% higher than that with 

conventional heating. The FWW-assisted MW pretreatment demonstrated higher WAS solubilization 

efficiency than the MW-only pretreatment due to the ions and acidic material. Therefore, FWW 

containing high sodium chloride could be more promising for the enhancement of cattle manure 

hydrolysis. 
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Abstract: Livestock is one of the major contributors of greenhouse gases, particularly methane (CH4) and 

carbon dioxide (CO2), due to the activity of rumen digestive pathway. Rumen digestion produces 

primarily, short chain carboxylic acid (SCCA), hydrogen (H2), CO2, and CH4 as byproducts. SCCA, 

H2, and CO2 are further used by different classes of methanogens, leading to increased CH4 

production. The goal of this study was to add a native rumen microorganism Megasphaera hexanoica 

(MH) as a direct-fed microbial (DFM) to the invitro rumen system and see if it could help reduce 

biogas emissions. MH has a wide substrate coverage and also uses SCCA to produce medium chain 

carboxylic acid (MCCA), thus acting as both an electron sink and a potential chain elongator, thereby 
limiting the activity of acetoclastic and hydrogenotropic methanogenesis. In batch culture, various 

doses of MH were added to the media and incubated for 48 hours at 39 ÁC. Supplementation of MH 

enhanced the digestibility of substrate and decreased ruminal pH and SCCA concentration. Elevated 

amounts of MCCA and a sharp reduction in biogas production were observed. Results from this study 

suggest MH addition is a promising strategy that combines biogas mitigation with an increase in 

animal productivity. 
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Abstract: Globally, slaughterhouses generate a large number of animal byproducts. In spite of being valuable 

energy substrates, they are always underutilized as low-value products. Biogas derived from the 
anaerobic digestion (AD) of thermal hydrolyzed (TH) slaughter waste can enhance energy 

production. AD in batch mode has been extensively assessed using the biochemical methane potential 

(BMP) test. However, the BMP test is quite a laborious and time-consuming process limiting its 

application in a large-scale AD plant. This work focused on constructing a suitable data-driven model 

for the efficient prediction of methane production using data from various TH-AD conditions by 

evaluating different machine learning (ML) methods. Based on the Pearson coefficient matrix, the 

high methane-specific attributes resulting from the TH pretreatment i.e., carbohydrates, protein, 

lipids, ammonia, and elemental composition are considered for ML model construction. The 

comparison of the best model with the experimental data is found to have a minimum average relative 

error. The proposed modeling strategy is an efficient method for determining methane yield at an 

extended experimental range. 
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Abstract: Biological methanation using autotrophic methanogens could be operated at relatively low 

temperatures and pressure, compared with the conventional chemical methanation processes. In 

power-to-gas process, hydrogenotrophic methanogens use CO2/H2 as the sole carbon and energy 
source for microbial methane production. The gas-liquid mass transfer of H2 is a crucial factor 

controlling the efficiency of the biological methanation process. Improving the solubility of hydrogen 

with a low henryôs law constant is still in the-state-of-the-art for better system efficiency and requires 

more research. A 2400 L pilot scale reactor was used to get a high H2 mass transfer with three pithed 

blade-type impellers. The reactor was operated for a microbial methanation process using a 

thermophilic hydrogenotrophic methanogen, Methanothermobacter sp. KEPCO-2. The conversion 

efficiencies of CO2 and H2 reached 97.1% and 97.9%, respectively and the maximum methane 

production rate was observed about 400 VVD (L/L/d). The high-purity methane from the reactor can 

be connected to the gas grid without additional processing stages. 
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Abstract: Offshore wind turbines operate under unpredictable and changing conditions, such as turbulent wind 

and waves. These factors affect the turbine structure, its dynamics and influence the energy efficiency. 

Thus, intelligent controllers that are able to face this uncertainty, the intrinsic nonlinearity of the wind 

system, and complex environments are required. In this paper, an intelligent controller based on 

unsupervised Radial Basis Function Neural Network is designed for Maximum Power Point Tracking 

(MPPT) for a 1.5MW floating wind turbine. In this region, between the cut-in and rated wind speed, 

the goal is to produce the maximum energy, keeping the power coefficient (ὅ) close to the optimum 

value. The control architecture uses the direct speed control (DSC) scheme to provide a reference 

electromagnetic torque and then regulate the speed of the turbine. The parameters of the neural 

controller are tuned using a genetic algorithm. The cost function defined in terms of the speed errors 

obtains the network weights. The implementation is carried out with Simulink and OpenFAST 

software. Results validate the control approach, the output power keeps the Cp near the optimum 

most of the time. Furthermore, it gives slightly better results than the torque control embedded in 

OpenFAST. 
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Abstract: Recurrent Neural Networks (RNN), like other machine learning (ML) techniques, are a powerful tool 

for forecasting the signals in renewable energy systems. This information is crucial for the operation 

and maintenance (O&M) of a wind turbine (WT). In this work, two of these ML techniques, long-

short-term memory (LSTM) and gate recurrent units (GRU), have been used to predict the active 

power of a WT time series. The database corresponds to a time series of a real WT located in Yalova, 

T¿rkiye, containing 50,530 values obtained from the SCADA system. The wind speed, the wind 

direction, the theoretical power curve and the past values of live active power have been used as 
network inputs. The dataset has been normalized (preprocessing), a time window has been built, and 

the influence of the network parameters, such as the number of units and the number of hidden layers 

has been analyzed. The output is the active power produced by the WT. In this particular case, the 

GRUs returned a lower mean absolute error (MAE) compared to the LSTM, with a value of 0.028 

and 0.040 respectively. 
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Abstract: Consumers demand advanced electronics and sustainable industries in general. To satisfy these 

demands, the new generation of rechargeable batteries must provide a much higher specific energy 

density than the existing technology [1]. One emerging post Lithium Ion Batteries (LIBs) technology 

is Lithium-Sulfur Batteries (LSBs). These devices can have energy density values of 2600 WhKg-1. 

However, S as an electrode suffers from a volume change of 80% [2]; this value is one of the higher 
registers for a positive electrode. Another issue of this batteries systems is the polysulfide shuttle 

effect [3]. These polysulfide chains are soluble in the electrolyte and are in contact with the positive 

and the negative electrode, resulting in adverse consequences. Solid State Electrolyte (SSE) and Li2S 

as positive electrodes can alleviate those problems. SSE can prevent the polysulfide shuttle effect. 

Therefore, the sulfide cannot poison the negative electrode. Furthermore, using Li2S as a positive 

electrode can avoid volume change and physical damage to the electrode. Li2S has a specific capacity 

of 1166 mAh/g, four times that of the capacity in oxide/phosphate positive electrode [4]. This positive 

electrode material can be coupled with a lithium-free negative electrode to develop high-energy-

density batteries; this can improve the safety of the devices. However, the complex synthesis method 

of Li2Sïcarbon composites restrains large-scale productivity. We propose a method to synthesize a 

Li 2S-based nanocomposite cathode material. Li2S is used as the active material integrated into a 
conductive carbon as a matrix to enhance the conductivity using high-temperature treatment. Such 

cells can deliver a high specific capacity of 1000 mAhg-1 and work for 400 cycles with a fast rate 

response. The purpose is to incorporate this positive electrode into an all-solid-state battery to develop 

a safety device with high energy density and good cyclability. 
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Abstract: In this paper, we use shape memory alloys to develop a novel heat engine mechanism, which is 

inspired by the mechanism of the internal combustion engine. Compared with other heat engines 

using shape memory alloy as actuating mechanisms in the literature, this work has the following 
innovative features: (1) The SMA actuating mechanism of this work has a simple structure, the cost 

is low, the operation stability is high, the technical threshold is not high, and it is easy to install and 

match with any equipment that generates waste heat. (2) The heat engine can be applied to a wide 

range of heat sources, including: waste heat from machinery and equipment and industrial output, or 

from natural heat sources (geothermal, solar thermal, etc.). (3) The heat engine can operate in high, 

medium or low temperature heat sources. Compared with power generation with the thermoelectric 

material technology, this work is more applicable to low-temperature heat sources, or heat sources 

with low temperature gradients. (4) The heat engine can be applied to waste heat energy recovery, 

which is in line with innovative energy, energy saving and efficient use of waste energy. (5) The heat 

engine of this work complies with net zero carbon emission, carbon neutrality and zero pollution. (6) 

It is easy to obtain the desired actuation performance of heat engine by adjusting some parameters of 

the SMA actuating mechanism. 
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Abstract: Dark fermentation is a highly promising strategy when considering biohydrogen production, since it 

allows the use of a wide variety of biomass substrates as feedstock. This provides an additional 

advantage related to waste management. However, when compared to conventional thermal processes 
such as reforming, dark fermentation is usually associated with low yields. In recent years, the 

strategy of using additives that, when added to the process, improve yields by enhancing the activity 

of the microorganisms has been developed with the ultimate goal of overcoming this barrier. 

However, the strategy of applying organic and inorganic additives in dark fermentation is not yet 

widely used. That is why this paper aims to shed some light on the subject by comparatively studying 

three types of nanoparticles: zero valent iron, activated carbon and hydrochar, analyzing their effect 

on the dark fermentation process and hydrogen generation. 

 

Materials and Methods 

Digestate from an anaerobic reactor operating in a municipal wastewater treatment plant and glucose 

were used as inoculum and carbon source, respectively in the first group of test (Tier 1). Digestate 
from an anaerobic reactor operating in a sugar beet factory and residual effluent from this factory 

were used in the second group of test (Tier 2). Zero valent iron nanoparticles (Smallops, 150Ñ50nm 

diameter), activated carbon (Chiemivall, <0.5mm diameter) and hydrochar (Ingelia, <0.5mm 

diameter) were use as additives at a dose of 200 mg/L. Glass serum bottles of 1000 mL with working 

volume of 500 mL were used as batch reactors at 34Ñ1ÁC. 10 g/L of glucose or sugar beet effluent 

and pre-incubated inoculum were taken to achieve a substrate to inoculum (S/X) ratio of 2 in the 

reactors. HCl was used to create acidic conditions, bringing all tests to pH 5.5.  

 

Results and Main Conclusions 

Fig. 1 shows experimental results of cumulative biogas production fitted to the modified Gompertz 

model for tier 1 experimentation. The additives assayed show a different degree of effectiveness on 

biogas production but in all the cases, the use of additives revealed to affect positively the biogas 
yield. Maximum biogas production is obtained by using hydrochar as an additive. In this case, 219 

mL of biogas per gram of glucose are achieved. The curves corresponding to the test with activated 

carbon and iron nanoparticles are very similar, reaching 195 and 197 ml biogas/g glucose, 

respectively. Clearly, the test without the use of additive was the one that generated less biogas, with 

182 ml/g glucose. Regarding the composition of the biogas, only hydrogen and carbon dioxide were 

detected in all cases. The non-appearance of methane reveals that no methanogenesis was generated 
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during the process, probably due to the acidic conditions of the test with pH starting at 5.5 and 

evolving to more acidic pH values until the test ended. At this time, the pH reached was around 4 in 

all the reactors. The maximum content of hydrogen detected in each test is shown in Table 1, 

highlighting the test with Fe(0) where hydrogen reached 38.4% of the biogas. 

  

 
Figure 1. Effect on additives on dark fermentation. Tier 1. 

 

Table 1. Digestate and biogas composition in Tier 1. 

 No additives NP Fe(0) Activated carbon Hydrochar 

Biogas composition 

% H2 max 37.4 38.4 37.7 36.5 

% CH4 0 0 0 0 

Average digestate composition (SD<10% for all the measurements) 

Glucose (mg/L) 0 0 0 0 

Etanol (mg/L) 16.2 12,0 10.8 5.5 

Acetic acid (mg/L) 1713.7 1640.8 1650.0 1585.0 

Propionic acid (mg/L) 137.8 95.5 108.1 - 

Butiric acid (mg/L) 2635.6 2517.7 2704.5 2360.9 

Caproic acid (mg/L) 142.2 162.3 134.5 186.5 

Total VFA (mg/L) 4640.4 4416.2 4597.1 4132.3 

 

Table 1 shows the composition of the digestate at the end of the trials in Tier 1. In all cases, it is 

observed how the glucose is completely consumed, generating small concentrations of ethanol and 

volatile fatty acids (VFA), mainly butyric, the most abundant in all trials, acetic acid and small 

concentrations of propionic acid in some trials. The minimum AGV concentration is observed in the 

test that uses hydrochar as an additive, which is consistent since it is the test in which the greatest 

amount of the substrate has gone to form biogas. The composition of the digestate formed opens the 

door for this stream to be used as a VFA source or for it to be easily degraded in a conventional 

anaerobic digester for biomethane production. However, if the objective of the process is to maximize 

hydrogen production, controlling the pH of the medium can lead to inhibiting VFA production in 
favor of hydrogen production. At Tier 2, where a real wastewater stream is used instead of glucose 

as the carbon source, preliminary studies indicate results along the same lines as those obtained at 

Tier 1, with increases in biogas production greater than 2 with the use of additives. Likewise, a higher 

hydrogen content is also observed in the biogas generated, around 2%. After confirming these 

promising results in a second round of tests, the next step will be to operate the reactors continuously, 

with pH adjustment to prevent the acidification of the medium from inhibiting the reaction, looking 

for maximizing hydrogen generation. 
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Abstract: As silicon is the basis of the photovoltaic (PV) industry, it is difficult to exclude double-junction 

silicon-based solar cells from future perspectives. In many cases, the top and bottom cells of the 

tandem solar cells are designed or even optimized separately. However, the design that guarantees 

the optimum performance should be done while considering both top and bottom junctions. This is 

more important when it comes to 2-terminal solar cells. Thus, physics-based quantified relations 

between the design parameters of the top and bottom cells can be helpful to designers and cell 

manufacturers. Two basic design parameters are the band gap of the top cell and the thickness of the 

silicon wafer for the bottom cell, which are related. In order to understand this relation, we developed 

a 1-dimensional framework based on semiconductor physics equations. We neglected the non-
radiative recombination for the top cell and followed the Shockley-Queisser (SQ) approach. For the 

bottom silicon cell, the narrow-base assumption was used. Measured properties of silicon and free 

carrier absorption, incomplete ionization, photon recycling, and bandgap narrowing effects were 

considered. We then optimized the design at STC and quantified the relationship between the top cell 

band gap and silicon bottom cell thickness. Finally, a WSi -Egtop graph for the 2-terminal tandem 

solar cell was introduced (Fig. 1). Several interesting insights were driven from the graph including 

that the efficiency of 2-terminal silicon-based tandem solar cells is limited to 42.8%, which is less 

than reported values in the literature. 

 
Figure 1. Silicon bottom cell bulk thickness (n-type) and tandem cell efficiency as a function of the 

band gap. The efficiency limit, Si thickness, and top cell band gap at maximum efficiency are also 

mentioned. The blue area shows the band gap range where a slight change in efficiency leads to a 

large change in optimum Si thickness. 
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Abstract: Energy grass is a promising source of bioenergy. A new energy grass such as hybrid giant Juncao 

grass contains relatively high ash content that affects thermal conversion of the biomass material to 

biocrude oil. De-ashing by water washing is a simple pretreatment operation that can reduce the ash 

content of biomass samples. It was claimed that reducing ash could reduce the energy consumption 

in the hydrothermal liquefaction process since it can be performed at low temperatures. In this study, 

hydrothermal liquefaction of treated and raw hybrid giant Juncao grasses was carried out. Chemical 

composition of the biocrude oils was examined using gas chromatography-mass spectrometry, 
nuclear magnetic resonance and Fourier transform infrared spectroscopy techniques. De-ashing of 

the grass efficiently reduced its ash content from 6.34 to 4.67%. Reduction of ash affected the yield 

of HTL biocrude oils. It was found that higher yields were obtained, after the grass was de-ashed. 

The yields of bio-crude and solid residue obtained from HTL of the de-ashed grass could bring greater 

energy recovery (62.4%) than that of the raw biomass (49.8%). It was also found that similar HBO 

yields were obtained for HTL at 250, 300 and 350 ÁC and the biomass/water ratio of 1/5. With respect 

to their composition, it was shown that both raw and de-ashed grasses mainly consisted of phenols 

and alcohols. But in the de-ashed sample, significantly less N-containing compounds were found than 

in the raw biomass. This suggested that the pretreatment with partial removal of ash improved the 

quality of bio-crude oil. 
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Abstract: In a recent year, a next generation battery system against climate change are actively under 

developing, as increasing interest in carbon net zero technologies in each country. The Korea Institute 

of Energy Research (KIER) is also conducting research and development (R&D) on the Aluminum-

air batteries that is considered as new technology in a district heating sector. A conceptual design 

study on the aluminum-air battery system is summarized as follows (see in Fig. 1): (1) The battery 

system that can remove additionally generated hydrogen and by-products was conceptually designed 

by investigating theoretical background and previous works of aluminum-air battery systems. (2) A 

cyclone-type aluminum-air battery system was studied using a computational fluid dynamics (CFD) 

technique. (3) An aluminum-air battery unit cell capable of removing hydrogen and by-products was 

fabricated to find the applicability of district heating business. 

 

Figure 1. A cyclone-type aluminum-air battery (AAB) system: Computational fluid dynamics (CFD) 

analysis 
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Abstract: The critical challenge for the implementation of hydrogen technology is related to the expensive and 

limited production of green hydrogen, which for now only accounts for a few percentages of global 

hydrogen production. Another challenge is the social acceptance of hydrogen technology due to safety 

risks related to the explosive nature of the stored hydrogen. If we can remove these hindrances the 

hydrogen economy can flourish. Here we are going to present an innovative technology based on the 

iron-chlorine chemical cycle that could use abundant sources of industrial waste heat to recharge the 
hydrogen carrier and produce green hydrogen on demand. Within the described material closed cycle, 

the heat is efficiently converted into the chemical energy of hydrogen, which is the first case of such 

technology. The hydrogen is released on demand within the storage unit during a reaction of diluted 

HCl solution with iron powder. Recharging of the used material (i. e. iron chloride solution) is carried 

out in a regeneration unit by a reaction with water (hydrolysis) and thermal decomposition using heat 

as an energy source. Also, a comparative LCA analysis will be presented to demonstrate the benefits 

of the cycle powered fully by sustainable energy sources. 
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Abstract: In many optimization problems based on optimal power flow formulations, the steady-state operation 

characteristics of hydro-power plants are modeled in an approximate manner. The standard approach 

is to represent the power production limits of the plant by means of independent maximum and 

minimum bounds on active and reactive power outputs. Few models have been proposed based on 

the plant capability curve. Most of them, however, do not include the parts of the curve corresponding 

to stability limits or, if so, they over-simplify its representation. This work proposes a formulation for 

the complete capability curve of the plant, including the exact modeling of its generator stability 
limits. The accuracy of the proposed formulation is tested by solving a maximum loading condition 

problem on a one-machine isolated power system. In this optimization problem, a homotopy 

modeling technique is used to drive the hydro-power plant to its operating limits. In order to explore 

the whole operating range of the plant, the maximum loading condition problem is solved for the 

entire spectrum of load power factor values. 
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Abstract: The growing deployment of renewable energy sources requires cost-effective energy storage (ES) 

technologies that can handle high-capacity and high-power demands. One potential long-term ES 

option via iron redox change is the Iron Chloride Electrochemical Cycle (ICEC), which uses abundant 

materials. This cycle technology employs electro-reducing the iron ionic species to Fe0 in a 

concentrated aqueous FeCl2 electrolyte solution. Energy is released on demand as H2 (g) by a 
controlled hydrogen evolution reaction of Fe oxidation with HCl. Both electrolysis efficiency and 

electrolyte conductivity have a linear temperature dependence, but the electrolyte concentration, 

conductivity, and electrolysis efficiency relationship are complex. Small efficiency variations were 

found for FeCl2 electrolyte concentrations up to the peak conductivity, followed by a rapid efficiency 

drop at higher concentrations. X-ray absorption spectroscopy experiments conducted at DESY in 

Hamburg revealed that a shift from Fe[Cl(H2O)5]+ to Fe[Cl2(H2O)4]0 caused a significant decrease in 

solution conductivity, providing insight into the observed trends.  
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Abstract: The energy harvested from human motion is often produced as irregular and low-frequency bursts of 

electrical power, making it difficult to efficiently convert it into a usable electrical signal. One 

common step in the conversion process is rectification, and to address the challenge, the current study 

explores the impact of the smoothing capacitor value on the full-wave rectifier output for intermittent 

signals. An analytical model is developed using established rectifier analysis models, revealing that 

a specific combination of the harvester's internal resistance, frequency, and load resistance results in 
an optimal smoothing capacity that provides the highest average output voltage after rectification. 

This hypothesis is backed up by a comprehensive computer simulation with realistic parameters, and 

later verified through experimental testing using both purely resistive and switching converter load 

configurations. The results demonstrate a 5% increase in rectified voltage RMS value and a 33% 

increase in converter power output by optimizing the smoothing capacity in a specific low voltage 

energy harvesting system. However, these findings have broad applications and can be applied to 

various energy harvesting purposes. 
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Abstract: Recuperative approach can be implemented into thermoelectric cooling system for harvesting excess 

energy by operating a thermoelectric element as a heat pump and electric generator alternately. The 

present work explores the influence of such approach on heat flow through thermoelectric element 

and change in cooling efficiency. A theoretical analysis is carried out by using thermoelectric analogy 

method to describe the relations between various parameters of thermoelectric element and 

thermoelectric effects to understand possibilities of harvesting the electrical energy and predicting 

the gains and drawbacks of the recuperative approach. Theoretical predictions are backed up 

experimentally by performing measurements with thermally isolated thermoelectric element and 
confirmed with measurements using realistic thermoelectric cooling system. Despite harvesting 2.1% 

of supplied electrical energy through recuperation, 5.8% decrease in temperature difference is 

observed. Such decrease in efficiency is caused by current flow during recuperation, thus creating 

additional heat back flow through Peltier effect.  Despite the obvious drawbacks of the approach, 

paper discusses various conditions and applications where recuperation can be beneficial. 
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Abstract: The objective of this research is to determine to what extent solid waste affects the quality of life and 

to identify the comfort of the floating houses in Bel®n. Due to the fact that currently, the floodable 

characteristics of the research area make it impossible to install an adequate conventional sewage 

system; to facilitate planning and rescue actions in this challenging neighborhood due to its location, 
type of housing and the permanent problems established in its living conditions to guarantee comfort 

and improve the habitability of the area. For the research methodology, information will be collected 

from the study area at present, information search, references that may be of support to the 

investigation, bioclimatic criteria through digital tools or software that help to visualize a real 

panorama. As a result, the precariousness of floating houses and the deficiency in terms of solid 

sanitary waste management were demonstrated, showing a worrying scenario of contamination to the 

environmental health of the inhabitants. In conclusion, the bioclimatic strategies applied in the 

floating house proposal will improve the quality of life. 
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Abstract: Electricity produced by extracting the heat of a nuclear fission reaction is again gaining respect across 

the Globe due to the threat of climate change caused by the overuse of fossil fuels. Since the healthy 

construction of light water reactors in the western world in the 1970s and 1980s, few were connected 

to the civilian grid in the last 30 years. To extend the life of the existing reactors and avoid their 

premature decommissioning, revolutionary nuclear fuel materials are being considered to retrofit the 

aging reactors. These newer materials would be more resistant to a loss of coolant accident and make 

the reactors safer and more economical to operate. An overview of the corrosion performance of these 

revolutionary materials in the entire fuel cycle are described and ranked.  
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Abstract: The investments that must be made in the energy sector are high. The risk that the respective 

companies can face is great. The predictability of energy output in the renewable energy sector is less 

reliable because the energy source is unstable. Kosovo is currently facing a crisis in the energy sector, 

which is mostly covered by coal. Investment in the renewable energy sector is based on the private 

sector and the countries that are in transition have the financial aspect even more critical. The wind 

farm which is currently in operation is located in Kitka, 42Á 39' 58.9", 21Á 40' 43.2". This farm is in 

operation and its installed power is 32.4 MW. There are a total of 9 installed turbines with different 
capacities. Since this farm is in operation, then in this work a comparison is made between the energy 

that is predicted and the energy that is placed in the grid. The results obtained further show that often 

the output energy is higher than that predicted during the design of the wind farm. The results are 

shown in the form of a comparison showing in which part the biggest losses are realized. 
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Abstract: In energy storage (supercapacitors, Lithium-ion, Lithium-sulfur, and Sodium-ion batteries) and 

energy conversion (Oxygen reduction and Hydrogen evolution reaction), even though bacterial 

cellulose (BC) and its composites have shown vast possible applications, still, BC is in the initial 

stage of research. Many appraisals (large-scale production, diversity, interface engineering, 

multifunctional properties, and new fabrication) are there before the execution of BC in energy 

storage and conversion, as a source of renewable biomaterial. Hence, in this paper focus has been 

given to the optimization of the óproduction conditionô of BC in presence of apple juice (AJ) for large-

scale production. AJ was prepared from three different apple cultivars (Golden Delicious, Jonagold, 
and Gala) which were collected from local supermarkets in the Czech Republic. The yield of BC was 

evaluated (lab scale) in presence of various carbon, nitrogen sources and other factors (pH, 

temperature, incubation period) on BC production by Komagataeibacter xylinus using AJ as a 

fermentation medium in static mode. As the structure and properties of BC fibers are important 

components for the design and fabrication of óBC-derived functional materials for electrochemical 

energy storage and energy conversion devices, obtained BC was characterized by FTIR, SEM, and 

TGA etc. 2% peptone (additional nitrogen) enhances the yield of BC. 15-30 days incubation period, 

28ÁC temperature and 5.5 pH are the optimal condition for BC production and the yield exhibited 

highest in presence of AJ-Gala. 
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Abstract: During the heating season, the main energy losses of indoor spaces are conductive heat fluxes through 

external walls as well as due to the warm air leaving through the ventilation outlets. While the walls 

could be additionally insulated to reduce the heat losses, a certain amount of the outside fresh air is 

always needed to ensure good indoor air quality for humans. The efficiency of ventilation depends 

on its intensity and the overall air flow pattern in the room, i.e., air mixing. In the present contribution, 

different heating regimes (such as air-air heat pump, capillary heating mat or radiator) are analyzed 

numerically by calculating the temperature and velocity distributions using OpenFOAM. A portable 

air cleaner capable of disinfecting airborne aerosols is also introduced by modeling the concentration 

field as a passive scalar transport problem. The influence of the position, orientation and flow rate of 

the air cleaner is investigated. Since the air cleaner alters the air flow pattern in the room, it affects 

the amount of pollutants which are removed through the ventilation outlet. By adjusting the air 
exchange rate to account for this effect, the energy consumption for the heating could be reduced. 
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Abstract: This study develops sustainable energy strategies through the implementation of renewable 

technologies in experimental aquaponics production systems isolated from the electrical grid, to 

improve the energy efficiency of these systems. For the development of the strategies, a multi-criteria 

analysis is performed, considering technical and economic aspects, to identify the optimal system for 

the operation of the system equipment. In the study, simulations were carried out with renewable 

systems based on photovoltaic, wind, diesel and battery technologies. In addition, the possibilities of 

a better optimization of the system have been studied, achieving a better adaptation of the 

consumption of the aquaponic system. The study was carried out by applying the computational 

methodology of optimization, using as a working tool the renewable energy development software 

(Hybrid Optimization of Multiple Energy Resources), obtaining the first tangible results. This study 
will have an impact on the circular economy of experimental aquaponic farming production systems, 

making them more accessible in those agricultural areas with energy problems and shortages. 
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Abstract: More than 75% of the greenhouse gas emissions are created during production and use of energy. 

Therefore, decarbonization of the energy system is critical and certain goals need to be set. About 2 

years ago, on 14 July 2021, the European Commission initiative on the implementation of the Green 

Deal initiated significant changes in all areas concerning energy production/generation. The Green 

Deal principles for energy sector focuses on making energy green, smart and affordable. Ambitious 

targets were set which can only be achieved by transforming all sectors of the economy. Achieving 

these targets: Reducing greenhouse gas emissions by 55% by 2030, and achieving climate neutrality 
by 2050, can only be achieved after a thorough inventory of the biofuel strategy. This paper describes 

situation for the companies involved in the emissions trading scheme in Latvia, their greenhouse gas 

emissions and potential risks in the future associated with the introduction of the European Green 

Deal actions and goals. 
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Abstract: Electricity consumption is an important cost in businesses operating in the service sector such as 

marinas. Although the use of solar power for electricity has become widespread in various fields in 

T¿rkiye, marinas have yet to fully utilize this technology. The aim of this study is to examine the 

feasibility of supplying the electricity needs of a marina with a photovoltaic (PV) system. For this 

purpose, a marina in Muĵla (Bodrum) was selected, and monthly/yearly electricity needs were 

determined. In this study, the PV installed capacity needed to meet the marina's electricity demand 

was selected. Simulations were performed for three different options using the Photovoltaic 

Geographical Information System (PVGIS). As a result of the calculations, a single axis tracking PV 

system with a capacity of 2012 kW will generate 4,469,618 kWh/year of electricity, which will be 

sufficient to meet the yearly electricity demand. It has been determined that the installation cost 
payback period is 3.91 years for the single axis tracking PV system. In addition, it was observed that 

both the dual-axis tracking and single-axis tracking PV systems were more efficient than the fixed 

options. 
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Abstract: Of great importance during the design, and later the operation of a wind park (farm) is the capacity 

factor. Namely, its higher value indicates that a location or plant is of better quality (more hours of 

operation at nominal power) and that the return on investment is faster. Often the estimated or 

projected value of the capacity factor does not match that obtained from a plant. The first wind park 

in Bosnia and Herzegovina started operating only in 2018. This paper analyzes the capacity factor of 

wind parks in Bosnia and Herzegovina. The results obtained are good. The average capacity factor is 

33.2%, also the average values of productivity indicators of all wind parks in Bosnia and Herzegovina 

are 7.6 GWh/unit, 2.9 GWh/MW, and 808.15 kWh/m2/year, which are also good values. 

Keywords: Wind energy, efficiency, capacity factor, Bosnia&Herzegovina 
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1.INTRODUCTION  

Between 2015 and 2022, the capacity of global wind power grew by 12%, according to [1]. The installed wind 

energy capacity of 236 GW (with onshore capacity of 207 GW and 28 GW offshore) was in Europe in 2021. The 

EU had 189 GW installed in wind energy. Onshore wind plant share was 173 GW and 16 GW offshore. In Europe, 
five countries account for nearly 2/3 of the total wind power capacity, with Germany leading at 64 GW, followed 

by Spain with 28 GW, the United Kingdom with 27 GW, France with 19 GW, and Sweden with 12 GW. To achieve 

the 55% target reduction in greenhouse gas emissions from 1990 levels by 2030 the EU-27 should add 32 GW in 
wind power each year to reach the EU's 40% renewable energy target by 2030. According to available data from 

14 countries, the average power rating of new onshore wind turbines was 4 MW, while it was 8.5 MW for offshore 

wind plants [2,3]. 

In 2021, wind power plants in Europe generated 437 TWh of electricity, covering 15% of the electricity demand in 

the EU-27+UK, with 12.2% from onshore and 2.8% from offshore wind power plants. This was 1.4% lower than 
the previous year and similar to the wind energy share in 2019. The six countries with the highest wind energy 

share in 2021 were Denmark (44%), Ireland (31%), Portugal (26%), Spain (24%), Germany (23%), and the United 

Kingdom (22%) in 2021, [2,3]. 

Older wind energy plants have wind turbines with large generators and relatively short rotor blades, which are best 
suited for high wind areas. Newer wind parks are built in locations with lower wind speeds, since the best windy 

sites have already been occupied. Therefore, wind turbines with longer blades and smaller generators are used to 

improve their capacity factor. The capacity factor of new onshore wind parks is estimated to be between 30-35%, 

while it ranges from 42-55% for new offshore wind parks, [2]. 

In 2021, the average capacity factor of all wind plants in the EU and the United Kingdom was 24%, which was 3% 
lower than in 2020. The capacity factor for onshore plants was 23%, a 2% drop from the previous year, while for 

offshore plants capacity factor fell from 42% to even 35% in 2021, [2]. 

Most of the papers on capacity factor are actually analyses that try to choose optimal wind turbines for specific 
locations. Though there are many papers dealing with the issue of capacity factor calculations based on estimated 
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or measured wind speed at one location, this type of data is often limited by several factors, [4-7]. In his paper 
Boccard [4] presents some capacity factor estimates, mostly obtained by computational models.  

Predictions of capacity factors ranging from 30-40% are common in evaluating wind power's potential. However, 

Boccard's detailed analysis [4] found that the average capacity factor for European wind parks was below 21%. 

According to data from the Energy Information Agency (EIA) and the Global Wind Energy Council (GWEC), 
Larsen & Rez determined that the average capacity factor for all wind plants between 2004-2010 was 25% in the 

US, 23% in the United Kingdom and Denmark, and 17% in Germany [5]. 

Bosnia and Herzegovina is considered to have a substantial opportunity for establishing wind farms, as evidenced 

by references [8-12]. The first wind farm was put into operation in 2018. After that, two more wind farms were 

built, so the total power of the wind farms is 135 MW. This is, of course, well below Bosniaôs wind energy potential. 
In the energy mix, these wind plants produce a modest amount of energy of a few percent, [13]. Three wind farms 

in Bosnia and Herzegovina have been in operation for some time. In this paper, the capacity factor of these wind 

farms will be analyzed and compared with wind farms in Europe, as well as it will be analyzed the indicators of 

wind parks productivity: (GWh/unit), (GWh/MW), and (kWh/m2). 

2. METHOD  

The capacity factor measures the efficiency of a wind turbine or wind farm in utilizing the available wind resource. 

It is determined as a percentage by dividing the Annual Energy Production (AEP) by the theoretical maximum 

energy output: 

ὅὊ         (1) 

CF is a dimensionless quantity. For a given site's wind conditions, a wind park with higher CF is better designed 

and produces more electricity. The maximal CF is 1 (or 100%), but the wind is not permanent, so it is in fact not 
possible to reach this value. As depicted in Fig. 1, the wind parks (shown in green) in Bosnia and Herzegovina are 

situated in the southern region, where the Bora wind is most prevalent.  

 

 
Figure 1. Wind parks in Bosnia and Herzegovina (green color) 
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The Bora is a strong and cold katabatic wind that typically blows from the north to northeast, starting suddenly and 
slowing down gradually. It can last for several days and can be either anticyclonic (dry) or cyclonic (cloudy). The 

conditions required for the Bora wind include mountainous terrain, varying temperatures and pressures in high and 

low elevations, etc. The Bora occurs along the eastern coast of the Adriatic Sea and in its hinterland. Further research 

on this unique wind, particularly in the hinterland, is still needed [14]. 

The first wind farm in Bosnia and Herzegovina was put into operation is Mesihovina in 2018. The Jelovaļa wind 

farm was put into operation in early 2019, and in 2021 the Podveleģje wind farm was put into operation. [15-19]. 

Table 1. shows the wind parks analyzed in this paper and the wind turbines used at those wind parks. 

Table 1. Wind parks characteristics in Bosnia and Herzegovina 

Wind farm Total nominal power and turbine type WGS84 

Mesihovina 
50.6 MW 

22 Ĭ Siemens SWT-2.3 (power 2.3 MW, diameter 108 m) 

Latitude: 43Á 36' 51" 

Longitude: 17Á 13' 57.9" 

Jelovaļa 
36.0 MW 

18 Ĭ Gamesa G97/2000 (power 2.0 MW, diameter 97 m) 

Latitude: 43Á 45' 3.4" 

Longitude: 17Á 8' 42.8" 

Podveleģje 
48.0 MW 

15 Ĭ Siemens SWT-3.2 (power 3.2 MW, diameter 113 m) 

Latitude: 43Á 20' 37.1" 

Longitude: 17Á 51' 45.5" 

Data on the characteristics of wind farms were taken from companies and relevant institutions, [15-20]. Thus, a 

total of 55 wind turbines (units) with an average power of 2.45 MW/unit have been installed in Bosnia and 

Herzegovina. 

3. RESULTS AND DISCUSSION 

Data on the expected production was taken from the websites of wind parks (WP) owners [15,17,19]. Electricity 

data for all wind parks was taken from the official websites of the System Operator (NOSBiH), [21]. The electricity 

production of wind farms shows in Fig. 2. 

 
Figure 2. Electricity from wind parks in Bosnia and Herzegovina 

WP Mesihovina was the first to start production in March 2018, Fig. 2. The first 6 months for all power plants is 

considered the trial operation of the plant, [22]. For that part of 2018 (7344 hours) CF was 27.8%, while for 2019 

CF was 37.4%. In January 2019, WP Jelovaļa started working (and in the first 6 months of the trial operation); CF 
was 27.8%. In 2020, CF was 33.2% for WP Mesihovina and 36.2% for WP Jelovaļa. Better results were recorded 

in 2021, they amounted to 36.7% for WP Mesihovina and 35.4% for WP Jelovaļa, while for WP Podveleģje, which 

started trial operation at the beginning of 2021, CF amounted to 25.7%. 

If analyzing the 12-monthly period when all three wind farms were in full operation (July 2021 - Jun 2022), then 

CF is 36.9% for WP Mesihovina, 33.9% for WP Jelovaļa and 28.9% for WP Podveleģje, as depicted in Tab. 2. 
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Table 2. Average capacity factors 

Wind farm 
Electricity from nameplate 

capacity (GWh) 

Energy from wind 

farm (GWh) 

Capacity 

factor % 

Expected 

electricity (GWh) 

Mesihovina 443.26 163.76 36.9 165.17 

Jelovaļa 315.36 106.81 33.9 110 

Podveleģje 420.48 121.50 28.9 130 

The capacity factor, which varies based on location and wind speed characteristics, is estimated to be between 30-

35% for new onshore wind parks [2]. It is expected that the average capacity factor of all wind parks in the EU will 
rise to 29% in 2020 and 33% in 2030 [23]. Repowering, optimal placement, and optimized design of wind turbines 

are expected to enhance the overall efficiency of onshore plants. However, in 2021, the capacity factor for onshore 

plants in Europe decreased to 23% (from 25% in 2020) [2]. 

There are several indicators of the productivity of wind parks, including generation per turbine (GWh/unit), annual 
generation per unit of power output (GWh/MW), and specific yield, which is the generation per unit area covered 

by the rotor of the turbine (kWh/m2). The values of these measures are presented in Table 3 for wind parks in 

Bosnia and Herzegovina. 

Table 3. Indicators of wind parks productivity 

Wind park Electricity per wind 

turbine (GWh/unit) 

Electricity per MW wind 

turbine (GWh/MW) 

Electricity per turbine rotor 

area in a year (kWh/m2) 

Mesihovina 7.44 3.24 812.96 

Jelovaļa 5.93 2.97 803.42 

Podveleģje 8.10 2.53 808.07 

If analyzing the 12-monthly period when all three wind farms were in full operation (July 2021 - Jun 2022), then 

the WP Mesihovina has the best indicator values with annual production of 7.44 GWh/units or 3.24 GWh/MW. 
Specific generation was 812.96 kWh/m2 for WP Mesihovina. The WP Jelovaļa has the weakest results: 803.42 

kWh/m2 or 32.23% less than Mesihovina, see Tab. 3.  

4. CONCLUSION 

The EU has optimistic plans for wind energy [24]. One of the most important indicators for starting the wind project 

process is the capacity factor of the wind park (farm). At the EU level, a realized average capacity factor is lower 

than expected. In 2019, wind power plants in Bosnia & Herzegovina, with the total power of the wind parks 135 

MW (55 wind turbines), produced 1.66% of total electricity, in 2020 it was 1.76% and in 2021 2.34%. 

The capacity factor is the highest during winter, then during spring in Bosnia and Herzegovina. The average 

capacity factor for wind parks in Bosnia and Herzegovina was 33.2% (July 2021 ï Jun 2022). The highest is for the 

Mesihovina wind park, at 36.9%, followed by Jelovaļa 33.9%, and the Podveleģje wind park 28.9%. The average 
values of productivity indicators of all wind parks in Bosnia and Herzegovina are 7.6 GWh/unit, 2.9 GWh/MW, 

and 808.15 kWh/m2/year, which are also good values. This is data for only one year (12 months), and in a longer 

period of time data will be obtained that will give a more realistic picture of the capacity factor and productivity 

indicators. 
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Abstract: In most African countries, the availability of sunlight can allow drying in the attic of metal-roofed 

houses. A prototype ventilated attic has been constructed and tested for drying cocoa and cassava. 

The temperature differences between the air inside the PVC pipes used as chimneys and the air outside 

are close to 11Á C and show that the air is circulating in the prototype. The drying of cassava and 

cocoa took 26 h and 27 h respectively. The semi-empirical Midilli-Kucuk and logarithmic equations 
best describe the drying curves of cassava and cocoa, respectively.  The variation in drying air 

humidity is modeled by the 4th  order Runge-Kutta method. The small difference between the 

measured and calculated values shows that the modeling describes well the variation of relative air 

humidity during cocoa drying. The measuring instruments used are: a Kipp and Zonen CMP 10 

pyranometer (for sunshine), K-type sensors connected to Voltcraft pl-120 thermometers (for 

temperatures). FY-11 thermo-hygrometers (for air temperature and hygrometry) 

Keywords: Solar drying, ventilated attic, modeling, cocoa beans, cassava 
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1. INTRODUCTION  

In the sunny areas of the world and in particular for many African countries, the sun is available all year round, 
abundant and easy to capture. For these regions, mastering solar energy applications such as photovoltaics, solar 

heating, solar cooling and refrigeration would be a real advantage. In fact, all forms of energy in the world as we 

know it are of solar origin [1]. Post-harvest losses are indexed as one of the causes of rural hunger in these countries. 

The oldest method of food preservation is sun drying. But traditional drying has its limitations, and farmers in 
African countries would benefit from investing in solar dryers. Several research efforts to improve the old method 

are being undertaken. Roberto L. M. et al. [2] undertook an experimental and then numerical study of the drying of 

papaya. Different studies of food drying have been undertaken by Merlin Simo-Tagne et al. [3], [4], [5]. B. Norton 
[6] presented some criteria to which the dryers should be subjected depending on the type of product to be dried. 

Barreiro et Sandoval [7] undertook the modeling of moisture absorption of cocoa beans during storage. Attic drying 

is an old method still used in West Africa for the conservation of foodstuffs. The literature hardly mentions it 

because research work is not sufficiently directed in this direction. The products to be dried are generally spread 
out on bamboo racks. The heat produced by the wood smoke affects the color and taste of the dried product. 

Sometimes the product dries under the action of the air circulating in the loft. But the flow being very low, the 

drying process is very slow, which favors the formation of mold and the rotting of the products. This results in poor 
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quality products that are difficult to sell. The immediate corollary is the maintenance of the farmer in poverty. With 
modern aluminum-zinc roofs, it is possible to use them to improve this old method. Always exposed to the sun, 

they constitute a real source of unexploited energy. A prototype ventilated attic is built and used for solar drying of 

cassava and cocoa. The study of the chimney draft is carried out experimentally. The drying curves are modeled 
using the semi-empirical desorption equations. The evolution of the relative humidity of the drying air is also 

modeled. 

 

 
Figure 1. Traditional drying in an attic 

2. MATERIALS AND METHODS 

2.1. Presentation of the Prototype 

The prototype studied is a part of a roof (Fig. 2). It has three chimneys made of PVC pipes. The roof is a corrugated 

aluminum-zinc sheet covered with black paint in order to store enough heat and inclined 10Á from the horizontal 

surface.  

 
Figure 2. (a) Prototype with coca beans inside, (b) Profile view of the prototype, (c) Air inlet.  
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The drying rack is horizontal and made of nylon. The latter is mounted on a wooden frame. The air inlet is covered 
with an iron grill to prevent rodents or birds from entering. The ceiling of the prototype and the sides are made of 

plywood. The interior volume is about 0.24 m3. The drying surface is 1.48 mĮ. The whole thing is mounted on a 2.5 

m support in order to have the height of a roof. We dried cassava and then cocoa. In this study, for cassava, we just 
modeled the variation of water content. The relative humidity and temperature variations were recorded during the 

drying of cocoa beans. 

2.2. Study of the Chimneys 

Ekechukwu et Norton [8] showed that the air velocity in a cylindrical, vertical chimney is related to ЎὝ  (rise of 

chimney air temperature over ambient air temperature). Indeed, in the operating temperature range of natural 

convection dryers (25ÁC - 90ÁC), the pressure drops inside the chimney are given by [9]: 

ЎἜ Ȣ ἯἒἢἫἰ ἢἩ  Ȣ ἯἒЎἢἫἰ                                                                                            (ρ) 

These losses are related to the friction of the air on the wall of the chimneys by the following expression (considering 

a turbulent regime with a friction coefficient of 0.03): 

Ўὖ πȢπσ”Ӷ                                                                                                                                                   (ς) 

Combining these two equations, we obtain: 

Ἶ ȟ
ἎἯ
ȢЎἢἫἰ

Ⱦ
                                                                                                                                         (σ) 

This equation does not take into account the effect of humidity on the air speed, friction with the product and in the 

drying chamber, the following expression will be used: 

Ἶ ἮЎἢἫἰ
Ⱦ                                                                                                                                                      (τ) 

 

2.3. Modeling of Drying Curves 

Various equations give the decay, during drying, of the water content as a function of time. These equations contain 

constants (k, n, a, b) that are adjusted to match the experimental drying curves. For the modeling of our curves, we 

used 6 semi-empirical models. They are collected in the table below. The software used for this modeling is Excel 

solver. 

Table 1. Semi-empirical models used 

Models Expression 

Newton X = exp(- kt) 

Page X = exp(-ktn) 

Henderson et Pabis X = a exp(-kt) 

Logarithmique X = a exp(-kt)+b 

Two terms X = a exp(-kt)+b exp(-nt) 

Midilli -Kucuk X = a exp(-ktb)+nt 

The statistical parameters used for the choice of the best model are: a higher value of the coefficient of determination 

RĮ and lower values of Į and root mean square error RMSE [10]: 

ἠἙἡἏ
Ἒ
В ὀἱἭὀἸὀἱἸἺἭ
Ἒ
ἱ                                                                                                                         (υ) 

В ὀἱἭὀἸὀἱἸἺἭ
Ἒ
ἱ

Ἒ ἶ
                                                                                                                                            (6) 

ἠ
В ὀἱἭὀἸὀἱἸἺἭ
Ἒ
ἱ

В ὀ ἭὀἸὀἱἸἺἭ
Ἒ
ἱ

                                                                                                                                    (χ) 
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2.3. Modeling of Humidity Variation  in the Prototype 

Mass transfer in the prototype in the is expressed as follows  [11] : 

Í Í9 9 Í π                                                                                          (8) 

x(t) is obtained from modeling the drying curve. The water content of the air is given by the following expression 

[12] where P (ḗ101325 Pa) est la pression ambiante, is the ambient pressure, Hr is the measured relative humidity 

of the air, and Ps(T) is the saturation vapor pressure obtained with the Dupr® formula [13] given as a function of 

temperature. 

9
Ȣ

Ȣ

                                                                                                                                                         (ω) 

0Ó4 Å
Ȣ

ȟ
Ȣ   ȟ

                                                                                                         (10) 
In order to solve equation (8) by the 4th order Runge-Kutta method, we rewrite it in function form as follows (we 

admit that ʍ ρȢς ËÇȾÍ ) : 

Ὢὣȟȟὸ ὣ ὸ ὣȟ                                                                            (ρρ) 

9 π is the water content of the air in the morning at the beginning of the drying and h = 30min (1800s) is the time 

step. The algorithm is as follows : 

ὑ Ὤ Ὢὣȟȟὸ  ; ὑ Ὤz Ὢὣȟ ȟὸ  ; ὑ Ὤ Ὢὣȟ ȟὸ  ; 

ὑ Ὤ Ὢὣȟ ὑȟὸ Ὤ ; ὣȟ ὣȟ ὑ ςὑ ςὑ ὑ  ; ὸ ὸ Ὤ 

3. RESULTS AND DISCUSSIONS 

Our study of the stacks is concerned with the variation of the air temperatures in the stacks in relation to the variation 
of the ambient temperature. Fig. 3 below shows the variations of the average temperature values in the three stacks, 

the temperature of the drying chamber, the ambient temperature and the ambient relative humidity with sunshine. 

It can be seen that the ambient temperature varies around 30Á C with maximum values up to 32.6, 33.6 and 31.8 ÁC 
respectively on these three days. The internal temperatures of the stacks varied from 26.8 to 44.8 ÁC, from 25.9 to 

43.5 ÁC and from 23.7 to 43.4 ÁC respectively on the 1st, 2nd and 3rd day. The temperature differences ȹTchmax were 

12.2Á, 11.5Á, and 11.7 ÁC successively on all three days. These values are close to those obtained by [8] and testify 

that PVC pipes are suitable as solar chimneys. The ambient relative humidity reached minimum values of 64% on 
the first two days and 74% on the last day. These temperature and relative humidity variations are favored by 

adequate sunlight, whose maximum values are close to 1000w/mĮ.  
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Figure 3. Humidity and temperature variations in the prototype, in the chimneys and in the ambient air 

with solar radiation. 

 

Fig. 4 below shows the variations in product moisture content. During both trials, we loaded the prototype with 2.5 

kg of cassava and then with 2.5 kg of cocoa beans. Mass measurements were made at various intervals, depending 
on how easy it was to observe the variations. We stopped measuring when no more variation in mass was observed. 

The initial water content of cassava is assumed to be 1.63 kg water/kg [14] and that of cocoa 1.22 kg water/kg [15] 

on a dry basis. At the beginning of drying, the curves decrease rapidly because of the presence of a lot of free water 

easy to remove. Towards the end of drying, the water remaining in the product is very much attached to it, which 
explains a very small variation in the curve. The results of the curve modeling are presented in Tables 2 and 3 

below. For the cassava drying curve, the Midilli-Kucuk model is used. For the cocoa drying curve, the logarithmic 

model is appropriate.  

 

 
Figure 4. Experimental curve of the decrease of the water content of cassava and cocoa 

 

Table 2. Cassava drying curve modeling results 

Model  a k b n RĮ Į RMSE 

Newton  0.1   0.699 0.094 0.3024 

Page  0,0011  2,82 0.866 0.0404 0.196 

Henderson and Pabis 1.85 1.145   0.960 0.0104 0.0994 

Logarithmic 1.85 1.14 0  0.960 0.0107 0.0994 

Two terms  0.93 0.14 0.92 0.14 0.961 0.0107 0.098 

Midilli -Kucuk 1.565 0.044 1.46 0.0005 0.977 0.0065 0.076 
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Table 3. Cocoa drying curve modeling results 

Model  a k b n RĮ Į RMSE 

Newton  0.089   0.8201 0.0273 0.1631 

Page  0.0088  1.939 0.937 0.00947 0.0948 

Henderson and Pabis 1.395 0.122   0.932 0.01007 0.0978 

Logarithmic 1.1 0.089 0  0.981 0.0028 0.0515 

Two terms  0.698 0.122 0.698 0.122 0.932 0.0106 0.0978 

Midilli -Kucuk 1.175 0.032 1.49 0 0.955 0.0071 0.0804 

Indeed, these two models have the lowest values of Į and RMSE and the highest values of coefficient of 

determination. The modeling of the variation in water content is done during the drying of cocoa beans. Therefore, 

the semi-empirical equation of x(t) is as follows: 

ὼὸ ρȢρ Ὡὼὴ πȢπψωὸ                                                                                                                                 (ρς) 
ἬὀἼ

ἬἼ
Ȣ  ἭὀἸ Ȣ Ἴ                                                                                                                        (ρσ) 

Fig. 5 below shows the measured and simulated relative humidity variations of the drying air with Matlab R2014b. 

The statistical parameter used is the Mean Relative Error (MRE). The value of 4.67% found shows that the 

calculations represent well the measured values. 

ὓὙὉ
  

 
                                                                                                                                 (ρτ) 

 
Figure 5. Variations of experimental and calculated relative humidity (MRE=4.67%) 

 

4.CONCLUSION 

The possibility of using ventilated granaries with metal roofs to improve the traditional drying of agricultural 
products in the granary is studied. For this purpose, a prototype of ventilated granaries equipped with PVC pipe 

chimneys was built and tested for drying cassava and cocoa beans. The differences between the internal temperature 

of the chimneys and the ambient temperature show that they are appropriate for their role. The drying of the products 
lasted 03 days for each sample of 2.5 Kg. The modeling of the drying curves with six semi-empirical models showed 

that the Midilli-Kucuk model best predicted the drying curve of cassava. As for the cocoa drying curve, the 

logarithmic model is suitable. The relative humidity variation in the prototype during cocoa drying is modeled with 

the Runge-Kutta method of order 4. The low value of the MRE (4.67%) shows that the calculated values are in 
agreement with the experimental values. We plan to build a prototype in real size and able to dry larger quantities 

and for measurements over various periods of the year. 
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Abstract: The availability of renewable energy sources to fulfill energy demand requires technological energy 

efficiency in all knowledge areas. In this context, and delving into electronic controllers through a 

systematic literature review, it is found a great variety of such controllers that have been implemented 

and simulated on industrial processes focusing on performance and robustness, but not on the energy 

that they consume based on the algorithm implemented and on the type of development board. On 

the other hand, there is a lack of studies about controllers implemented in biofuel production processes 
as a type of renewable energy. Thus, this study developed a heterogeneous packed bed reactor (PBR) 

for the production of biofuel, in which models of the behavior of the temperature in the plant are used 

to tune, adjust and self-tune PI, PID and self-tuning PID controllers; the performance of these 

controllers is further compared. Results show that it was possible to produce biofuel, and besides it 

was achieved a reduction in energy consumption of the controllers corresponding to 6.88% for phase 

2 and 20% for phase 3, with improved temperature settling times of 2s for phase 2 and 47s for phase 

3. 

Keywords: Renewable energy, technological energy efficiency, biofuel production process, electronic controllers 

É 2023 Published by ECRES 

1. INTRODUCTION  

Several years ago, the idea that renewable energies would become capable of fulfilling future worldwide energy 

needs was a utopia. Despite this, a Regional Energy Deployment Simulation (ReEDS) model developed in the 

National Renewable Energy Laboratory (NREL), indicated that 80% of the global energy supply for 2050 will come 
from renewable energies [1], i.e., net zero emissions (NZE). Nevertheless, to achieve these objectives, the 

International Energy Agency (IEA) [2] and [3] state that energy efficiency is one of the most important issues to 

obtain energy sustainability; in other words, each energy unit must contribute more than it does today for NZE [4]. 
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Based on the above, there are different fields of study and subsystems that contribute to energy improvement of 
renewable energy systems. This is the case of [5], which simulates a plant that produces biofuel from recycled 

cooking oil, and analyzes the efficiency of the production costs through the study of the reversible and irreversible 

exergy. From the point of view food security, [6] establishes that biodiesel and bio gasoline do not use food crops, 
and thus do not affect such security; hence, its economically favorable sustainability would be guaranteed [7]. On 

the other hand, the use bioethanol as a biocomponent has decreased because it is extracted from corn [8]; this has 

led to technological setbacks, and lack of techno-economic analyses (TEA) and data for R&D [9]. Now, the 
following works can be found when tracing a path of electronic control systems that contribute to energy 

sustainability for the production of biofuels. A comparison is carried out in [10] between Fuzzy and PID controllers 

applied at the evaporation stage to improve the production of bioethanol; in addition, after a systematic review the 

authors state that there is a lack of comparative studies of the performance of traditional and robust controllers, and 
of commercial equipment. On the other hand, the review in [11] specifies that traditional methods for mass 

production of biofuels are no longer feasible and, thus, it is required intelligent machines with energy efficiency 

and energy saving features in their processes. Nevertheless, since this is a recent technology, [12] states that barely 
10% of the academic papers are aimed at the industrial area, of which only 24% are implemented in different 

production branches and there is a lack regarding the production of biofuels. 

Based on the literature review, a deficit is found regarding the implementation of electronic control systems in 

biofuel production processes, for the analysis of the performance and consumption variables of such controllers. 

Thus, this paper designed a PBR with laboratory features to obtain biofuel from the injection of ethanol, to further 
implement different classical PI and PID temperature control systems in the preheater and reactor stages. 

Afterwards, the performance variables are compared with respect to a commercial industrial system for digital 

control of temperature (self-tuning PID), evaluating settling times, power absorbed and energy consumed. Finally, 
the elements that constitute the obtained condensable hydrocarbon are identified through a mass percentage 

analysis. 

The document is structured as follows. Section 1 presents the introduction, section 2 describes the methodology, 

section 3 analyzes the results, and finally section 4 states the conclusions. 

2. MATERIALS AND METHODS  

To obtain biofuel as the process output and to implement a control system for a chemical reaction plant that produces 

hydrocarbons, the following general aspects were taken into account: performance equation, contact model and 
kinetics. Considering that the input may be continuous or discontinuous, the contact depends on the type and number 

of phases, and it may be homogeneous or heterogeneous.  

 
Figure 1. Stages of a packed bed catalytic reactor (PBR) (Adapted from [13]). 
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At last, it was analyzed the kinetics of the variables involved in the process, namely, volume, flow, temperature, 
spatial velocity, etc. This information is relevant for the development of a biofuel production plant for experimental 

use in an academic environment. Consequently, and based on the above, the design of the Packed Bed Catalytic 

Reactor (PBR) is extracted from, and Fig. 1 shows its schematic diagram.  

2.1.Oligomerization process to hydrocarbon:  

Using an HPLC peristaltic pump (phase 1), ethanol is injected as reactant fluid, which is then passed through the 
preheater (phase 2) to be dehydrated for obtaining a gaseous fluid with a spatial velocity (Weight hourly space 

velocity, WSHV) related to the mass flow and to the mass of catalyst (Zeolite HZSM-5 (280)) contained in the 

reactor (phase 3), as indicated by Eq. [1].  

ὡὌὛὠ
ά

ά
 (1) 

A ὡὌὛὠπȢωτφψ Ὤ  was obtained experimentally, injecting ethanol to an inlet mass flow of ς άὰάὭὲϳ . 
The catalyst used in phase 3 was the commercial HZM5, due to its features in industrial and environmental 

applications, and its synthesis activity persistence even when reutilized after various experiments [14]. 

In order to reach a laminar behavior of the fluid and based on the reactor design parameters, the calculated Reynolds 

number was 18.75, with a mass flow of πȢπππτσψσσ ὯὫί άϳ , a pipeline diameter of πȢπςυ ά  and a fluid 

dynamic viscosity [ɛ] of πȢππρρω ὯὫί άϳ . The oligomerization process to hydrocarbon was carried out in the 

city of Quito at ςωχχ άȢὥȢίȢὰȢ; at atmospheric pressure and with temperatures of 300ÁC in phase 2 and 350ÁC for 

phase 3, it was guaranteed that the reactive boils without degrading, obtaining condensable hydrocarbons as 

products. At last, with an approximate temperature of 0ÁC in the condenser (phase 4), the liquid and gaseous phases 

separate to obtain a final product (gasoline). 

2.2.Model of the PBR 

For the process to obtain the biofuel it is necessary to have stable temperatures, both in the preheater and in the 
reactor; consequently, it is required to control this variable. The models of these systems were determined applying 

as input a step signal at the desired temperature, and obtaining output signals that represent the behavior during 

heating and cooling periods for the second and third state phases, as it is shown in Fig. 2. 

 
(a) 

 
(b) 

Figure 2. Models of the system behavior for phases 2 (a) and 3 (b). 

Table 1 shows the continuous-time transfer functions of the PBR, obtained with the Matlab identification toolbox. 
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Table 1. Control Parameters of the PBR. 

System parameters   Phase 2  Phase 3 

Manipulated variable PTO PTO 

Control variable Temperature Temperature 

Disturbance  External temperature External temperature 

FirstïOrder Approximation 

s-domain  
ὋὛ

πȢππφρπχ

ί πȢπππφρςσ
 ὋὛ

πȢππφρπχ

ί πȢπππφρςσ
 

Modeling accuracy 78,67% 94% 

3. ANALYSIS OF RESULTS 

Two classical control systems, namely PI and PID, were tuned. These control systems were considered with the 

purpose of analyzing information about performance and robustness in phases 2 and 3 of the PBR. Afterwards, the 

controller with the best performance will be compared with a commercial temperature controller. 

3.1. PI and PID Controllers in Phases 2 and 3 

 For the step signal, the PI controller exhibits no overshoot in both heater and reactor; however, the settling times 

of its responses are φςσ ί  and ψτπ ί, respectively. On the other hand, the PID controller exhibits overshoots of 

11.3% and 12.7% in the two phases, with settling times of ςσω ί and ςωρ ί, respectively. Due to the control process 

and the results obtained, the PID controllers are considered for further comparison with the commercial self-tuning 

PID controllers. Table 2 shows the tuned parameters. 

Table 2. Tuning parameters of the PID controllers in Phases 2 and 3 of the PBR 

Control P  I Td 

Phase 1 8.107 90.7151 1.565 

Phase 2 12.37 77.8 1.71 

3.2. PID and self-tuning PID Controllers in Phases 2 and 3 

According to the datasheet, the digital temperature controller of the brand BERM REX-C100 exhibits features such 

a fast temperature control, fast response and low overshoot. In this context, a field test was conducted establishing 

independent set-points for each phase of the PBR, to obtain the settling times of the system and the energy 
consumption. Fig. 3 shows the results of energy consumption for the controllers subject to test, under equal external 

conditions as disturbance, same flow of ethanol injected to the preheater and same set-point.  

 

 
Figure 3. Energy Consumption of the PID and self-tuning PID controllers in phases 2 and 3. 
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According to the parametric conditions for obtaining biofuel in the PBR, a set-point of 300ÁC is established in phase 
2, achieving settling times of 158s and 160s for the commercial self-tuning PID controller and the PID controller 

of the case study, respectively, and absorbing a mean power ὖ of 1.75[W] and 1.65[W], respectively, which 

indicates, according to Fig. 3, that the PID controller reduces its energy consumption 6.88% with respect to the 
commercial controller. For the case of phase 3, the self-tuning PID and PID controllers settle at a temperature of 

350ÁC in 263s and 310s, respectively, and the mean powers ὖ  absorbed were 1.50[W] and 1.75[W], respectively, 

indicating, according to Fig. 3, that the PID controller of the case study reduces energy consumption 20% with 

respect to the self-tuning PID controller. 

3.3. Chemical Compounds in the Biofuel 

Using a gas chromatograph, a test was conducted to determine the main organic compounds that constitute the 
samples given by the packed bed reactor. Taking into account that the main hydrocarbons present in the fuels are 

paraffins, isoparaffins, naphthenes, aromatic compounds, sulfur compounds and oxygenates, the concentration of 

each element that constitute the sample obtained is observed in Fig. 4.  

 
Figure 4. Concentration of the elements that constitute the sample obtained. 

According to the compounds and the amount of area constituted in the resulting samples, in general terms the results 

correspond to a noncommercial biofuel, due to the low concentrations of paraffins. 

4. CONCLUSIONS 

Two After the experimental tests of the controllers in the biofuel PBR (preheater and reactor), it was observed that 
the availability of appropriate models of the behavior of the plant improve the responses of the performance 

variables, since during the comparison with the performance variables of the commercial controller it was evidenced 

a reduction in energy consumption of the controllers of 6.88% for phase 2 and 20% for phase 3, with a settling time 

of the temperature that is improved ς ί in phase 2 and τχ ί in phase 3. On the other hand, the biofuel obtained 

shows noncommercial features, since it only has 16.83% of paraffins with respect to the base. For further studies, 

in addition to the temperature control systems for phases 2 and 3, it is recommended to also control pressure and 

flow to achieve a better production efficiency and different types of biofuels. 
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Abstract: Covid-19 pandemic lockdowns have significantly changed the energy consumption patterns. 

Therefore, well known energy forecast tools must be adapted for the new scenarios. Sometime, it is 

need only a fast, reliable, and easy-to-implement tool, not a complex computational tool as presented 

in the majority of scientific papers. The aim of this article is to propose an easy tool to forecast 

electricity consumption during and after the pandemic lockdown in order to decision makers can 

taking confident decision in the return of presential activities. Such a tool should be easily 

implemented in a spreadsheet without the need of sophisticated computer software. The model widely 

used for trended, seasonal, and non-stationary time series, as presented in an electricity consumption 
time series, is the ARIMA. However, in this study the Holt-Winters method is compared with the 

former one. Results pointed that the second method is equally accurate and effortless to implement, 

being the recommended one in this work. 

Keywords: Demand prediction, coronavirus, Unifei, ARIMA, Holt-Winters 

É 2023 Published by ECRES 

Nomenclature  

ACF 

ANN 

AR 

ARIMA  

ARIMAX  

ARMA 

HW 

LSTM 

MA 

MAPE 
NARX 

OLS 

PACF 

PV 

SVR 

Unifei 

UKCeMGA 

Autocorrelation Function 

Artificial Neural Networks 

Autoregressive model 

Autoregressive Integrated Moving Average 

Autoregressive Integrated Moving Average with Exogenous 

Mixed Autoregressive-Moving Average model 

Holt-Winters 

Long Short-Term Memory  

Moving Average model 

Mean Absolute Percentage Error 
Nonlinear Autoregressive  

Ordinary Least Squares 

Partial Autocorrelation Function 

Photovoltaic 

Support Vector Regression 

Federal University of Itajub§ 

UK Centre for the Measurement of Government Activity 

mailto:d2021103246@unifei.edu.br
mailto:d2022100374@unifei.edu.br
mailto:pedro@unifei.edu.br
mailto:miquel.castilla@upc.edu


11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

81 

XGBoost Extreme Gradient Boosting 

1. INTRODUCTION  

ñIt is difficult to make predictions, especially about the futureò, a statement attributed to Neils Bohr and to many 

other prominent people, suggests that should be easy to predict the past [1]. However, sometime an unexpected 
event, as the covid-19 pandemic, changes the normal behaviour of a variable that should be predicted in the future. 

In such a case, it will be needed to predict the normal behaviour during the pandemic period, i.e., it will be needed 

to predict the past without the real data. 

The coronavirus pandemic and government restrictions have significantly influenced on the environment and 

energy profiles behaviours. Electricity consumption was quite affected by such a pandemic, as many activities were 
done remotely growing residential consumption and decreasing electricity consumption in other segments. Public 

and commercial services were the main affected kind of business, but no one escaped of electricity consumption 

changes effects [2]. Services affected by lockdowns and/or remote activities, as Universities, have had their 
electricity consumption dropped and the consumption growth in the return of normal activities is still unknown. To 

predict this new post-pandemic consumption, make necessary to predict how would be the consumption if there 

was not the pandemic. 

The campus of Federal University of Itajub§ (Unifei) can be seen as a microgrid, as it has clear electrical boundary, 

a single grid connection, own generation, battery banks, and several kinds of loads [3], as laboratories, classrooms, 
and many other activities, Fig. 1. Almost all of these activities were affected by the change to remote mode during 

the pandemic period of two and half years, from March of 2020 up to July of 2022. As the Unifei is supplied in part 

by the public grid and in part by own solar photovoltaic generation, the post-pandemic consumption should be 

predicted to planning activities and reinforce such a generation. 

 
Figure 1. Unifei campus schematic. Adapted from https://unifei.edu.br/institucional/mapa-do-campus-Itajub§/ 

In this study it is proposed an easy-to-implement model to forecast electricity consumption during the pandemic 

period and for next years. The tool should be easily implemented in a spreadsheet, without the need of sophisticated 
computer software, to help decision makers taking confident decision related to electricity consumption after the 

return of presential activities. It was considered not only the grid consumption but also the own generation and, for 

a next step, campus occupation. The last one is need as some activities will be permanently in remote mode after 
pandemic. It was considered the two main models used to predict time series, the autoregressive integrated moving 

average (ARIMA), also known as Box-Jenkins model, and the Holt-Winters (HW) exponential smoothing model. 

Both are adequate to forecast future values based on trended and seasonal non-stationary time series [4]. 

Results had shown that both models are similar in accuracy with mean absolute percentage error (MAPE) less than 

4%. However, the HW model is the easiest to implement in spreadsheets, as it has less equations to be implemented. 
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HW was the recommended method by this study, nevertheless, if it is needed more accuracy, deep studies should 
be carried out including other variables and more sophisticated tools, as artificial neural networks (ANN). 

This paper is organized in four sections. In section 2 a literature background is presented, while in section 3 

methodology and previous data are presented. Results and discussion are shown in section 4 and, finally, section 5 

is dedicated to conclusions and recommendations for future works. 

2. THEORETICAL BACKGROUND  

Farrokhabadi et al. [5] have assessed the IEEE demand forecasting competition facing the pos-covid-19 paradigm. 
They received several studies from all over the world. The winners have used multi-model ensembles to predict 

day-ahead demand. Nevertheless, authors observed that many competitors have used data from the pandemic period 

to training models making less robust such models. In addition, large model ensembles are staff and computational 

costly, to aggregate a little improvement in results. 

Rayash and Dincer [6] has analysed the electricity demand trends amidst the coronavirus pandemic in Canada. The 
work used the smart cities concepts to conclude that all of them should be rethought after the post-pandemic 

behaviour changes, including energy demand prediction. Similar study done in three US states presents the same 

worries. Even with a little change in demand post-pandemic, several other factors where affected, as power grid 

stress indicators [7]. 

The behaviour changes after pandemic period will have long-term effects and not only the energy consumption was 

affected, but also the power grid reliability, as stated by Alasali et al. [8] The authors have used ARIMAX and ANN 

to develop a stochastic model to generate scenarios in the post-pandemic period. In the beginning of Brazilian 

mobility constraining, Carvalho et al. [9] have analysed the electricity consumption behaviour. In general, all 
Brazilian regions have presented a reduction in electricity consumption, even with the residential demand growth 

presented by other authors [10]. 

One of the main antecedents in the literature for time series analyses and forecasting, the main support for this work, 

is the book wrote by Montgomery, Jennings, and Kulahci [4]. Such a book starts with a review of statistics 
fundamentals, presents the regression analysis and forecasting for general data. Then, the authors focus on time 

series, and present Smoothing methods for general time series. For trended and seasonal time series, the work 

presents the methods autoregressive (AR), moving average (MA), mixed autoregressive-moving average (ARMA) 

and, finally, the most used, autoregressive integrated moving average (ARIMA). Nevertheless, many authors have 
been studying time series analysis before Montgomery as Daves and Flores [11] that presented a confident sequence 

of tests to identify seasonality in time series. Holt-Winters (HW) exponential smoothing method is an adequate tool 

to forecast small time series with trend and seasonality, according to comparative studies carried out by Jiang et al. 
[12] that stated the HW exponential smoothing can accurately forecast time series with relatively few data, and 

Makatjane and Moroke [13] that concluded HW is more adequate to forecast car sales than ARIMA, even both 

presenting good performance based on same metrics. Winters [14], the father of HW method, suggested two types 
of adjustment, additive and multiplicative methods. The first one is applied when the time series presents trend and 

seasonality, however, the seasonality amplitude remains constant, whereas the multiplicative case is applied when 

the seasonality is time dependent, i.e., as the time growth, the seasonality amplitude increase or decrease. The model 

widely used for trended, seasonal, and non-stationary time series is the ARIMA, also known as Box-Jenkins model, 
that is compound of the two basic models AR and MA linked by an integrating component I. However, in several 

examples HW and the ensemble of both methods usually provide more accurate results [15]. Even for simple 

implementation in a spreadsheet, in some cases, the HW shows itself as more accurate than ARIMA model, as 

recommended by UK Centre for the Measurement of Government Activity (UKCeMGA) [16]. 

There are many tools for more accurate predictions, as nonlinear autoregressive (NARX) and long short-term 

memory (LSTM) ANN presented by Ozbay and Dalcali [17], and extreme gradient boosting (XGBoost) or support 

vector regression (SVR) used by Wasesa et al. [18] in their work. However, these tools are costly both in personnel 

and computational effort. 

3. METHODOLOGY  



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

83 

Electricity consumption and solar photovoltaic (PV) generation data have a time series behaviour, as they are a 
chronological sequence of observation. Therefore, it is necessary to define the pattern of a time series in order to 

choose the best model to fit and forecasting. Time series can be random, trended, seasonal etc, and its pattern can 

be revealed by a time series plot, among other tools. 

Since June of 2016 Unifei has in operation a solar photovoltaic (PV) micro-plant of 28.5 kW installed power. Even 
been a small production when compared with energy consumption, such a production should be added to make a 

more confident prediction for the future. The energy production of Unifei PV plant is presented in Tab. 1 (source: 

https://www.solarweb.com). 

Table 1. Electricity production of Unifei PV plant in MWhĭ. 

Month 2016 2017 2018 2019 

January  3.12 3.05 0.58 

February  3.19 3.11 0.89 

March  3.94 3.85 3.46 

April   3.83 3.74 3.46 

May  3.77 3.69 2.96 

June 1.55Į 2.88 2.75  

July 3.84 3.61 3.52  
August 3.41 3.21 3.13  

September 3.87 3.63 3.55  

October 3.43 3.22 3.15  

November 3.21 3.01 2.94  

December 2.94 2.76 2.70  

ĭ Measurement was stopped in 2019 and not returned until the end of this work. 

Į Values in italic were considered outliers. 

Due to the lack of measurement, data should be predicted from June 2019. The first step for a prediction is to 

identify the time series pattern. The time series plot, Fig. 2 (a), reveals three outliers. The first month in operation 
was not a complete month and June and July of 2019 present probable data transcription errors. In Fig. 2 (b) the 

time series without outliers is shown. 

 
Figure 2. Time series plot of Unifei PV generation (a) including outliers, and (b) without outliers. 

Another important task is to identify trend and seasonality, that can be done with the help of MinitabÈ software. In 

Fig. 3 it is possible to identify a negative trend slightly higher than the average nominal yield of solar panels 

marketed in 2022. However, such a trend is compatible as the PV panels' actual yield follows similar exponential 

decay curve, i.e., the more time, the less is the absolute loss of efficiency. 
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Figure 3. Trend analysis for Unifei PV generation. 

If there is no a clear seasonal pattern, the seasonality can be identified firstly by autocorrelation plot, Fig. 4, and 

then, confirmed by the significance of Box-Pierce and ANOVA tests [11]. Both tests resulted significant indexes 
for a 12-month seasonality and all multiples of three, clearly denoting the four seasons of the region, where PV 

power plants produce more in clear winters and summers and, less in clouded autumns and springs. 

 
Figure 4. Autocorrelation function for Unifei PV generation. 

As the time series has a few data, the HW method will be used in this case. The author assume that time series can 

be represented by Eq. 1 in the additive type of adjustment and by Eq. 2 in the multiplicative one. 

ὣ ὒ Ὕ Ὓ ‐ (1) 

 
ὣ ὒ ὝὛ ‐ (2) 

where Lt represents the linear component, Tt is the trend component, St is the seasonal component, and Ůt is a standard 

error. 

To forecast future values using the method of Eq. 1 can be reach by the following set of Eqs. 3-6, whereas when 

using the multiplicative method, the forecast should follow the set of Eqs. 7-10, as taught by the UKCeMGA [16]. 

ὒ ‌ὣ Ὓ ρ ‌ ὒ Ὕ  (3) 

 
Ὕ ‍ὒ ὒ ρ ‍Ὕ  (4) 

 
Ὓ ὣ‏ ὒ ρ Ὓ‏  (5) 
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ὣ ὒ Ὕ Ὓ  (6) 

ȑt are future values to be predicted, p is the seasonality lag and Ŭ, ɓ, and  d are estimated coefficients that should be 

adjusted for better forecast. 

ὒ ‌ὣȾὛ ρ ‌ ὒ Ὕ  (7) 

 
Ὕ ‍ὒ ὒ ρ ‍Ὕ  (8) 

 
Ὓ ὣȾὒ‏ ρ Ὓ‏  (9) 

 
ὣ ὒ Ὕ Ὓ  (10) 

The 10 previous equations can be easily implemented in a spreadsheet available in several office computer package. 

Therefore, they were used in this case of solar PV generation. Results are in the next section. 

Our purpose is to propose an easy implementing tool, in a spreadsheet, to forecast what would be the Unifei energy 

consumption during the pandemic lockdown if there was not such a lockdown. Data of Unifei grid consumption 

from 2015 up to 2022 is presented in Tab. 2 (source: electricity bills provided by distribution company). 

Table 2. Electricity grid consumption of Unifei in MWh*. 

Month 2015 2016 2017 2018 2019 2020 2021 2022 

January 170.1 179.9 189.7 186.9 189.7 200.2 146.3 133.7 

February 170.0 165.2 151.2 182.0 202.3 175.0 133.7 151.2 

March 161.0 184.1 177.8 181.3 193.2 163.8 142.1 196.0 

April  203.0 236.6 228.9 234.5 210.7 173.6 114.8 184.1 

May 189.0 224.7 204.4 247.8 224.0 119.0 119.7 167.3 
June 174.3 202.3 208.6 200.2 205.8 115.5 112.7 147.0 

July 163.8 200.9 200.9 191.1 177.1 119.0 113.4 154.0 

August 156.1 168.7 168.7 170.8 168.7 121.8 120.4 149.1 

September 182.0 198.1 205.1 205.8 185.5 121.8 135.8 167.3 

October 196.7 205.1 214.9 207.9 209.3 142.1 135.1 186.2 

November 215.6 220.5 237.3 238.7 238.7 138.6 137.9  

December 214.9 210.0 211.4 217.7 219.1 140.7 157.5  

*Data represent the sum of peak and out-of-peak consumption. 

The total consumption is the sum of grid consumption plus the consumption supplied by own generation, as shown 

in Fig. 5. As can be seen in the figure, there is a significative electricity consumption droop from March 2020 when 

the covid-19 lockdown started. 

 
Figure 5. Unifei total electric energy consumption. 
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The same steps that have been done before to identify trend and seasonality in the energy production time series 
was done here for consumption time series. Data used to adjust the model was from 2015 up to 2018. 2019 data 

was used for model test and validation. Then a forecast to 2020 up to 2022 was carried out. Fig. 6 (a) allow to 

identify an upward trend and, in (d) a 12-month seasonality for adjustment data as well as a non-stationary behaviour 
of the time series. In Fig. 6 (b) each component of adjustment data time series is presented, and finally in (c) residual 

plots are shown. The residues behaviour demonstrates a good model for the decomposed time series as well as the 

accuracy metric MAPE equal to 4%. 

 
 

Figure 6. Pattern identification of adjustment (Adjus) data time series. 

ARIMA model can be defined by two basic models. The autoregressive (AR) general model defined by Eq. 11 and 

the moving average (MA) general model given by Eq. 12 [16]. 

ὣ ᶮ ᶮὣ ᶮὣ Ễ ᶮὣ ‐ (11) 

 
ὣ ‘ ‐ ‐‫ ‐‫ Ễ ‐‫  (12) 

where fp and ɤq are coefficients to be calculated by ordinary least squares (OLS), p is the AR lag, and q is the MA 

lag. A useful way is to use the delay operator B to rewrite the models as in Eqs. 13 and 14. 

ᶮὄὣ ‐ (13) 

 
ὣ —ὄ‐ (14) 

where BYt = Yt-1, B
2Yt = Yt-2, é BdYt = Yt-d. The I in the acronym ARIMA refers to model integration term given by 

middle term in Eq. 15. 

ᶮὄ ρ ὄ ὣ —ὄ‐ (15) 
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where (1 ï B)dYt is the difference operator equal to (Yt ï Yt ï 1) ï (Yt-1 ï Yt ï 2) ï é ï (Yt-d-1 ï Yt ï d), and d is the order 
of such a difference. Thus, the complete model is called the seasonal non-stationary ARIMA (p, d, q). It is 

recommended to include a second ARIMA to analyse seasonal time series. The seasonal stationary ARIMA (P, D, 

Q)s, where s represents the main seasonality, is calculated by Eq. 16. The combined model is known as SARIMA 

(p, d, q) ³ (P, D, Q)s [19], given by Eq. 17. 

Fὄ ρ ὄ ὣ  Qὄ ‐ (16) 

 
ᶮὄ ρ ὄ Fὄ ρ ὄ ὣ ʃὄ  Qὄ ‐ (17) 

Montgomery, Jennings, and Kulahci [4] summarize the model to be chosen by the autocorrelation function (ACF) 

and partial autocorrelation function (PACF) as presented in Tab. 3. 

Table 3. Behaviour of ACF and PACF for stationary time series* [4] . 

Model/Function ACF PACF 

MA (q) Cuts of after lag q 
Exponential decay and/or 

damped sinusoidal 

AR (p) 
Exponential decay and/or 

damped sinusoidal 
Cuts of after lag q 

ARMA (p, q) 
Exponential decay and/or 

damped sinusoidal 

Exponential decay and/or 

damped sinusoidal 

* For non-stationary time series, the term I of ARIMA should be used. 

Based on Montgomery teachings, the ACF, Fig. 6 (d) suggests a MA (3) model and, the PACF in Fig. 7 clearly 
reveals an AR (2) model. As the time series is non-stationary, the ARIMA (p, d, q) model will be ARIMA (2, 1, 3) 

or even the SARIMA (2, 1, 0) ³ (0, 1, 3)12. 

 
Figure 7. Partial autocorrelation of adjustment data time series (2015 up to 2018 data). 

The ARIMA (2, 1, 3) was applied in this case of energy consumption forecasting. The second most used method is 
the Holt-Winters (HW), already used in this paper to predict Unifei energy production. The HW model for 

adjustment time series was implemented firstly in ExcelÈ, to adjust the coefficients, and then in MinitabÈ that 

produced the results. Both results are in the following section. 

4. RESULTS AND DISCUSSION 

Eqs. 1-10 were implemented in an ExcelÈ spreadsheet and, then for the case of solar PV generation, it was used the 

HW exponential smoothing in the MinitabÈ software, adjusting coefficients in the ExcelÈ using the Solver tool. The 
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results are presented in Fig. 8 and Table 4. From June 2019 up to October 2022 are forecasted values. The mean 
absolute percentage error (MAPE), the widely used accuracy measurement tool, applied to a control group of 

variables, was 1,3% indicating that forecasted values are very close to actual ones. Values from Table 4 were added 

to energy bill data to forecast what would be the Unifei energy consumption if there was not the pandemic period. 

Table 4. Electricity production of Unifei PV plant including forecasted values (in italic) in MWh. 

Month 2016 2017 2018 2019 2020 2021 2022 

January  3.12 3.05 0.58 2.91 2.87 2.85 

February  3.19 3.11 0.89 2.97 2.94 2.92 

March  3.94 3.85 3.46 3.68 3.64 3.65 

April   3.83 3.74 3.46 3.57 3.54 3.53 

May  3.77 3.69 2.96 3.52 3.49 3.44 
June 1.55 2.88 2.75 2.66 2.63 2.60 2.58 

July 3.84 3.61 3.52 3.48 3.43 3.40 3.41 

August 3.41 3.21 3.13 3.09 3.05 3.04 3.00 

September 3.87 3.63 3.55 3.50 3.45 3.46 3.41 

October 3.43 3.22 3.15 3.10 3.06 3.07 2,98 

November 3.21 3.01 2.94 2.90 2.86 2.87  

December 2.94 2.76 2.70 2.66 2.62 2.62  

 

 
Figure 8. Unifei PV generation including predicted values. 

Firstly, the year of 2019 was forecasted to validate the model. The results, using ARIMA (2, 1, 3), are presented in 

Table 5 and Fig. 9. Errors present only two values greater than 10 MWh in February and March, as just these two 
months followed an unusual behaviour in 2019 compared with previous years. The residual plots, Fig. 9 (b) show 

that residues are close to a white noise that represents a perfect fitting of the model, as well as the calculated MAPE 

of 3.85%. It is worth mention that residual analyses compare fitted values with the actual ones, whereas the 
calculated MAPE compare the forecasted values with the validation sample, in this case, the year 2019's Unifei 

consumption data. 

Table 5. Unifei energy consumption including the year 2019 forecasted using ARIMA model. 

Month 2015 2016 2017 2018 2019 2019* Abs. error 

January 170.1 179.9 189.7 186.9 192.7 191.9 0.80 

February 170.1 165.2 151.2 182.0 205.3 184.6 20.7 

March 161.0 184.1 177.8 181.3 196.9 179.0 17.9 

April  203.0 236.6 228.9 234.5 214.3 222.1 7.80 

May 189.0 224.7 204.4 247.8 227.6 217.7 9.90 

June 174.3 202.3 208.6 200.2 208.5 196.4 12.1 

July 163.8 200.9 200.9 191.1 180.6 180.7 0.10 

August 156.1 168.7 168.7 170.8 171.8 172.3 0.50 

September 182.0 198.1 205.1 205.8 189.0 203.9 14.9 

October 196.7 205.1 214.9 207.9 212.4 214.5 2.10 
November 215.6 220.5 237.3 238.7 241.6 246.5 4.90 
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December 214.9 210.0 211.4 217.7 221.8 225.4 3.60 

 

 
Figure 9. Results of ARIMA forecasting to 2019 (a) time series actual x forecasted, (b) residual analyses. 

The results using Holt-Winters method are shown in Fig. 10 and Table 6. Once again residues are close to a white 

noise with calculated MAPE of forecasted results being 3.64%, a little lower than that one from ARIMA model. 

 
Figure 10. Results of HW method forecasting to 2019 (a) time series actual x forecasted, (b) residual analyses. 

 

Table 6. Unifei energy consumption including the year 2019 forecasted using HW model. 

Month 2015 2016 2017 2018 2019 2019* Abs. error 

January 170.1 179.9 189.7 186.9 192.7 191.1 1.58 

February 170.1 165.2 151.2 182.0 205.3 170.9 34.5 

March 161.0 184.1 177.8 181.3 196.9 194.8 2.08 

April  203.0 236.6 228.9 234.5 214.3 215.9 1.57 

May 189.0 224.7 204.4 247.8 227.6 232.8 5.25 

June 174.3 202.3 208.6 200.2 208.5 207.5 1.00 

July 163.8 200.9 200.9 191.1 180.6 187.4 6.82 
August 156.1 168.7 168.7 170.8 171.8 167.5 4.23 

September 182.0 198.1 205.1 205.8 189.0 191.1 2.07 

October 196.7 205.1 214.9 207.9 212.4 211.7 0.71 

November 215.6 220.5 237.3 238.7 241.6 228.3 13.3 

December 214.9 210.0 211.4 217.7 221.8 203.4 18.4 

From above results, it can be stated that Holt-Winters model have had a better performance than ARIMA model in 

this case of study. Therefore, the forecast for 2020 up to 2022 was carried out using HW method. In Fig. 11 a 

comparison between forecasted and measured values is presented, including the pandemic period. As it can be seen, 
the consumption curve from March 2020 does not follow the normal behaviour as predicted anymore. Even with 

the presential activities returns in the 2022 second semester, the actual curve did not reach the forecasted one. 
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Figure 11. Final results of 2019 up to 2022 forecast using HW method. 

As expected in some kind of business the new-normal after pandemic period will be different than before covid-19. 

Maybe the electricity consumption will never reach the old pattern, as many activities successfully done remotely 

will continues in this work mode. Therefore, a deeper study should be done, taking into account several variables 

as the own generation, the use of campus installations, and the number of people working presential, among others. 
Future research will consider such variables using artificial neural networks (ANN) to find variables dependence 

and, then make a more accurate prediction. 

5. CONCLUSION 

Forecast the past would be an easy task if the past had followed a well-known pattern. However, when an exception 

happens, as the covid-19 pandemic, it becomes equal to predict the future. It is necessary to know the expected 

behaviour of electricity consumption during the pandemic period, as if did not happen such a lockdown, to planning 

the future after the pandemic period. 

In this study, it was assessed the two main forecasting tools to predict the energy consumption of a microgrid formed 

by Unifei campus in Itajub§ ï MG, Brazil. Firstly, it was predicted the own solar photovoltaic generation and, then 

expected consumption during the pandemic period. As expected, the forecasted consumption was higher than the 
actual one, even for 2022 when almost all activities returned to presential mode. Planning and budget workers 

should take in account such an electricity consumption reduction for next years. According to the results, it is 

recommended the use of Holt-Winters (HW) exponential smoothing method to forecast energy consumption, as the 
results is similar to ARIMA model that is a more complex model. HW can be easily implemented in a spreadsheet 

and can be found in several statistical software. Some application could need a more accurate prediction. In this 

case, it is recommended the use of more sophisticated computational tool, as artificial neural networks (ANN), at a 

cost of expert staff need and more computational time. The extended version of this article should include a 
comprehensive assessment of other variables, such as campus occupancy, type of activities, among others that may 

influence energy consumption, through ANN resources. 
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Abstract: Logistics providers are gradually considering innovative transportation alternatives for last mile 

delivery that can address energy efficiency needs. This research aims to compare autonomous ground 

vehicles with conventional and electric vans, based on associated vehicle costs and benefits, taking 

into account their engines and combustion features. Cost per vehicle kilometre is derived using the 

total cost of ownership method, adjusted with the inclusion of labour costs, while travel time-related 

and capacity occupations and reliability benefits serve as a basis for the total possible number of 

parcels delivered. The novelty of our paper lies in the incorporation of solar panels on top of vehicles 
to assess their impact on energy efficiency. The results show that, under the current structural and 

infrastructural conditions of urban delivery, the experimental model can be potentially successful in 

terms of cost per kilometre, but not as effective in terms of the total possible number of parcels 

delivered. This study defines autonomous ground vehicles with lockers as an innovative last mile 

solution and contributes to the academic literature by investigating the potential of renewable energy 

systems adoption in the last mile delivery. 

Keywords: Renewable energy, autonomous ground vehicles, last mile delivery, electric cars, solar panels 
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Nomenclature  

APK 

IM 

km 

L 

LMD 

LML 

LSP 

SOT 

Algemene Periodieke Keuring 

Autonomous Ground Vehicle 

Kilometers 

Liter 

Last Mile Delivery 

Last Mile Logistics 

Logistics Service Provider 

Solar On Top 

TCO Total Cost of Ownership 

 

1. INTRODUCTION  

The collocation ñlast mileò indicates the final leg of technology that connects an end-user to the rest of the internet 
network in telecommunications. In the logistics sector, the term refers to direct end-customer interaction [1] while 

last mile logistics (LML) is experiencing enhanced attention from the scientific community [2]. This interest is 

related to trends in purchasing behaviour and demographics, as well as increasing challenges that practitioners face 

while trying to keep up with the basic LML principle: minimizing the freight movement required to satisfy demand, 

while minimizing costs and negative impact [3, 4]. 
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Existing research on the topic offers either narrow targeted improvements of the last mile delivery (LMD) process, 
such as a routing optimization [5] or focus on a unidimensional analysis of alternatives within a thematic class, for 

instance transport mode or delivery systemôs externalities [6, 7]. In relation to autonomous ground vehicles (AGVs), 

studies are mostly devoted on adoption acceptance [8, 9] environmental [10, 11] or efficiency assessments [10, 12] 
neglecting supplementary beneficial or counterbalancing factors that could provide a more holistic picture and fuller 

understanding of the context. This research seeks to answer: What are the cost-benefit segments of last mile delivery 

using renewable energy transport in urban areas? A monetary comparison will be conducted, between an AGV, a 
conventional and an electric van, by analysing the main cost and benefit vehicle related segments. The outcomes 

can assist third party logistics service providers (LSPs) as a structural example for multifaceted comparative 

analysis among a separate class of future robotic solutions, namely an AGV, and other conventional transportation 

alternatives. 

2. TOTAL COST OF OWNERSHIP ANALYSIS AND COST -RELATED BENEFITS  

Fleet electrification is the main short-term challenge for many leading LSPs, based on the current technology 
maturity. As the penetration rate of any technology highly depends on associated costs, the increasing supply of 

affordable electric energy [13, 14] and decreasing battery costs, the most expensive component of electric vehicles 

(EV) [15, 16], became the main drivers of fuel transition. While many articles highlight the environmental 
advantages of electric transport compared to fossil fuel emissions, this paper is primarily interested in the economic 

performance and cost-related benefits evaluation of certain vehicles, hence in quantitative methodologies allowing 

for results in monetary units [17]. 

Several papers advocate the advantages of using electric vehicles and their cost competitiveness in all mobility 

categories i.e. 2-wheelers, cars, buses, heavy and light vehicles [18]. Among those reviewed, total cost of ownership 
(TCO) is a widely used method for understanding potential benefits of a new technology [18, 19, 20]. Based on a 

TCO analysis, the most advantageous technology in terms of cost can be chosen, while the most problematic cost 

areas in need of improvement can be identified. The method summarizes all costs related to ownership of a given 
subject, during a certain period of ownership. There are usually four types of input information needed to conduct 

a TCO on a transport vehicle, namely ownership period,  travel data, vehicle data  and cost data (for a detailed 

overview see Appendix A).  

Concurrently to costs, innovative technology adoption should foster optimization along with sustainability and 

effectiveness benefits, related to fuel efficiency, travel time-related, capacity occupation & reliability improvements 
of costs [21]. Benefits also depend on specific vehicle characteristics and dimensions, but can be further stimulated 

by ancillary mechanisms and methods, for instance congestion mitigation, de-emphasized performance, vehicle 

right-sizing and light-weighting, eco-driving and eco-routing, and higher speed limits. Other possible benefits can 
be related to the factors mentioned under the cost data of TCO analysis [21]. Similar discounts could be 

implemented for AGVs, as they eliminate the human error and thereby increase safety and reduce the chances of 

an accident. Figure 1 (Appendix A) presents the selected framework for the input data and TCO assessment 

algorithm. 

 

 
Figure 1. TCO assessment algorithm. Source: [18]  
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3. METHODOLOGY  

The TCO method will be used for three different types of transport. As a baseline, a conventional van with an 
internal combustion engine representing the current state of LMD will be used; an electric van as a common 

solutions of the near future; and an autonomous ground vehicle as a further future potential solution. Additionally, 

each of the options will be assessed with the use of solar panels as an auxiliary tool for cost savings. The data were 
collected taking into account the specifics of urban delivery, based on resources and institutions operating in the 

Netherlands, and therefore reflects the context of the Dutch LMD market. 

The data collection mechanisms for each of the variables needed to calculate the total actual costs and kilometers 

(km) driven during the full ownership period. The algorithm in Eqs. (1, 2), Appendix A, is taken as a TCO input 

framework and includes variables such as ownership period, travel data, vehicle characteristics, and associated 
capital and operational costs. The results of the TCO assessment will be obtained using the Formula (1) (see 

Appendix A) proposed by [18], and adjusted to include solar panels costs and labour costs for a delivery van driver, 

a substantial part of the LMD cost [22] which in AGVs will be eliminated. Costs will be adjusted annually according 
to the discount rate of the present discounted value shown in Formula (2) (see Appendix A) [23]. The total possible 

parcels delivered, together with the total cost per km gained from TCO, are two representative metrics of delivery 

performance. This research will examine solar panels fuel-saving capabilities and their effect on cost per km for 
each vehicle, and the effect on the total possible parcels delivered due to operational time increase. Subsequently, 

a sensitivity analysis of cost and benefit segments will follow, allowing for deeper analysis and robustness check.   

TCO Calculation: Coming back to the TCO calculation algorithm, the following main blocks of data are to be 

considered: vehicle characteristics, ownership period, travel data and labour costs. Then, the Benefits Calculation 

of Capacity Occupation & Reliability, Fuel Efficiency and Travel Time: Total Operational Time Increase. 

Vehicle Characteristics: Vehicle type largely affects the remaining variables, and therefore, requires a primary 
outline. PostNL, the main parcel delivery service provider in the Netherlands, made a deal with Renault group on 

the purchase of light commercial electric vehicles - Master Z.E (L3H2) [24], as a part of its plan on emission-free 

LMD by 2030 [41]. 

Solar panels: Current technology maturity does not allow for commercial vehicles running entirely on solar power, 

yet there are few examples of solar panels providing fuel savings and extending a vehicle's battery life. Dutch 
company IM Efficiency has developed the SolarOnTop (SOT) product, providing trucks with clean electricity 

generated by solar panels otherwise generated by the alternator [25], reducing the load on the engine and hence fuel 

consumption, thus preventing the costly idling hours. All SOT related information used was obtained during an 

informal interview with a company representative. The SOT price is determined separately for each vehicle.   

Depreciation rate: According to Dutch law, the depreciation rate for delivery vans is 100% after five years.  Due 

to the lack of similar information concerning the AGVs, the same depreciation rule will be applied to the AGV with 

lockers, considering the residual value of ú0 in all cases (see Table 4, Appendix A).   

Vehicle related costs - Fees and taxes: Upon purchase, a vehicle owner is automatically responsible for registration, 

insurance, APK (Algemene Periodieke Keuring), and motor vehicle tax (see Appendix A). 

Vehicle related costs - Subsidies and Indirect initiatives: According to Netherlands Enterprise Agency, there is a 
list of financial support for business driving electric with a minimum reliability level 2+ with 'RVO services' 

authorization is assumed in order to receive these subsidies. Allowances are applied to corresponding purchase 

costs, and can be combined except the MIA and EIA combination. Among those able to be applied to this research 

are presented in detail in Appendix A.  

Ownership Period: The transport industry in general operates on low margins, therefore tends to exploit its assets 

on the maximum to minimize operational costs distributed over the assetôs lifespan [26]. According to Topsector 

Logistics, transport industry standards, limit the recommended period of usage for a commercial van to 8 years. 
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The same amount of years is proposed by the European Environment Agency. The real discount rate was set on the 

level of 0,05%, to eliminate the complexity of inflation consideration within the present value calculations. 

Travel Data: Information on the specific annual mileage numbers for vans used by the PostNL parcel delivery 

subdivision is confidential. However, the approximate annual mileage value for the parcel transporters like PostNL, 

DHL, and UPS can be retrieved from the Central Bureau of Statistics of the Netherlands (CBS) and RDW [27]. In 
the Netherlands, third party LSPs are registered under the SBI code ñ53: Postal and courier activitiesò [28]. The 

average annual mileage for these sectors is 38,753 km that matches the annual mileage (39.082 km) that can be 

calculated using the case study within the outlook of the 'Package market and home deliveries' city logistics segment 

in the MRDH region [29]. Accordingly, an annual mileage amount of 39,000 km was chosen.  

Labour Costs: The average hourly salary for parcel delivery employee in PostNL is ú10.79 according to the last 
update on May 25, 2021, by Indeed, [30], which is in line with wage information under parcel deliverer vacancy at 

PostNL - ú1,973 gross per month assuming 23 working days, 8 hours per shift.  

Benefits Calculation  

Capacity Occupation & Reliability: LSPs are also concerned about the maximum possible number of items 

delivered. In November 2020 Topsector Logistiek conducted an analysis on parcel and home delivery at MRDH 
area, and noted 75000 parcels delivered daily by 340 vans, that equals to 220 parcels per car [31]. The study also 

found that the capacity of one van is 300 parcels and it usually has an average load factor of 73%, which corroborates 

the 220 parcels value per van. Neolix offers three different configurations of lockers, namely: Big locker 

dimensions: 420 x 280 x 510 mm  (59L); Medium locker dimentions: 420 x 245 x 125 mm (15L); Small locker 

dimensions: 420 x 280 x 83.3 mm  (9.7 L); Total lockers volume: 471.5 L.  

For items less than 2 kg and with a maximum size of 380 x 265 x 32 mm, PostNL and Bol.com use Letterbox 

Packets+, an intermediate package between letter and a parcel. Solely from the parcels perspective, according to 

the study of [39] exploring the last mile parcel delivery market in Groningen, parcel sizes of 8, 13, and 18 litres 
were among the most frequently used, with the volume distribution of 40%, 40% and 20% respectively. Thus, 

taking into account the average parcel volume of 12 litres and the Neolix Express total volume of 471.5 litres, the 

maximum capacity of 39 packages per one delivery cycle was obtained. 

Fuel Efficiency: Energy obtained through solar panels can substitute part of the electricity needed for all vehicle 

types, and even affect fuel consumption for vehicles with internal combustion engines (ICEV), therefore, reduce 
feeding costs. According to the company's representative [25], 1m2 of SOT can produce about 250 kWh per year, 

which in the case of electric cars increases the maximum power reserve of the vehicle at a previous rate of electricity 

consumption. For conventional vehicles, an additional supply of electricity, along with keeping the battery charged, 
also lower the load on the engine, resulting in less fuel needed to produce Tank-to-Wheel energy [32]. The SOT 

simulation application developed by IM Efficiency used to calculate the total fuel savings for a vehicle with a diesel 

engine is confidential and restricted for external disclosure. 

Travel Time: Total Operational Time Increase: According to the service information and vacancy description at 

PostNL, the working activities related to the parcels' delivery are taking place between 7:00 and 23:00 (two 
shifts/day), six days a week excluding Sundays and holidays (302 working days in 2021), while deliveries can be 

expected between 8:00 and 21:30 [33]. In this study, the assumption on the expansion of delivery hours using Neolix 

to 7:00 -1:00 range is made, to calculate the total operational time increase benefit. Nonetheless, the suggestion is 

a presumption that requires scientific evaluation.  

4. SENSITIVITY ANALYSIS  

The TCO analysis conducted in this paper for the period 2021 to 2028, contains several assumptions that imply 

varying degrees of uncertainty (see Appendix C, Tables 5, 6, 7, 8). Therefore, sensitivity analysis is performed for 

the vehicles without SOT, to test the robustness of either cost segments that have a significant variability potential, 

or segments whose change vector is known, but the degree of influence itself represents a focus of interest. 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

96 

Sensitivity analysis on parcel size and density is also be performed, to assess the competitiveness position of AGVs 

with lockers.  

Costs of Ownership (+APK) will increase by 40% the next eight years due to termination of current tax discounts 

for electric vehicles. Yet, it is unclear how strong government support for renewable and green energy investments 

will be, or whether ownership taxes for internal combustion engines vehicles will be increased. A change in the 
cost per km as a result of a 20%, 30% and 40% increase in +APK, and a change of 10%, 20% and 30% in the 

Purchasing cost of the vehicle itself, will be considered as main components of the TCO per km. A similar 

sensitivity analysis will be performed for Feeding, M&R, Insurance and Labour costs (see Table 4, Appendix A). 

Insurance costs for Neolix is the most unpredictable cost segment in terms of direction and amplitude of change. It 
may decrease, following the assumption that driverless vehicles will reduce the claim frequency [34], or increase, 

considering high costs of sensors needed for autonomy and for repair, at least on an early adoption stage. Based on 

the assumption of 50% premium reduction, the change by 50%, 100% and 150% in Insurance cost will be 

considered. Changes in cost segments are assessed uni-dimensionally. 

Table 1. Sensitivity analysis for cost per km: cost segments change variation 

 

Sensitivity analysis on cost per km confirms the finding of TCO analysis, in which labour cost plays a vital role in 

total cost formation for non-autonomous vehicles, increasing the cost of km by as much as 23%  for Renault Master 

Diesel and 32% for Renault Master Z.E., in case of 30% increase of the courier salary. 

For autonomous vehicles, the purchasing cost itself represents the cost segment significantly affecting cost per km, 
giving an 18% increase of total costs with a 30% purchasing cost increase. As for insurance costs, although the 

percentage change in TCO per km appears large (7% to 22%), it should be noted that it almost coincides with one 

caused by Purchasing cost variation, while initial change percentages of Purchasing cost segment is five times 

smaller than in case of Insurance cost segment. Also, in absolute terms, even 150% of Insurance cost variation 
induced by autonomy is far away from the 10% Labour cost variation effect on the TCO per km for the rest of non-

autonomous vehicles, which confirms, from an efficiency perspective, the advantageousness of the next 

technological transition, even at a potentially high insurance cost. 

Since the conditions for using Neolix were equated to cargo bicycles, usually used for express and small parcels 
delivery, the shift to smaller than 12L parcels can give results that are more prominent. Especially since, according 

to DHL, bicycle couriers can be more productive, delivering up to 25% more parcels than vans in particularly busy 

and difficult to access urban areas [35]. In addition, although the small size parcels are prevailing in B2C deliveries, 

inefficiency in packaging methods remains a big concern, currently allowing for a 20% reduction in average parcel 
size [36]. At the same time, Bol.com plans to ship products with their own sturdy packaging, without outer 

additional cardboard boxes, encouraging their third party merchants to follow [37]. Retail order consolidation is 

another practice gaining popularity in e-commerce, which on opposite aims on combining multiple orders into one 

single package, potentially resulting in fewer shipments of fuller cartons [38].  

The existing variability in relation to the size and number of packages prompts to conduct the sensitivity analysis 

on percentage distributions of 8L, 13L, and 18L parcel dimensions towards the total deliverable capacity of Neolix. 

Two scenarios are considered: the 1st puts emphasis on smaller parcels with a percentage distribution of 70%, 20%, 
10%; the second includes Letterbox Parcel + size having a maximum of 3.2 L, instead of big 18L, with a percentage 

distribution of 40%, 40%, 20% from the smallest to the biggest parcel size. In the second scenario, the income per 

parcel delivered is changed according to the Letterbox Parcel + size distributional inclusion and its domestic tariffs 

(assuming equal distribution among online/offline franking) resulting in a new value of ú5.94. Table 2 gives an 
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overview of both average parcel size scenarios, in comparison to the baseline for Neolix, Renault Master Diesel 
and the electric Z.E. version. 
Table 2. Sensitivity analysis: average parcel size 

 

Scenario 1:  The average parcel size in this case is 10L, resulting in maximum of 47 parcels that can fit in Neolix 
(471.5L). With nine daily delivery cycles, the maximum of 423 daily and 149,742 annual deliveries can be achieved 

respectively. Break-even point: 52 parcels of 9,06L size. 

Scenario 2: The average parcel size in this case is 7.08L, resulting in maximum of 66 parcels that can fit in Neolix 

(471.5L). With nine daily delivery cycles, the maximum of 594 daily and 210,276 annual deliveries can be achieved 

respectively. Break-even point: 61 parcels of 7,73L size. 

As expected, with a decrease in the average parcel's size and an increase in Neolixôs total capacity, its overall 

profitability increases. Experimentally, the break-even points in relation to Renault Master Diesel in revenue per 

km for both scenarios were determined. Another way to improve profitability without changing vehicle capacity is 

to increase parcel density of the delivery area, meaning the change in the performance indicator of 0.83 km per 
parcel delivered, as determined for Neolix. Taking the initial Neolix calculations with 39 parcels capacity and 

124,254 annual delivery volume as a baseline, increases of parcel density by 20% in scenario 1 and 30% in scenario 

2 were considered. Parcel density directly affects annual millage, meaning that with the higher density, the total km 
needed to cover this area, therefore total costs, decrease. Density, on the other hand, can be improved by reducing 

the overall distance travelled in a single delivery cycle, based on better delivery route planning or deployment of 

inner-city micro-hubs reducing the longest plot (depot-1st delivery address) of entire delivery cycle steps. 
 
Table 3. Sensitivity analysis: parcel density 

  

Table 3 gives an overview of parcel density scenarios in comparison to Neolix's baseline, as well as Renault Master 

in diesel and electric version. In the first scenario, the increase of 20% gives the new density of 0.69 km per parcel 

and delivery cycle millage of 26.98 km. The second scenario with a density increase of 30% gives new performance 
indicators of 0.64 km and 24.90 km respectively. Improvement of 33% gives a new density of 0.62 and delivery 

cycle millage of 24.34 km, representing the break-even point from which Neolix brings more revenue per km than 

both Renault Master vans. As parcel density from the Parcel Market and Home Deliveries analysis was 0.6 km per 
parcel [31], with additional infrastructure like micro-hubs, Neolix has the potential to be fully competitive. The 

TCO cost segments for each vehicle is presented in Figure 2.  
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Figure 2. TCO per km comparison 

Some segments were grouped together for comprehensive purposes. For instance, Subsidies and Indirect initiatives 

is combined with Purchasing cost, under ñPurchasing costò, and Registration fee, BPM tax, Road tax, and APK 

inspection are gathered under ñOwnership (+ APK)ò. The presented TCO analysis demonstrates a scientific 
breakthrough of energy efficiency competitiveness using renewable energy transport for last mile delivery. Based 

on the results, it is possible to argue on the adoption potential of autonomous ground vehicles with lockers as an 

innovative last mile solution. 

5. CONCLUSIONS 

The aim of this study was to explore the cost-benefit segments of LMD operations, using renewable energy transport 

in urban areas. Based on the TCO analysis, the biggest cost segment for non-autonomous vehicles is labour cost of 
delivery van drivers, simultaneously representing the potential savings in case of AGVs. Purchasing cost was 

another significant element, proving that technological deployment highly relies on economic feasibility and 

practicality. Thus, electric vehicles, while still being more expensive than diesel ones, even with governmental 
subsidies (ú26,520.95 versus ú44,318.75), over an ownership period of eight years will be cheaper to retain 

(ú25,5894.2 versus ú28,0501.96), encouraging an ongoing shift towards electrification. Contrary, AGVs with 

lockers, Neolix in this study, despite the lowest Purchasing and TCO costs (ú24,910.75 and ú41,574.82), make 

autonomy an expensive option, questioning its practicality, as the AGV's load capacity is times times smaller than 
a delivery van. Therefore, supplementary beneficial factors such as fuel efficiency, total operational time increase, 

capacity occupation and reliability were evaluated, opposed to the one-dimensional analysis based solely on costs. 

Regarding fuel efficiency, the effect of the auxiliary tool ï SOT on vehiclesô feeding costs was considered, 
discovering a significant difference in savings capabilities for diesel versus electric vehicles. Lastly, cumulative 

savings over eight years were not enough even to overcome the initial technology investment, while resulted in 

ú1,518.07 of annual savings when applied to diesel engine vehicles. Summing up, the conclusion upon results 
indicates that autonomous ground vehicles with lockers are an innovative potential solution and more competitive 

when adopting renewable energy. In addition, for the branch of science of renewable energy systems, this research 

contributes with a scientific breakthrough about energy efficiency competitiveness using renewable energy 

transport for last mile delivery. 
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APPENDIX  

Appendix A  

 
Figure 6. Boysen and Schrºder Conceptual framework 

 

 

TCO assessment formula proposed by [18] 
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Table 4. Vehicles overview 

 

 

Input information needed for a TCO on a transport vehicle [18] 

1) Ownership period ï predefined time interval parameter that defines the estimation scope (year, life span); 

2) Travel data ï travel statistics or kilometers that a vehicle is predicted to travel during ownership, usually depending 

on the industry and purpose the vehicle is used for; 

3) Vehicle data ï cover the cost of the vehicle unit and summarize its main model characteristics affecting unit price 

and operational costs. It is the most important and predetermining data set of a TCO, as the vehicleôs features and 
fuel type heavily correlate with vehicle structure and associated costs. For example, to ensure the required level of 

autonomy, additional equipment is needed, like sensors and cameras to perceive the environment and their own 

movement, onboard computer hardware and special actuators for vehicle control, while a driverôs presence is usually 

required in order not to miss some conventional parts. For the same reasons, personnel costs are later included or 

excluded in operational costs. Fuel type can also entail changes in a form of battery, solar panels, hydrogen tanks or 

adjusted engine and affect the depreciation rates changing the residual end value of the vehicle [15.]. 

4) Cost data - traditionally include all operational costs involved, i.e. registration fees, subsidies, feeding (fuel costs), 

insurance, maintenance and repair, taxes, road toll, indirect incentives that might deviate depending on the economic 

situation, governmental policies and vehicle usage related factors [18]. 

VEHICLE RELATED COSTS - FEES AND TAXES  

Registration fee ï any vehicle over 750 Kg must be registered at RDW. The price for that is ú10.75 [27].  

BPM charge (Bijzondere Verbruiksbelasting van Personenautos) - tax payable by the first person to register a 

newly purchased vehicle in the Netherlands [42]. However, there is an option to avoid BPM by obtaining the grey 
license plate that also allows for a reduction benefit on road tax. Both diesel and electric Renault Master delivery 

vans meet the conditions for the grey license plate when used for business purposes that make them eligible for 

exemption from the BPM. Under Dutch law, Neolix is not recognized as a delivery van, therefore cannot claim for 

grey license plate and, from this point in this study, will be equated to a passenger car used for business purposes 
[42]. For passenger cars, BPM is determined by the CO2 emissions in grams/km, therefore for electric Neolix, BPM 

is not charged [42]. 

APK  ï is a general periodic inspection in Europe. Delivery vans up to 3500 kg obey the same inspection rules as 

passenger cars [27]. The only difference is the frequency of inspection that depends on the fuel type. Vehicles with 
electric or gasoline engines need to be first checked when they are four years old, then twice every two years and 

then every other year (the 4-2-2-1 schedule). For diesel, gas or other engines, the schedule is 3-1-1. The price of 
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APK varies per service provider and, on average, accounts for ú45 for an electric van, ú52 for a conventional van 

and ú35 for passenger cars.  

Road (motor vehicle) tax ï annual fee on the use of a vehicle that depends on weight, fuel type, level of pollution 

caused by a vehicle, and province. According to [42], the conventional diesel vehicles for business use with ñEmpty 

vehicle massò of 2051-2150 kg should pay ú142 every three months, while electric vehicles are exempt from this 
tax until 2024. Then in 2025, there will be a 75% tax discount, and from 2026 the full rate of tax should be paid 

again. The road tax for an electric van with ñEmpty vehicle massò of 1951-2050 kg is ú135, and for Neolix type of 

vehicle (1-550 kg), it is ú30 respectively.   

VAT - value added consumption tax on goods and services. The general VAT in the Netherlands is 21%. However, 

if vehicle is fully count as a business asset, which is the case for this study, the VAT can be deducted [42]. 

VEHICLE RELATED COSTS - SUBSIDIES AND INDIRECT INITIATIVES  

Subsidy Scheme for Emission-Free Company Cars (SEBA) ï subsidy functioning from 15/03/2021 to 
31/12/2025 and gives 10% refund up to maximum ú5000 on the net list price for a completely emission-free 

company vehicle under category N1 [40] . All vehicles under consideration in this research meet the requirement 

of the N1 category and are therefore eligible for SEBA (Transportpolicy.net, 2021). 

Environmental Investment Allowance (MIA) ï tax benefit for investment in environmentally friendly assets 
approved and mentioned in so-called ñpositive listsò [40]. Renault Master Z.E. with asset case G3101, is eligible 

for an allowance for a maximum of ú75,000 of the investment amount with a total MIA benefit of 36% and condition 

of the previous deduction from the purchasing price of any subsidies receives like SEBA [40].  

Small-scale investment allowance (KIA) ï business investments in assets in the range of ú2,401 to ú59,170 are 

eligible for 28% of the investment amount [42]. There is no evidence of Neolix cannot be qualify for this investment 
allowance, the same can be applicable to Renault Master Z.E. and one with a diesel engine and even to SolarOnTop 

[42]. 

Energy investment allowance (EIA) ï allowance for CO2 reduction, energy-efficient techniques and sustainable 

energy-related investments. It gives an average advantage of 11% and lowers energy bills, allowing for subtraction 
of the electricity generated with EIA investment [40] . Solar panels used in this research comply with the description 

under asset code 251115 of Energy List - Solar panels or foil for electricity generation on means of transport [40].  

C) Feeding - Energy or fuel costs, specifically electricity and diesel fuel. Electricity price exc. VAT is 0,11ú/kWh 

as per Eurostat 2021, and diesel price is ú1,520/L according to Average National Recommended Price as per 

Unitedconsumers.com, 

D) Insurance - Auto insurances vary depending the service provider, and are usually more expensive for business 
than for private vehicles because of higher annual mileage and risks related. Therefore the insurance premiums 

from Achmea, the leader of the insurance Dutch market [34], were taken. During calculations, the price of Full 

WA+ Casco was considered based on a 33-year-old driver with no accidents in the last 10 years. Accordingly, for 
diesel vans the premium is ú128.03 per month, while for electric vans it is only around ú69.84. Nowadays, nobody 

can predict the premium amount on autonomous vehicles, especially for delivery robots like Neolix. In this study, 

an estimation of 50% premium reduction comparing to the conventional van was chosen. It leads to ú64 of the 

insurance premium for Neolix delivery vehicle.  

E) Maintenance and repair - Maintenance costs for electric vehicles are lower than for a conventional van with 
an internal combustion engine, because they have fewer moving components and don not need oil and filter 

replacements. [15] in their TCO comparison study on electric vehicles, retrieved the cost of maintenance of 

0.019cú/km and 0.052cú/km for electric and diesel vehicles respectively. Their estimations are in line with, claiming 

that the MR costs of the electric vehicleôs battery are half of the conventional cars. 
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F) Battery - the battery lifespan is typically determined by a number of full charging cycles performed before the 
battery reach a certain level of initial capacity or so-called state of health (SoH). For Renault Master Z.E. 33 kW/h 

battery the minimum SoH after which it cannot be used in the automotive industry anymore is 66% [24]. After eight 

years, average battery degradation will reach around 12.8 - 18.4 % (Argue, 2020), still being far from the critical 
66% SoH. Battery longevity can vary depending on many factors, for instance usage, climate, and charging 

frequency, thus is hard to predict, but according to the Groupe Renault [24] it was estimated around ten years for 

its electric vehicle product line. No information was found on the lifespan of the Neolix battery. Therefore, no 

battery cost will be considered in this research.  

E) Road toll - Currently, there are no toll roads in the Netherlands for vehicles less than 12 tons (UTA, 2021). 
However, there are zero-emission zones in 13 municipalities restricting entry of diesel vehicles with emission class 

3 and lower. Renault Master with a diesel engine has an emission class of 6.  
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Appendix B 

Vehicles' Descriptive Information 

Neolix specifications and details. Sources: Design Intelligence Award (2021); D®robert (2020)  

 

Renault Master specifications and details. Sources: [24] 
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Appendix C 

Table 5. SolarOnTop savings performance 

 
 

Table 6. Summary of the TCO cost segment 

 

 

 

Table 7. Maximum delivery volume calculation per vehicle 

 

 

 

 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

107 

Table 8. Cost-benefit summary of last mile delivery vehicles  

 

Purchasing and annual Ownership (+APK) costs calculations 
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Abstract: Much research and many articles have been done on energy efficiency matters and particular 

instruments to monitor, determine and reduce consumption of different types of energy. The most 

consumed energy form by multiapartment buildings is still heat power presented either by heating of 

the rooms, or both by heating and hot water preparation. Observing the household bills of all 

apartment owners in Riga and Latvia during past 5-10 winters or heating seasons can be concluded 

that this type of energy forms 50% and more of all dwelling maintenance costs. Many communities 

of apartment owners due to different financial and psychological reasons are not ready to participate 

in co-funding programs of complex renovation. A big part of society is ready to invest money they 

have already saved up in maintenance and repairments of the apartment buildings. The authors of this 

research have chosen a methodology which in relation with types and series of buildings is able to 
show reduction of heat power consumption after performing the most popular repairments. Thus, 

giving a roadmap to the apartment owners and maintenance companies on different ways how to save 

up money and reduce the negative ecological impact by reducing energy consumption and heat losses. 

Keywords: Energy efficiency, sustainability, multiapartment buildings, heat loses, repairments  

É 2023 Published by ECRES 

1. INTRODUCTION  

Every product or service has a lifecycle consisting of particular and definable phases. This cycle can be reduced to 

three main stages for any unit ï production, transportation, and consumption. Heat power and electricity are not an 
exception. Manufactured in a powerplant, provision to households, industrial objects and public venues via 

pipelines and grids, further consumption by individuals and processes makes both energy types relevant to the 

previously described formula. Without doubt heat power and electricity make any building attractive and useable 

during every time of the year, but already a while uncontrolled and highly likely unmeasured consumption becomes 
a financial burden for owners and users of any kind of immovable property. Definitely, the climate of the Baltic 

States and generally of Northern Europe does not allow to provide comfort for inhabitants of dwellings without 

proper and almost constant heating, but measuring, accounting and energy efficiency increasing procedures are a 

must have both for owners and maintenance companies in these countries, as well as in Latvia in particular.  

Due to uneven level of wealth of persons forming the communities of apartment owners in every apartment 

building, and because of many other reasons and circumstances defined by the authors of the article and determined 

analyzing the results of a questionnaire developed for this research, the performing of the full renovation of 

buildings does not happen as fast as needed and forecasted. The results of the questionnaire will be published in a 
different article because of the ongoing collection of data and respondents. The research performed by the authors 

mailto:a.cimbale@inbox.lv
mailto:iveta.amolina@rtu.lv
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tries to find technical solutions that can be performed cheaper, faster, with lesser administrative costs, still showing 

appropriate results in the field or reduction energy losses.   

Energy efficiency has gained a lot of prominence in housing policy due to its potential consequences for climate 

change. There are numerous local, national and also international initiatives to promote energy savings and the use 

of renewable energy to reduce the environmental burden. The residential built environment is a significant factor 
in the use of fossil energy sources and, therefore, has a substantial potential in the reduction of this energy use 

efficiency in housing [1]. 

The amount of literature, especially articles in peer-reviewed journals, on the topic of energy efficiency in 

multiapartment buildings is wide and multifaceted. The authors of this research attempted to create a review of 

literature that might help define the most important difference in the situation in comparison with other countries. 
Even Lithuania and Estonia, representing the same region, show a different approach, policy, technological 

problems and solutions. Around 67% of population of Latvia are living in multiapartment buildings constructed 

between 1945 and 1991. The construction principles in the Soviet Union were common for all the fifteen member 
countries, but still a variety of types and series of multiapartment buildings was allowed to be designed and used 

locally, never leaving the territory of the particular country. That makes the multiapartment buildings generally like 

the ones created around the whole union but having their own remarkable features which however are not always 
positive. Not many authors before this research have evaluated the panel, block and brick residential constructions 

presented in Latvia in the context of energy efficiency and performed repairments. 

The first recognizable publication on mass construction in Latvia is the research ñSoviet housing: who built what 

and when? The case of Daugavpils, Latvia.ò made by Gentile M. and Sjoberg O. in 2010. However, the authors 

have put the emphasis on social and economic aspects of mass housing both in general and primarily in one of the 
biggest cities of Latvia, the idea that ñthe built environment and, concomitantly, the socialist spatial structures 

inherited by today's post-socialist cities have by no means been squeezed out by the marketò [2]. It means that the 

preservation of these buildings, its overall renovation and reduction of heat power losses might ensure not only a 
well-deserved place for these objects in the landscape of the modern cities, but also provide wealth and comfort to 

its current inhabitants. Appropriate maintenance, timely refurbishment works, careful and thoughtful exploitation 

makes the society less energy import dependent and more sophisticated. In accordance with Davor Mikuliĺôs, 

Sunļana Slijepļeviĺôs, Goran Buturacôs article ñEnergy renovation of multi apartment buildings: Contributions to 
economy and climate changesò - renovations induce 32 jobs in Croatian economy per 1 million EUR of investments 

[3]. Thus, stimulating the well-being of the society, which is also important aim for Latvia.  

Of course, local scientists have also addressed the question of mass construction, its appropriate maintenance and 

energy efficiency matters. The group of authors consisting of Kristaps Zvaigznitis, Claudio Rochas, Gatis Zogla, 
Agris Kamenders in their research ñEnergy efficiency in multi-family residential buildings in Latvia. Cost benefit 

analysis comparing different business models.ò have not considered the technical aspects of renovation, but the 

financial matters of energy efficiency projects. Still the paper shows not only economic advantages of renovated 

buildings but provides the comparison of energy consumption in dwellings that have participated in the ESCO 
project [4]. The authors of the current research have determined that the society in general avoids participating in 

ESCO projects, loans, EU co-financing of renovation. Similar questions were asked by the authors of this paper. 

The questionnaire released in summer of 2022. 224 respondents have replied to several questions on housing, 
energy efficiency and repairs in multiapartment buildings. 67% of respondents agree that the dwellings have to be 

renovated as a preauction for further living. The evaluation of the readiness of neighbors forming the community 

of the apartment owners was estimated as very poor ï only 17.9% are sure that the community of a particular house 

is capable to make the decision on renovation matters. 

There are many two most popular recipes to reach the main goal - to reduce energy consumption and heat losses, 

to increase energy efficiency and the lifespan of the multiapartment buildings - performing complex renovation 

works at once, but receiving a debt, or complete stage by stage repairs in accordance with the amount of money 

saved up by the community of apartment owners. Of course, the second scenario might have both positive and 
negative effects on the house. While completing the exchange of the roof surface material and insulating the attic, 

the foundation and plinth might be breaking down, lead water through damaging the foundation and the whole 

construction. Different elements of the house lose stability and solidity gradually and emergency state can be 
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reached on different terms, but the mass construction was performed from concrete prefabricated elements which 
are similar in many aspects, also in the durability and lifespan. The deterioration of these elements might be reached 

almost simultaneously thus making for the community of owners hard to provide the necessary amount of money 

for repairs without a loan or co-funding program. Still, single repairs are popular among the apartment owners, so 
it is important to determine the output in terms of saved energy after completion of different kinds of works. 

Therefore the general aim of the research of the authors is to determine the impact of energy efficiency increasing 

measures on heat consumption in multiapartment buildings. This aim can be reached by completing a list of tasks, 
such as creating or developing an existing methodology of calculation of heat losses for single repairment works, 

collecting as much as possible data on typical dwellings, completed repairment works and heat consumption before 

and after interfering, experimenting on an algorithm that might become a roadmap for apartment owners willing to 

go different roads to increase energy efficiency and the lifespan of their homes. The presented article shows the 
start of a big research including the search for methods and instruments to calculate the reduction of energy 

consumption by every single work performed in the house; the determination of social, economic and psychological 

aspects preventing communities of owners from global important steps towards putting in order their homes; 
defining an algorithm and roadmap that might help apartment owners and maintenance companies to make the 

correct decisions on preservation of dwellings based on research, economy and sustainability factors.   

2. METHODOLOGY  

The authors of the research tried to find different criteria to divide in groups the repairments needed by an apartment 

building. Grouping and classifying mostly depends on local legislative acts, which means that the offered system 

might not be appropriate for any other country except Latvia but might show the basic principles useful for other 

scientists working in this field. Conceptually the massive of the repairs can be related to: 

1. Expenses and the source of them. 

2. Confirmation, approving, and technical documentation needed beforehand the construction works. 

3. Result in form of reduction of heat loses and increase of energy efficiency parameters of the building. 

The expenses parameter is not only variable but depends on many social and economic aspects ï the wealth level 
of the apartment owners, possible and available co-funding programs, amount and type of repairs needed, the 

novelty, originality and complications of the chosen repairment methods impacting both the price and availability 

on the market. The process of confirmation of a repairments also might be an additional complication before fast 

and effective implementation, and, of course, also a classification parameter. Most of the repairs performed in 
multiapartment buildings do not require any kind of agreement received from the Riga City Council Department of 

City Development in case of Riga or similar organizations in case of other cities of Latvia, but if more complex 

repairs are chosen, many different alterations are going to be done, the more detailed documentation must be 
prepared. In the context of this research, the parameter of energy efficiency is the determining and crucial, due to 

the policy of the country, European Union, and the whole world. The forecasted shortage of resources determines 

the necessity to evaluate repairs not only as an instrument to prolong the lifespan of an object, but as a tool to allow 

the building to serve society as long as possible, consuming many less energies in comparison to present times.  

The authors of the presented research have made several attempts to find a universal methodology to calculate 
mostly precise the reduction of energy consumption following different repairs completed in multiapartment 

buildings. The most logical way to find the efficiency degree of any repair is to compare the heat consumption of a 

building during the winter before the works and during the winter after them. However, this ñeasyò method has 
many important drawbacks. The most important variable parameter is the duration of the real, not the calendar 

winter. The real winter or namely the heating season duration alters every year. Also, the air temperatures are very 

different during this season. During a very long heating season the temperatures might drop only till -5Áé+5ÁC, 
but a rather short winter might bring temperatures lower than -10ÁC on a constant basis. The combination of 

temperatures and duration has a significant impact of the overall energy consumption of the building.  

The most appropriate for this occasion calculation attempt was made by two Ukrainian engineers Aleksandr Gut 

and Aleksej Zhdanov in 2016 [5]. They offer to calculate a correction coefficient that gives the required precision 

to an ordinary comparison of heat consumption during any period. The coefficient is determined using the following 

formula: 
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ὑ
ὋὈὈ

ὋὈὈ
 (1) 

  

ὑ ï correction coefficient of heat power consumption;  

ὋὈὈ  ï degree day amount in the year / winter / single winter month after the repairments; 

ὋὈὈ  ï degree day amount in the year / winter / single winter month before the repairments [5]. 

The degree day amount in Riga is determined by the local district heating company JSC ñRǭgas siltumsò and their 

collected data has been used to perform calculations for the capital of Latvia. All multiapartment houses whose data 

has been used in this research are located in Riga and receive heat power from JSC ñRǭgas siltumsò.  

The heat power consumption reduction is calculated in the following way: 
 

Ὅ
ὗ ὗ

ὗ
ρππϷ (2) 

  

Ὅ ï the economy or reduction of heat power, %; 

ὗ  ï heat power consumption in the year / winter / single winter month before the repairments, J;  

ὗ  ï heat power consumption in the year / winter / single winter month after the repairments, J. 

Therefor the corrected economy or reduction of heat power is equal to: 
 

Ὅ Ὅὑ (3) 

  

Ὅ  ï the corrected economy or reduction of heat power, %; 

Ὅ ï the economy or reduction of heat power, %; 

ὑ ï correction coefficient of heat power consumption [5].  

To show the readers the usage of this method and its reliance to any kind of repairs performed in multiapartment 

buildings let please the authors show a humble example. The research is based on most typical repairments 

completed in typical, concrete panel houses build in accordance with a particular series. The repairments in the field 
of interest of the corresponding research theoretically might positively affect energy efficiency of an object and 

reduce heat losses. Such works are insultation of the envelope of the building, exchange of doors and windows, 

hermitization of junctures between panels, renovation of foundation and plinth. These works are not only important 
to minimize energy consumption, but also very popular among maintenance companies and apartment ownersô 

communities as they prolong the lifespan of the corresponding object. In the year 2016, in October one house in 

Riga has undergone the insulation works of both end walls or being more precise - firewalls. The house corresponds 

to 602nd series, which is widely distributed not only in Riga, but overall, in Latvia.  

First, the correction coefficient of heat power consumption has been calculated: 

ὋὈὈ  ςρψςπ ςȢχ τωτψȢφ (4) 

ὋὈὈ  ςπτςπ ρȢφ ττπφȢτ (5) 

ὑ  
 

ττπφȟτ

τωτψȟφ
πȢψω (6) 

  

The economy or reduction of heat power comparing two Januarys equals to.  

Ὅ
ρσςȢωυ ρςρȢψ

ρςρȢψ
ρππϷωȢρυϷ (7) 

  

Using the correction coefficient, the actual reduction is equal to: 
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Ὅ  
 

ωȢρυπȢψω ψȢρτϷ (8) 

  

In this case after completing the repairments ï the insulation of both firewalls has allowed to achieve 8,14% 

reduction of heat consumption. Performing analogical calculations, positive results were received for other types 

of refurbishments.  

3. TYPES OF REPAIRMENTS ANAL YZED 

The multiapartment buildings in Latvia are maintained by different bodies. There are state and municipal companies 
providing the obligate variety of services, private companies acting upon a contract, cooperatives and partnerships 

of apartment owners. Analyzing the most common repairments chosen by these maintenance bodies the authors 

have come to one main conclusion ï the choice of the type of the repairment does not depend on the person 

providing maintenance, but it depends on the type, lifespan, construction features and other technical aspects of the 
building. Still, the most widespread multiapartment buildings were constructed in accordance with types or series, 

replicating not only the facades and internal utilities, but also making mistakes and disadvantages common and 

repeated. Thus, the mostly performed repairments are following:  

1. Replacement of windows and doors; 
2. Replacement of the surface of the rooftop; 

3. Insulation of the overlap between the basement and the first floor or the attic and the last floor.  

4. Hermitization of junctures between panels; 

5. Exchange of the horizontal and vertical pipelines of cold, hot water and sewage;  
6. Renovation and modernization of the heating system;  

7. Modernization of the lighting and electricity supply systems; 

8. Repairs of the balconies and loggia; 
9. Insulation of the fa­ade.  

The methods and principles of construction works performed in the multiapartment buildings to complete the 

mentioned above repairments are not the topic of this research. The authors are more interested in the actual 

reduction of heat losses and the optimization of use of the heat power provided to any dwelling house in the country. 

Deepening in the analysis of the existing apartment buildings in Riga and Latvia makes clear that the impact of 
performed repairs on different types of concrete, block and brick constructions varies, which is only natural and 

logical. One of the further aims of the authors of the presented paper is to go in details for every possible type or 

series of building to be capable of giving advice ï which repairments might bring the most positive effect on 
prolonging the lifespan of the dwelling house while reducing the energy consumption needed to provide maximal 

comfort for the inhabitants. During the first stage researchers have acquired data on numerous houses that have 

undergone different repairs during the last 10 years, as well as created a database where every entry consists not 
only of the year and type of works done, but also of energy consumption before and after the works, type or series 

of the dwelling house. By collecting more data on different buildings in Riga and other cities of Latvia will be 

enabled the possibility to calculate the average reduction of energy consumption for the most common series of 

brick and concrete panel buildings after the completion of the most popular repairments.  

For example, in Fig. 1 is presented one of the most widespread type of dwelling house corresponding to the 602nd 
series. Such houses form complete micro districts in Riga, Jelgava, JȊrmala and other cities. The problems of this 

series of houses are important for a large group of customers of maintenance companies. Apartment owners who 

are not ready to invest in overall renovation are willing to acquire a checklist of works crucial to their homes. Before 

such list can be created, calculations as presented in section 2 must be performed.  
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Figure 1. Multiapartment building of the 602 series.  

The researchers have determined that at least 13 houses in Riga during just 2 years have completed hermitization 

of junctures between panels in 602 series dwelling houses. Collected data and calculated values are presented table 

1. 

Table 1. The comparison of heat power consumption reduction in 602 series dwelling houses that have completed 

hermitization of junctures between panels 

 ̄
Multiapartment 

building 

Year 

of the 
works 

Series 

Heat power 

consumption in 

January of the 

year before the 
repairments, 

Qbefore, MWh 

Heat power 

consumption in 

January of the 

year after the 
repairments, 

Qafter, MWh 

The 

economy or 

reduction of 
heat power, 

I, % 

The corrected 

economy or 

reduction of 
heat power, 

Icorrected., % 

(1) (2) (3) (4) (5) (6) (7) (8) 

1 House 602 1 2016 602 125.15 108.33 15.53 13.83 

2 House 602 2 2016 602 188.8 169.82 11.18 9.95 

3 House 602 3 2017 602 227.29 215.97 5.24 5.77 

4 House 602 4 2017 602 103.76 98.22 5.64 6.21 

5 House 602 5 2017 602 118.3 113.31 4.40 4.85 

6 House 602 6 2017 602 249.16 248.58 0.23 0.26 

7 House 602 7 2017 602 239.42 228.74 4.67 5.14 

8 House 602 8 2017 602 199.77 190.35 4.95 5.44 

9 House 602 9 2017 602 146.38 139.37 5.03 5.53 

10 House 602 10 2017 602 172.41 170.51 1.11 1.23 

11 House 602 11 2017 602 114.35 108.75 5.15 5.67 

12 House 602 12 2017 602 169.15 158.3 6.85 7.54 

13 House 602 13 2017 602 156.15 156.82 -0.43 -0.47 

The best result or the most perceptible economy is shown by House 602 1, but House 602 13 shows a negative 

result, even a rise of heat power consumption after the hermitization of junctures between panels. Taking in account 

all 13 results, the researchers receive an average heat power consumption reduction equal to 5.45%, which might 

make this type of work more attractive for the communities of apartment owners in comparison with other works. 
Thus, the hermitization of junctures not only helps preserve the panels of the fa­ade, but reduces heat loses leading 

to accountable economy of money. Also, this result might become better in case the heating system of these houses 

would be regulated and balanced taking in account the performed works. Among the analyzed multiapartment 
houses were other series ï for example 119th, 464th, 467thA, 467th, 103rd, 104th and 101st. Still, the other series gave 

the researchers a smaller number of objects where the junctures have been hermitized. With the thirteen houses of 

the 602nd series, the total number of dwelling houses with this king of repairments done was 27. The total average 

reduction of heat power consumption was equal to 8.73%.  
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4. CONCLUSIONS 

The current main aim of the researchers and authors of this paper is to collect more real data on multiapartment 
buildings not only in Riga, but also in other cities of Latvia, as well as to create an algorithm answering the most 

common questions of apartment owners and maintenance companies ï what king of positive impact might have 

different repairments and modernization works offered by the construction market, communities capable to pay for, 
offered by the maintenance companies, and not only reducing heat power consumption, but also prolonging the 

service time of the house. After the completion of the first stage of this study is already clear that the complex 

renovation of any object is the fastest and easiest way to receive a high-standard dwelling in a single approach. 

Still, the income of many apartment owners makes them feel frightened of bank loans. Many people, especially 
elderly ones, are not ready to live being in debt. Their worries on leaving a financial burden for the next generations 

overwhelms the will to understand this kind financial instruments, which actually is not that dangerous. The 

maintenance companies, project managers working in the field of renovation of apartment buildings must find a 
method to lead the dialogue with those unsure and anxious. Many calculi on the economy of heat power and 

reduction of corresponding payments exist in different literature sources, but none have been made for particular 

repairments and house types / series. Such approach might lead to two possible and successful scenarios ï single 
repairments will be chosen wisely on many existing criteria and of course on the reduction of heat power 

consumption as well or the calculations might lead the society to the conclusion that complex renovation is the only 

method to preserve the existing real estate fund. Also, the next step of the research must observe and determine the 

strict necessity of balancing of the heating system after any kind of repairments. Currently many dwelling houses 
do not feel the reduction of heat losses after, for example, insulation of the overlap between the basement and the 

first floor or the attic and the last floor. The loss of effect occurs due to the neglection of the regulation of the 

heating system or even the technical drawbacks of the system no allowing to perform any kind of regulation. Persons 
inhabiting the apartments of the first and last floor control the internal temperature of the rooms by opening the 

windows. Thus, the persons are investing money both in repairments and the heating of the atmosphere, of course 

unable to notice any positive changes in everyday life and expenses. Undoubtedly, it must be remembered that 
performing any activities to preserve the dwellings depends on the acceptance of the idea by the apartment owners. 

Many functions have been transferred to maintenance companies, but global changes can be performed only after 

positive evaluation and decision making of the owners of the object. Crucial is to speak to all members of the 

community, finding the biggest worries and frights, addressing them with a corresponding solution. True and 
checked results, experience, previous projects can make a positive impact on the communities in general, and single 

owners of apartments. Every such research and the continuing of the work of the authors of this paper in the field 

of energy efficiency allows the society to make a secure step towards economy of resources, preservation of 

apartment buildings and saving up money ï everything for a better, sustainable future.  
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Abstract: In this paper, an effective and simple deadbeat controller is used for the energy storage in 

supercapacitor and battery. The stored energy is supplied to the load which is connected to the DC 

bus. This deadbeat controller has an inheriting control strategy of generating triggering waveforms in 

one control cycle with optimal duty ratio. This nature provides a faster response during disturbance 

as compared to the widely used proportional integral method. The supercapacitor used as storage 

element provides high power density which in turn reduces the burden of battery and improves the 

life span of the battery. This system provides bidirectional power flow for electric vehicle battery 

charging.  Due to the application of PV panels for supplying power, this system can provide a longer 

driving range. The mismatch between the power generation using photo voltaic panel and power 

demand by the load are solved effectively due to the integration of storage system. The size of the 

components is reduced with a flexible control. The design of the deadbeat controller is analyzed for 
the prototype developed. The proto type is developed to show the experimental results and its 

effectiveness. 

Keywords: Dc-dc converter, hybrid energy storage, battery, supercapacitor, deadbeat controller, photo voltaic 
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1. INTRODUCTION  

In the present electric vehicle system, the storage devices like batteries, supercapacitors, etc., are used. The different 

storage elements have their own characteristic feature to store the electrical charges. In this aspect, the 

supercapacitors have the capacity to a high value of power density and the bearing capacity of battery is related to 
high value of energy density. The high-power density devices need not be high energy devices. The power density 

is related to the energy discharging capacity of the device. Now a days PV powered electric vehicles are used for 

transportation. In this PV panels are used for charging the batteries. In addition, this method of charging improves 
the average distance travelling by the vehicle. There are researches in the electric vehicle field for sustainable 

development In this system, proportional integral (PI) controller is used for controlling the power flow. There is 

spikes in the system output during the variations in intensity of the solar panel output with this method of control 
[1]. When the energy sources are supercapacitor and fuel cell, parallel converters are used to boost the voltage level. 

In this system, nonlinear control method [2] implemented to control the system output voltage produces large 

variations in the DC bus voltage. Also, the PI controller implemented for such system produces a sluggish behavior 

[3]. Figure1. sows the general block diagram of solar assisted electric vehicle. When battery and super capacitor is 
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used for storing the energy, there is a large variation in battery current. The high amount of current flow in batteries 
reduces the life of the battery [4]. The use of super capacitor is not able to reduce the stress developed on battery. 

Most of the control methods use PI controllers [5-10] in parallelly connected converters. Since the load and the PV 

produces disturbances, there is spikes in system output. 

 
Figure 1. General Block diagram of solar based EV. 

This method produces large super capacitor and battery current. But this method can be implemented for hybrid 

energy management system [11]. The implementation of quasi-Z-source for the storage system provide coupling 

between super capacitor and the battery. The coupling between the storage devices produces high ripples in the 
battery current [12]. This increases stress on the supercapacitor and reduces the lifetime of battery. This can be 

overcome with the help of bidirectional cascaded converter [13] in case of PV based EVs. The three-level 

configuration of cascaded converter is used for systems using supercapacitor. The power management between the 
between the supercapacitor and the battery is regulated using deadbeat control method. This method is one of the 

simple methods and responding fast with high accuracy.  This method is able to produce the optimum value of duty 

cycle in one control cycle. This is implemented to remove quickly the errors due to state variable. The bidirectional 

converter topology and its operation is dealt in section II. The proposed deadbeat controller is discussed in section 
III. The hardware prototype and its results are discussed in section IV. The conclusion of the proposed paper is 

given in section V. 

2. BIDIRECTIONAL BOOST CONVERTER   

The proposed system uses PV based hybrid energy storage system using bidirectional boost converter. The 

converter is developed to have bi-directional power flow is shown in Fig. 2. The storage elements are connected in 
the proposed system which consists of solar PV panel, supercapacitor, battery, proposed bidirectional boost 

converter and load.  

2.1. Converter configuration  

Maximum power point tracking is done using P&O algorithm. The proposed bidirectional boost converter consists 

of four switches MA, MB, MC and MD and two capacitors CA and CB. For simplification purpose, the values of 

capacitors are considered to be equal of value. There are two stages to connect the energy storage devices. At the 
output of the converter, an inductor LA is used to connect the supercapacitor which is the first stage of the output. 

At the output of first stage, two switches ME and MF and an inductor LB are used to connect the battery which is the  

stage 2 of the output.  

 
Figure 2. Proposed converter. 
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In the circuit diagram, vPV,  iPV represents the PV panel current and PV panel voltage,  iB, vB represents the battery 
current and battery voltage, S is the switch in the PV side,  DPV is the diode in the PV side iS, vS represents the 

supercapacitor current and battery voltage, iLA represents the current through  inductor LA, iLB current through  

inductor LB, iCA represents the current through capacitor CA, iCB represents the current through capacitor CB, R is 
the load resistance, iL is the current through load resistance. The duty ratio of the switches is made to turn ON/OFF 

of the switched on a complementary basis. The complementary pairs are for operation of the converter are (MA, 

MB), (MC, MD) and (ME, MF). The complementary switches are (MA, MB) contributes to the duty cycle D1, the 
complementary switches are (MC, MD) contributes to the duty cycle D2, and the complementary switches are (ME, 

MF) contributes to the duty cycle D3. Due the complementary action, when one switch is ON, the other switch is in 

OFF condition. In this the battery voltage is less than the supercapacitor voltage. The DC bus voltage may be more 

than supercapacitor voltage. The power rating of the switches in the proposed converter is less than the conventional 
converters. This reduces the cost of the converter. The stress developed in the switches in terms of voltage is less. 

The difference in voltage between the battery and the supercapacitor is very less. This makes the inductor of low 

value of inductance required between the battery and the supercapacitor. This method of indirect method of 

integration of energy sources to the load leads to a reduced rating of components and switching devices.  

2.2. Converter Analysis  

The proposed converter and its operation are explained. The boost converter is used to increase the gain of the photo 

voltaic energy is simple and widely used solar energy system. The converter configuration and the analysis 

explained in the following section.  

Based on the power generation and power consumption, the battery used to supply power to the load can operate in 

either charging mode or discharging mode. The independent regulation can be implemented for both the stages. In 
this the second stage of circuit is similar to a conventional converter. Figure 3. shows the typical waveforms of the 

converter elements and switches during the bidirectional power flow.  

 
Figure 3. Typical waveforms of the converter. 

3. CONTROL METHOD  

In this paper deadbeat control is used for changing the voltage level. Since the switches are used in complementary 

mode, duty ratios (D1, D2, D3) for the pair of switches is considered. The bidirectional current flow in the first stage 

is controlled using switches MA, MB, MC, MD. For the operation of the converter in the first stage average duty cycle 
is calculated. Supercapacitor, inductor LA, and the switches MA, MB, MC, MD forms the first stage of the proposed 

converter. The two pair of switches having duty ratios DA and DB form the average duty cycle as below.  

Ὀ        (1) 

Maximum power point tracking is done using P&O algorithm. The proposed bidirectional boost converter consists 

of four switches MA, MB, MC and MD and two capacitors CA and CB. For simplification purpose, the values of 

capacitors are considered to be equal of value. There are two stages to connect the energy storage devices. At the 

output of the converter, an inductor LA is used to connect the supercapacitor which is the first stage of the output. 
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At the output of first stage, two switches ME and MF and an inductor LB are used to connect the battery which is the 

second stage of the output. 

A small variation in duty cycle is calculated as given below 

ЎὈ
Ὀ ὸ Ὀ ὸ

ς
 (2) 

Using equation (1) and equation (2), the duty ratio Ὀ ὸ and Ὀ ὸ are derived as below.  

Ὀ ὸ Ὀ ὸ ЎὈὸ 

 
(3) 

Ὀ ὸ Ὀ ὸ ЎὈὸ (4) 

The expression for the current through the supercapacitor is expressed as below 

ὒ
ὨὭὸ

Ὠὸ
ὺ ὸ ὺ ὸ Ὀ ὺ ὸ ЎὈὸ ὺ ὸ ὺ ὸ ὺ ὸὈ ὸ (5) 

Where ὺ ὸ ὺ ὸ ὺ ὸ. The product of the terms ЎὈὸ and Ўὺὸ ὺ ὸ ὺ ὸ is negligible when 

the voltages ὺ ὸ and ὺ ὸ are balanced. This leads a conclusion that the duty ratio variation is independent of 

the balancing of the capacitor voltage. The duty ratio variation is calculated using the difference of capacitor 

voltages. This is used to calculate duty ratio Ὀ  and Ὀ .  

The average value for duty ratio for the i-th instant in terms of sampling time (ὸ) can be written as below in equation 

(6) 

Ὀ Ὥ
ὺ Ὥ ὸ Ὥ Ὥ ρ Ὥ Ὥὒ

ὺ ὸὸ
 (6) 

Using the above equation, the duty ratio is calculated to maintain the battery current. Many algorithms are developed 
to have closed loop control. Dual PI control using voltage outer loop and inner current provides simple and highly 

reliable control. But it is difficult to have ideal tracking using this method. The deadbeat controller provides better 

sensitivity even under dynamic conditions. It also provides a robust system control. The deadbeat controller used 

for the generation of gate pulse is shown in figure 4. with its block diagram. Based on this reference current, the 

duty ratio is found out for the bidirectional converter using equation (6). 

 
Figure 4. Block diagram of controller. 

As shown in the block diagram, battery reference current is required to find out the duty ratio for the second stage 
converter. This battery reference current is obtained from the low-pass filter. The supercapacitor reference current 

is fed as input of the filter. The average value of duty cycle is calculated using the input values given to the average 
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duty ratio calculator. Similarly, the small variation in the duty ratio is derived from capacitor voltage difference and 
the direction of supercapacitor current is used to calculate the duty ratio increment. The reference signal is generated 

based on these values. The carrier wave for duty ratios D1 and D2 are complement each other. These values are used 

to calculate the duty ratio for the complementary switches. The carrier waveform is generated to compare with the 

reference signal and to set the duty ratio for the switches. 

4. EXPERIMENTAL RESULTS  

The validation for the proposed converter with the deadbeat controller is done using the results obtained from the 

prototype developed. The filter cut-off frequency is selected as 50rad/sec. The development of two stage 

configuration makes the value of battery inductor less than the supercapacitor inductor. This is done for variations 

in the input power generation.  Initially, the input current is 0.5A, then changed to 1A, then to 1.5A and then 
decreased to 1A, then to 0.5A, then to 0A. Due the shading on the PV panel, there is a decrease in the power 

generation. During the variations in the power generation, there is a change in the mode of operation of the 

converter. This produces a transition from continuous mode to discontinuous mode. In order to have smooth control 

of operation, the power imbalance is supplied by the battery and the supercapacitor. 

The bus voltage is controlled to be maintained at 24V. The variations in the input power produces a small variation 

in bus voltage of 0.5V. Figure 5. shows the current through the supercapacitor inductor current and the battery 

current. Figure 6. shows the load current and the load voltage. 

 
Figure 5. PV current and supercapacitor current. 

When the load is varied for constant input power, the mode of operation changes. The input current is maintained 

at a constant value of 1A. The load current varies in a step manner between o.5A and 1A.  When the continuous 

mode of operation is prolonging for a long time, the load variation is not changing the mode of operation. The 
average power required by load is supplied by the battery and the power demand due to the sudden variations in 

the load is supplied by the supercapacitor. The variations in the bus voltage is maintained within 1V by the deadbeat 

controller. 

 
Figure 6. DC Bus voltage and load current. 
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The ripples produced in the bus voltage is more during discontinuous mode of operation. The ripples created in the 
bus voltage is due to the DC bus filter current. It can be noted that the both PV and battery supply power during 

discontinuous mode of operation and the PV supply power during continuous mode of operation. 

5. CONCLUSION  

This paper presents a deadbeat control method for the regulation of the output voltage. This method provides fast 

response having high accuracy with a simple circuit. The optimum duty ratio is generated using one control cycle 
for the storage elements. This simplifies the control of transient power demand. The load voltage is regulated in a 

simple manner. This method relives the stress on the battery and improves the life span of the battery. The 

bidirectional power flow in the storage and the load uses two stage structure. Prototype is developed to validate the 

performance of the proposed converter. 
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Abstract: Nowadays, bifacial PV technology is rapidly overtaking the market share of monofacial PV 

technologies. However, this emerging technology is affected by new parameters that have to be 
determined for its proper characterization such as rear irradiance reflected by albedo. The objective 

of this research is to analyze the performance of a 3.3 kW bifacial technology photovoltaic system 

located at the University of Ja®n, Spain. To address this challenge, specially designed structures have 

been installed to avoid possible shading and easy albedo modification. The aforementioned generator 

is made up of eight bifacial PV modules divided into two strings, both connected to an inverter with 

two independent MPPTs. To characterize the PV system, a monitoring system has been designed 

following the IEC 61724-1:2022 standard. Consequently, sensor data is collected to measure 

variables such as frontal irradiance, operating temperature, wind speed, individual voltages and 

currents of each module, as well as system power. Additionally, rear irradiance sensors built from 

modules of the same technology have been integrated in order to characterize this new technology. 

Based on the foregoing, the most relevant analyses of the system performance are shown: rear 

irradiance maps, GNU, PR at STC with temperature compensation, among others. 

Keywords: Photovoltaic systems, bifacial, rear irradiance, performance analysis, solar energy 
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1. INTRODUCTION  

In contrast to monofacial solar cells, bifacial technology cells simultaneously receive photons from incident 
radiation and albedo impinging on both the front and rear side of the module.  This technology has been investigated 

since the 1960s and was initially described in the scientific literature by Spanish researchers [1] as a new concept 

to improve the energy production of photovoltaic systems.  
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Nowadays, bifacial technology is considered as one of the most promising approaches and its market is expected 
to expand dramatically [2]. Based on various tests carried out in real south-facing sunlight at an installation angle 

of 30Á and an albedo of about 50% using bifacial technology, a bifacial gain in terms of annual energy delivered 

exceeding 20% has been determined compared to monofacial technology [3]. This gain can be decisive when 
purchasing bifacial technology PV modules, since although they incur a larger cost compared to monofacial 

technology, the energy production is higher. Thus, replacing conventional monofacial silicon PV modules with 

bifacial silicon PV modules can increase plant capacity or, alternatively, reduce the number of modules required 
for energy production systems and the total cost of installation, including land area, materials, labor costs and 

construction time. This will require optimizing the installation conditions to obtain such an improvement in energy 

production. Nevertheless, very few publications related to bifacial technology are currently available. Unlike the 

consolidated single-facial technology, there is a lack of information on how to proceed in the optimization of 
bifacial silicon photovoltaic systems, which further complicates the study. Aware of this lack, this research is 

responsible for analyzing a bifacial photovoltaic system connected to the grid, including new parameters that 

influence the behavior of this technology which are not present in the already known monofacial photovoltaic 
systems. In Sec. 2, the bifacial PV system designed and installed for this purpose will be presented. It will show 

both the generation system and the monitoring system in charge of measuring the new parameters mentioned above. 

On the other hand, section 3 will show the results extracted from the analysis of the installation, with special 

emphasis on the analysis of the PR in DC under STC with temperature compensation. Given that it is a bifacial PV 
system, the rear irradiance should be considered. Nevertheless, a discrepancy arises when it comes to selecting the 

sensor that represents the rear irradiance received by the modules. Finally, in section 4 the conclusions drawn from 

this research will be outlined. 

2. EXPERIMENTAL SETUP  

2.1. Measuring System 

A 3.3 kW bifacial PV system has been installed on one of the roof terraces located on the university campus of the 
University of Ja®n (Ja®n, Spain, latitude 37Á47'16"-N, longitude 3Á46'40"-W). This PV system is divided into two 

strings each consisting of four 410-W LG Neon 2 BiFacial LG410N2T-L5 modules [4]. Each string is independently 

connected to one of the two MPPTs of the inverter installed. Due to the site layout constraints, string 1 is placed in 

one structure while string 2 is divided into two (Figs. 1(a,b)). These structures have been designed exclusively for 

the module model mentioned, in order to reduce the shading losses on the rear side of the module. 

 

 
(a)                                                                                                                (b) 

Figure 1. (a) Aerial view of the monitoring system with the elements highlighted. Shaded in blue the modules belonging to 

string 1 and in red the modules belonging to string 2. (b) Detailed view of string 1. The modules acting as rear irradiance sensors 

labelled as GRi, with i=1,3,5,7,9 as well as the generation modules labelled as PV MODj, with j= 2,4,6,8 are shown in the picture. 

                                                                                                               (b) 

Figure 1 shows the monitoring system designed [7] according to IEC 61724-1 [5]. This system comprises the 

following sensors:  six type K thermocouples pasted on the rear side of four modules of the first string and in two 
modules of string 2. Additionally, a suitably shaded type K thermocouple intended to measure ambient temperature 
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has been installed. A SR20-T2 Hukseflux pyranometer in conjunction with a SMP6 Kipp&Zonen pyranometer 
coplanar with every string record the irradiance received by the front faces of the bifacial modules. An albedometer 

has been placed in string 2 that corresponds to the same SMP6 pyranometer model mentioned above, but its 

orientation is arranged opposite to the latter. A PCE-WS V anemometer has also been installed. Five rear irradiance 
sensors located at the ends of the structure of string 1, as well as intercalated between the generation modules and 

devised from calibrated modules of the same technology have also been deployed.  The latter sensors have been 

obtained in the following way: the front side of each calibrated module has been covered by a piece of white vinyl 
canvas in order to prevent the sun irradiance from impinging on that side. Every calibrated module has been short-

circuited by using 5 A calibrated shunt resistors. The current generated by each string is collected as per two 15 A 

calibrated shunt resistors. 

The sensor outputs have been connected to a high-precision Graphtec GLT400 data logger. The measurement 

campaign is ranged from November 2022 to February 2023. Both electrical and environment data were taken at 

one-minute intervals 

2.2. Characterization of Bifacial Modules 

In order to guarantee the correct measurement of the monitoring system, an experimental campaign has been 

established to characterize both sides of each of the modules. To this end, calibration certificates in which the main 

electrical parameters measured at STC are provided issued for two modules by CIEMAT (Madrid), an accredited 

independent laboratory. Then, the characteristics of both sides of each module of the two strings were determined 
separately under STC using the Entec Solar E1000 I-V curve tracer. For this purpose, comparative and simultaneous 

measurements of a calibrated module and the module under test were carried out. Since both modules are under the 

same irradiance and temperature conditions, the characteristic data of the calibrated module can be extrapolated [6] 

to the module to be measured. This is achieved by means of: 

ὖ

ὖ

ὖ

ὖ
 (1), 

where: ὖ  is the power at STC to be obtained for the module under test (W), ὖ  is the power measured at 

that instant for the module under test (W), ὖ  is power at STC of the calibrated module according to 

CIEMAT calibration certificate (W) and ὖ  is the power measured at that instant for the calibrated module 

(W). The above procedure together with Eq.[1] was applied to both the front and the rear side of every module 

under study. 

 
Table 1. Front and rear side power at STC of the PV modules under study. 

Name Reference 

Front side power at STC (W) Rear side power at STC (W) 

ἜἭἾἩἴ
ἡἢἍ

 

According to 

manufacturer 

flash list 

Percentage deviation of  

ἜἭἾἩἴ
ἡἢἍ

 from 

manufacturer flash list 

ἜἭἾἩἴ
ἡἢἍ

 

CIEMAT  008K5MH212EE 407.70 414.71 -1.69% 287.90 
Module 1 008K5CY212E5 414.08 414.79 -0.17% 298.39 
Module 2 008K5UR21598 401.44 410.74 -2.26% 289.65 
Module 3 008K5FS2158H 404.16 412.40 -2.00% 283.53 
Module 4 008K5EB2130X 405.68 411.07 -1.31% 286.33 
Module 5 008K5KG2159A 407.93 411.21 -0.80% 280.50 
Module 6 008K5VZ212E1 402.46 414.97 -3.01% 290.97 

Module 7 008K5EB21596 400.49 411.19 -2.60% 287.55 
Module 8 008K5MH21595 405.79 412.67 -1.67% 283.19 
Module 9 008K5DW215A0 402.44 411.02 -2.09% 284.88 
Module 10 008K5NA215A5 401.23 411.95 -2.60% 262.68 
Module 11 008K5EB2159C 404.96 411.43 -1.57% 285.06 
Module 12 008K5RT2159F 413.33 411.25 0.51% 288.08 
Module 13 008K5UR2159G 406.44 411.71 -1.28% 294.99 
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Table 1 shows the Front and rear side power at STC of the PV modules under study. By comparing each of the 
modules, it was determined which modules would be used as generators and which ones would be used as rear 

irradiance sensors of the same technology. These modules were selected for either purpose depending on whether 

they had defects on their front side, thus becoming apparent by delivering less power or lower short-circuit current. 
String 1 consisted of modules 1,4,12,13 with a total front surface power of 1640 W. String 2 was composed of modules 

5,8,9,11 and its total front surface power is 1621 W. Modules 2,3,6,7,10 were selected to operate as rear irradiance 

sensors. 

3. RESULTS 

3.1. Analysis of the PV System Yield at 25ÜC 

The DC output energy of each of the strings corrected at 25 ÜC (Fig. 2(b)) following IEC 61724-1 [5] has been 

obtained as follows: 

Ὁ
ὖ ȟ†

ὅȟ Ξ

 (2), 

where ὖ ȟ is the k-th value of the power delivered by the string under scrutiny (W) and † is the sampling interval 

(s). 

ὅȟ Ξ is given by: 

ὅȟ Ξ ρ ‎Ὕ ȟ ςυΞὅ (3), 

where ɔ is the relative maximum-power temperature coefficient (ÁCī1), and Ὕ ȟ is the k-th value of the module 

temperature averaged on † (in ÜC). 

The energy production of string 1 was found to be 493.66 kWh over the course of the measurement campaign, 

which is equivalent to an average of 6.86 kWh/day. On the other hand, string 2 generated 474.95 kWh, equivalent 

to 6.60 kWh/day over the same period. These small differences are attributed to the discrepancies between the 

values of PV modules power shown in Table 1. 

. 

   
(a)                                                                                                             (b) 

Figure 2. (a) DC energy analysis in STC of string 1 and 2 over the measurement campaign. (b) GNU of different days 

(cloudy and sunny) over sunshine hours. 

3.2. PRDC at 25 ÜC Analysis of the PV Generator 

The PR has been calculated for string 1 and 2 following the IEC 61724-1 [5]. The 25 ÁC performance ratio, ὖὙ Ξ 

is calculated by adjusting the power rating at each recording interval to compensate for differences between the 

actual PV module temperature and the STC reference temperature of 25 ÁC. ὖὙ Ξ is calculated by introducing 

factor ὅȟ Ξ as follows: 
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ὖὙ Ξ ὖ ȟ†
ὅȟ Ξὖ Ὃȟ†

Ὃȟ
 (4) 

The string DC power rating, ὖ, is the sum of the DC power output of the PV modules of the string at the power 

rating STC. Ὃȟ  is the reference irradiance (1000 W/m2) and Ὃȟ is the irradiance received by front side of the 

module (W/m2). 

Eq. [4] is addressed to evaluate the value of ὖὙ Ξ of monofacial modules, so only the irradiance received by the 

front surface of the module is considered. Following the above, the results obtained for the analysis of both strings 

yield a PR greater than the unit (Fig. 4(b)). In order to perform a correct analysis of the ὖὙ Ξ, the monofacial 

performance ratio formulas presented above must be transformed to bifacial performance ratio formulas by 

introducing the bifacial irradiance factor (BIF) to correct the measured irradiance terms, according to IEC 61724-1 

standard [5]. 

ὖὙ Ξȟ ὖ ȟ†
ὅȟ Ξὖ ὋȟὄὍὊ†

Ὃȟ
 (5), 

where: 
ὄὍὊὯρ •  ”ȟ (6), 

where: •   is the ratio between maximum output DC power of the rear side and the front side of a bifacial string 

under STC (Table 1) and ”ȟ is the k-th value of the ratio of the irradiance incident on the rear side of the modules 

in the PV string to the irradiance incident on the front side. 

As shown in Eqs.[5,6], it is essential to determine the ratio between the rear and front irradiance received by the 
string. However, there are discrepancies in selecting the sensor that determines the values of the former irradiance. 

Figure 3 shows two rear irradiance maps differentiating a cloudy day from a sunny day. If analyzing the incident 

irradiance on the rear side of the modules, there is a lack of homogeneity in sunny days. The modules at both ends 
of every array receive more irradiance than those in the center of the string, especially during the first and last hours 

of the day. The difficulty of choosing the right sensor to determine the rear irradiance received by the modules 

becomes noticeable when performing this analysis. 

 
Figure 3. Rear irradiance map made from the same technology modules (GR1, GR3, GR5, GR7 and GR9) and the 

albedometer. On the left (a) representation of a sunny day. On the right (b) a cloudy day. 

Another analysis has been carried out to quantify the extent of non-uniformity of the irradiance impinging on the 

rear side of the modules by means of the GNU index, defined as follows, 

ὋὔὟ
άὥὼὋὙ  άὭὲὋὙ  

άὥὼὋὙ  άὭὲὋὙ  

 (7) 

[A]                      [B]   
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where άὥὼὋὙ   (W/m2) and  άὭὲὋὙ   (W/m2) are the maximum and minimum rear 
irradiance values from rear irradiance sensors 1,3,5,7,9, respectively.                                                                                                                

(b) 

Figure 1(b) represents the GNU during different days (cloudy and sunny). Note the low uniformity of irradiance in 

cloudy days. 

Table 2. Value of PR of each string using only the frontal irradiance, as well as the frontal and rear irradiance computed 

over the experimental campaign. 

  GF GF + GALB  GF + GR1 GF + GR3 GF + GR5 GF + GR7 GF + GR9 

String 1 1.07 0.94 0.96 0.98 0.98 0.97 0.95 

String 2 1.05 0.92 0.95 0.96 0.97 0.96 0.94 

 

   
(a)                                                                                                            (b) 

Figure 4. Analysis of the PR of each string throughout the experimental campaign using the frontal irradiance (GF) and adding 

the rear irradiances of the albedometer (GRALB) and rear irradiance sensors (GR1, GR3, GR5, GR7, GR9). Plot (a) corresponds 

to string 1, while plot (b) represents string 2. 

                                                                                                           (b) 

Figure 4(a,b) shows the differences of the PR at 25ÜC analysis performed on both strings during the measurement 
campaign. For this purpose, the following cases have been considered: PR analysis using only front irradiance 

Eq.[4] and PR analysis using front and rear irradiance data obtained by the different sensors (albedometer and 

sensors of the same technology as the PV modules) as per Eq. 6 shows the average PR obtained during the 

experimental campaign. Given the complexity of choosing the most appropriate sensor to measure rear irradiance, 

an additional analysis has been performed.                                                                                                        (b) 

Figure 5(b) represents the PR given by Eq. 4 versus the front irradiance measured by pyranometers of each string 

during the experimental campaign. 

 
(a)                                                                                                        (b) 
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Figure 5. Analysis of the PR of each string versus irradiance. The left plot (a) represents string 1, while the right plot (b) 

corresponds to string 2. 

4. CONCLUSIONS 

To evaluate the performance of a bifacial installation properly, it is essential to determine the parameters of the 
module on both the front and the rear side. The rear irradiance plays a crucial role, but determining its value is not 

easy. The results shown here prove the influence of the location of the rear irradiance sensor in the installation. 

Sensors located in the center or at the ends of the string give different values depending on the time of day. By 

analyzing the values of PR of the installation, differences of 18% are observed if studied as a monofacial generator. 
This difference is reduced to 5% when we analyze the PR with different sensors considering the generator composed 

of bifacial modules. In addition, the use of rear irradiance sensors of the same technology is more suitable than the 

use of albedometers, since the differences are lower. Finally, it is noticeable that during days where the recorded 
irradiance is lower, the PR is higher and vice versa. This is due to the fact that on days with lower irradiance, the 

irradiance has a significant diffuse component. An experimental campaign of longer duration has been established 

in order to collect more data to validate the results shown. In this way, with the analyses carried out and following 
the current IEC standards, it would be possible to predict the performance of PV plants using the emerging bifacial 

technology. 
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Abstract: In this paper, a polynomial regression is used to forecast the probable power energy produced from 

diverse Waves Energy Converters (WECs) in Tenerife. The WEC systems analyzed in the study were, 

Oyster, Aqua Buoy, Pelamis, SSG and Wave Dragoon. The model was applied and validated, with 

the dataset of Tenerife Sur (2446) deep water buoy, that belong to Spanish Port System and cover a 

historical time of 19 years. Once the study is finished, it is possible to confirm that the model based 
on polynomial regression is a robust tool to calculate the energy transformation that is carried out for 

different WECs 

Keywords: wave energy; polynomial regression, WEC; Tenerife, Canary Islands 

É 2023 Published by ECRES 

1.INTRODUCTION  

Spain is one country of the European Union with outermost regions and is really interested in developing renewable 
energies on its Atlantic islands. Despite all the efforts made, renewable energies supply less than 12% of the 

electricity mix in their outermost islands in this case Canary Islands [1], and work is ongoing to develop new and 

more advanced renewable energy projects, being so important due to the inexistent electricity interconnection with 
any continent and its dependence on fuel for electricity generation [2]. To achieve these goals, it will be necessary 

to address promising new renewable energy sources involving the ocean, especially with the new energetic scenery 

for the Europe, gas restrictions and fuels price increase. Taking into account the good wave potential in many 

regions of the Canary Islands [3], it is feasible to develop the wave energy industry in the marine water around the 

islands. 

As exposed in [3,4], the wave energy industry has not yet established a commercial prototype and has only 

conducted demonstration prototypes of wave energy converters (WECs) to date. But many researchers, 

governments, and investors around the world are working tirelessly to produce a competitive commercial prototype.  

mailto:davilapr@ull.edu.es
mailto:nicomar@ull.edu.es
mailto:yanelys.cuba@umcc.cu
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To predict the power conversion capabilities that can be obtained from different WECs, dissimilar authors have 

developed many mathematical models, such as Avila et al. [2,3,5]; Ahn et al. [6,7]; Swan Team [8] and Sandvik et 

al. [9]. 

Many studies from different researches are based on the power matrices of WECs to predict their behavior in 
different conditions, for that reason, the main purpose of this study will be to determine the wave energy convection 

considering several devices, through an arrangement of bivariate Weibull distributions and polynomial regressions. 

This paper is organized into eight different sections. Following this introduction, the other parts of the study is 

organized as follows. Sections 2 and 3 expose the geographic location of the buoy used in the research and the 

features of the five WECs considered in the study. The modelling of the bivariate Weibull distribution is set in 
Section 4. Section 5 detailed the polynomial regression and their evaluation. The wave energy transformation 

capacity of the five WECs, in study at the Tenerife Sur buoy is provided in Section 6. The suggested model is 

validated in Section 7, and the conclusions are delivered at the end, in Section 8. 

2.DATA SOURCE 

Fig. 1 show the position of the buoy Tenerife Sur (2446) from were collected the data for this study, whose location 
is longitude 16.58Á W and latitude 27.99Á N, the buoy is placed a depth of 710 m. The buoy model is a SeaWatch 

with an Oce-Met directional sensor. 

 

Figure 1. Geographic location of the studied buoy 

For describing the wave behaviour, mean peak period (T) and, significant spectral height (H), were recorded each 
hour, computed on a period of 24 min, from 1998 to 2017. The measurement accuracy was Ñ0.05 m for H and Ñ0.05 

s for T. 

3. WEC SYSTEMS 

In this study five WECs whit different power take-off (PTO) was take in consideration. The WECs are, Pelamis, 

Oyster, SSG, Aqua Buoy, and Wave Dragon. Taken in consideration the mean peak period (Ὕ), the spectral 

significant wave height (Ὄ) and the power matrices of each WEC is possible calculated the power output of the five 
WECs in dissimilar sea states. The characteristic of the WECs used in the research are show in Table 1. The five 

power matrices considered in the study ware taken from Avila et al [2]. 

Table 1. Characteristic of the WECs [2]. 

WEC Nominal Power [kW] Power Matrix Resolution [m Ĭ s] 

Aqua Buoy 250 0.5 Ĭ1.0 

Oyster Converters 290 0.5 Ĭ 1.0 

Wave Dragon 7,000 1.0 Ĭ 1.0 
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SSG 20,000 0.5 Ĭ 0.5 

Pelamis 750 1.0 Ĭ 0.5 

4.BIVARIATE WEIBULL DISTRIBUTION  

For fitting the bivariate Weibull distribution, which describe the wave characteristics, data was grouped in periods 

of five days, counted from the beginning of the year. Data from year 1998 to 2014 were used for obtaining the 

distribution equations, in the form: 

1 2 1 2 1 21 1

1 2 12

1 2 1 2 1 2

02 2 2

1 2 12 12 12

2

( , ) exp
(1 ) 1 1

k k k k k k

H T H T H T
k k c

c c c c c c
f H T B

c c c c c

- - è ø è øå õ å õ å õ å õ å õ å õ
+é ù é ùæ ö æ ö æ ö æ ö æ ö æ ö

é ù é ùç ÷ ç ÷ ç ÷ ç ÷ ç ÷ ç ÷= - -é ù é ù- - -
é ù é ù
é ù é ùê ú ê ú

; (1) 

where the coefficients c1, k1, c2, k2 and c12 were computed with the Simultaneous Maximum Likelihood Estimate 

method [2,3,10]. 

As can be noted (see Fig. 2), coefficients c1 and c2, which describes the values of H and T where the maximum 

probability is reached, display a slight but visible seasonal behaviour. This can be also noted in coefficient k1, but 

not for k2 and c12.  

 
Figure 2. Bivariate Weibull distributions coefficients 

5.POLYNOMIAL MODELS  

In order to predict the value of the bivariate Weibull distribution coefficients, fourth order polynomial regression, 

as follows [3]: 

 
TĔ( )c d =b d ; (2) 
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were fitted, by using the least squares method, where the coefficients b = { b0, é, b4}
T were computed through the 

expression:  

 ( )T T=b X X X y ; (3) 

where: 

 

2 3 4

1 1 1 1

2 3 4

1

1 n n n n

d d d d

d d d d

è ø
é ù
=é ù
é ù
ê ú

X ; (4) 

is the matrix of powers of the independent variable (i.e., the day of the year), and: 

 [ ]
T

1, , nc c=y ; (5) 

is the vector of values of the dependent variable (i.e., each of the coefficients of the bivariate Weibull regression) 

On the other hand, the standard deviation of the predictions, s, can be computed by the expression: 

 ( )( )1
T Tdiags s

-

= x X X x ; (6) 

Where s is the standard deviation of the residuals and x is the vector of dependent variable powers. The obtained 

regressions took the form:  

 
10 4 7 3 4 2

1 8.8859 10 6.3767 10 1.4189 10 0.0100 1.0975c d d d d- - -= Ö - Ö + Ö - +; (7a) 

 
9 4 6 3 4 2

1 1.6576 10 1.2603 10 3.0007 10 0.0215 4.3733k d d d d- - -= Ö - Ö + Ö - +; (7b) 

 
9 4 6 3 4 2

2 3.3380 10 2.4448 10 6.0046 10 +0.0558 7.5741c d d d d- - -=- Ö + Ö - Ö + (7c) 

 
10 4 8 3

2 2.7334 10 8.8533 10 3.9757k d d- -= Ö - Ö + ; (7d) 

 
10 4 7 3 5 2

12 2.4368 10 1.7201 10 3.9237 10 0.0032 0.1613c d d d d- - -= Ö - Ö + Ö - +. (7e) 

Note that second and first order coefficients were removed from regression of k2 as they were not statistically 

significant. 

Fig. 3 shows the polynomial models, represented by the expected value and the 90% confidence limits. Also, 100 

points, randomly generated from the normal distribution given by the obtained mean and standard deviation, were 

plotted for each day of the year. 
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Figure 3. Polynomial models for coefficients 

As in the original data, the seasonal behaviour can be noted in regressions for c1, k1 and c2, but not for k2 and c12. 

6.POWER CONVERTING PREDICTIONS  

Power conversion was analysed through five different converters: Aqua Buoy, Oyster, Pelamis, SSG and Wave 

Dragoon, whose conversion matrix are shown in the appendices. For a given wave bivariate Weibull distribution, 

f(H,T), the converted energy, PD, can be computed by the expression: 

 
D , ,

1 1

cdf
R C

i j i j

i j

P e
= =

=ää ; (8) 

where R and C are number of rows and columns in the conversion matrix; ei,j is the conversion factor for the i-th 

row and j-th column, and cdfi,j is the cumulative density of the probability corresponding to the interval given by 

the i-th row and j-th column
L L U( , )U

i i j jH H H T T T¢ ¢ ¢ ¢, which can be computed by the expression: 

 

U

L L

,cdf ( , ) d d

U
ji

i j

TH

i j

H T

f H T H T=ñ ñ ; (9) 

and numerically approximated by using the fifth order Gauss-Legendre quadrature for double integrals: 

 

L U L 5 5

,
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U

i i j j
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where: 
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U L U L( ) ( )

2 2

j j j j

j j

T T T T
T x

+ -
= + ; (11b) 

and wn and xn are the corresponding weights and evaluation points of the interpolation polynomial [11]. 

Fig. 4 shows the converted energy computed for each evaluated converter, considering the 100 random values of 

coefficients computed obtained in the previous section. As can be sees, also the seasonal behaviour is not 

excessively pronounced, it can be noted in the form of higher values in the periods of June-July and December-

January.  

 

Figure 4. Converted power predictions 

7.VALIDATION  

For validating the proposed approach, the monthly power confidence intervals were computed for each converter 

(see Fig. 5) and compared with real values gotten for the years from 2015 to 2017, which were not used for fitting 
the models. It must be remarked that all the observed values fall within the predicted intervals, which validates the 

proposed approach for predicting converted wave power in offshore points. 
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Figure 5. Monthly converter power 

8.CONCLUSIONS 

The implemented method combines the use of bivariate Weibull probability distributions and polynomial 
regressions for predicting the converted wave power in an offshore point. The models were fitted from measured 

data and they were capable of predicting not only the expected value but also the confidence intervals of those 

predictions. Validation of the model, carried out by using data excluded from the model fitting, shows an excellent 

prediction capability, as all the observed values fall within the predicted intervals. The predicted wave energy 
conversion values for the various converters show the usefulness of the proposed approach and its effectiveness, 

when they match the power data used for validation. 
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Abstract: Thermal energy storage (TES) using phase change materials (PCMs) is a promising technology for 

improving the efficiency and dispatchability of solar power plants. PCMs have a high energy storage 
density and can absorb or release large amounts of heat with PCM phase transitions. This makes them 

well-suited for storing thermal energy from solar power plants and releasing it on demand to generate 

electricity or process heating applications. In this work, the cylindrical and triple concentric tube 

models are considered for TES. The study of TES is performed using a numerical model in the 

ANSYSÈ Fluent 2020 R1. The enthalpy porosity model is used to simulate the melting of PCM. The 

developed model for simulating the PCM is verified with reported experimental and numerically 

estimated results. The PCM in the cylindrical model melted completely in 7.89 hours while using the 

triple concentric tube model, the melting time decreased by 82.38 %. Moreover, variation in outer 

diameter for the triple concentric tube model is made and found that a diameter of 0.1 m is best 

performing among all the configurations.  

Keywords: Integrated solar energy system, thermal energy storage, phase change material 
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1. INTRODUCTION  

Thermal energy storage (TES) refers to a promising technology that allows excess heat or cold to be stored for later 

use. It is an important component of integrated solar energy systems because it enables excess solar energy to be 

collected and used when needed, rather than being wasted. There are several types of TES systems, including 

sensible heat [1], latent heat [2], and thermochemical storage [3]. Sensible heat storage involves storing heat in a 
material that has a high heat capacity, such as water or concrete. Latent heat storage systems store heat in a material 

that changes phase, such as ice or a phase change material. Thermochemical storage uses to store heat produced 

from a chemical reaction that can be reversed, such as the reaction between hydroxide ions and protons to form 

water.  

Phase change materials (PCMs) are materials that enable the storing and releasing of thermal energy by changing 

between solid and liquid states. PCM-based TES systems use PCMs to regulate the temperature of a space or 

system. It is possible to use a triple concentric tube model to design a PCM-based TES system, in which the PCM 
is contained within the innermost tube, with working fluid circulating in the tubes to transfer heat to or from the 

PCM [4]. The outer tubes could be used to insulate the system and reduce heat loss. PCM-based TES systems could 

potentially have a higher energy density and be more efficient than other types of TES systems, due to the high heat 

capacity of PCMs [2,5]. However, the design and performance of such a system would depend on the specific 
properties of the PCM and heat transfer fluid used, as well as the temperature range and heat transfer rates required 

[5,6]. 
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PCM-based TES systems can be used in conjunction with building heating and cooling [7], industrial processes 
[8,9], and renewable energy systems [10,11]. In renewable energy systems, a PCM-based TES system can be used 

to store excess energy from renewable energy sources, such as solar or wind power, for use during periods when 

the energy source is unavailable, or the energy demand is high. This can help to improve the reliability and stability 

of the renewable energy system [12]. 

It's worth noting that while PCM-based TES systems can be an effective means of storing and releasing heat, they 

may not be suitable for all applications. Factors such as cost, maintenance requirements, and the temperature range 

and heat transfer rates required will all need to be considered when deciding whether a PCM-based TES system is 

the best option for a particular application [2]. The PCM-based heat exchanger as TES can be classified as [4]: (a) 
cylindrical; (b) pipe, (c) multiple-tube, and (d) triple concentric tube models. Out of the first three models, the 

cylindrical model is the most common type of TES [13]. However, in recent times, the triple concentric tube model 

is gaining attention due to the advantage of its ease of use in simultaneous charging and discharging as well as dual 

charging or discharging [4,14]. 

In this work, a comprehensive analysis is conducted for a PCM-based TES system integrated with a concentrated 

solar power system for process heating applications. This study reports cylindrical and triple concentric tube models 

as single tube analysis. In the annulus between tubes, the PCM is filled which stores the energy while melting. The 
comparison between both said models is conducted using ANSYSÈ Fluent 2020 R1. The numerical model is 

established for accomplishing the simulation and it is verified with reported work in the literature. The enthalpy 

porosity technique is adopted to simulate the PCM phase transition. Further, the study is conducted by changing 

the outer diameter of the triple concentric tube model to obtain the best-performing configuration.  

2. PHYSICAL MODEL  

Figure1 illustrates the integrated solar energy system for process heating applications, which includes the parabolic 
dish collector and TES. In this work, the PCM-based TES is used to regulate the energy from the parabolic dish 

collector to the end user for process heating applications. The incoming energy from the sun is collected by the 

receiver of a 40 m2 parabolic dish collector [15], here receiver may be of any shape such as cylindrical [16], conical 
[17], spherical [18], etc. For just sake of representation, the cylindrical receiver in the dish-receiver system is used 

in Figure1. The receiver is then supplied the collected amount of energy to a PCM-based TES system, where PCM 

materials are heated above their melting point to store up a significant amount of thermal energy in the form of 

latent heat. This stored energy can then be released by allowing the PCM to solidify again. 

 
Figure 1. Integrated solar energy system with PCM-based TES. 

The present TES system consists of multiple tube arrangements in the shell as shown in Figure 22. The cylindrical 

and triple concentric tube models are chosen to investigate and are illustrated in Figure 22(a-b). In this study, the 

single tube analysis for said models is conducted using a validated numerical model. The tubes of 1 m in length and 

0.0025 m in thickness are used for cylindrical and triple concentric tube models. The complete details of geometrical 
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parameters are given in Table 1. For grid generation in the present study, the default tool of ANSYSÈ Workbench 

is used. The generated grid for TES is displayed in Figure 22(c). 

 
Figure 2. Shell and tube arrangements (a) cylindrical model, (b) triple concentric tube model, and (c) meshing. 

 

Table 1. Geometrical parameters for TES in this study. 

Parameter Cylindrical model Triple concentric tube 

Length 1 m 1 m 

Diameter of inner tube 0.022 m 0.022 m 

Diameter of middle tube - 0.085 m 

Diameter of outer tube 0.085 m 0.1-0.13 m 

Tube thickness 0.0025 m 0.0025 m 

The considered PCM here is Paraffin Wax (RT 50). This PCM is preferred for low-temperature applications, for 

instance, drying, and space heating. The properties for RT 50 are listed in Table 2. The tube annulus is packed with 

4 kg of RT 50. The water at 343.15 K as heat transfer fluid (HTF) is used to melt the PCM. In the cylindrical model, 
HTF is set to go in the inner tube while the triple concentric tube has HTF in the inner as well as outer tubes. The 

energy starts storing in PCM once it melts. The energy stored with melting PCM is called charging.  

Table 2. Thermophysical properties of Paraffin Wax as PCM in TES. 

Property Value Unit 

” 820 kg/m3 

ὧ 2000 J/kgK 

Ὧ 0.2 W/mK 

‘ 5 10-7Ὕ 0.0004Ὕ  0.0859 kg/ms 

3. NUMERICAL MODELING  

To simulate the solid-to-liquid phase transition and vice versa, the enthalpy porosity method with Boussinesq 

approximation is used in ANSYSÈ Fluent 2020 R1. The natural convection is considered within the liquid PCM by 
enabling Boussinesq approximation. The pertinent assumptions made to work the investigation are: (a) the flow is 

assumed to be 3-D transient, incompressible, and laminar for the liquid PCM; (b) viscous dissipation is negligible; 

(c) radiation effect is not considered; (d) the entire system is initially at 296.15 K; and (e) adiabatic condition is 
assumed at the lateral surface of the outer tube. The boundary conditions are defined as a mass flow of 0.0167 kg/s 

at the inlet and an outflow condition at the outlet of the inner tube. The SIMPLE algorithm is incorporated for 

pressure-velocity coupling. The QUICK scheme is used for momentum and energy equations, while the pressure 

term is discretized using the PRESTO! scheme. The governing equations (Eqs. 1-8) include continuity, momentum, 
and energy equations that are solved sequentially. The residuals of 10-3, 10-6, and 10-8 are set for continuity, 

momentum, and energy equations, respectively, as convergence criteria. The symbols used in Eqs. (1-8) are defined 

in Table 3. 
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Continuity equation: 

​Ȣὠᴆ π (1) 

Momentum equation: 
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where, Ὓᴆ is source known as Darcyôs law damping term. This additional source term in the momentum equation 

includes phase change effects on the heat transfer owned by convection. The source term, Ὓᴆ, is described as: 
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where, ὃ  is a mushy zone constant. The value for this constant is usually 104-107. In the present context, a value 

of 105 is assumed for ὃ . ‗ is the melt fraction and is expressed as: 
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Thermal energy: 
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The summation of sensible enthalpy and latent heat is estimated as the total enthalpy of the material. 

Ὄ Ὤ ЎὌ (6) 

where,  

Ὤ Ὤ ὧЎὝ (7) 

The latent heat content can be defined as: 

ЎὌ ‗ὒ (8) 

where ɝὌ varies from 0 (solid) to ὒ (liquid). 

Table 3. Symbols used in the governing equations. 

ὃ   Mushy zone constant Ὓᴆ  Source term 

ὧ  Specific heat Ὕ  Temperature 

‗  Melt fraction Ὕ  Solidus temperature 

Ὄ  Total enthalpy Ὕ  Liquidus temperature 

Ὤ  Sensible enthalpy ”  Density 

Ὤ   Reference enthalpy ‍  Thermal expansion coefficient 

ɝὌ  Latent heat ‘  Dynamic viscosity 

ὠᴆ  Velocity ὒ  Latent heat of material 
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4. RESULTS AND DISCUSSION  

To verify the reliability of the developed model in the ANSYSÈ CFD package, the practice is made to replicate the 

geometrical model [19] to solve. The mesh elements of 5.5Ĭ10
5
 is chosen for TES analysis. The time step of 1 s is 

adopted as the variations for 0.5 s and 1 s are almost marginal. All the simulations are performed using the AQUA 

Super Cluster of High Performance Computing Environment (HPCE) at IIT Madras. On completing the simulation, 

the volume-average temperature of liquid PCM is evaluated and equated with Hosseini et al. [19]. As seen in Figure 

33, the trends of the temperature profile are found to be congruent with the data of reported methods. The 

discrepancies among the models are within the acceptable range and this present model is assumed to be accurate 

in the present context. 

 
Figure 3. Validation of the present model with well-established models. 

Figure 44 illustrates the thermal response (average temperature) and melting fraction for cylindrical and triple 
concentric tube models. The HTF inlet temperature was 343.15 K. In the cylindrical model, the PCM melts 

completely in 7.89 hours while it is just 1.39 hours for the triple concentric tube model. One can notice that the 

melting time reduces by 82.38 % by using the triple concentric model. 

 
(a) 

 
(b) 

Figure 4. Comparison of cylindrical and triple concentric tube (TCT) model (a) temperature, and (b) melt fraction. 

Figure 55 demonstrates the variation of outer diameter (D) of the triple concentric tube model for thermal response 
and melting fraction during the charging process. The outer tube diameter from 0.1 m to 0.13 m is considered. As 

seen in Figure 5, the diameter of 0.1 m achieves the maximum temperature compared to others in less time. The 

melting time of 0.1 m is also less than that of other values of diameter. Melting time increases by 26 % to 60 % for 

other diameters compared to 0.1 m. 
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(a) 

 
(b) 

Figure 5. Variation of outer tube diameter of the triple concentric tube. 

5. CONCLUSION  

So far, the analysis was performed for PCM-based TES of cylindrical and triple concentric tube models using finite 

volume software, ANSYSÈ Fluent 2020 R1. The single tube analysis of both models was reported for average 

temperature and melting time in the 3-D transient, incompressible, and laminar flow model. The Paraffin Wax (RT 

50) as PCM is used in the TES for storing energy. The present numerical model was validated with well-established 
reported experimental as well as numerical data. In the present work, the comparison was made between cylindrical 

and triple concentric models, and additionally, the optimum outer diameter of the triple concentric tube model was 

found by varying the dimensions. From this comprehensive study, out of both models, the triple concentric tube 
model was more efficient. The melting time was decreased by 82.38 % for the triple concentric tube model 

compared to the cylindrical one. Further, in the triple concentric tube model, the outer diameter was varied to obtain 

the best optimum for the thermal storage system. The diameter of 0.1 m was found to be the best configuration, 

while others increased the melting time of PCM by 26 % to 60 %. The present numerical model could be expected 

to be valuable in the design and optimization of various PCM-based TES systems for process heating applications. 
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Abstract: In this paper, a novel DC-DC converter for PV based applications is developed. The converter 

configuration is designed to provide voltage gain over a wide range. This converter switching devices 

are subjected to less stress and is designed with less number of components. This makes the system 
applicable electric vehicles with battery storage system. The switches operating in complementary 

basis with synchronous rectification provides improved efficiency. The analysis of the converter is 

done to derive equations for the design of the converter components. The designed converter is 

simulated to find out its features.  
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1. INTRODUCTION  

In the present scenario, there is a great demand for renewable energy conversion due to the green gas emission. The 

diminishing rate of fossil fuel also have led to use of renewable energy sources. The power generation using the 

renewable sources are fed to the microgrid[1]. The intermittent supply of power to the microgrid may cause 

disturbance in the microgrid. Therefore, it is necessary to reduce the variations in the supply of power [2]. This 
require storage devices to store the extra power and to supply the stored power in demand. The block diagram of 

the solar power with energy storage battery is shown in fig.1. Generally, the power generated due to the PV panel 

is connected charge controller to change the voltage level as per the requirement of the load [3]. The power source 
uses a unidirectional converter and the power in the battery is transferred using bi-directional converter [4]. The 

use of bidirectional converter is to store energy during excess power generation and to supply power during demand 

[5]. In case of electric vehicle, there is motoring mode in which power is received from the source and regenerative 
mode in which power is supplied by the vehicle [6]. Therefore, it is necessary to develop different configurations 

of bi-directional converter. These converters are operating in buck mode during one mode and in boost mode in the 

other mode. It will be better if the converter is operating in buck boost configuration for both the modes of operation. 

This require voltage gain of the converter to be wide range [7]. Conventional buck boost converters are subjected 
to high voltage stress with reduced voltage [8]. The rating of the devices used these bidirectional converters are 

high [9]. This leads to poor efficiency of the converter. The design of converter to achieve high voltage ratio provide 

more amount of losses due the resistance present in the reactive elements [] . It is difficult to achieve wide range of 
voltage gain due to the limitation in duty cycle due to loss component [11]. The cascaded buck boost converter uses 

one inductor or one capacitor in the middle between two half bridges which has two switches in each can provide 
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high voltage gain [12]. One bridge is designed to provide step down voltage and the other bridge is designed to 
provide step up voltage. The inductor in the middle converter provide discontinuous current which results in high 

range capacitors in both the ports. The capacitor in the middle converter provides continuous current but it requires 

three inductors and two capacitors [13]. The Cuk converter used for battery energy storage provide continuous 
current in input and output ports but it requires capacitance in both the ports. The paper structure is organized as 

follows. The configuration of the converter and its working are explained in section II. The circuit modelling is 

explained in section III. The design of the controller is discussed in section IV. The simulation results are given in 

section V. The conclusion of the paper is done in section VI.   

 
Figure 1. General Block diagram of solar based EV. 

2. DC-DC CONVERTER  

The proposed system is based on battery energy storage system using bidirectional buck boost converter is given 

in figure 2. The elements which are connected in the proposed system are solar PV panel, battery, proposed 

bidirectional buck boost converter and load.  

2.1 Proposed Converter 

The structure of the DC-DC converter configuration for high voltage gain is given in figure 2. It has two ports (input 

port ὖ, output port ὖ), four capacitors (ὅȟὅȟὅȟὅ ), two inductors (ὒȟὒ , three switches (ὓȟὓ ȟὓ ). The 

power can flow input port to output port and vice versa. The triggering pulses applied to the switches are represented 

as ὋȟὋȟὋ  for the switches ὓȟὓ ȟὓ  respectively. Gating signals ὋȟὋ  are identical and are complementary 

to the gating signal of switch A, Ὃ .  

 

 
Figure 2. Proposed converter. 

This configuration provides synchronous rectification. In order to make analysis simple, the following points are 

assumed.  

1) The components of the converter are assumed to be ideal 

2) The switches, resistances, inductances, capacitances are considered to be ideal 

3) The small ripple approximation can be made to capacitance and inductance due to its large value.  
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Figure 3. Circuit for power flow from source to load in buck mode. 

 
Figure 4. Circuit for power flow from source to load in boost mode. 

The structure of converter for the buck mode and boost mode are given in figure 3 and figure 4 respectively. In this 

structure, power is allowed to flow from input to output and from output to input. In both the directions buck boost 

operation is possible. The typical waveform is shown in figure 5.  

The typical waveform of the converter for power flow from load to source is given in figure 7. In the triggering 

pulses, there are two states (0 and 1). There is one main switch  ὓ  and two complementary switches which form 
synchronous rectifier. When the switches are changing its state, there is dead time between the rising and falling 

edges. This occurs for the gating pulses of switches between ὓ    and ὓ .  

 
Figure 5. Key waveforms. 

Similarly, the deadtime occurs between the gating pulses of switches ὓ    and ὓ . When the deadtime occurs, the 

diodes parallel to the switches carry the current. In this condition, the switch  voltage becomes zero. This results in 
zero voltage switching for the switches which are turned ON and OFF.  In the input to output power flow, the two 

states are 0 and 1 which are explained as follows. During the state 0, the main switchὓ   is turned ON and the 

switches ὓ  and ὓ  are in OFF condition. During this period ὈὝ, current flow path is shown in figure 3. and 

figure 4. for the switch ὓ   in ON and OFF condition respectively.  The current and voltage equations related to 

this mode is derived as below. 

ὠ ὠ           (1) 
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ὠ ὠ ὠ ὠ        (2) 

 

Ὥ Ὥ Ὥ        (3) 

 

Ὥ Ὥ        (4) 

Similarly, during the state 0, the main switchὓ   is turned OFF and the switches ὓ  and ὓ  are in ON condition. 

During this period ρ ὈὝ, current flow path is shown in figure 5. and figure 6. for the switch ὓ   in OFF and 

ON condition respectively. 

ὠ ὠ ὠ ὠ             (5) 

 

ὠ ὠ ὠ      (6) 

 

Ὥ Ὥ      (7) 

 

Ὥ Ὥ        (8) 

The converter voltage gain for the operation of power flow from input to output is given by the equation (9). 

Ὃ             (9) 

2.2 Efficiency Calculation and Analysis  

The proposed converter efficiency is calculated after calculating the losses. The various losses occurring in the 

converter are switching loss (ὖ ) in the switches, conduction loss (ὖ ) during the ON condition of the switches, 

losses due to inductance resistance (ὖ  component and losses due to capacitance resistance (ὖ  component in 

the circuit constitute the total losses in the converter. These losses are expressed by the equation shown below.  

ὖ ὖ ὖ ὖ ὖ             (10) 

The converter efficiency for the power flow from input to output is given by the expression (11) 

 

ὉὭὪὪὭὧὭὩὲὧώ     (12) 

3. MODELLING OF THE CONVERTER 

In this paper the transfer function of the converter is derived using small signal analysis. This is used for the design 

of controller and to analyze the converter under transient conditions. For the flow of power from input to output, 

modelling is done using small signal analysis. In this, the input and the state variables are applied with a small ac 

perturbation. The variables for the small signal modelling are inductor currents  Ὅ  ,   Ὅ  , capacitor voltage ὠ , 

duty ratio of the main switch A, Ὀ  and the perturbations of these variables are represented as  ,   , ὺ , Ὀ  

and the output voltage ὺ . The small signal model is given by the equations (13)-(17) 

 

ὒ Ὀὺ ὠ Ὀ             (13) 

 

ὒ ὠ Ὀ Ὀ ὺ ὺ            (14) 
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ὺ ὺ             (15) 

 

ὅ             (16) 

 

ςὅ Ὀ Ὅ Ὅ Ὀ ρ Ὀ             (17) 

3. DESIGN OF CONTROL LER 

The converter is controlled using PI controller to maintain the voltage level in the output. The approximate value 

of ὑ  and ὑ is calculated using the expressions given below.  

ὑ
Ȣ

         (18) 

 

ὑ
Ȣ

                (19) 

 

where Ὢ  is the clock frequency, Ὑ resistance connected for feedback sensing and Ὢ  represents switching 

frequency. The exact value of the ὑ  and ὑ is calculated after fine tuning using MATLAB.  

 
Figure 6. Feedback Controller. 

The block diagram of the PI controller used in the feedback of the converter is shown in figure 6. After the 
implementation of feedback in the converter, the transfer function of the converter under feedback is given by the 

equation (20). The component values are given in the Table I.  

Ὃ ί ὑ Ὃ ί             (20) 

5. SIMULATION  RESULTS  

The results obtained after simulation are given below. The results are taken for boost operation for an input of 50V 

Figure 7.  and the output Figure 8.  obtained is 400V. Similarly, the results are taken for buck operation for an input 

of 400V Figure 9.  and the output obtained is 50V Figure 10.  

 
Figure 7. Input applied voltage for boost operation 
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Figure 8. Output voltage of boost operation. 

 
Figure 9. Input applied voltage for buck operation 

 
Figure 8. Output voltage of buck operation. 

6. CONCLUSION  

This paper presents a novel DC-DC converter for solar PV applications to buck and boost the input voltage as well 

as output voltage. In the converter configuration, synchronous rectification is implemented to have better efficiency. 

The method of synchronous rectification results in ZVS during the turn-ON as well as turn-OFF of the switches. 
This results in less stress on the switches. Also, the structure is very simple with less number of components. The 

results of the converter show that it is able to perform better during steady state conditions as well as dynamic 

conditions. 
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Abstract: Vertical ground-coupled heat pump systems have shown good potential to improve energy efficiency 

of HVAC system, especially for commercial applications due to the relatively high cost involved. 

Although well proven in temperate climates, vertical ground-coupled systems have been less tested 

in tropical climates. However, with the need to find means to reduce the carbon footprint of buildings, 

especially with the temperature extremes observed due to climate change in the previous decade, the 

combination of passive design principles with efficient controls can lead to significant energy savings, 

and further savings can be achieved by using a ground-coupled heat exchanger. This paper presents 
the preliminary test and simulation results obtained with a vertical borehole drilled to a depth of 20m, 

together with the thermal conductivity results. The experimental results on the borehole have been 

used to develop the CFD model, allowing to predict the performance of the system and carry out 

parametric analysis. 

Keywords: Vertical ground-coupled heat pump, CFD analysis, Building energy performance 
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1. CO2 EMISSION SITUATION  IN THE WORLD AND THAILAND  

In 2022, the average global temperature is approximately 1.15 ╦C (1.02 - 1.28 ╦C), which is higher than the pre-

industrial average temperatures recorded during 1850-1900 [1]. The Paris Agreement on climate change is a legally 
binding international treaty aiming to limit the global warming to well below 2 ╦C, preferably 1.5 ╦C [2]. Currently, 

the greenhouse gases (GHG) emission of global rises constantly. By 2021, the carbon-dioxide or CO2 emissions 

from fossil fuels and from industries will be in a total of 37.12 billion tCO2. However, the land-use modification 
has been excluded [3]. According to such vital data, Thailand is one of the World's ninth countries affected by the 

climate change [4]. The Prime Minister of Thailand clearly stated that Thailand must be achieved a carbon neutrality 

by 2050 and gains a net zero greenhouse gas emissions no later than 2065, in the 26th United Nations Climate 
Change Conference in Glasgow, Scotland [5,6]. In 2021, CO2 emission of Thailand is of 278.50 MtCO2, which is 

accounted for 0.75% of the global CO2 emission. This CO2 amount is equal to the per-capita CO2 emission of 3.89 

tCO2.  
The major sources for Thai CO2 emission are come from energy-generating sectors, largely by oils (108.75 MtCO2), 

natural gases (77.39 MtCO2), and coals (70.65 MtCO2). In addition, other CO2 emission sources include industrial 

activities and material production, e.g., cements (21.15 MtCO2) and flaring (0.55 MtCO2) [7]. 
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2. CARBON CAPTURE UTILIZATION AND STORAGE  

Reduction of the GHG emission by tried-and-true methods seems to be a common knowledge and necessity,  
the uses of renewable and clean energy. Enhancing energy efficiency or even reforestation may not sufficiently 

reduce the GHG emission as fast as they need. Hence, the Carbon-dioxide Capture, Utilization, and Storage or 

ñCCUSò provides technological, engineering, and scientific concepts to solve or reduce these problems [8,9]. The 

CCUS has significantly provided a potential of substantially CO2 reduction [10,11].  

The CCUS is unlike to a novel concept, and various CO2 capture technologies, including commercially available 

technologies, have been developed [8]. According to the Technology Readiness Level or TRL of the CCUS 

technologies, there are various types of the CO2 capturing, utilizing, and storing methods occurred in different 

stages and many of them are currently in commercial operations, such as the CO2-EOR or CO2 storage in deep 
saline formations (see in Fig. 1). In 2022, there are a hundred and ninety-six commercial-Carbon Capture & Storage 

(CCS) and thirty operational CCS facilities are run globally with a total capture-capacity of 243.90 Mtpa [12]. 

 
Figure 1. Technology Readiness Level (TRL) of certain CCUS technologies, modified from [13-15]. 

However, some of the CCUS technologies have a highly potential for CO2 capturing and reuses it in upstream 
industries. These include a process of CO2 capturing in a solid mineral through a carbon mineralization and a 

formation of a new mineral, which could be a by-product for other purposes [16]. Ultramafic igneous rocks contain 

CO2 reactive minerals that allow the reactions between CO2 gas and rock-forming minerals to naturally occur. The 

results of the chemical reaction are related to the occurrence of carbonate minerals that can be further considered 

for cement industries. This rock type is apparently an unique geo-resource with the CO2 capturing potential.  
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3. CARBON MINERALIZATION  

Carbon mineralization naturally occurs when the high-Mg, high-Ca, high-Fe, and high-alkali rocks have been 
exposed to atmospheric surface, where the CO2 is suspended (see in Fig. 2). The mineralizing process changes 

original silicate minerals to "new carbonate minerals" such as magnesite, calcite, and siderite. The CO2 captured by 

carbonate minerals is stable in solid and non-toxic forms and is permanently removed from the atmosphere [17, 

18]. Natural carbon mineralization is also responsible for the annual CO2 removal of approximately 0.3 GtCO2 [19].  

 

Figure 2. Carbon molecules along through action of mineralization [17] . 

Since the 1990ôs, the carbon mineralization has been discussed as a new potential replacement method for the CO2 

capture. One of the essential factors is an availability of Ca- and Mg-bearing mineral resources [20]. If we focus 

only the Mg- and Ca-rich rocks including ultramafic rocks, basalts, and anorthites, these rocks can potentially store 

10,000-1,000,000 Gt of the CO2 [16,21]. The areas of the specific CO2 capture rocks are represented in Fig. 3. 
Focusing of Thailandôs areas, there are few target areas determined that have a potential for the occurrence of Mg-

rich ultramafic rocks. The potential areas are located in the northern and northeastern parts of Thailand. 

 

Figure 3. Accessibility of minerals on a global scale, modified from [8,22]. 

3.1 Chemical Reaction of Carbon Mineralization 

Carbon mineralization technologies are linked to the concept of the CCUS, and they are completely reliant on the 
mineralization-chemical reaction, which can be seen occurring in nature [23]. Mafic and ultramafic rocks certainly 

contain the most effective rock-forming minerals at reacting to the CO2 gas. The mineral assemblages are changed 

from silicate compounds to carbonate when react with the CO2, however, the process is quite slow [24]. In another 
word, this reaction shows that the CO2 gases are absorbed by the rocks and the rocks change in their mineral 

compositions.  

In general, igneous rocks can be classified into 4 subtypes based on their colors ranging from dark to light. Each 

type exhibits specific features, mineral assemblages, and chemical composition (Table 1). The ultramafic rocks 

have a relative high content of dark-colored minerals such as olivine, pyroxene, and serpentine. These minerals are 
importantly composed of magnesium and calcium, which are reactive elements to the CO2 reaction. Based on 
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previous studies, the ultramafic rock samples collected from the Naga Hills Ophiolites contain 26.51-44.40 wt.% 
MgO [25]. More previous geochemical data indicates that the ultramafic rocks can also contain MgO as high as 48 

wt.% [26]. 

Table 1. Classified igneous rocks, modified from [19,26,27]. 
Characteristics Ultramafic Mafic Intermediate Felsic 

 

    

Color Dark   Light 

SiO2 40% 50% 60% 70% 

MgO 48% 15% 2.5% 0.95% 

Example rocks Peridotite, Pyroxenite, Dunite Basalt, Gabbro Andesite, Diorite Rhyolite, Granite 

Major minerals Olivine, Serpentine, 
Pyroxene 

Plagioclase feldspar Amphibole Potassium feldspar, Quartz 

The CO2 in gaseous phases are favored to react with Mg-silicate minerals in the mafic and ultramafic rocks. After 

the reaction has been achieved, the new phases of materials occur including magnesite (MgCO3) and silica or silicon 

dioxide (SiO2), which are both in solid phases. Ideal chemical reaction of olivine, serpentine and pyroxene are as 

followed equations (1-3): 

Olivine:         Mg
2
SiO4 + 2CO2  Ÿ   2MgCO3 + SiO2   (1) 

Serpentine:    Mg
3
Si2O5(OH)4+ 3CO2  Ÿ   3MgCO

3
 + 2SiO2+2H2O   (2) 

Pyroxene:      MgSiO3 + CO2  Ÿ   MgCO3 + SiO2  (3) 

3.2 Methods for Carbon Mineralization 

In the carbon mineralization processes, the sources of CO2 can either come from a direct air capture or an extraction 

from the pollutant-waste industrial sites. There are 3 approaches to accomplish reliable storage [28] as shown in 

Fig..4. 

¶ In-situ carbon mineralization involves the circulation of CO2-bearing fluids through appropriate rock 
formations located at deep. 

¶ Surficial carbon mineralization occurs when a fluid or gas containing CO2 reacts with mine tailings, alkaline 
industrial wastes, or sedimentary formations rich in reactive rock fragments. All of these materials have a 
high fraction of reactive surface area. 

¶ Ex-situ carbon mineralization involves the transportation of solid reactants to a location for CO2 capture, 
followed by a reaction with a CO2-rich fluid or gas. 

 

Figure 4. Methods for Carbon mineralization, modified from [29]. 
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Using the ultramafic rocks for CO2 capturing is one potential way of the surficial carbon mineralization processes. 
Before the calculation and interpretation of reactive CO2 minerals and relative volumes of carbonate by-products 

have been approached, the potential rock deposits have been identified, as a study case of Thailand. 

3.3 Ultramafic rock resource in Thailand 

As shown in the geologic map of Thailand with a scale of 1:1,000,000 [30], the ultramafic rocks have been divided 

into three types: (i) peridotites, (ii) pyroxenites and (iii) serpentinites with the total area of 878,504,413.33 m2 at 
1.5-meter depth. The rocks are located in two regions covering by four provinces. Based on specific gravities of 

these types of rocks, a total weight of these rocks is around 3,972.45 million tons. According to a mole calculation 

of chemical reactions, one mole of the CO2 gas, which reacted with a silicate mineral, likely produces a two-time 

amount of carbonate minerals. If the carbon mineralization phenomenon can be successfully occurred, a primary 
estimated amount of the CO2 permanently captured by minerals is approximately 3,220.65 Mt or 3.22 Gt. The detail 

has been shown in the Table 2. 

Table 2. Detail of the ultramafic rocks and their estimates in Thailand  
Region Northern of Thailand Northeast of Thailand Total 

Province Chiang Rai Nan-Uttaradit Loei Sa-Kaeo 

Area  
(m2) 

54,986,580.97 446,398,005.00 5,093,418.23 372,026,409.13 878,504,413.33 

Volume  
(m3) (1.5-meter depth) 

82,479,871.46 669,597,007.50 7,640,127.35 558,039,613.70 1,317,756,620.01 

Rocks peridotites,  
pyroxenites,  
serpentinites 

peridotites,  
pyroxenites,  
serpentinites 

serpentinites 

 

pyroxenites,  
serpentinites 

 

Total weight  
(Mt of rocks) 

252.94 2,053.43 19.86 1,646.22 3,972.45 

Calculated reactive 
CO2  
(MtCO2) 

190.22 - 
199.39 

1,544.22 - 
1,618.69 

28.39 
1,457.82 - 
1,507.81 

3,220.65 - 
3,325.89 

Note: Ultramafic rocks, including peridotite and pyroxene, have a specific gravity of 3,300 kg/m3, while serpentinite has a 

specific gravity of 2,600 kg/m3. 

The geologic map representing the ultramafic rock resources in Thailand is shown in Fig. 5. The map includes 

enlarged mapping images of four provinces that consists of (1) Chiang Rai, (2) Nan-Uttaradit, (3) Loei, and (4) Sa-

Kaeo. 

 

Figure 5. Ultramafic rock resource in Thailand [30]. 
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4. APPLICATION OF CARBON MINERALIZATION FOR POTENTIAL INDUSTRY  

As results of the minerals and CO2 reactions, the products of CO2 mineralization seem to have a potential to replace 
a conventional product in multiple industries. These facts apparently increase economic and environmental 

possibilities of the CCUS by substituting the conventional production [31]. While the carbon mineralization has 

been extensively explored for carbon capture and storage [32], the possible use of mineralization products has 
recently attracted considerable interest [21]. This shift leads to mineralization based CCU. CCU by mineralization 

keeps CCS's benefits and adds value. Value-added products boost CCU's economic potential through additional 

earnings and environmental benefit through substitution of conventional production [31]. Techno-economic carbon 

mineralization is possible in a variety of connected industries, including cement, concrete, steel, and construction. 

4.1 Cement Industry 

Limestone (CaCO3) is a significant feedstock utilized in the cement production process for the creation of clinker. 
It was traditionally required for limestone mining. According to the model shown in Fig. 6, it was determined that 

CO2 emissions from cement plants may be captured by installing a mineralization facility. Through chemical 

reactions, CO2 combines with oxides of alkaline or alkaline-earth metals such as calcium oxide (CaO) and 

magnesium oxide (MgO) to generate carbonates through the following reaction: equation (4) [33]. The minerals in 
the rocks are then transformed into carbonate by-products that are recycled back into the cement industry. In 

addition to lowering CO2, it is eco-friendly and can be included into a circular economy. 

 (Ca,Mg)SiO3 (s) + CO2 (g)  Ÿ   (Ca,Mg)CO
3
 s+ SiO2 (s)   (4) 

 
Figure 6. Integrating CO2 mineralization into the cement production process [34] . 

4.2 Concrete & Construction Industry  

In the procedures under consideration, CO2 reacts with either selected minerals or the industrial wastes depicted in 

Fig. 7(Left: A) and Fig. 7(Right: B) demonstrates the application or curing (i.e., hardening) of standard concrete 

(CO2 curing of concrete) to produce a solid carbonate that retains CO2 permanently [35]. These procedures can 
provide cement additives (supplementary cementitious materials, SCM) [34] that are commercially viable for the 

building industry, synthetic aggregates and cement treated by CO2 [36]. 

 

Figure 7. Concrete and construction industry CO2 mineralization concepts [37]. 
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5. CONCLUSION 

This study preliminary examine and basically review specific uses of ultramafic rocks for the CO2 permanent 
capture by the surficial carbon mineralization method in combination with the calculation and estimation of CO2 

reactive minerals and volume of carbonate by-products. Based on Thai ultramafic rocks, there are three main types 

including peridotites, pyroxenites, and serpentinites located in two regions covering by four provinces including 
(1) Chiang Rai, (2) Nan-Uttaradit, (3) Loei, and (4) Sa-Kaeo. The estimated amount of the CO2 trapped in the 

carbonate minerals apparently ranges from 3,220.65 to 3,325.89 Mt. This study provides a preliminary potential 

assessment based on the geologic map analysis and the mole-based calculation. Further steps are to test the real 

CO2 reaction with those reactive minerals of the ultramafic rocks. 
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Abstract: DC motor speed is controlled using various control methods. PID control is widely preferred in 

control systems. In this paper, the speed of the series wound DC motor is controlled by the PID control 

system. The system has been modeled and simulated in Matlab/ Simulink environment. In order to 

analyze Series Wound DC Motor (SWDCM) speed control, P, I, and D parameters should be selected 

according to the system. PID tune and Bode editor techniques are designed for educational purposes 

and used to determine parameters suitable for system control. In addition, the PID controller and 

Fuzzy Logic controller have been added to the system together. It is aimed to teach how to operate 

and use these methods by showing them step by step in the Matlab environment. The simulation 

results generated using these techniques are given in comparison 
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1. INTRODUCTION  

DCM (Direct Current Motor) is quite used in industrial control applications, robotics, and electricity. Many 

situations can cause the speed of the DCM to change. Therefore, DC motor speed control is substantial for all 
projects and applications in research areas and accurate and effective methods must be established for the speed 

control of DCM [1,2]. Series Wound DC (SWDC) motors operate with quite high torque at the beginning and these 

motors can work properly even under heavy loads. With these properties, SWDCMs are used in a great variety of 
industrial applications. They can also be used in electric vehicles, mobile electrical equipment, small electrical 

appliances, cranes, and hoists. The speeds of SWDCMs vary with changes in load. Changing the speed of the motor 

also makes them usable in vehicles such as vacuum cleaners, sewing machines, and elevators [2,4]. Hence, speed 

control of SWDC motors is very important. PID control is frequently mentioned in industrial control systems and 
is very preferred. It has higher characteristics such as simple mathematical modeling, good reliability, high 

reliability, stability and ease of use, and steady-state error correction[5]. Although the PID and Fuzzy-PID 

controllers have been examined in recent years[6,7], in this paper, the effect of the Bode technique which is a 
classical control technique, on the system has also been discussed beside them. PID control parameters are set to 

the best value for the desired control response using the PID tune techniques [4,5] of MATLAB. System control is 

improved by changing the PID controller parameters. The parameters of the PID controller are set with Bode editor. 
In addition, a fuzzy logic controller(FLC) has been added to the PID controller to improve PID control coefficients. 

The purpose of the study is to teach how to make all these applications using MATLAB. System control is provided 

by using PID/PID (using Bode editor technique)/PID-Fuzzy Logic, respectively, and the productivities of these 

techniques are compared at the same transition levels. The remainder of the article includes: Section II includes the 
model of the SWDC motor and explains briefly the PID controller, Fuzzy Logic, and Bode Editor, section III 

presents the system block Diagram and results of the simulations, and lastly, section IV put forwards the conclusion. 

https://orcid.org/0000-0003-3147-2740
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2. SERIES WOUND DC MOTOR MODELING -PID, FUZZY LOGIC CONTROLLER , 

AND BODE EDITOR TECHNIQUE  

Series Wound DC Motor 

The working principle of an SWDC motor is based on the electromagnetic principle. It converts electrical energy 

into mechanical energy according to the electromagnetic principle. These types of DC motors contain a power 
supply terminal at one end of the armature and field coils. When voltage is applied to terminals, current passes both 

through the armature and field windings. Because the conductors in these windings are connected in series, a huge 

current starts to flow in the field coils. With the flow of this current, a powerful magnetic field is generated which 
originates a large torque at the shafts. This high torque turns the armature and generates the purpose of mechanical 

energy. The armature current of an SWDCM is at the same time as its field current. This means that the speed of 

SWDCMs increases as the load decreases [1]. A circuit model of an SWDC motor is shown in Figure 1 below.                                                                                   

                                                                                                  Table 1. Parameters of SWDC Motors 

 
Figure 1. SWDC Motor equivalent diagram 

Where, כ is the electromagnetic torque (Nm), ּנ is the angular velocity (rad/sec), ּשׂב is the armature current (Amp), 

 is armature voltage (V), and ꜡is back emf (V). The parameter values of the SWDC motor used in this study שׂם

are given in Table 1. 

Speed control is one of the important components in DC motor operation. Controlling the speed of the DCM is 

essential in such applications. The following dynamic equations describe the behavior of the SWDCM. 

ꞌ = (כּ)כ
כּנּאַ

כּאַ
 + ὦּ(1)                                                                                                                         (כּ)נ 

 (2)                                                                                                                                       (כּ)שׂבּכfiּ = (כּ)כ

שׂד)= (כּ)שּׁ꜡ī (כּ)שׂם ד שflׂ  + (כּ)שׂבּ
כּשׂבּאַ

כּאַ
+fl

כּשׂבּאַ

כּאַ
                                                                         (3)  

נfiּ = (כּ)שּׁ꜡  (4)                                                                                                                                                    כּ

The transfer function is obtained by using DC motor equations. 

 = 
︠

︡ █︡ אל █  ╫ ︠ ︠
                                                                                                                     (5) 

The block diagram of equation (5) is simulated in Figure 2. Where wr is the reference speed and is given to the 

system as the step input, wo is the output speed. 

 
Figure 2. Block diagram of SWDC motor 
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The transfer function is written using the parameters in Table 1. (6). 

2

( ) 1

( ) 0.05 0.28 0.6

s

v s s s

w
=

+ +
                                                                                                                        (6) 

Proportional(P)- Integral(I) - Derivative(D) Controller  

PID (Proportional/Integral/Derivative) controller is frequently used as a controller in motor applications and 

industrial control systems. [4,5]. In addition, PID controllers have a very simple control structure, which provides 

ease of use and is also cheaper[2]. The purpose of the PID controller is to minimize error and maximize the system 
efficiency by adjusting the control inputs. The proportional mode reduces error and accelerates dynamic response 

by adjusting the manipulated variable. Integral mode reaches zero offsets. Derivative mode improves the system 

with a quick fix based on the rate of change of the variable being controlled. The block schematic of the PID is 

given in Fig.3. 

 
Figure 3. Block diagram of PID controller 

Fuzzy Logic Controller 

Fuzzy logic(FL) is created using human language. [8,13]. The working logic of the fuzzy controller is that the 
output of the controller is obtained by fuzzing both the inputs and the outputs using the associated membership 

functions. In the FL methodology, a linguistic control strategy is transformed into an automatic control strategy by 

a fuzzy controller, and FL rules are created using specialist experience or database knowledge [9].  The ( )e t (error) 

and the ( )ce t (change of the error) of the angular speed are the variable inputs. The( )u t (control voltage) is the 

variable output of the fuzzy logic controller. 

( ) ( ) ( )

( ) ( ) ( 1)

e t r t u t

ce t e t e t

= - û
ü

= - -ý
             (7) 

Bode Editor and Root Locus Techniques 

To demonstrate the frequency response of the system, the frequency versus the time-invariant system of a transfer 
function graph can be given which is defined as the Bode diagram of the system. The main idea of a frequency-

based system is to use Bode diagrams(editor) to understand and predict open-loop transfer functions and closed-

loop responses and compare these functions. In this context, it is very vital to solve the axis language and the effect 

of graphs on dynamic behavior. [14]. A Bode editor is an interactive graphical method of modifying a compensator 
to achieve a specific open-loop response (loop shaping). In the Bode editor, the open-loop bandwidth and design 

can be adjusted according to the gain and phase margin specifications. In this study, the compensator gain value 

has been changed using the bode diagram and improved system response. 
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3. SYSTEM BLOCK DIAGRAM AND RESULTS OF THE SIMULATION S 

System Model Using PID Controller 

In this section, the PID model is explained. A PID controller has been added to the system for SWDC motor speed 

control and the system output speed has been observed as a result of the simulation. PID parameters (P, I, D)  have 

been determined using MATLABôs tune technique. 

(a)  (b) (c) 

Figure 4. Series DC motor speed control using PID Controller(a) Step Response(b) Performance value table for the System 
using PID Controller (c) 

The closed-loop control system is given in Figure 4(a). In this closed-loop, PID parameters is found using the 

MATLAB Tune technique are given in Figure 4(b),(c). 

The simulation result of the response of the system to the step input is shown in Figure 4(b). In this system using 

PID control, an overshoot has occurred as seen in Figure 4(b) but the system soon settled down. The performance 

values of the graph in Figure 4(b), which is the system response, can be seen in the table in Figure 4(c). 

System Model Using Fuzzy Logic - PID Controller  

The reaction of the system using only the PID controller is shown in Fig.5. In this section, a Fuzzy Logic controller 
is added to a system using a PID controller to improve system response. The model of this system generated in 

Matlab Simulink is shown in Figure 5(a). In this system, PID parameters are set using Fuzzy logic. The PID 

controller block diagram of the system is indicated in Figure 5(b). 

(a) (b) 

Figure 5. Fuzzy and PID Controller block diagram(a) Fuzzy PID (FPID) Controller Subsystem(b) 

The following parameters are used for the system generated in Figure 5(a, b) 

 

Table 2. The rules in the PID controller for Kp, Ki, Kd 

 

The inference of Fuzzy consists of two methods. These are Mamdani and Sugano. In this study, the Mamdani 

method has been used, which can be seen in Figure 6. The control error(e) and the change of the control error(ce) 

are the inputs of the system which are shown in Figure 6. The setting of the PID controller is based on Fuzzy Logic 

relationship between the error(e) and error(ce) and the PID parameters. As shown in the figure below, Fuzzy Logic 
membership functions are set to step by step. The degree of membership of change kp, ki, kd is indicated in detail 

in Figures 6 and 7. According to the rules in Table 2, when e is equal to 5 and ce is equal to 2.5, kp, ki, kd is 

presented as follows.  
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Figure 6. Fuzzy Logic Function 

 

        
Figure 7. Fuzzy Rule Viewer                                   Figure 8. Step Response for the System using FPID 

System Model Using PID Controller  with Bode Editor Technique 

Compensator parameters have been adjusted with the PID tune technique using the control system designer, which 

is a MATLAB application. The poles and zeros in design diagrams such as bode, which are classical control 
techniques, are graphically generated. The magnitude response has been dragged up in the Bode Editor to increase 

the compensator gain to generate a faster response. The used techniques are presented in steps from figures 9-10. 

The system step response has been improved by using Bode editor techniques. The following steps have been 

tracked to design the system. 

 
Figure 9: Creating new plot, input-output signals, PID Tuning, and obtaining step response graph.  

 

 
Figure 10: Using Graphical Tuning (Bode- Editor), Bode and Root Locus graph and Step Response. 
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Size response drags up in Bode Editor, the compensator gain is increased and a faster response is created. Overall, 

the comparative representation is given in Table 3. 

Table 3. Comparison Between the Output Responses   

Controller  Rise Time(s) Settling Time (s)  Overshoot (%) 
 

Peak 

PID(using Matlab Tune) 0,327  1,400 6,96 1,070 

Fuzzy Logic and PID 1,036 0,020 0,468 1,000 

PID(using Bode Technique) 0,027 0,198 5,080 1,050 

4. CONCLUSION 

This paper discusses the speed control analysis of SWDC motors at the educational level. A commonly used PID 
controller and different techniques for tuning PID parameters have been implemented in steps. In a system using a 

PID controller, an over-shoot may occur and if this overshoot damages the system, it would be correct to add Fuzzy 

Logic to the system. When the system response needs to be faster in speed control made with a PID controller, the 
response of the system to the parameters set with the PID tune can be accelerated by using the Bode Editor 

Technique. When the gain is increased with the Bode Editor technique, the system results in a faster response. As 

a result, we can say that each method can be used successfully in system control with knowledge and experience. 

We think that this educational study will light the young researchers and engineers who study in this field. 
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Abstract: A forced convection solar dryer with two air inlets has been developed under three configurations. 

Three parameters that are the evolution of temperatures, efficiency and global losses have been 

studied. Thus, the average value of the drying chamber temperature is 40ÁC for configuration 1, 51ÁC 

for conf iguration 2 and 52ÁC for configuration 3. As for the efficiency, the average is 58% for 

configuration 1, 47% for configuration 2 and 27% for configuration 3. The losses were evaluated at 

103W for configuration 1 and 82W for configurations 2 and 3. Three conclusions emerge from this 

study. The hot air recovery system for configurations 2 and 3 behaves as a back-up energy that feeds 

the dryer during a decrease in sunlight. The recovery system decreases the airflow and therefore the 

efficiency inside the dryer when the lower collector orifice is closed as defined for configuration 3. 
Closing the lower collector orifice stores heat in the lower part of the collector, which heats up the 

absorber during a drop in sunlight. 

To conclude, configuration 2 is the best configuration without any load. 

Keywords: Flat sensor, efficiency, recovery system; 
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1. INTRODUCTION  

The drying of agricultural products has been of great importance to humanity since ancient times and is essential 
for increasing the shelf life of foodstuffs [1,2].  Indeed,  a wide variety of products in dried form are used in cooking 

due to their convenience and permanent availability (e.g. turmeric, peppers, fenugreek leaves, etc.).  [1]. This drying 

is achieved either by using fossil fuels in an artificial mechanical drying process or by using solar energy. The first 
method is costly and it should be noted that the crisis currently shaking the energy sector in the world and the 

tension experienced by fossil fuels have made the development of alternative and renewable energies essential [3]. 

As a result, developing countries have favoured solar drying. 

However, the efficiency of outdoor drying processes is low given the many hazards (meteorology, constituents of 

the product sensitive to ultraviolet radiation, insects, rodents, etc.). To overcome these drawbacks, solar dryers have 
been designed [3]. These solar dryers are the subject of many works, particularly in Africa and Asia. The objective 

of these researchers is to optimize dryer technologies in order to obtain better quality drying under adverse 

metrological conditions. This work is therefore a contribution to the development of solar dryer technologies. 

2. MATERIALS AND METHOD  

The experimental device is an indirect solar dryer with forced convection designed and manufactured in the 
workshop of the Mechanical Engineering of the INP-HB. Its innovation lies in having two air intake ports at the 

flat sensor and a hot air recovery system that can be reassembled at the exit of the drying chamber. 

In order to optimize and obtain better quality drying, three (3) different configurations were adopted. The purpose 

of this study is to determine the best no-load configuration. 

Configuration 1 

 
Figure 1. Experimental solar dryer  conf.1                                               Figure 2. Operating principle conf.1 

 

 
Figure 3. Inlet ports 

The air enters through the two holes of the flat sensor and is heated. This air is then driven inside the drying chamber 

by the action of a vacuum cleaner that creates forced convection. Finally, the hot air is rejected to the outside. 
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Configuration 2 

  
Figure 4. Principle of operation conf. 2 

 
Figure 5.  Experimental solar dryer conf.2 

The air enters through the two holes of the flat sensor and is heated. This air is then driven inside the drying chamber 
by the action of a vacuum cleaner that creates forced convection. Finally, the hot air is recovered, dehumidified and 

rerouted to the upper port of the sensor. 

Configuration 3 

 
Figure 6. Operating principle conf.3 

The air enters through the Upper Hole of the flat panel sensor and is heated. This air is then driven inside the drying 

chamber by the action of a vacuum cleaner that creates forced convection.  Finally, the hot air is recovered, 

dehumidified and rerouted to the upper sensor port. The lower part of the flat sensor will remain closed on either 

side. 

The dryer was also equipped with five (5) temperature sensors presented as follows: 

Table 1. List of temperature sensors 

Item 

No.  

Item Description  

Tamb Sensor Inlet Temperature (Ambient Temperature) 

Tabs Absorber temperature 

Tdow Loss temperature 

Tout Temperature sensor output 

Tdry Temperature drying chamber 
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Equations 

Useful flow transmitted to heat transfer fluid (W) [4]. 

• ή Ὕ Ὕ  

 
qcf : Heat flow rate of heat transfer fluid (W.ÁC-1) 

Tfe : Temperature of the heat transfer fluid at the inlet of the absorber (ÁC)  

Tfs : Temperature of the heat transfer fluid at the outlet of the absorber (ÁC) 

 
Yield global instantaneous (%) [4,5]. 

•

Ὃȟ
ᶻ Ὓ

 

 

G*
(i,ɔ): Solar illuminance (flux density) incident on the collector (W.m-2) 

S: Flat sensor area (m2) 

Total heat losses [4.5,]. 
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űpt: Total heat losses (W);     űh: Upward heat losses (W);  űb: Downward heat losses (W) 

Tpm: Average absorber temperature (ÁC); Ta: Ambient air temperature (ÁC); 

ej , ɚi  : Thickness and thermal conductivity of the insulation ; hp : Coefficient of overall convection (W.m-2.ÁC-1) 

Nu : Nusselt number; Pr : Prandtl number; Re: Reynolds number 

(1) 

(2) 

(3) 

(4) 

 (5) 

 (6) 

 (7) 

 (8) 

 (9) 
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3. RESULTS AND DISCUSSIONS 

 
Figure 7. Evolution of dryer temperatures during the day conf.1      Figure 8. Evolution of dryer temperatures during the     

                                        day Conf. 2 
 

 
Figure 9. Evolution of dryer temperatures for conf. 3            Figure 10. Performance evolution for each configuration 

 

 
Figure 11. Evolution of losses for each configuration 

With an average Sunshine Value of 450 W/m2, 492 W/m2 and 833 W/m2 for configuration 1, 2 and 3, the absorber 

temperature (Tabs) for configuration 1 reaches 55ÁC (fig.7)  , ­½­vcconfiguration 2 reaches 80 Á C (fig.8)  and that 
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of configuration 3 is 84 Á C (fig.9).  This rise in the temperature of the absorber to the last two configurations is 
explained by  the fact that the air recovery system acts as a backup energy. Thus, the heat coming out of the dryer 

is no longer lost but reintroduced into the flat sensor. 

As regards the temperature inside the drying chamber Tdry, it reaches an average value of 40 Á C (fig.7) for conf.1, 

51 Á C (fig.8) for conf.2 and 52 Á C (fig.9) for conf.3. This demonstrates that the return of air has a beneficial effect 
on the drying temperature of the product. Also, note that the temperature of the drying chamber Tdry  of conf.2 varies 

abruptly (fig.8) with the sunshine while that of conf.3 is more stable (conf.9). This divergence is due to the fact that 

at the level of conf.3, the lower part behaves like a heat accumulator which restores it when the sunshine decreases. 

As for the yield, it reaches on average for conf.1 58% (fig.10), 47% for conf.2 (fig.10) and 27% for (fig.10) for 

conf.3. This difference is justified by the fact that the return air reduces the air flow inside the sensor. The efficiency 
being a function of the air flow (eq.1, eq2), the air conf.2 and conf.3 will therefore have a relatively low efficiency 

compared to that of configuration 1. 

On the other hand, Figure 11 shows the evolution of the sensor's heat losses for each configuration. Thus, for 

configuration 1, the average loss is 103 W and 82 W for configurations 2 and 3. This low level of loss for the last 

two configurations shows that the return air reduces heat losses at the sensor. 

It should also be noted that these results are similar to the research carried out by Yunfeng Wang.and al.2019 who 

also used the secondary heat recovery system for drying mangoes. The latter obtained an average temperature inside 

the drying chamber of 45 Á C and a yield of 33.4% [6] . Also, Mortezapour and al.2019 have developed a solar 

dryer with heat recovery system for drying onions. An average yield of 45% and a drying chamber temperature of 

55 Á C were obtained by the latter [7]. What is formed to the values found for configuration 2. 

5. CONCLUSION AND OUTLOOK  

At the end of the first part of this study, the solar dryer was evaluated empty in three different configurations. It 
was first found that regarding the temperature of the drying chamber, configurations 2 and 3 give better results 

thanks to the hot air recovery system that behaves as a make-up energy. Then, for yields, this air recovery system 

will reduce the air flow, which will result in a drop in the efficiency of configurations 2 and 3. Finally, for heat loss, 

heat storage in the lower part of the collector will reduce heat loss for configuration 3. 

Given its three criteria, configuration 2 is the best for these empty tests. However, there will be a need to increase 

the fan power in order to increase the airflow inside the sensor for configuration 2. This would increase yield. 

The rest of this study will consist in testing this dryer under load under the three configurations. 
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Abstract: This study presents the design, control, and performance analysis of Switched Reluctance Motors 

(SRMs) with, 6/4, 8/6, and 10/8 stator and rotor ratio pole numbers for many applications such as 

electric vehicles and proportion systems. The whole system design has been implemented in 

Ansys/Maxwell and MATLAB /Simulink jointly to take advantages of their strong features and to 

provide more precise information for real-time applications such as e-mobility. To perform this study, 

Ansys has been utilized for motor design and magnetic analysis, and also MATLAB has been used 

for the mentioned systemôs drive and control. Tuning and Fuzzy-PI Tune control methods have been 
applied to the system for optimal control. Critical parameters pertaining to the system such as 

efficiency, magnetic flux, magnetic flux density, magnetic materials, current and torque behaviors of 

the motors have been analyzed individually. Furthermore, motors have been compared with each 

other about speed and torque ripples. The abstract should be prepared via Times New Roman (Font) 

and 10 pts, single spaced with 2 cm margins on all sides and align full. The length of Abstract should 

be between 150 and 200 words. The abstract should be informative by referring study aims, the 

methodology, the instruments, the major findings and implications of the study. 

Keywords: Switched reluctance motor, design, control, simulation, performance analysis. 
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1. INTRODUCTION  

Switched Reluctance Motor (SRM) is an electric motor that runs by reluctance torque (SRM) has many inherent 

advantages such as their simple structure, lack of any coil or permanent magnet on the rotor, on the other hand, 

high torque ripple can be assumed as prime disadvantage of SRMs due to their double salient pole structure [1]. In 
the industry, various designs of SRM especially with different numbers of poles such as 4/2, 6/4, 8/6, 10/8, and 

12/8 (stator poles numbers/rotor poles numbers) have been launched recently. Magnetic field knowledge is quite 

essential for the motor design process, as it directly affects the flux and torque characteristics of machines [2]. 
Torque, speed, magnetic flux, current, and other parameters of the motor depend on the number of stator and rotor 

poles. The change of the poles numbers effects on the motor performances and characteristics are analysed using 

engineering software programs such as MATLAB/Simulink and Ansys/Maxwell [3-5]. Especially, the magnetic 

analysis tools of Ansys are very useful for the studies of the magnetic field [4]. Moreover, the MATLAB simulation 
program can study SRM control techniques, driver systems, and performance analysis [5]. In [14] a co-simulation 

method based on Ansys software (Maxwell and Twin Builder) and MATLAB/Simulink for Permanent Magnet 

Synchronous Motor (PMSM) model is presented. Most of the SRM works in the literature are on torque ripple 
minimizing e.g. in [6], [7]. Besides torque ripple studies, there are also many SRM applications such as electric 

https://en.wikipedia.org/wiki/Electric_motor
https://en.wikipedia.org/wiki/Magnetic_reluctance
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vehicles in industry and academic fields. In [9], active discharge process of SRM's drive has been simulated for 
electric vehicle application using the MATLAB program. Vector control of high-speed SRM is presented to handle 

the difficulty of torque controller design for electric vehicles in [10]. Also, there are several studies on the efficiency 

and core losses of SRM using the improved analytical techniques for optimum motor performance [11], [12]. In 
[13], which techniques are applied to optimize the geometries and topologies of SRMs to enhance machine 

performance is discussed.  

In this paper, the overview of dynamic behaviours of SRMs is given in section 2.  The models of three motors with 

the same power density/ volume are designed and analysed in section 3. Section 4 presents SRMs driver and control 

system with the PI Tune and Fuzzy-PI Tune methods in MATLAB, results of the co-simulation systems analysis 
and discussion of the programs are evaluated comprehensively in 5. The concluding remarks are discussed in section 

6. 

2. DYNAMIC MODEL OF SRM  

The analysis presented in this section is based on the dynamic equivalent circuit mathematical equation of the SRM 

which is given as follows:  

ὺ ὙױὭ Ὡ   ȟὩ (1)    ױ  

The ‫  ὶὥὨȾίis mechanical angular velocity. Where Ὑ Џ is stator resistance, i(A) is phase current, ὒ(H) is the 

phase inductance and —ὶὥὨis the rotor position. The phase voltage is also written in terms of magnetic 

flux ‗ὡὦ.  

‗ ὒ—ȟὭὭ  ȟ       ὺ ὙὭ
ȟ
       (2) 

The mechanical equations that depend on the rotor position of SRM are written in (3)  

ὐ Ὕ Ὕ ὦ (3)     ‫  

Where, J  is the inertia moment,b  is the friction coefficient, eT is induced torque, andLT  is the load torque [1].   

3. ANSYS MODEL OF SRMs 

ANSYS software magnetic and transient analysis has been used to design and improve the motor structure 

parameters [3, 8]. In this part, models of three motors with the same power density/ volume are designed and 
analysed in Ansys/RMxprt and Ansys 2D. 

Design of SRMs in Ansys 2D 

The 6/4, 8/6, and 10/8 types are designed according to motor design parameter values which are given in Table I. 

They have been optimized considering the high efficiency and the low torque ripples. To obtain close identical 

values, the steel type of material, stacking factors embraces, yoke thickness, air gap, reference speed values, and 

power density (power /volume, volume= “ױ ױױ ὒ ױױ  ) are taken the same of all motors during the 

design procedure. 

Table 1. Motor design parameters in Ansys 

Parameters  6/4 SRM  6/4 SRM  10/8 SRM 

Steel Type M19_24G M19_24G M19_24G 

Stator  Resistance 2.04 Ý 2.04 Ý 0.12 Ý 

Aligned Inductance 205e-3 H 205e-3 H 26.2e-3 H 

Unaligned Inductance 15e-3 H 15e-3 H 2.8e-3 H 
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Stator outer diameter 182.31 mm 182.31 mm 194 mm 

Stator inner diameter 91.17 mm 91.17 mm 99 mm 

Rotor outer diameter 90.17 mm 90.17 mm 98 mm 

Rotor inner diameter 40.32 mm 40.32 mm 36.2 mm 

Power 570 W 570 W 2200 W 

Axial Length 26.9 mm 26.9 mm 92 mm 

Power Density Per Volume 0.812 W/cm3 0.812 W/cm3 0.812  W/cm3 

Reference Speed 1500 RPM 1500 RPM 1500 RPM 

2D transient model structure schemes of the 6/4(3 phases), 8/6(4 phases), and 10/8(5 phases) are given in Fig. 1 

respectively.  

 
      (a)        (b)              (c) 

Figure 1. a) 6/4 2D Transient Model, b) 8/6 2D Transient Model, c) 10/8 2D Transient Model. 

To optimize and obtain the most efficient operation of the SRM parameters, the core materials are primarily 
discussed and studied. Here, same design and optimization procedures have been realized for 3 types of motors. B-

H graph of M19_24G is given in Fig. 6 (d) to detect the magnetic flux density saturation points of the motors.  

4. DRIVER and CONTROL SYSTEMS OF SRMs IN MATLAB/Simulin k 

In literature, the most favoured driver circuit for the SRM is the Asymmetric Bridge Converter (ABC) due to its 

advantages such as cost and easy to be used in the SRM [3], [11]. ABC has been controlled by the PI Control 

system. It creates a gate signal according to its input values; position sensor, I(A), and rw . Especially, the position 

sensor information is crucial for learning the inductance profile of SRM.  

Driver System of SRM 

The 8/6 SRM driver circuit (ABC) and control system model are seen in Fig. 2 and Fig. 3 respectively. In Fig. 2, 

switching circuit of SRM is created with developed semiconductors such as MOSFETs and diodes. Here, switching 
frequencies are very important as they affect the motor behaviour.  In Fig. 3, the model has four main blocks: SRM, 

converter, position sensor, and controller. The controller block with its user-friendly features is the advantage of 

MATLAB over ANSYS. 

                          
              Figure 2. 8/6 SRM Driver for per phase (ABC).                   Figure 3. Control System Model of 8/6 SRM in Simulink 

 

The inputs of phase windings of the motor are controlled by MATLAB/Simulink and output parameters such as 

flux, torque and speed are transmitted to Simulink to observe the behaviour of operation parameters. 
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Control System of SRM 

PI controllers are preferred to control SRM because of its fast and easy applicability. The PI Tuning and Fuzzy-
Tuned PI methods have been applied. Optimal PI gains are seen in Table IV, and the speed performances of SRMs 

are shown in Fig. 8. The gains have been obtained by the Fuzzy-Tuned PI method to find optimum values for the 

control of SRMs in MATLAB. SRMs operate at full loads which are transferred from Ansys. The operation load 
values are 2.75 Nm for 6/4, 13.6 Nm for 8/6, and 3.22 Nm for 10/8. To ensure used optimal PI coefficients, they 

are automatically adjusted online according to the error and its change of rate of speed in the transient period. It is 

the Fuzzy-Tuned PI method and its Simulink model is seen in Fig. 4. Membership functions and rules of Fuzzy 

Logic have been found as a result of experiences based on analysis. 

 
Figure 4. Fuzzy-Tuned PI Model. 

The characteristics of both types of controllers are obtained from graphs and their values are given in Table II.  

Table 2. Time response characteristics of PI Tuning and Fuzzy Tuned PI for 8/6 

Type of Controller PI Tuning FUZZY-PI 

Rise Time 0.0015 0.0010 

Steady-state error(rpm) 12 4 

Settling Time 0.17 0.12 

Oscillations More Less 

5. ANALYSIS RESULTS OF ANSYS AND MATLAB/SIMULINK  

SRM Ansys designs and control circuit of MATLAB have been assembled to see the results of the co-simulated 

system. Variations of inductance (ὒ) depending on current (Ὥ) and position (—) are given in Fig. 5 for all SRMs. The 

color bar is about electrical degree with 0-720 gap. The magnetic flux density distributions of three motors are 

presented in Fig. 6 (a), (b), and (c) which are performed in the ANSYS. The torque performances of SRMs are 

compared to average torque and torque ripple in Fig. 7 and Table III respectively. The speed performance 

comparisons are presented in Fig. 8. 
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(a)        (b) 

 
(c) 

Figure 5. (a) Inductance value of 6/4, (b) 8/6, and (c) 10/8 related phase current and electrical degree.  

The energized phase poles are seen in green or close to green whereas non-energized is blue on the magnetic flux 

density distribution in Fig. 6. The maximum magnetic flux density value of 8/6 is higher than 6/4 and 10/8, with 

1.54 T. It is as it should be because the magnetic flux is proportional to the current and has the highest current value 

of 8/6. Their flux distributions are seen in Fig. 6 (a), (b), and (c).  

 

 
(a)                           (b) 

 
(c)             (d) 

Figure 6.  (a)Magnetic Flux Density Distribution (B) of 6/4, (b) 8/6, (c) 10/8, (d) B-H Characteristic of M19_24G. 

The 8/6 has a maximum average torque value in SRMs according to Table III because of its high-power value. The 

torque performances of the 6/4, 8/6, and 10/8 are seen in Fig. 7. While 6/4 has maximum torque ripples with 50%, 

8/6 has a minimum value of 16.6%. The torque ripple percentage formula can be given as follows:  

Ὕ ױ ρππ    (6)  

 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

175 

 
Figure 7. Comparison Torque Results of 6/4, 8/6, and 10/8 SRM in MATLAB/Simulink 

 

Table 3. Comparison of SRMs 

SRMs Average Torque  
of Matlab 

Volume 

(ὧά) 

Efficiencies 
 of Ansys 

Maximum  
Flux Density 

Torque 
Ripples (%) 

Total Weight 
(kg) 

6/4 4.7 Nm 701.77 83.36 % 0.42 T 50 4.39 kg 

8/6 15 Nm 2662.3 86.21 % 1.54 T 16.6 18.49  

10/8 4.5 Nm 734 84.52 % 0.97 T 27.42 21.51  

The analysis results of Ansys and MATLAB are like in Table III. According to PI control gains, seen in Table IV, 

speed performances of SRMs are illustrated in Fig. 8. The 8/6 reaches the reference speed value the fastest, while 

the steady-state error is smallest in 10/8. The gains are obtained by the PI Tuning method.  The motors, which are 

transferred their data from ANSYS, operate at their nominal loads. The load values are 2.75 Nm for 6/4, 13.6 Nm 
for 8/6, and 3.22 Nm for 10/8. The optimal results are obtained in 8/6 for the torque performance, efficiency, and 

torque ripples. 

 
(a)                                                                     (b) 

Figure 8. Comparison Speed Results of 6/4, 8/6, and 10/8 SRM in MATLAB/Simulink: (a) Fuzzy-PI, (b) PI Tuning. 

Table IV. PI Tuning control coefficients 

SRMs Proportional(P) (I)Integral  

6/4 1.18 0.28 

8/6 1.2 0.08 

10/8 1.04 0.04 

The 8/6 has maximum flux density and 6/4 has maximum torque ripple. 10/8 performed closest to the reference 

speed.  

6. CONCLUSION 

In this paper, design, control, and performance analysis of SRMs over the examples of 6/4, 8/6, and 10/8 are 

comprehensively studied. Ansys/Maxwell and MATLAB/Simulink software programs are run together to have 

more powerful analyses and to present more detailed information for real-time applications. The SRMs are designed 

with the same power density in Ansys while their controls are performed in MATLAB. SRM models and control 
circuits are integrated for co-simulated system. Co-simulation is performed to analysis the motor operation 

performances for all states, from transient to steady state in detail. PI Tuning and Fuzzy-Tuned PI methods are 

applied to realize the optimal controls. Additionally, the motors are compared to each other in magnetic flux density 
distribution, efficiency, speed, and torque ripple. Using the co-simulation model, the optimal performance 

characteristic is achieved in the 8/6 with Fuzzy-Tuned PI methods. For future works, the structure design and control 

system of SRM can be updated.  
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Abstract: Consumption elasticity implies saving energy during high consumption peaks. Principally, total 

energy consumption could be reduced during the high peaks and thus less energy capacity would be 
needed. If the high energy consumption peaks could be avoided, this would lead permanently to less 

energy capacity needs. The high consumption peaks could also be covered using special pre-planned 

energy reserves but energy savings would not be achieved. In this article the elasticity in electricity 

consumption, as well as in heat consumption, is discussed. It is possible to get energy savings from 

different sources. Since 2021 in Finland possible electricity communities are expected to increase 

savings, and their feasibility is analyzed in this article. Also, the optimizing of electrical and thermal 

loads using smart control technology decreases consumption. Some results of case studies in district 

heating communities are given. The awareness of consumers using online monitoring of their 

electricity and heat consumption helps to save energy, and practical examples are presented. In 2022, 

less electricity was used in Finland, although the industrial and business activities were high. 

Keywords: Community, consumption, elasticity, electricity, heat 
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Nomenclature  

CHP 

DSO 

IEA 
PHEV 

PV 

TSO 

Combined Heat and Power 

Distribution Supplier Organization 

International Energy Agency 
Plug-in Hybrid Electric Vehicle 

Photo-Voltaic 

Transmission System Operator 

VPP Virtual Power Plant 

1. INTRODUCTION  

Energy production and consumption are today market-driven in many countries. Due to the continuous global 
warming of climate, changes in energy-related political decision-making and peopleôs minds are needed. The use 

of energy is expected to increase. According to IEA scenarios a green transition from fossil sources to renewable 

ones will accelerate [1]. Natural resources and readiness to commission renewable sources vary from country to 
country. Recent political changes in Eastern Europe imply new energy source arrangements in most European 

countries. Some ways to ease this too slow green transition are the promotion of distributed, small-scale production 

and the increase of energy consumption elasticity. The consumption elasticity mostly stands for transferring the 

energy usage from high consumption peaks to low consumption periods. 
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People are encouraged to consumption elasticity both in homes and in energy communities. According to Finnish 
laws it has been possible to establish energy communities since 2021 [2]. Virtual energy communities work for the 

sharing of their participantsô energy resources in a sustainable way. By making investments in common, it is 

possible to get some economic advantages, as well. These virtual energy communities may have power and heat 
production, and storage capacity, and they are participating in the consumption elasticity by optimizing their loads 

in a profitable way. The energy communities may have virtual power plants (VPP) which are digital platforms. The 

VPPs are aiming at the controlling of energy consumption, especially in different kinds of residential, public and 

business properties. 

2. ACTIVATION TO ELECTRICITY CONSUMPTION ELASTICITY  

Generally, power transmission is regarded as a monopoly business. High voltage networks of Transmission System 
Operators (TSO) deliver electricity from centralized, large-scale power production to the networks of Distribution 

Supplier Organizations (DSO) and directly to large consumers. Finland has one TSO called Fingrid. The DSOs 

transfer electricity further to low voltage networks where small consumers are connected. Distributed, weather-
dependent renewable power production to low voltage networks increases from wind turbines and solar photo-

voltaic (PV) systems. More elasticity is needed in the management of networks, and in the consumption behavior. 

In their energy usage consumers are encouraged to participate in market-based consumption elasticity. In principle 

there are three different mechanisms for consumption elasticity to choose: 

¶ The power consumption is reduced in high consumption periods, and missing production will not be 

compensated. Consumers are asked for energy savings. 

¶ The power consumption of high consumption peaks is changed over to lower consumption periods. This 

mechanism is often desired. 

¶ In very high consumption peaks different kinds of reserves are commissioned in order to cover needed 

energy consumption. TSOs have reserve mechanisms. 

A virtual electricity community stands for a body that produces, delivers, aggregates and stores energy, or offers 

energy efficiency services and recharging services of vehicles to its shareholders. Instead of getting pure financial 

profits, the virtual electricity communities are aiming at economic, environmental and social benefits for their 
shareholders. The virtual electricity communities utilize local low and medium voltage networks of DSOs, and high 

voltage transmission lines. Local energy communities can operate inside single properties or be extended outside 

properties using separate connection lines, while distributed energy communities are geographically distributed. 

Local electricity community inside a property 

An electricity community inside a property consists of power consumers located in the same property or property 

group. The costs and profits of solar PV systems, for example, are shared by the community participants, and in a 
longer term, electricity costs can be reduced. There is no taxation for the consumed electricity which has been 

produced by the community itself. The Finnish Electricity Market Act 4Ä states that a microgrid can be built inside 

a property or property group without a permission from Finnish Energy Authority [2]. The energy community inside 
a property can utilize two cost distribution methods: compensation calculation or post-measuring [3]. The 

ownership of buildings determines if an energy community can operate inside a single property line. The property 

group is not defined in the Electricity Market Act but based on the inquiry made by a local energy company, Finnish 

Energy Authority stated that a property group can only be established between the buildings with a same owner [4]. 

The investment costs of large PV systems are shared by the community participants, for example based on their 
housing area. In a compensation calculation, the electricity production from the PV system is distributed to the 

participants based on their share of the investment. There is no taxation for the consumed electricity which has been 

produced by the community itself if the yearly production amount is less than 800 000 kWh [5]. The compensation 

calculation is a good option for completed buildings because it utilizes the existing electricity meters of properties. 
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In a post-measuring method, the consumption of every participant is measured with a separate electricity meter.  
With the utilization of accurate measuring of electricity consumption and production inside the community, there 

is no need to divide the solar PV system into segments. This increases the flexibility between participants and helps 

further investments such as electric vehicle recharging facilities. The post-measuring model needs an operator to 
control the electricity usage and the property will be operated using a single electricity contract. This method implies 

that participants cannot manage and bid their own contracts. The post-measuring method suits best to novel 

buildings [3]. 

Electricity communities of several properties 

An electricity community extending outside a property has electricity consumption and production in separated, 

neighboring properties. This community network is connected to the low and medium voltage networks over one 
single connection point. This community model is feasible in villages where solar PV power production could take 

place on one neighborôs field, and the participating neighbors would share the costs and production. Neighboring 

properties with different owners have been able to share a large solar PV system in Finland since 1.8.2021. Larger 
solar PV systems utilized by many participants decrease investment costs for single consumers compared to their 

own small systems. In this energy community model, the production plant must be divided into smaller segments. 

Thus, the solution is limited in terms of flexibility between the consumers. 

A geographically distributed electricity community comprises a bigger unit of power consumers and producers 

which are in any location in Finland. Distributed communities aim at utilizing own power production as effectively 
as possible. Those communities utilize low, medium and high voltage networks, and thus pay taxes, and pay for 

power transmission. The distributed energy communities virtually utilize self-produced electricity from different 

locations. The production that cannot be consumed on own property is sold to the grid and some other participant 
of the community can utilize that overproduction for own consumption. This kind of community working is 

profitable if buying from the national grid is more expensive than selling to the grid. Co-operation with local DSOs 

is needed. 

Smart measurement and control technology 

Since about 30 years electricity retailers have guided consumers to rough consumption elasticity by offering 

inexpensive night tariffs in low-peak electricity consumption periods.  It has been common to heat floors and warm 

water boilers, for example, using this inexpensive, time-dependent tariff . These night tariffs have been fixed 

agreements, adapting night tariff charging, for example from 22 to 7. In old houses the heating control of floors and 

boilers have been implemented using simple hard-wired technology. The floors and boilers are heated at night when 

needed, and room radiators are switched off when sauna heating is switched on. 

Electric residential and office heating, as well as the heating of warm water boilers, are regarded as potential objects 

for electricity consumption elasticity. It is estimated that there is a large, about 1000-1800 MW heating load, in the 

electric heating of Finnish residential houses and warm water boilers [6]. The national TSO would like to give up 

the stiff, time-dependent day and night tariff arrangements organized by DSOs. Due to green transition, there is 

pressure to come over to more market-based heating optimization than before. The electricity market prices should 

affect the heating control. Thus, advanced heating control optimization methods are called for. 

In Finland the first-generation smart electricity meters were commissioned mostly in 2008-2013 by DSOs, and the 

coverage is almost 100 % [7]. These first meters have allowed the remote monitoring of electricity consumption 

data by DSOs and retailers in order to charge up-to-date.  The meters have been able to compute incoming and 
outgoing electricity. The consumers are able to get information online. Unfortunately, the life-cycle of this first-

generation metering technology has been only about 15 years. The first meters should be replaced in coming years 

2022-2028 mainly due to the commissioning of 15-minute imbalance settlement time. The next generation meters 

are expected to fulfil also other requirements such as load control [8]. Besides electricity metering, these smart 
meters should have control capacity to optimize the heating load of homes and offices. Some Finnish DSOs have 

already announced coming next generation metering [8]. 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

180 

Role of private consumers in electricity elasticity 

Private consumers are encouraged to electricity savings and load optimization. DSOs offer their customers online 
services with monitoring the consumption of electricity. The hourly consumption of electricity in a home is 

presented as trend curves (Fig. 1). The total electricity consumption has been 22 kWh during one day. A high 

consumption peak at night appears as PHEV recharging, while another peak in the evening stands for Saturday 

sauna heating. 

 
Figure 1. Authentic view of electricity consumption in a home on Saturday, Aug. 20th, 2022 (blue: hourly electricity 

consumption, green: outside temperature, black: previous day). 

Principally, the control logic for optimizing electricity consumption load can be either in DSOsô smart electricity 

meters or in consumersô own devices. Smart vehicle recharging units can be programmed to work for less busy 
times. The recharging periods could be chosen based on market prices in the future. With increasing rechargeable 

electric vehicles, batteries of vehicles could serve as short-term electricity storages in the future. These vehicle 

battery storages, or other local battery storages could be used to cover occasional high consumption peaks. The 

incentives of private consumers to electricity consumption elasticity are needed. It is suggested that DSOs could, 
for example, give reduction to basic electricity fees if consumers offer some elasticity from their properties to 

network needs. This kind of a working principle would be easy for customers but requires new business behaviour 

and services from DSOs. 

3. ACTIVATION TO HEAT CONSUMPTION ELASTICITY  

In Finland, 25 % of final energy consumption is used for space heating, while industries need 48 %, transport and 
others 27 % [9]. District heating is widely used for space heating in Northern and Eastern Europe. These effective 

production facilities are called Combined Heat and Power (CHP) plants, and their total efficiency lies in 80-85 %. 

Two thirds of district heating come from CHPs and one third comes from separate heating plants. District heating 

as a heating method covers 46 % of residential, commercial and public buildings in Finland. In 2019, the CHPs for 
district heating and electricity used 41 % renewable fuels and 10 % heat recovery and heat pump sources [10]. 

Unfortunately, 49 % of CHP fuels were fossil. There is plenty of potential in the development of district heating. 

More waste heat of industries and data centres can be utilized. Surplus PV and wind power can be utilized in district 
heating networks. The use of different kinds of heat recovery and heat pump systems can be increased. Both short-

term and long-term heat storage capacities can be developed. Sector coupling in district heating networks is 

increasing. The heat consumption elasticity of participants in district heating networks could be strengthened. 
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Industrial power and heat communities 

Since a long time, heat and electricity production and consumption have been optimized in pulp and paper 
industries, and this development work is still going on. Recovery boilers are needed as a part of recovery processes 

of cooking chemicals. Black liquor, a waste mixture of cooking chemicals and remaining wood components without 

fibres, is combusted in the recovery boilers producing heat and electricity. Also, renewable bark, sludges and 
product wastes are combusted in pulp mills. The produced heat as steam is used in evaporation stations belonging 

to the chemical recovery, in pulp drying and some other fibre line processes. If there are paper or board machine 

lines in the same mills, heat is also needed in web drying sections. The produced steam is mostly used as low 

pressure components of 10-12 bar and 3-5 bar, for example. The steam turbines of modern pulp mills produce the 
needed electricity in the mills. In many pulp and paper mill communities the mills provide also local residential 

buildings with district heating].  

Heat elasticity methods in apartment house communities 

The attitudes and awareness of district heating consumers towards heat consumption elasticity in apartment house 

communities were studied based on an inquiry in South-Eastern Finland, in 2021-2022. Based on the 148 inquiry 
responses, over 90 % of consumers generally pay attention to their heat consumption significantly, while the heat 

consumption elasticity is not a very well identified concept among consumers. The heat consumption elasticity 

mostly refers to the optimization of heat consumption. Momentary high heat consumption peaks should be avoided 

or transferred to low consumption periods. Almost all consumers would accept optimizing control actions in heating 

systems if they would take place automatically, and if the consumers would get financial profits. 

The inquiry concerning heat consumption elasticity was followed by a pilot project using automatic control 

technology in the adaptation of heat consumption. In an apartment house pilot, the heating of apartments was chosen 

as a control object for heat consumption elasticity. The temperature of the incoming water to apartment heating 
circulations was reduced during the high total heat consumption peaks of the community. There was also a control 

action to decrease the temperature slightly at night. The high total heat consumption peaks in the apartment house 

community come mostly from plentiful warm water usage in showers and household activities mornings and 
evenings. The control actions in the apartment heating water circulations didnôt influence on the household warm 

water flow or temperature. The pilot project was carried out together with a local energy company, a local apartment 

house company and a technology provider company using smart control technology [12].  

Heat elasticity in private homes 

The heating of spaces and warm water boilers needs plenty of energy. The warm water boilers equipped with solar 

thermal systems help to reduce the electricity consumption needed for warm water heating. The heating takes place 

at the daytime when warm water is also needed. The solar thermal systems also work as short-term heat 

accumulators. Solar thermal systems are provided with digital control systems to maximize their heat transfer 

according to conditions. 

 
Figure 2. Authentic trend curves of heat transfer from a solar thermal collector to a warm water boiler in a home on Saturday, 

Aug. 20th, 2022 (red: upper temperature in boiler, blue: lower temperature in boiler, orange red: solar collector temperature, 

magenta: circulation fluid temperature before collector, turquoise: cumulative heat energy in kWh, green: pump speed). 
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The heat transfer of solar thermal systems can be monitored in online services of suppliers. The status of a solar 
heating system is presented as trend curves (Fig. 2). The pumped circulation fluid transfers heat from the solar 

collector to the lower part of the warm water boiler. In the case of August, 20th, 2022, the solar heating increased 

the enthalpy of the boiler water 4,5 kWh taking the temperature of the water to its setpoint 62 ÁC, and no electric 

heating was needed. 

4. CONCLUSIONS 

More renewable, emission-free energy and consumption elasticity are needed to avoid very high energy prices. 

Already in the fall 2021 exceptional high electricity prices were faced in the Nordic electricity market. Finland has 

not been self-sufficient with electricity during the last decennials. Now wind energy capacity has been increasing 

significantly. One novel nuclear reactor is expected to start in full production in February 2023. 

District heating is a widely used, efficient heating method of residential, commercial and public buildings. Two 
thirds of district heating in Finland come from CHP production sources. Both renewable fuels, like black liquor and 

other wood-based materials, and fossil fuels, such as oil and some natural gas, are used. There are interests in small 

modular nuclear reactors for district heating. 

Private people and companies are encouraged to more energy savings and consumption elasticity with electricity 
and heat communities. This requires some new technology, new generation electricity meters and control systems 

for optimizing electricity and heating loads, but it also gives additional business opportunities. The significantly 

rising energy prices increase the awareness and needs of electricity and heat consumption elasticity but the 

incentives should become more visible to energy consumers. Finland has been able to reduce the electricity 

consumption in 2022. 
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Abstract: This article presents an in-depth examination of electric vehicle (EV) battery technologies, including 

their technological evolution, and future prospects. The study delves into the various component 

materials utilized in battery systems, including active electrode materials, supplementary component 

materials, refining and purification processes, and battery management systems. Furthermore, the 

principles of battery design and optimization in EVs are discussed, including the mechanism and 
reaction of lithium ion migration, self-discharge performance of different battery types, and capacity 

fade rate. Theoretical models for electrochemical modeling of lithium batteries, performance 

evaluation through cycling tests, and calculations of system capacity, C-rate, and capacity are also 

covered. The article also explores the phenomenon of hysteresis and irreversible capacity effects, as 

well as the use of in situ diagnostic methods for real-time monitoring of battery performance. Finally, 

the study projects future developments in EV battery technologies through analysis of radar graphs 

and market trends 
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1.INTRODUCTION  

The construction of battery gigafactories, which produce large quantities of batteries, has increased to meet the 

growing demand for EVs. China has the most battery gigafactories in operation or under construction, with Europe 

also having a significant number. These facilities require significant investment and the trend is expected to continue 
as companies seek to meet demand and take advantage of economies of scale. The goal of these efforts is to increase 

the energy density of batteries, which allows EVs to have longer ranges and appeals to consumers. Advanced battery 

cells for EVs should have energy densities of at least 350 Wh/kg by 2020[1]. Predictions for future lithium batteries 

forecast energy densities will increase to around 200 Wh/kg after 2020 and 300 Wh/kg toward 2030[2]. 

Researchers are working to improve the performance and reduce the cost of batteries in various ways to accelerate 

the widespread adoption of EVs. The HORIZON 2020 program of the European Commission is focused on the 

development of nanotechnologies, advanced materials, and post-lithium-ion batteries for use in EVs [3]. Other 

efforts include research on new cell chemistries and the development of recycling technologies. Additionally, 
researchers are focused on improving the thermal stability, charging speed, safety, and environmental impact of 

batteries, as well as better understanding the aging mechanisms of batteries to improve their lifetimes and reduce 

the need for frequent replacement. Overall, the development of advanced batteries is critical for the widespread 

adoption of EVs. 
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2.EV BATTERY TECHNOLOGIES AND COMPONENT MATERIALS  

Inter national standards and future developments in EV battery technology 

There are several international standards that pertain to EV batteries, such as ISO 12405, ISO 16750, ISO 26262, 
and IEC 62133, which provide guidelines for the design, performance, testing, and safety of EV batteries [4]. These 

standards help ensure that EV batteries meet certain minimum requirements. Future battery development includes 

technologies such as solid-state electrolytes, lithium-sulfur batteries, and lithium-air batteries which offer better 
energy density, longer lifespan, and improved safety. Other technologies such as supercapacitors, flow batteries, 

and thermophotovoltaic batteries are also being researched for energy storage solutions [5,6]. 

Electrode active materials 

EV batteries use a variety of electrode active materials, including lithium cobalt oxide (LiCoO2), lithium manganese 

oxide (LiMn2O4), and lithium iron phosphate (LiFePO4). These materials determine the energy density and 

stability of the battery. LiCoO2 offers the highest energy density, but lower thermal stability, LiMn2O4 has a lower 
energy density, but higher thermal stability, and LiFePO4 has a moderate energy density, but high thermal stability 

and longer cycle life [7,9]. The stability of a battery is also determined by the active materials used in the electrodes. 

Impurities in the materials can greatly impact the performance and stability of the battery. For example, LiCoO2 
can develop impurities and defects during processing, which can cause the battery to degrade over time and even 

lead to safety issues [8]. LiMn2O4 can suffer from transition metal impurities, leading to poor cycle life and 

capacity fading. LiFePO4 is considered purer and stable than other materials, but can still suffer from impurities 

li ke FeO or Fe2O3. 

Other component materials 

The electrolyte, current collectors, and separators are important components of an EV battery system. The 
electrolyte is a chemical solution that allows for ion movement during charging and discharging, while current 

collectors transport electrical current in and out of the battery. Separators are thin, porous sheets that prevent direct 

electrical contact between electrodes. Impurities in these materials can negatively impact battery stability, 

resistance, conductivity and overall performance, leading to issues such as dendrite formation and short-circuiting. 

Table 1. Common types of batteries and the materials used in their anodes, cathodes, and electrolytes[12]  

Battery Type Anode Material Cathode Material Electrolyte Material 

Lead-acid Lead Lead oxide Sulfuric acid 

Nickel-cadmium (Ni-Cd) Cadmium Nickel oxide Alkaline solution 

Nickel-metal hydride 

(NiMH)  

Metal hydride Nickel oxide Alkaline solution 

Lithium-ion (Li-ion) Graphite Lithium cobalt oxide or 

lithium iron phosphate 

Lithium salt solution 

Lithium-polymer(Li-poly) Graphite Lithium cobalt oxide or 

lithium iron phosphate 

Polymer electrolyte 

Zinc-carbon Zinc Carbon Zinc chloride 

Alkaline Zinc Manganese dioxide Potassium hydroxide 

Refining and purification process 

The purity of the materials used in the construction of EV batteries plays a crucial role in determining their 

performance and key characteristics. Studies have shown that impurities in the active materials, such as lithium iron 

phosphate and lithium cobalt oxide, can decrease the capacity and stability of the battery, and that purifying these 
materials can improve their performance [10]. Researchers are also developing new and more efficient methods for 

purifying these materials, such as acid washing, centrifugation, electrodeposition, chemical-mechanical polishing, 

solid-state synthesis, co-precipitation, sol-gel methods, etc. each one with specific advantages and disadvantages. 
It is important for researchers to consider all factors when choosing the best method for a specific material [10]. 
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The purity of other components in the battery, such as the electrolyte, current collectors, and separators, is also 
important for the overall performance of the battery [11]. Overall, it's a field of active research to improve the 

material purity of EV batteries to achieve high-performance and stable batteries to use in the electric vehicles. 

Battery management systems 

BMS monitor and control various parameters, including state of charge (SOC), current, and temperature, to prevent 

overcharge, overdischarge, overcurrent, and overheating. Key functions of BMS include SOC estimation, current 
estimation, temperature monitoring, and safety control. Algorithms such as Kalman filtering, model predictive 

control, and artificial intelligence techniques are used to perform these functions. BMS can improve EV battery 

performance, safety, and lifespan, but can also present challenges in practical applications due to complexity, 

scalability, cost, and lack of standardization. 

3.PRINCIPLES OF BATTERIES IN EVS: DESIGN AND OPTIMIZATION OF BATTERY SYSTEMS.  

Mechanism and reaction in Lithium battery migration 

Figure 7. Cross-sectional view of a lithium  battery cell, showing the anode made of graphite, the cathode made of lithium 

metal oxide ,the separator made of polyethylene, the electrolyte made of lithium hexafluorophosphate (LiPF6) in an organic 

carbon 

In a lithium-ion battery, the movement of lithium ions between the cathode and anode is driven by a redox reaction, 

where electrons are transferred between the electrodes and lithium ions are transferred between the electrolyte and 

electrodes. The efficiency of this redox reaction is crucial for the overall performance and lifespan of the battery 
[13]. The type and purity of the materials used, the design of the electrodes and electrolyte, and the temperature of 

the battery all play a role in determining the efficiency of the redox reaction. Additionally, there are various types 

of batteries used for different applications such as lead-acid, nickel-cadmium, nickel-metal hydride, lithium-ion, 
and lithium-polymer batteries. Each type has its own unique combination of anode, cathode, and electrolyte 

materials as well as specific characteristics such as capacity, voltage, current, and lifespan. 

Table2. General comparison of the technical characteristics of different commercial batteries for EVôs [12]. 

Battery Type Energy 

Density 

(Wh/kg) 

Voltage 

(V) 

 Lifespan 

(cycles) 

Operating 

Temperature 

Range (ÁC) 

Lead-acid 30-50 2  500-1,000 -20 to 50 

Nickel-metal hydride (NiMH)  60-100 1.2  500-1,000 -20 to 60 

Lithium -ion (Li -ion) 100-250 3.7  1,000-5,000 -20 to 60 

Lithium -polymer (Li -poly) 100-250 3.7  1,000-5,000 -20 to 60 

Self-discharge performance of different batteries in EVs 
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The self-discharge rate of a battery is a measure of how much the batteryôs capacity is reduced over time when it is 
not in use. The self-discharge rate is an important metric in evaluating the performance of a battery, as it indicates 

the batteryôs ability to maintain its charge over time. The self-discharge rate is typically expressed as a percentage 

per month. 

Table 3 Self-Discharge Rate: The percentage of the battery's capacity that is lost per month when not in use[12]. 

Battery Type Self-discharge rate (per month) 

Lead-acid 20-30% 

NiMH  10-20% 

Li -ion 1-5% 

Li -polymer <1% 

Lithium-ion and lithium-polymer batteries have significantly lower self-discharge rate compared to other types of 

batteries, making them suitable for applications where the battery is not frequently used or required to be available 
on demand [14]. This makes them ideal for standby power applications where the battery is required to provide 

power during power outages. Additionally, the self-discharge rate of lithium-ion batteries is not affected by 

temperature, making them suitable for use in a wide range of temperatures and environments. Overall, self-
discharge rate is an important metric in evaluating the performance of a battery, and lithium-ion and lithium-

polymer batteries are favorable in this aspect [15]. 

Capacity fade rate 

The capacity fade rate is a measure of how much the capacity of a battery decreases over time as a result of charging 

and discharging cycles. It is typically expressed as a percentage of the initial capacity per cycle. It is an important 

metric to consider when evaluating the performance and lifespan of a battery, as it can impact the battery's 
availability and overall lifespan. The capacity fade rate can vary depending on the specific battery design and 

application, but is generally lower for lithium-ion and lithium-polymer batteries than for lead-acid and nickel-metal 

hydride batteries. The capacity fade rate can be reduced by minimizing deep discharges, overcharging, and by using 
high-quality materials and optimizing the manufacturing process [16]. Additionally, using a battery management 

system (BMS) and optimal charging and discharging algorithms can also help to minimize capacity fade. 

4.THEORETICAL MODELS  

Electrochemical Modeling of Lithium Batteries: 

There are several theoretical models that have been developed to predict and analyze the performance of EV 

batteries. These models take into account various factors such as the electrochemical reactions within the battery, 

the transport of charge carriers through the electrodes and electrolyte, and the temperature and state of charge of 

the battery. 

Table 4. Main theoretical models that have been developed for EV batteries 

Model Description 

Single Particle 

Model [17]. 

This model describes the transport of a single lithium ion through the electrodes and 

electrolyte of an EV battery. It is a simple model that is useful for understanding the basic 

mechanisms of lithium ion transport. 

Diffusion 

Model [18]. 

This model describes the transport of multiple lithium ions through the electrodes and 

electrolyte of an EV battery. It takes into account the concentration gradients of lithium ions 

within the battery and the effects of diffusion on the transport of ions. 

Electrochemical 

Model [19]. 

This model describes the electrochemical reactions that occur within an EV battery, 
including the reactions at the electrodes and the transport of charge carriers through the 

electrodes and electrolyte. It is a more detailed and complex model than the single particle or 

diffusion models and is useful for predicting and analyzing the performance of an EV battery 
under different operating conditions. 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

187 

Thermal Model 

[20]. 

This model describes the temperature changes that occur within an EV battery during 
charging and discharging. It takes into account the heat generated by the electrochemical 

reactions within the battery, as well as the heat transfer between the battery and its 

surroundings. The thermal model is useful for predicting and analyzing the temperature 
profile of an EV battery and for designing temperature control measures. 

Electrochemical modeling is an important tool for understanding the behavior of EV batteries and informing the 
design of EV battery systems. Different models such as single particle model (SPM), phase field model (PFM), 

porous electrode model (PEM), and equivalent circuit model (ECM) can be used to understand the fundamental 

physics of lithium-ion transport, and to predict the behavior of the battery under different operating conditions. 
Each model has its advantages and limitations, and the choice of which model to use will depend on the specific 

application and the level of detail required. For example, SPM can provide detailed insight into the physics of 

lithium-ion transport, but PEM or ECM are more suitable for system-level design and optimization. Equivalent 
circuit models (ECM) are based on circuit theory and can be used to identify causes of performance issues. One of 

the main advantages of ECM is the simple and fast simulation which is suitable for system design, but a 

disadvantage is that it lacks the ability to predict detailed physical phenomena. 

Cycling tests for performance evaluation of Li-ion batteries 

Cycling tests are used to evaluate the performance of lithium-ion batteries. These tests involve repeatedly charging 

and discharging the battery to simulate real-world usage. The data obtained from cycling tests is used to determine 
the battery's capacity, energy efficiency, and longevity. Common cycling tests include: Constant current discharge 

(CCD) cycling, Constant power discharge (CPD) cycling, Constant current charge (CCC) cycling, Constant voltage 

charge (CVC) cycling, and Hybrid cycling. These tests measure the battery's ability to store and release energy, 
maintain a consistent power output, charge efficiently, handle different charging and discharging conditions, and 

simulate real-world usage. Overall, cycling tests provide a comprehensive evaluation of a battery's performance 

and help identify potential issues that may arise in real-world usage [21]. 

Calculation of system capacity, C-rate, and capacity 

In evaluating the performance of a positive electrode material in a lithium-ion battery, it is important to consider 

key metrics such as discharge capacity, capacity retention, and C-rate. Discharge capacity is a measure of the 
material's energy performance and can be determined by analyzing charge/discharge curves. Capacity retention 

over time is a measure of cycling stability. The C-rate, which quantifies the rate of charge or discharge relative to 

the battery's capacity, can greatly impact the battery's performance and longevity. High C-rates can lead to reduced 
battery life, diminished performance and an increased risk of thermal runaway [22]. It's crucial to consider the 

appropriate C-rate for the given application and to use a battery management system to regulate it. In addition, 

factors such as safety, cost and environmental impact of the materials should be considered when selecting the 

appropriate positive electrode material for a specific application. 

Study of hysteresis and irreversible capacity effects 

 
Figure 2. Ohmic drop,polarisation and overvoltage in a cell 
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Hysteresis is a phenomenon that occurs in lithium-ion batteries, which refers to the difference in potential between 
the charging and discharging processes. It can affect the performance and longevity of the battery. The irreversible 

capacity, which represents the energy lost during the charge-discharge cycle, is another metric that can be affected 

by hysteresis. The Ohmic drop, caused by the internal resistance of the battery, can also lead to a voltage drop 
across the electrodes and affect the performance of the battery. Additionally, the overvoltage caused by transfer 

polarizations can also negatively impact the battery's energy density and overall performance [23]. To minimize 

these effects, researchers and manufacturers use materials with lower resistance, design electrodes with higher 
surface area, and use electrolytes with higher conductivity. These factors can help improve the performance and 

longevity of the battery. However, it is worth noting that hysteresis and these other factors are complex phenomena 

that can be affected by temperature, aging, and mechanical stress, and further research is needed to fully understand 

and mitigate these effects. 

Diagnosis operando to monitor battery performance in real-time 

Characterizing lithium-ion battery materials at the nanoscale is crucial for understanding the mechanisms of 
operation and degradation of these materials(Fig3). Transmission Electron Microscopy (TEM) is a commonly used 

technique that allows for the imaging of the internal structure of the materials, including the morphology and 

composition of the active materials, electrolyte, and interfaces. High-resolution TEM (HRTEM) can be used to 
visualize the atomic structure of the materials and identify defects. Scanning Transmission Electron Microscopy 

(STEM) is another important technique that allows for the elemental mapping of the materials at the nanoscale, and 

can be used to study the formation of lithium dendrites and other degradation mechanisms. Scanning Probe 

Microscopy (SPM) techniques such as Atomic Force Microscopy (AFM) and Electrochemical Force Microscopy 
(EFM) can be used to study the surface and interfacial properties of the materials and can provide important 

information on the formation of lithium dendrites. These techniques provide important insights into the mechanisms 

of operation and degradation of lithium battery materials [24,25]. 

 
Figure 3. Chemical degradation: The electrodes, electrolyte, and separator can degrade chemically over time, leading to a 

loss of active material and a decrease in overall capacity. 

5.FORECASTING THE DEVELOPMENT TREND OF EV BATTERY TECHNOLOGIES  

Radar Graphs: 

A radar chart can be used to compare the characteristics of different rechargeable batteries, including lithium-ion, 

nickel-cadmium, nickel-metal hydride, and lead-acid batteries. This can be useful for quickly visualizing the 
strengths and weaknesses of different battery types. It can also help to compare the potential performance, safety, 

and cost benefits of advanced lithium-ion battery technologies such as solid-state, lithium-sulfur, and lithium-air 

when compared to traditional lithium-ion batteries. 
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Figure 4. Comparison of energy density, thermal stability and cost of various lithium batteries and others 

Market Analysis and Future Predictions: 

The EV battery market is projected to grow significantly in the next few years, driven by increasing demand for 

electric vehicles. According to a report by MarketsandMarkets, the EV battery market is projected to grow from 
USD 29.5 billion in 2020 to USD 93.1 billion by 2025, at a CAGR of 25.3% during the forecast period (2020-2025) 

[26]. Furthermore, in recent years, leading players such as Tesla, Panasonic, and CATL have been increasing their 

market share and investment in EV battery technology. 

Advanced lithium-ion battery technologies, such as solid-state batteries, lithium-sulfur batteries, and lithium-air 

batteries, have the potential to improve the performance, safety, and cost of EV batteries. The analysis of graphs 
can also be used to identify the areas where current technologies fall short and predict the potential future 

development trends of EV battery technologies. For example, graphs have been used to compare the performance 

of different EV battery technologies in terms of energy density, power density, cost, safety, and lifespan. According 
to radar graph analysis by Navigant Research, lithium iron phosphate batteries currently have a lower energy density 

than other lithium-ion batteries, but they have a longer lifespan and are more cost-effective and safer [27] 

6.CONCLUSION 

comparing the potential performance, safety, and cost benefits of these advanced technologies to traditional Li-ion 

batteries, it is clear that they have the potential to significantly improve the performance of EV batteries. However, 

these technologies are still in the early stages of development, and significant challenges must still be overcome 
before they can be commercialized for EV applications. Additionally, solid-state batteries are considered closer to 

commercialization than lithium-sulfur and lithium-air batteries, but still require improvements in cost and 

scalability before they can be adopted on a large scale. 

In conclusion, the EV battery market is expected to grow significantly in the next few years and advanced lithium-
ion battery technologies have the potential to significantly improve the performance, safety, and cost of EV 

batteries. However, these technologies are still facing significant challenges and further research and development 

is needed before they can be widely adopted 
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Abstract: The paper presents the balance of electricity and fuel oil consumption of a medium-sized 24-hour 

store. Measurements of electricity consumption of individual components of the balance were made. 

Their shares over the 12 months of measurements were determined. Opportunities to reduce 

electricity consumption by changing the type of lighting of the facility were identified. . lighting 

replacement reduced electricity consumption by 38535.8 kWh, a total reduction of 21.2% in the 
store's annual electricity consumption.   
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1. INTRODUCTION  

Energy generation in Poland has been a matter of course for many years, the vast reserves of coal and lignite used 
as fuel in our power plants meant that for decades people were relatively unconcerned about energy consumption 

in their daily lives. Electricity was cheap, and at one point also readily available to almost every resident. In our 

daily lives, we use electricity to power virtually every goto household appliance. A similar situation occurred with 

heat generation. Heating with coal was a well-known and easy-to-use technique, and the availability of the fuel was 
high and at a good price. Therefore, in the vast majority of entrepreneurs and owners of domestic farms, wishing to 

avoid wrong decisions and high initial costs, chose traditional coal or, at a later stage, electric heating as the heat 

source in their facility. Only changes in the EU's 3x20 package forced a change in approach to reduce CO2 
emissions, increase energy efficiency and increase the share of renewable energy sources. Electricity in Poland is 

produced primarily in utility thermal power plants. In 2020, the volume of production at these facilities amounted 

to 120.5 TWh, which accounted for 76.3% of total production. The share of thermal utility power plants in 
production has decreased by 11.6 percentage points since 2014. The efficiency of public thermal power plants has 

remained at a similar level for years, and amounted in 2020. 42,6%. Industrial power plants generated in 2020. 16.8 

TWh, which accounted for 10.7% of total generation. In this case, a significant increase in production and efficiency 

can be observed, which reached 57.5% in 2020. The remaining production of electricity is the result of independent 
power plants, mainly wind power. In 2020, the structure of energy generation in Poland, unfortunately, was still 

largely based on hard coal and lignite. The most important fuel for electricity generation in 2020 was hard coal, 

with a share of 44.1%, and lignite with a share of 24,1%. The share of these fuels in production decreased by 13.2 
percentage points since 2014. Production from renewable energy sources accounted for 17.9% and increased by 

5.4% since 2014 [1]. The most important carriers in this group were wind energy and biomass and biogas. Solar 

energy has the smallest share, but has the highest growth rate. Increasing energy efficiency is related to performing 

energy audits. An energy audit of various types of facilities is now a mandatory activity for various types of 
facilities. Conclusions of the energy consumption analysis are presented to users with proposals to reduce energy 

intensity for the facility within the framework of reasonable economic solutions [2],[3],[4],[5],[6]. IT systems are 

also proposed to optimize the energy consumption of facilities [7]. 

The study analyzed the electricity consumption of a 24-hour store that also provides fast food sales services. Energy 
consumption was metered over a 12-month period (July 2019-June 2020). The studied facility is representative of 
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a large chain of medium-sized stores, amounting to almost 1,100 facilities in Poland. The analysis of consumption 
makes it possible to isolate the components of electricity consumption and propose to increase their energy 

efficiency. 

2. ANALYZED OBJECT  

The medium-sized store open 24 hours a day, also offering caf® services in the Warsaw area, was analyzed. The 

heated area of the store is 313 m2, while the area available to customers is 120 m2. There is an illuminated parking 
lot in front of the store. Heating and cooling of the facility is provided by compressor air-conditioning units with a 

heat pump.  Domestic hot water and supplementary heating are provided by an oil furnace.  

Electricity and fuel oil consumption were measured from July 2019 to June 2020. During this period, the number 

of customers visiting the store was 33,500 people, or an average of about 2,800 people per month. Electricity 

consumption was measured for indoor and outdoor lighting, air conditioning, refrigeration equipment, equipment 
for the cafeteria (fast food). Nonmetered equipment represents the difference between total electricity consumption 

and that of metered equipment. 

The outdoor lighting was sodium lamps, while the indoor lighting was fluorescent lamps in open fixtures. The 

measured electricity consumption for the lighting is presented in Fig.1. 

 

Figure 1.Electricity consumption of lighting during the study period 

Electricity consumption presents a stabilized consumption throughout the year with an average value of about 2,000 

kWh/month. Interior lighting is practically not correlated with the length of the day, while exterior lighting is clearly 

correlated with the length of the day [8],[9]. 

As for the electricity consumption of refrigeration equipment, which are 3 refrigeration counters, an open front 
refrigerator, an ice maker and a freezer, there is a stabilized consumption throughout the year, with an average of 

2844 kWh/month. The situation is similar for cafe equipment (oven, coffee maker, microwave oven). The average 

monthly consumption of electricity is 443 kWh/month. Nonmetered appliances are mainly electrical outlets to 
which various current consumers (e.g. vacuum cleaners, hand dryers) are connected periodically. A summary of 

the electricity consumption of groups of appliances during the year is shown in Fig.2. 
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Figure 2. Electricity consumption by various sources during the study period 

In the case of air conditioning in the store, compressor air-conditioning units with heat pump function were used. 
Electricity consumption of air-conditioning is presented in Fig.3. It can be seen that electricity consumption is 

clearly higher in the summer months. In the other months, consumption is at an average level of 1500 kWh/month. 

 
Figure 3. Electricity consumption of air conditioning during the study period 

Domestic hot water and main heating in winter is provided by an oil furnace. Figure 4 shows oil consumption 

throughout the year. The highest consumption is in the winter months (December-April)  
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Figure 4. Fuel oil consumption during the study period 

The share of electricity consumption by source is presented in Fig. 5.  Interior and exterior lighting consumes 28.3% 
of the electricity needed for this store. The same level of consumption is for air-conditioning equipment - 28.3%. 

In the case of the analyzed store, the air-conditioning and refrigeration equipment and for fast food are relatively 

new equipment. 

 
Figure 5. Structure of electricity consumption in the study period 

Based on a preliminary analysis, it can be concluded that improving energy efficiency can focus primarily on 
lighting replacement. Based on the literature on road lighting [[10],[11],[12]], there is an existing potential to reduce 

the electricity consumption of outdoor parking lot lighting. According to [[10]], replacing the installation of high-

pressure sodium lamps with high-efficiency LED lighting results in electricity consumption savings of 31%, while 
maintaining uniform luminance levels. Similar values of 21.9% reduction in electricity consumption are presented 

by [13]. The use of an additional multi-stage dimming system reduces electricity consumption by a further 20% 

over the year.  Similar values for savings from the use of dimming systems are presented by [14], noting an increase 

in installation costs by a similar 30%.  In the case of road lighting, sodium lamps are preferred due to their lighting 
quality [11], the use of LED lamps does not always result in savings in electricity consumption when high lighting 

standards are needed. The use of LED lighting generates reactive power consumption. The occurrence of reactive 

power causes an increase in current, which increases electricity losses in AC power generation and transmission 
equipment (generators, transmission lines and transformers). The use of electronic dimming systems in LED 

lighting additionally, further increases the generation of reactive power [[13],[14]]. The analysis of increasing the 

energy efficiency of the store assumes a 25% reduction in electricity consumption for lighting. In a year, 38535.8 

kWh is consumed for lighting. At an electricity price of 0.15Euro/kWh, savings of 5780 Euro/year were obtained. 

In the current year, electricity prices in Poland for entrepreneurs are four times higher than in the analyzed 2020. 
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3. RESULTS AND DISCUSSIONS 

The paper presents the balance of electricity consumption of a 24-hour store. Measurements were taken from July 
2019 to June 2020. Various components of electricity consumption were analyzed in conjunction with the existing 

state of the equipment. In order to improve the energy efficiency of the facility, it was proposed to replace the 

lighting from fluorescent lamps inside the store and sodium lamps in the parking lot. In the case of the parking lot, 
dimming systems were not used, due to the cost of replacement and the increased generation of additional reactive 

power. As a result of the lighting replacement, electricity consumption was reduced by 38535.8 kWh, a total 

reduction of 21.2% in the store's annual electricity consumption.  In 2020, savings of 5780 euros/year were obtained. 

In the current year, electricity prices in Poland for entrepreneurs are four times higher than in the analyzed 2020. 
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Abstract: Several methods and strategies were established for online Lithium-ion batteriesô State-of-Charge 
(SoC) estimation; however, the load consumption of batteries fluctuates in real-time as a result of 

supplied device actions. Therefore getting an accurate online (while the load is supplied) SoC 

estimation is still a challenge.  

This paper suggests a new technique for online Open-Circuit-Voltage (OCV) evaluation for online 

batteryôs SoC estimation. The developed strategy proposes to add an auxiliary controlled load that 

can be used to force certain predefined shapes of the batteryôs current curve temporarily under some 

conditions which help to enhance, and facilitate the online OCV calculations. The proposed method 

is described in details in this work, and a number of tests were performed to validate its effectiveness. 

The obtained results prove its efficiency with acceptable online OCV estimation accuracy, generally 

the error is less than 8.5mV, and in some tests close to 0 mV. 

Keywords: SoC, OCV, Auxiliary controlled load, Lithium-ion battery, Dynamic load 
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1. INTRODUCTION  

SoC can be one of the most important parameters of lithium-ion batteries for efficient and secure use in different 

fields such as control of photovoltaicïwindïbattery systems [1], Electrical vehicle [2ï4], microgrid energy 
management [5, 6], and numerous other applications. There exist many methods for SoC estimation such as 

Coulomb counting [7, 8], open circuit voltage (OCV) [9, 10], Model-based method [11], impedance spectroscopy 

[11,12], Kalman filter [13, 14], data-driven models [15, 16], etc.é Each of these methods has advantages and 

disadvantages, and still, more investigation is required. 

Coulomb counting is one of the simplest and most effective ways to estimate SoC; however, it might suffer from 
drift caused by errors in current measurement and must be recalibrated from time to time. One of the calibration 

methods is Open Circuit Voltage (OCV); yet, this method requires the battery to be at rest (offline) for a long 

duration, which is not a favored option for many applications. Online OCV estimation is possible, and some online 
OCV estimate algorithms by adopting a certain Equivalent Circuit Model (ECM) were proposed for SoC estimation 

in the literature, which processes the real-time current and voltage of the load using Kalman Filter (KF), Extended 

Kalman Filter (EKF), Recursive Least Squares (RLS) [17ï19]. 
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However, the online OCV estimation is computational complex, and can be challenging with the existing methods 
because, in most applications, the load current, and voltage cannot be easily predicted or tracked effectively due to 

its drastic variations to be used for evaluating the OCV online. The proposed method in this paper is to add an 

auxiliary controlled load, which can be employed to get a known predefined shape of the current curve under some 
conditions (for instance, during the test, the dynamic load current cannot exceed a certain level) that will help to 

facilitate the online OCV calculations. The proposed technique is explained in the paperôs context. A test bench is 

used, and a number of tests were performed as real typical scenarios to validate the approachôs accuracy. 

The proposed approach, the performed tests, the calculations, results and discussion, and finally the conclusion and 

future work are described next in this work.    

2. THE PROPOSED OCV ESTIMATION TECHNIQUE  

The proposed configuration is shown in Fig. 1(a). The main load of the system is a dynamic load like home, 
microgrid, as well as other systems, and its current cannot be predicted; hence, an auxiliary-controlled load is added. 

Therefore the battery current can be controlled, so, it will be the sum of the current consumed by both loads: 

Ὅ Ὅ Ὅ  (1) 

Test Setting:  

Our method relies on the first order RC equivalent circuit of the lithium-ion [4] illustrated in Fig. 1(b), and the time 

constant is assumed to be less than 100s according to Table 1 [4].  

Table 1. Lithium-ion 1-RC model time constant in different states of charges [4]  

SoC  Ű1/s R1/Ý  C1/103 F 

0 56.2430 0.0382 1.4743 

0.05 42.8082 0.0263 1.6265 

0.1 51.3875 0.0226 2.2758 

0.15 47.5964 0.0244 1.9491 

0.2 55.9597 0.0237 2.3622 

0.3 34.7826 0.0203 1.7126 

0.4 35.8938 0.0204 1.7612 

0.5 41.9287 0.0211 1.9919 

0.6 37.5657 0.0267 1.4049 

0.7 40.6504 0.0242 1.6798 

0.8 38.5654 0.0272 1.4178 

0.9 37.3134 0.0235 1.5878 

1 46.2321 0.0240 1.9287 

         
(a)            (b) 

Figure 1. The used circuits. (a) Dynamic load with auxiliary controlled load. (b) First order RC equivalent circuit model. 

Illustration tests scenario were conducted as shown in Fig. 2 where from 0 to 500s, the current was random and less 

than 500mA similar to the dynamic loadôs current. After that, from 500s to 1000s, the current is fixed to 500mA in 
order to simulate the controlled load intervention. Then, the current pulse of 300mA was created at 1000s. At 1030s 
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the current was forced to 500mA again for 30s. Finally, at 1060s, the battery current is 0A, in real scenario after the 
OCV is estimated, the controlled load current becomes 0A, and the battery current will be equal to the dynamic load 

current, however in the preformed tests scenario the battery was disconnected for around 1 hour to get the open 

circuit voltage and compare it to the estimated OCV using the proposed method. Fig. 3(a) illustrates the points used 

for OCV calculation method. 

 
Figure 2. Conducted test illustration. 

OCV Calculation:  

First, the OCV drop per 30s at 500mA must be calculated. Since the current was 500mA for 500s the capacitor C1 

can be assumed to be at its steady state and the voltage drop from 970s to 1000s can be expressed by Eq. [2]: 

ὕὅὠÄÒÏÐȾσπÓͽυππÍ!ὖρ ὖς (2) 

Then, the OCV drop per 30s at 800mA must be calculated from 1000s to 1030s. Assuming that the OCV drop rate 

per current is constant during the test, so: 

ὕὅὠÄÒÏÐȾσπÓͽψππÍ!ὕὅὠÄÒÏÐȾσπÓͽυππÍ!ᶻψππȾυππ (3) 

When the pulse of 300mA is applied from 500mA to 800mA the capacitor can be considered in the charging phase, 

as shown in Fig. 3(b). The charged voltage can be found using Eq. [4]:  

ὠὧὬὥὶὫὩὨὖσ ὖτ  ὕὅὠÄÒÏÐȾσπÓͽψππÍ! (4) 

Whereas, the discharged voltage is calculated using Eq. [5] (see Fig. 3(b)):  

ὠὨὭίὧὬὥὶὫὩὨ ὠὧὬὥὶὫὩὨ ɀὖφ ὖυ  ὕὅὠÄÒÏÐȾσπÓͽυππÍ!  (5) 

The circuit charging equation can be expressed by Eq. [6] as follow: 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

199 

πȢσz Ὑρz ρ Ὡ  ὠὧὬὥὶὫὩὨ (6) 

 Whereas, the discharging equation can be written as follow: 

ὠὨὭίὧὬὥὶὫὩὨ ὠὧὬὥὶὫὩὨὩz  (7) 

Therefore, from Eq. [7] the time constant T can be extracted by Eq. [8]: 

Ὕ  σπȾÌÎ
ὠὨὭίὧὬὥὶὫὩὨ

ὠὧὬὥὶὫὩὨ
 (8) 

Then, T can be substituted in Eq. [6] to calculate R1 as explained in Eq. [9] 

Ὑρ
ὠὧὬὥὶὫὩὨ

πȢσρ Ὡ
 

(9) 

And  

Ὑπ
ὖς ὖσ

πȢσ
 (10) 

    
(a)                    (b) 

Figure 3. Zoomed-in voltage of the test. (a)Illustration of the pointes used for the OCV calculation. (b) Illustration of voltage 

charging and discharging curve shape of C1 during the test. 

Finally, the estimated OCV can be calculated based on the model shown in Fig.2 where Voc=Vb+VR0+Vc1; 

assuming that Vc1 is in its steady state. 

ὕὅὠͽὖς  ὖς Ὑπ Ὑρ πzȢυ  (11) 

Hence, the OCV in this test is calculated at P6; hereafter, it will be compared with the one-hour OCV.  

ὕὅὠͽὖφ  ὕὅὠͽὖς  ὕὅὠÄÒÏÐȾσπÓͽψππÍ! ὕὅὠÄÒÏÐȾσπÓͽυππÍ! (12) 

C1 is not used to calculate the OCV; on the other hand, if needed it can be calculated using Eq. [13]: 

ὅρ
Ὕ

Ὑρ
 (13) 
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3. RESULTS AND DISCUSSION 

The tests were performed on an aged lithium-ion cell that has the characteristics shown in Table 2. 

Table 2. Characteristics of the used Lithium-ion battery cell 

Manufacturer Model Rated capacity Maximum voltage Minimum voltage   

LG LGABD18650  3000 mAh 4.35V 3.0V 

The used test bench diagram is shown in Fig. 4, it has already been used in previous work for battery characterization 

(the temperature-controlled chamber was not used) [20]. Where the ESP32 is the main control unit that controls the 

Relay1, Relay2, charging and discharging load for different battery tests. The ADS1115 is a 16bit 2ôs compliment 
ADC that reads the battery voltage and also the shunt resistor voltage to get the current. It measures also the 

temperatures and then sends the data to the ESP32; then, the ESP32 sends the data to the computer to be stored and 

processed. The test bench characteristics and the system performance are summarized in Table 3. 

Table 3. The test bench performances 

Voltage 

resolution 

Current 

resolution 

Configured 

sampling rate 

Maximum 

voltage 

Maximum 

current 

Load hysteresis 

at 1A 

Voltage 

error  

current 

error  

0.187mA 0.153mA 10 Samples/S 5V 5A <3.5mA 0.6mV <1.5% 

Table 4 (given as an appendix) summarized the results obtained from the tests as illustrated in Fig. 2. These tests 

are performed in a complete discharge cycle with room temperature around 16 ÁC to 19 ÁC. The error of the 

estimated OCV compared to the 1h-OCV (one-hour OCV) is consistent; on another side, some of it can be justified 
by the drift in the current sensor (see Table 3). The resulting error can be minimized by adding an offset of 13.90 

mV (the average error) to the estimated OCV, as shown in Table 4, the 1 hour OCV, the estimated OCV, and the 

estimated OCV with the offset. When comparing the 1 hour OCV with the ( estimated OCV with offset), the error 
is very low, especially in the range where SoC is between 0.2 and 0.4 the plots almost identical, the error is less 

than 3.3 mV (as illustrated in Fig. 5). The error in general does not exceed 8.5 mV except for one error spike of 15.7 

mV where the SoC is around 0.63, and also where the SoC is very low the error is high. 

 
Figure 4. Battery test diagram used in this work [20] . 

As it can be noticed in the last tests where SoC is less than 0.2, the error is not consistent, and that can be due to the 

rapid drop rate change of the Battery OCV. Hence, this method is not recommended at low SoC. 
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Figure 5. Comparison between the 1-hour OCV, the estimated OCV and the estimated OCV after adding the offset.   

Fig. 6 (given as an appendix) summarizes the working principle of this proposed method. For example, this method 

can be used with coulomb counting method to calibrate its SoC that can happened from time to time to omit the 

drift that occurs. First, it reads the actual SoC that was tracked by coulomb counting; then, if the SoC is very low 
or the battery current is high, the recalibration should not be performed. Otherwise, the dynamic load maximum 

current during the estimation time should be assumed to be less than certain value X. After that, predefined current 

shape is applied by using the controlled load where the battery current should be equal or superior to the assumed 

current X. However, if the dynamic load current suddenly raised more than the assumed current X, the wanted 
current shape for calculating the OCV will be distorted. Therefore, the OCV estimation process will stop and the 

controlled load current will become zero, and start the process from the beginning. 

On the other hand, if the estimation process completed successfully during the estimation time; then, the controlled 

load will become zero, and the online OCV can be calculated using the proposed method as described above. Thus, 
the SoC can mapped using the OCV-SoC lookup table and finally the coulomb counting SoC can be recalibrated. 

This process can be repeated periodically once recalibration is required.   

4. CONCLUSION AND PERSPECTIVES  

This paper described the working progress of an online OCV estimation method which is based on forcing a 

predefined current curve using an auxiliary controlled load, this novel technique can be ideal for coulomb counting 

calibration. The obtained results were acceptable according to the used battery test system which is not of high 
performance. Thus, some drift in the current sensor showed up. The potential advantages of this proposed method 

is that it is simple and has low computational complexity; moreover, it obtains the equivalent circuit model 

parameters online which enhance the accuracy, and reliability, thus it can be not affected by temperature and aging.                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                              
Concerning our future work vision, our objective is to repeat these tests with a sophisticated shunt resistor, and with 

using calibrated and high-performance battery test bench system. In addition, the work can be tested under variable 

temperatures and also estimating the OCV with 2-RC equivalent circuit model or other models. Furthermore, more 

tests can be carried out for better forced current curvesô shapes to get optimal performances. 
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APPENDICES 

Table 4. The results table of the performed tests. 

test-
ref 

P1 
(mV) 

P2  
(mV) 

P3  
(mV) 

P4  
(mV) 

P5  
(mV) 

P6  
(mV) 

R0  
(mOhm) 

R1  
(mOhm) Ű (s) 

estimated  

OCV 

(mV) 

1H-OCV 

(mV) 

error 

(mV) 

error 

with 

offset 

(mV) 

1.1 4129.89 4127.68 4087.19 4066.97 4108.22 4117.14 134.950 83.243 27.229 4228.91 4239.6 -10.69 3.21 

1.2 4069.64 4067.61 4027.75 4007.88 4048.60 4057.60 132.850 83.497 27.538 4169.18 4181.94 -12.76 1.14 

1.3 4018.71 4017.29 3978.43 3959.50 3998.92 4007.64 129.533 91.155 31.940 4124.39 4129.88 -5.49 8.41 

1.4 3967.86 3966.05 3927.44 3908.80 3947.54 3956.60 128.683 75.962 25.563 4063.13 4079.59 -16.46 -2.56 

1.5 3917.51 3915.51 3877.00 3857.93 3896.73 3905.54 128.367 77.722 26.273 4012.17 4033.56 -21.39 -7.49 

1.6 3867.70 3866.23 3827.49 3808.34 3847.23 3856.89 129.123 84.525 27.623 3969.58 3987.41 -17.83 -3.93 

1.7 3810.66 3809.22 3766.75 3745.24 3787.41 3799.98 141.567 87.839 22.981 3920.62 3950.22 -29.60 -15.70 

1.8 3773.13 3771.94 3731.69 3711.96 3753.66 3764.75 134.160 86.232 25.689 3879.86 3894.28 -14.42 -0.52 

1.9 3742.03 3740.83 3700.57 3682.27 3723.09 3734.16 134.193 72.875 21.684 3842.05 3853.9 -11.85 2.05 

1.10 3717.95 3717.26 3676.75 3659.20 3699.66 3710.91 135.027 75.559 23.190 3821.80 3828.25 -6.45 7.45 

1.11 3694.44 3693.61 3652.77 3635.29 3675.48 3687.79 136.117 66.144 17.852 3793.63 3807.77 -14.14 -0.24 

1.12 3674.23 3673.75 3632.18 3614.95 3655.78 3668.31 138.567 69.527 19.245 3777.44 3790.93 -13.49 0.41 

1.13 3657.15 3656.50 3615.25 3596.70 3637.79 3651.28 137.507 72.339 18.237 3760.75 3777.9 -17.15 -3.25 

1.14 3643.78 3643.28 3602.30 3582.58 3624.09 3638.00 136.600 82.823 20.927 3752.59 3767.8 -15.21 -1.31 

1.15 3626.32 3625.38 3583.18 3559.86 3601.97 3619.00 140.667 88.373 17.315 3738.50 3751.05 -12.55 1.35 

1.16 3594.19 3592.40 3549.42 3518.17 3561.84 3582.72 143.267 118.570 18.743 3718.22 3721.64 -3.42 10.48 

1.17 3538.91 3536.94 3490.54 3444.61 3491.52 3526.81 154.667 163.711 14.648 3689.92 3686.52 3.40 17.30 

1.18 3491.06 3486.12 3436.53 3366.39 3415.78 3465.86 165.300 234.661 13.923 3647.05 3677.77 -30.72 -16.82 
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Figure 6. The flowchart representing the described method.  
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Abstract: The paper presents the results of an experimental investigation of the thermal energy storage unit with 

phase change material (PCM) and finned tubes for heat transfer fluid (HTF). The research was 

focused on the discharge of the storage unit, mainly on the temperature variations of HTF at the outlet 

of the unit during this process. This temperature shows the quality of heat released from the storage 
unit and the exergy efficiency of the thermal energy storage process. In the research reported in this 

paper, the influence of HTF temperature at the inlet to the unit and HTF flow rate were analyzed. The 

experimental tests were performed at a specially developed stand allowing also for visualization of 

the process of PCM solidification. The results showed that the removal of heat from the storage unit 

is of relatively low intensity, even with the finned surface area on the PCM side, resulting in 

substantial losses of the quality (exergy) of accumulated heat. To reduce these losses temperature of 

HTF should be very close to the melting point of PCM or relatively small flow rates should be applied.     

Keywords: Phase change materials, thermal energy storage, experimental investigation 

É 2023 Published by ECRES 

1. INTRODUCTION  

Latent heat thermal energy storge (LHTES), the technique based on the use of phase change materials (PCM) as a 

medium accumulating heat, is still the most promising technology of thermal energy storage. PCMs, thanks to their 

high thermal capacity in the temperature range around melting point, are able to absorb (during charging) and 
subsequently release (during discharging) large amount of heat with relatively small changes of temperature of the 

medium transferring heat to and from TES unit. Although, heat storage techniques utilizing enthalpy of chemical 

reactions or heat of sorption processes are characterized by much higher thermal capacity, but they are not yet as 

mature as those with PCMs [1, 2, 3].  

Although LHTES is a mature technology, it is still the subject of many scientific studies, also of a basic nature, 

because there is still potential to increase the efficiency of heat storage. The most important problems that require 

special attention include the stability of the thermophysical properties of PCM materials (especially the inorganic 

ones), supercooling occurring during solidification of some kinds PCMs, as well as the low intensity of heat 
transport resulting from relatively low thermal conductivity of PCMs [4]. To improve heat transfer to/from the 

PCM, thus increasing the rate of charging/discharging of the storage unit, different configurations of heat 

exchangers (storage unit is in fact a kind of a heat exchanger) are considered. The most often used configuration is 
based on the shell and tube HEx, where heat transfer fluid flows inside tubes that have finned external surface 

mailto:maciej.jaworski@pw.edu.pl
mailto:artur.rusowicz@pw.edu.pl
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(embedded in PCM zone) [5, 6, 7]. Other storage units use capsulated PCM, in the capsules of different shapes, 

embedded in the tank filled with e.g. water [8, 9]. There are also concepts with PCM inside tubes [10].  

Thermal performance characteristics of PCM based storage unit are defined in a different way, e.g.: time of 

charging/discharging, rate of these processes, power per unit mass of PCM during discharging, also detailed 

characteristic of melting process [5, 6, 10, 11, 12]. Specific research goals are: optimization of fin configuration [5, 

6, 13], variation of PCM and heat transfer fluid temperatures during charging and discharging [8, 12, 14].  

Reviewing literature it can be seen that the majority of studies, related to the performance of storage units, are 

focused on detailed analysis of heat transfer process during charging and discharging, especially on melting and 

solidification of PCM. The research is conducted both experimentally and/or using mathematical modelling and 

numerical techniques. It is very important issue for cognitive reasons, however from the point of view of the user 
of heat which is accumulated, the most important is the quality of heat delivered to him during discharge of the 

store. In other words the user is rather interested in the temperature of heat transfer fluid during discharging. Taking 

the above into consideration an experimental study was proposed, which is basically focused on the investigation 
of the influence of different parameters on the performance characteristics of the discharge phase on the storage, 

with particular emphasis on heat transfer fluid temperature variations with time. The storage unit with finned pipes 

(external fins) was selected. An experimental stand was designed in such a way that pipes with different fins could 

be investigated.    

2. EXPERIMENTAL SE T-UP AND METHODOLOGY  

Experimental tests were conducted in a specially prepared model of TES unit in a form of a rectangular box of 
dimensions consistent with dimensions of the heat exchanger. The heat exchanger, the duct for heat transfer fluid, 

was made of stainless steel pipes with a rounded fines. External dimension of the pipe is 10 mm, thickness of the 

wall 1 mm. The thickness of the fin is 1 mm, the height 10 mm, the distance between the fins is 10 mm (9 mm gap). 
In this paper the results for the above finned configuration are presented. The complex research includes the study 

of fins with of different heights and made of different materials (copper and aluminum). The heat exchanger is 

made of 6 pipes, each of 1 m length, so the total (effective, finned) length of HEx is equal to 6 m. Individual pipes 
are connected with a plastic pipes, in some of them (the connectors) temperature sensors are inserted. The photo of 

the heat exchanger/package of the finned pipes is shown in Fig. 1. This package is located in the rectangular box 

which is then filled with PCM. The box is made of PMMA (plates of 10 mm thickness) thus allowing visualization 

of the process of PCM solidification. For the external diameter of finned pipe equal to 30 mm the with of the box 
is equal to 34 mm ï the distance between fins of neighboring pipes and the pipe and the wall of the box is equal to 

2 mm. During the tests the whole box was thermally insulated with the plates, 30 mm thickness, made of a foam.  

 
Figure 1. Finned tubes based heat exchanger. 

During charging of the unit hot water flows from the top (upper pipe) to the bottom. During discharging the flow 
is reversed. This allows that the melting starts in the upper part of the box, while during solidification solid phase 

starts to create in the lower part.  

In the study discussed hear phase change material RT62HC (Rubitherm, Germany) was used. The melting point is 

around 62̄C. Heat storage capacity in the temperature range from 55 to 70C̄ is estimated to 230 kJ/kg, however 

the majority of thermal energy, nearly 200 kJ/kg, is absorbed/released in a narrow temperature range 61-63̄ C [15]. 
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Thermal conductivity 0.2 W/(mÖK), density of solid and liquid 0.85 and 0.84 kg/dm3 (thermophysical data provided 

by manufacturer). The provider of this PCM declares its corrosive effect on metals, this was a reason for the 

selection of stainless steel pipes in the initial part of the research [16].  

The box, TES unit, was filled with melt PCM just above the edge of the fins in the upper pipe.  

Heat transfer fluid (water) temperature was controlled in the thermal bath (DD-900F, Julabo, Germany), with a 

volume capacity equal to 25 litres. The thermal bath also provided control of flow rate of water. More precise setting 

of the flow was done by means of a valve in the water path.  

The main aim of the research was determination of performance characteristics of the storage unit during its 

discharge, especially the variations of heat transfer fluid temperature at the outlet of the unit during the time of this 

process. Based on this measurements also output heat power can be determined.  

For this purpose four temperature sensors were located along the path of water flow. The thermocouples (type K, 

diameter 0.5 mm, manufacturer Omega, USA) were inserted inside the plastic pipes at the inlet and outlet of the 

heat exchanger and inside connectors (red pies visible in Fig. 1). Temperature was measured at the inlet after 2 and 
4 meters from the inlet and at the outlet. Temperatures were recorded using an ADDA converter (National 

Instrument, PCI-6281 with module SCB-68) [17, 18, 19]. After connection to the signal convertor all thermocouples 

were calibrated in the temperature range from 20 to 80C̄ using mentioned above thermal bath. In the water path 

there was a three-way valve allowing a precise control of the flow through the heat exchanger inside TES unit. The 

actual value of the flow rate was controlled by means of a rotameter (Dwyer, USA). 

 
Figure 2. Heat exchanger inside the box (TES unit), thermocouples inserted in the water pipes. 

Before the main test the TES unit was charged with a hot water ï temperature 70̄C, set in the thermal bath  ï until 

PCM inside he box completely melted. In the charged state temperature of the PCM was around 69C̄ (temperatures 

indicated by the sensors inside the box).  

The tests were performed in different operational condition, the influence of two parameters on the process of 

discharging was investigated: 

¶ water flow rate ï three values were selected: 0.5, 1.0 and 1.5 l/min; these correspond to water velocities 

in the pipes: 0.165, 0.33 and 0.49 m/s; 

¶ cooling water temperature at the inlet to the TES unit: 25C̄, 35̄ C and 45̄C. 

¶  
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3. RESULTS AND DISCUSSIONS 

Figure 3 shows the set of results obtained for the case with inlet water temperature equal to 35̄C and for different 

flow rates. In each figure temperature variations of water in different points of heat exchanger are shown ï at the 
inlet (T_in), after passing two first pipes (T_2), two meters from the inlet, after passing four pipes (T_4), four meters 

from the inlet and at the outlet (T_out). The time of each test is different since with increasing flow rate the intensity 

of cooling also increases. The test was finished when water temperature increase in the TES unit dropped to about 

5 K (which can be seen in the following charts). These tests show also that the experimental set-up requires 
improvement since in this configuration it gives no possibility to stabilize inlet temperature of water during the 

process ï although water capacity of thermal bath is rather high, its cooling capacity is insufficient for heat power 

rates of discharging (this problem was not observed during heating/charging of TES unit).       

  

 
Figure 3. Water temperature variations in time of discharging for different flow rates and for inlet temperature equal to 

35̄ C. 
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Figure 4. A photo of a heat exchanger with the shape of solidification front after 14 minutes from the beginning of 

discharging; water flow rate 1.0 l/min, water inlet temperature 45C̄. 

Similar tests were performed for other values of inlet water temperature, i.e. for 25C̄ and 45̄C. For these tests only 

cumulative measurement results are discussed later.  

In Fig. 4 one can see a photo of the part of the finned heat exchanger during solidification. The creation of solid 

phase of PCM on the surface of the pipe is visible. The thickness of the solid PCM is clearly greater on the surface 
of the pipe, much lower on the surface of the fins ï this is due to the fact, that stainless steel has rather poor thermal 

conductivity and heat transfer along fins is not so intense. Also, much larger amount of solidified PCM can be 

observer on the first pipe in the package, i.e. at the bottom. This is the pipe into which the cool water flows directly 

from the thermal bath. The water heats and its temperature is higher in the subsequent pipes. However, it looks like 

the intensity of solidification on the other pipes was on the same level.  

In the following charts ï Figures 5 to 7 ï cumulative results for all tests are presented. For each value of inlet water 

temperature under consideration the following results are shown: increase of heat transfer fluid temperature during 

heat removal (discharge of the TES unit) as a function of the time of the process (left charts) and temporal variations 

of heat output power during the discharge of the unit (right charts). 

What seems to be obvious, temperature increase of the cooling water is much higher when its flow rate is lower. 

And the temperature rise decreases much slower with the time of the process, and the process of discharging (with 

the criterions of its end mentioned earlier) lasts longer ï blue lines in the charts. Left charts show also a distinct 

difference between curves for flow rates 0.5 l/min and 1.0 l/min, but the difference between curves for 1.0 and 1.5 
l/min is not so significant. This suggest that the change of the flow rate form 0.5 to 1.0 l/min (change of water 

velocity form 0.16 to 0.33 m/s) is associated with the substantial change of the intensity of heat transfer on the 

water side.   
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Figure 5. Water temperature increase (left) and output power (right) during time of discharging for inlet temperature equal 

to 25̄ C. 

 

  
Figure 6. Water temperature increase (left) and output power (right) during time of discharging for inlet temperature equal 

to 35̄ C. 

In right charts one can see temporal variations of heat output power for TES unit for different inlet water 

temperatures. What is interesting, output power seems to be independent from the water flow rate. Significant 

differences are observed in the initial phase of the process, but this could be the result of inaccuracy of the 
measurement , instability of the flow rate (which was noticed during the tests) and the differences in the initial state 

of the unit (PCM temperature distribution in the box). After rather short time all curves of heat output power have 

a close track. From these charts it can also be seen that heat output power ate the end of the discharging process 

decreases to the level of. 0.2 kW, in each case of inlet water temperature. But in the beginning the values are 

substantially different ï about 1.2 kW for 25̄C, about 1.0 kW for 35̄C and about 0.7 kW for 45̄C. That means 
that with the inlet water temperature closer to the melting point of phase change material (the level of temperature 

at which the majority of heat is accumulated) the characteristics of discharge, here characterised by the output 

power, are more stable in time.      

   
Figure 7. Water temperature increase (left) and output power (right) during time of discharging for inlet temperature equal 

to 45̄ C. 
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4. CONCLUSIONS  

The paper present the results of the preliminary experimental study focused on the thermal behavior characteristics 
of latent heat thermal energy storage unit with heat exchanger made of pipes with finned external surface. One 

configuration of the unit was tested, i.e. the unit with fins of 10 mm height, but different parameters of operation 

(charging/ discharging) were taken into account. The study was focused on the discharging of the TES unit.  

Based on the tests performed, a few conclusions/observations can be formulated: 

¶ Although the length of the heat exchanger (heat transfer fluid path) was rather long (6 meters), and the 

PCM side was finned, outlet water temperature rapidly decreased during discharging process. With the 
assumption that the process finished when water temperature rise in TES unit decreased to 5 K, the duration 

of the process was from about 35 minutes for flow rate 1.5 l/min to about 80 minutes for flow rate 0.5 l/min. 

¶ It is much better to use heat transfer fluid of an inlet temperature closer to the melting point of PCM. In 

such a case outlet water temperature during discharging is higher, that also means that exergy losses in the 

process of heat storage ale lower. With higher inlet water temperature also heat output power temporal 
variations are more smooth than in other cases (lower inlet temperatures).  
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Abstract: The paper presents the results of numerical simulation of thermodynamic processes in a hydraulic 

hydrogen compression system applicable as a booster compressor in hydrogen refuelling stations. 

The modelling has been performed using COMSOL MultiphysicsÈ 6.0 software with the CFD and 

Heat Transfer modules. To keep calculations relatively simple, the superposition method is used to 

simulate the hydraulic compression of hydrogen. In this case, the properties of working fluid and 

hydrogen are uniformly distributed and their volumes do not mix during the compression process. 

The calculations are carried out for several volumes of stainless-steel compression chamber having 
height of 145, 290, 435 and 725 mm, inner diameter 100 mm and wall thickness 5 mm. The simulations 

for inlet hydrogen pressures P1 = 3.0 MPa and 20.0 MPa at a temperature of 300 K are evaluated. 

The authors consider thermodynamic processes performed during a single stroke ts, with durations in 

the range of 0.5 to 20.0 s, with a compression factor Kc =5.0. The purpose of these simulations is to 

investigate the temperature change limits of hydrogen and working fluid. The results are given in the 

form of curves of temperature change for hydrogen and working fluid, allowing to estimate 

temperature conditions in the compression chamber and to estimate the energy consumption during 

the compression process. The results of the study can be used to enhance the efficiency of devices 

using the principle of hydraulic gas compression 

Keywords: Hydrogen, refuelling stations, hydraulic compressors, numerical simulations, CFD modelling. 
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1.INTRODUCTION  

In recent years, the use of hydrogen energy in transport and the concept of a hydrogen economy has benefited from 

another wave of strong political support. At the same time, rapidly evolving technologies have raised the possibility 
of using hydrogen as a driver for future carbon-neutral energy systems. At the heart of this initiative is the need for 
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energy security and independence. At the same time, the European Union has set an ambitious goal to become the 

first climate neutral continent by 2050, which is in line with the guidelines of the European Commission [1]. 

The conversion of hydrogen energy into electric current without burning it allows this attractive energy source to 

be used to power electric cars. Currently, there are already examples of successful implementation of hydrogen 

technology for cars and truck [2, 3]. However, when deploying hydrogen infrastructure for vehicle refuelling, it is 
essential to take advantage of simple and affordable devices for hydrogen compression tasks. The earliest known 

gas hydraulic compression application dates back to 1906. This solution was used in an internal combustion engine 

for pumping water, known as the Humphrey pump [4]. The Humphrey pump followed the Atkinson cycle and 

demonstrated efficiencies of between 5% and 10% [5]. The use of a liquid as a piston allows a significant increase 
in the efficiency of gas compression. Using a simplified model, it has been demonstrated that this concept can 

increase the compression efficiency from 70% to over 83% [6]. Several new technical solutions proposed by the 

authors [7 - 10] can also be used to solve this problem. 

The results of the study of thermodynamic processes carried out by the means of numerical simulations presented 
in this paper allow to examine the temperature patterns of hydrogen and working fluid in the compression chamber 

and to estimate the energy consumption required for the hydraulic compression process of hydrogen. These findings 

can be used to improve the efficiency of devices using the principle of hydraulic gas compression. 

2.THE NUMERICAL MODEL OF HYDROGEN HYDRAULIC COMPRESSION  

The thermodynamic processes associated with hydrogen compression have been investigated using COMSOL 

MultiphysicsÈ 6.0 software with CFD and Heat Transfer modules. As a reference computational model, a semi-
symmetric stainless-steel cylinder with 145 mm height, 100 mm inner diameter and 5 mm wall thickness, with a 

volume of 1.14 l, shown in Fig. 1, was used. Initial parameters and physical properties of hydrogen, liquid piston 

and cylinder used in the model described in [11]. In the numerical simulations in the beginning of the compression 
process the inner space of the cylinder is filled with hydrogen with pressures P1 = 3.0 MPa and 20.0 MPa at a 

temperature of 300 K. The thermodynamic compression process, takes into account heat exchange between gas, 

working fluid and cylinder walls, as well as the process of convective heat transfer to the surrounding space. 

  
Figure 1. A basic model of a stainless-steel cylinder-shaped chamber where hydrogen is compressed by the working fluid 

coming from below in the direction of the arrow. 

It should be noted that the gas compression process is accompanied by high heat generation and the high 

temperature of the compressed gas has an immediate effect on the working fluid. In fact, the fluid and the gas are 
compressed together, but since the fluid has a higher density and a higher heat capacity, the heat generated during 

compression is effectively absorbed by the fluid and the surrounding walls of the compression chamber. 
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The analysis of the results of these numerical simulations makes it possible to investigate the effect of different 
compression chamber geometries on the final gas temperature during the compression. Consequently, this allows 

to estimate the energy consumption required to raise the pressure at a given compression ratio Kc, depending on the 

speed of the compression process. 

An example of temperature field distribution patterns derived from the numerical simulation for the hydrogen 
confined inside the cylinder body can be seen in Fig. 2. This figure shows changes in the gas temperature during a 

single 20-second stroke for time intervals: 0, 10, 15 and 20 s. The colour palette with a scale corresponds to the 

temperature limits of 300 ï 550 K. 

 
Figure 2. Distribution of the temperature of hydrogen in the compression cylinder during a single 20-second compression 

stroke. The hydrogen average temperature rises from 300 K to 488.6 K, at the initial pressure of P1 = 3.0 MPa and 

compression ratio Kc = 5.0. 

To keep calculations relatively straightforward, the superposition method is used to describe the process originating 

in the compression chamber. The process of increasing pressure in the cylinder chamber is a result of discrete 

changes of volume, which is filled with hydrogen and working fluid, taking into account the increase of gas 
temperature. The time of the discrete change of working fluid volume used in the calculations is constant and is set 

equal to ῳts = 0.01 s. Each step of the discrete change increases the height of the fluid by a certain amount, 

determined by a given stroke time ts. In this case, we assume that at each time step of the hydraulic compression of 

hydrogen in the model, the properties of working fluid and gas are uniformly distributed and their volumes do not 
mix. Heat transfer between hydrogen, working fluid and the walls of stainless-steel cylinder occurs only due to 

thermal conductivity of these materials. 

The paper considers the processes occurring during a single compression stroke, the time ts of which ranges from 

0.5 to 20.0 s. Initial temperature of hydrogen and working fluid is 300 K, compression coefficient Kc = 5.0. 

Calculations are made for two scenarios, at the initial gas pressure of P1 = 3.0 MPa and 20.0 MPa. 

3.THE RESULTS OF THERMODYNAMIC MODELLING OF THE HYDROGEN COMPRESSION 

PROCESS 

The purpose of the simulation is to investigate the temperature change limits of hydrogen, cylinder walls and 

working fluid during pressure increase by shrinking the gas volume in the compression chamber. Calculations have 

been carried out for several volumes of compression chamber, which have heights of 145, 290, 435 and 725 mm 

with wall thickness of 5 mm and a constant inner diameter of 100 mm. 

The use of the superposition method makes it possible to consider the rise in temperature in each medium separately. 

The model specifies that the only heat source is compressible hydrogen. The presented results show the maximum 

temperature of the hydrogen, under the assumption that the mediums do not mix. In a real compression process, if 

the gas and fluid are intensively mixed, the gas will transfer heat to the fluid much more rapidly. 

The energy consumed in the process of hydraulic compression of hydrogen depends on the rate of filling the 
compression chamber with fluid to achieve a certain compression ratio Kc. As a result, the structure of distribution 

of this thermal energy is shown in Fig. 3. The distribution of total energy QT between working fluid QF, hydrogen 
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QH and stainless-steel cylinder body QS is shown for different durations of the compression stroke ts. The initial 
hydrogen pressures are P1 = 3.0 MPa and 20.0 MPa, compression ratio set to Kc= 5.0. It can be noted that with 

raising inlet pressure up to 20.0 MPa most of the energy is concentrated in hydrogen as its mass increases with 

increasing pressure.  

  
Figure 3. Diagram of total thermal energy distribution QT between energies accumulated in hydrogen QH, working fluid QF 

and compression cylinder body Qs for different durations of the compression stroke ts at initial pressures P1 = 3.0 MPa (left) 

and 20.0 MPa (right). 

As can be seen from Fig. 4, the increase in hydrogen temperature DTH during the compression process significantly 

depends on the duration of the compression stroke and tends to increase slightly with increasing compression 
chamber volume and initial hydrogen pressure. By reducing the compression speed, the final gas temperature can 

be lowered considerably, resulting in lower energy consumption. 

  
Figure 4. The curves of temperature increase in hydrogen DTH for different durations of the compression stroke ts at initial 

pressures P1 = 3.0 (left) and 20.0 MPa (right). The compression chamber height varies from 145 mm to 725 mm. 

The change in temperature of the working fluid DTF, shown in Fig. 5, grows slowly as the compression stroke time 

extends. The volume occupied by the fluid and its high heat capacity generally determine the overall temperature 

inside the compression chamber. 

The study of thermal processes taking place in the compression chamber shows that cooling the working fluid in 

an external heatsink can also effectively reduce the temperature of the compressed hydrogen and hence reduce the 

undesirable gas pressure resulting from the high gas temperature. 

In real applications, hydrogen compression process takes place under the conditions of intensive gas and fluid 

stirring, leading to thermal energy transfer from hydrogen to the working fluid and subsequent pass through the 

walls of the cylinder. For the acceleration of heat transfer from gas to working fluid, it is suggested to use cylinder 

design with tangential fluid feed into the compression chamber [12]. 
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To compare different compression scenarios, including stroke duration, initial pressure and cylinder geometry, 

overall temperature of the system DTO, equivalent to the energy consumed for hydrogen compression, is employed. 

The changes of the DTO for the different durations of compression stroke ts are shown in Fig. 6. As the pressure in 

the compression chamber increases, the DTO increases proportionally, as can be seen by comparing the curves for 

an initial pressure of 3.0 MPa and 20.0 MPa. 

  
Figure 5. The curves of temperature increase in working fluid DTF for different durations of the compression stroke ts at 

initial pressures P1 = 3.0 (left) and 20.0 MPa (right). The compression chamber height varies from 145 mm to 725 mm. 

The results obtained with the considered numerical model allow to calculate the energy consumption and to estimate 
the power W, corresponding to the power of the motor that drives the liquid pump. Fig. 7 shows curves of power 

consumption for hydrogen compression for different durations of the compression stroke ts for initial pressures P1 

= 3.0 MPa and 20.0 MPa. 

  
Figure 6. Increase of overall system temperature DTO for different durations of the compression stroke ts at initial pressures 

P1 = 3.0 MPa (left) and 20.0 MPa (right). The compression chamber height varies from 145 mm to 725 mm. 
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Figure 7. Curves of the power W required for hydrogen compression for different durations of the compression stroke ts at 

initial pressures P1 = 3.0 MPa (left) and 20.0 MPa (right). The compression chamber height varies from 145 mm to 725 mm. 

4.DISCUSSION 

The study of thermodynamic processes during hydraulic compression of hydrogen makes it possible to assess the 

heating limits of the gas, working fluid and walls, thus providing for a methodology to determine the optimum size 

of the compression chamber. 

The results of simulations allow to estimate energy consumption and determine the setup conditions leading to the 
increase of efficiency of operation of the hydrogen compression system under consideration. This, in turn, makes 

it possible to determine the most suitable power rating for the motor that drives the liquid pump. 

The analysis of the simulation results for a compression chamber with heights of 145, 290, 435 and 725 mm with a 

constant radius shows that the power required for compression increases in proportion to the initial hydrogen 

pressure and the mass of hydrogen in the chamber volume. It should be noted that the power required to drive the 

liquid pump decreases with increasing compression stroke duration. 
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Abstract: Ensuring microgrid continuity and improving system reliability in grid-connected and islanded modes 
is crucial for a reliable and sustainable power system. With intelligent EMS (Energy Management 

System), appropriate sizing, and resource optimization, the microgrid can handle the peak demand 

even under challenging weather conditions, in both (Connected/Islanded) modes without consuming 

any extra power from the grid facility or any external resources yet maintaining a reliable power 

supply. In this paper, a case study of load profile and power consumption estimation of some buildings 

in our institution IGEE (Institute of Electrical and Electronic Engineering) is used to test and illustrate 

our EMS performance via MATLAB Simulink. The DG-PV (Diesel Generator-Photovoltaic panel) 

synchronization technique is adopted to overcome the grid-tied PV system limitation and make it 

functional in off-grid mode. We used The same DERs (Distributed Energy Resources) sizing for (PV 

and BESS (Battery Energy Storage System)) in both modes, with advanced control algorithms and 

monitoring to ensure that our microgrid can have the ability to operate in both modes with a smooth 
transition from one to another. Hence, by improving the overall system reliability and continuity, we 

can benefit from all the microgrid mode's advantages to make our system work more efficiently and 

sustainably. 

Keywords: Grid connected/Islanded mode, microgrid, supply continuity, grid-tied PVs, Diesel Generator, 

Battery System 
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1. INTRODUCTION  

Regarding power supply continuity, grid-connected and islanded-mode microgrids offer unique advantages and 

challenges. Grid-connected mode allows for seamless integration with the main power grid, providing a stable and 

reliable power supply and the opportunity to sell excess energy back to the grid (net metering). However, it can 

also leave the microgrid (MG) vulnerable to power outages caused by issues on the main grid. On the other hand, 
the islanded mode offers greater autonomy and control by relying on the microgrid's DERs (Distributed Energy 

Resources), such as solar panels, wind turbines, and ESS (Energy Storage Systems) [1, 2].  

This mode is particularly useful in remote or off-grid locations where the main power grid is unavailable. However, 

it can be challenging to ensure a stable and reliable power supply without the backup of the main grid. 
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When it comes to renewable energy, one of the most popular options is the grid-tied PV solar system. This solar 
power system is connected to the main power grid and generates electricity using photovoltaic (PV) panels. The 

generated energy is used to power the buildings, and the excess energy is sent back to the grid. One of the most 

significant advantages of the grid-tied PV solar system is that it can help reduce electricity costs by decreasing the 
reliance on traditional fossil fuels. It also helps reduce carbon emissions, making it a more environmentally friendly 

option. Another advantage is that it allows for net metering, which means that the excess energy generated by the 

PV system can be sent back to the grid. The homeowner can receive credits on their utility bill for the extra energy 
generated. However, the grid-tied PV solar system also has its disadvantages. One of the main disadvantages is that 

it can only generate electricity when the main grid is available, and during power outages, the system cannot 

generate energy. It can also be affected by shading, which can decrease the system's efficiency [3]. 

Incorporating the DG (Diesel Generator) is a powerful and dependable solution to overcome the most significant 

disadvantages of a PV grid-tied system when the main grid is unavailable, by providing power references (voltage 
amplitude, frequency, and phase) for the grid-tied solar inverter to be synchronized and functional. One of the 

essential factors for DG-PV synchronization is the MLF (Minimum Load Factor). It is set as 30-40% of the DG 

maximum capacity. This will ensure that the engine is working in the best conditions. It also helps to save 
maintenance costs and maximize engine life. The MLF guarantees that the engine runs optimally, reducing fuel 

consumption and emissions [4ï7]. 

Nowadays, MG faces the formidable challenge of maintaining a consistent and reliable power supply while 

operating in both connected and islanded modes. The current infrastructure of all MGs relies on a mix of different 

DERs technology with varying sizes, which makes it challenging to optimize energy generation and storage 
capacity and handle the power demands in various weather conditions. This results in an unreliable power supply 

and higher maintenance and energy consumption costs.  

This paper aims to propose a solution to this problem by implementing a new approach that incorporates using the 

same DERs technology with the exact sizing for the (ESS and PVs) in both modes. Additionally, developing an 
intelligent EMS that can adapt to the changing power demands, ensuring a consistent and reliable power supply for 

both connected and islanded modes. A case study of some buildings our IGEE load profile and power conception 

is used to lustrate our proposed approach and algorithms to maintain a continuous and reliable power supply during 

the peak demand period, in the two MGs' different modes under challenging weather conditions. 

2. SYSTEM DESCRIPTION AND SIZING  

In this paper, two microgrid modes are addressed: the Grid-connected mode, where our microgrid is supposed to 
be connected to the main conventional grid, and the Grid-Islanded mode, where the microgrid is considered totally 

disconnected from the conventional grid, therefore it has to use its resources to satisfy the load needs. The system 

is built on ESS (Energy Storage System), PV (Photovoltaic Generator), and DG (Diesel Generator) in addition to 
the conventional grid (in case of grid-connected mode). The system sizing is given in Table 1 in the appendices 

section., then the system functionality and our obtained results are given after. 

3. THE PROPOSED CONTROL STRATEGY 

Fig. 1 describes the load profile and power consumption estimation of some buildings in our Institute of Electrical 

& Electronic Engineering (IGEE). The peak demand period typically occurs during the late morning and early 

afternoon hours when classes and research activities are in session. During this time, lights, heating, cooling 
systems, and various electrical machines and electronic devices such as computers, servers, and lab equipment are 

in use, resulting in high power demand. The peak demand period lasts almost 2 hours, from 11 am to 1 pm. 

Based on the power consumption estimation, the electronic faculty buildings in the IGEE consume around 250-300 

KW during the peak demand period [6h to 8h].  

As the day progresses and classes end, the Students leave the buildings, and lights and other electronic devices are 

turned off. Thus, the power demand begins to decrease. However, some research activities may continue in the labs 
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during the evening hours, which could result in moderate power consumption. The power consumption estimation 

during evening hours [8h to 16h] is around 100-200 KW. 

When most buildings are unoccupied at night, power consumption decreases significantly. Due to the lights being 

turned off, heating and cooling systems are set to a lower energy-saving mode. Additionally, many electronic 

devices such as computers, servers, and lab equipment are turned off as well. The power consumption estimation 

at night period [16h to 24h] is around 80-100 KW.  

Grid -Connected Mode System Functionality Discerption: 

The grid-tied PV solar power is connected to the utility grid creating a bidirectional MG, allowing energy to flow 

in both directions between the customer and the grid. The clients will be able to use power from the grid when 

needed and also sell power back to the grid when there is excess. This allows for more efficient energy use and can 

also help reduce customer costs (net metering). 

 
Figure 1. Daytime And Nighttime Load Profiles.  

The grid-tied PV system has a three-phase grid-tie inverter with a PID control that helps to synchronize the power 
generated by the solar panels with the power that comes from the grid. Ensuring the PV power is in phase with the 

grid power and can be easily integrated into the system. The PV system is connected to a Maximum Power Point 

Tracking (MPPT) Controller that uses the "Incremental Conductance + Integral Regulator" technique to optimize 

the energy extraction from the PV panels. 

When the solar panels generate more power than is needed by the system, the excess energy goes to the battery 

System, which has an advanced three-phase inverter containing a PID controller for power flow synchronization 

and control. The Battery stored energy can be used later when the solar panels are not generating enough power, 

such as at night or on cloudy days. Additionally and most importantly, we can use it for peak shaving to reduce the 
peak demand on the grid. Using the PV system's stored power during the daytime will help reduce the grid's strain 

and lower the customer's electricity costs. The algorithm summarizing this approach is given in Appendix A. The 

abbreviations used to refer to the constants and the variables used in the flowcharts of EMS for both modes are 

given in Table 2 in the appendices section. 

Grid -Islanded Mode System Functionality Discerption: 

Our islanded MG system contains a DG, PV system, and BESS to provide continuity of supply and handle the peak 

demand with the peak shaving strategy and utilizing the different characteristics of each energy source in a 

coordinated and optimized way. 

The DG is a traditional power source that provides a reliable and consistent power source for the MG. It can be 

used as the primary power source during times of high demand or when the PV system is not producing enough 
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power due to weather conditions. The DG can also be used as a backup power source in case of an unexpected 

outage or failure of the PV system or the battery system.  

The main objective of the suggested control algorithm is to minimize the DG system's consumption and maximize 

the PV power output while considering The minimum load factor of the diesel generators (MLF), which is set to 

guarantee that the engine works in the best conditions to save maintenance costs and maximize engine life. MLF is 
often between 30% and 40% of the DG-rated capacity. The diesel generator operates optimally by adjusting its 

power according to the MGôs demand [4]ï[7]. 

The PV system, on the other hand, provides a renewable and clean source of power. It can be used as the primary 

source when weather conditions are favorable. The PV system can also be used to charge the battery system, which 

will be used to store excess energy and provide power to the MG during periods of high demand or when the PV 
system is not producing enough power. The PV system is connected to MPPT Controller uses to optimize the energy 

extraction from the PV panels. 

The battery system, through an advanced three-phase inverter, contains a PID controller. It can be used for both 

supply continuity and peak shaving. It stores the excess energy generated by the PV system during periods of low 
demand, which can then be used to provide power to the MG during periods of high demand or when the PV system 

is not producing enough power. The battery system can also provide backup power to the MG in case of an 

unexpected outage or failure of the PV system or the DG. The algorithm summarizing this approach is given in 

Appendix B. 

4. RESULTS AND DISCUSSION 

Grid -Connected Mode (GCM): 

From [0 ï 6.5] hours (Battery charging):  

With the correct sizing and optimization for our PV system, we can provide enough power to satisfy the load and 
charge the Battery system simultaneously with high stability and efficiency. The battery charge power in Fig. 2 

(Graph 5) represents the extra energy the PV system provides, which can reach a maximum value of 130KW (the 

negative values of the Battery charge power indicate the opposite direction of the current flowing to the battery). 
During the 6.5 hours of charging time, the battery SOC (see Fig. 2 Graph 6) increases from 29% to 57%, and it can 

go even higher with better weather conditions. 

 
Figure 2. Grid-Connected Modeôs Simulation Results. 
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From [6.5 - 8] hours (peak-shaving):  

The graphs demonstrate that we handled the peak demand when load power consumption surpassed 250KW and 
reached 300kw for 1.5 hours (Fig. 2 Graph 1), even with challenging weather circumstances, without consuming 

any power from the grid facility. When the PV system power dropped under 300KW (Fig. 2 graph 2) due to 

unforeseen weather conditions. As a result, the peak shaving technique is used by reinforcing the PV system power 
with a maximum power of 46KW from the Battery (Fig. 2 Graph 3) to provide a reliable and continuous power 

supply to the load, which decreases the Battery SOC (Fig.2 Graph 6) from 57% to 55%. 

From [8 ï 12.3] hours (Battery charging or injecting power into the grid): 

As the graphs show, during the daytime, with good weather conditions, our PV system was successfully able to 

satisfy the load (Fig.2 Graph 1) and deliver the extra power to charge the Battery (Fig.2 Graph 5) with a maximum 

power of 5KW for 4 hours. That increased the Battery SOC (Fig.2 Graph 6) from 55% to 56%. Additionally, with 
the bidirectional power flow, the extra power can be injected from PV and sell it to the grid facility if our Battery 

system is fully charged with SOCmax equal to or more than 90%. 

From [12.3 - 16] hours (Grid-Tied PV System's performance): 

To demonstrate the performance of the Grid-Tied PV System during the daytime, where the PV solar radiation 

decreased due to various reasons such as weather conditions, evening time, or just a cloud passing. We can see that 
the PV power is reduced (Fig.2 Graph 2). As a result, the grid power (Fig.2 Graph 4) starts increasing to satisfy the 

100KW load with a stable and continuous power flow. 

From [16 - 24] hours (Night time):  

The last 8 hours of the (load graph shown in Fig. 2 Graph 1) represents the nighttime, where the load reaches its 

lowest value (100KW to 80KW). The Battery system is connected to deliver stable and continuous power through 

the night using the stored energy from the PV system during the daytime. As a result, the Battery SOC (Fig. 2 Graph 

6) decreased from 56% to 20% during the 8 hours of nighttime. 

Grid -Islanded Mode (IGM):  

From [0 ï 6.3] hours (Battery charging):  

The output in Fig. 3 Graph 4 shows that DG operates at a minimum load MLF (30% to 40%) of its rated power 

400KVA to provide stable frequency and voltage references for our grid-tied PV solar system for power 

synchronization. During the 6.3 hours, the PV system (Fig. 3 Graph 2) produces enough power to simultaneously 

meet the load power consumption and charge the battery (Fig. 3 Graph 5) with high stability and efficiency. 
The Battery charge Power represents the extra energy of the PV system produced throughout the day, which can 

go up to a maximum of 252KW (Fig. 3 Graph 5) or even higher to increase the battery SOC from 29% to 89% (Fig. 

3 Graph 6) During the 6.3 hours.  
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Figure 3. Grid-Islanded Mode Simulation Results. 

From [6.3 - 8] hours (peak-shaving):   

During the peak demand period, where the load power consumption can go from 250KW to 300KW for 1.7 hours, 

the PV system power shown in Fig. 3 Graph 2 drops due to unforeseen weather conditions. The battery charging 

process stops (Fig. 3 Graph 5). So, the Battery system power, can be incorporated to support the PV ( peak shaving 
technique) to provide a maximum power of 56KW (Fig. 3 Graph 3) during 1.7 hours, which reduces the Battery 

SOC from 89% to 84% (Fig. 3 Graph 6) without drawing additional power from the DG. 

From [8 - 16] hours (PV-DG synchronization performance):  

The PV system power (Fig.3 Graph 2) starts decreasing, referring to a rainy day, evening time, or just a cloud 

passing during the daytime because, as we can see, the system load is still relatively higher than 100KW. As a 

result, the DG (Fig. 3 Graph 4) will respond quickly to the PV power fluctuation and keep providing continuous 

energy for the system requirements.  

From [16 - 24] hours (Night time): 

The last part of the graph represents the 8 hours of nighttime, where the load power consumption reaches its lowest 

value (100KW to 80KW). Thus, the DG (Fig. 3 Graph 4) is disconnected and the Battery system is connected (Fig. 

3 Graph 3) to deliver stable and continuous power with a maximum value of 100KW  through the 8 hours of night 

using the stored energy from the PV system during the daytime, which reduces the battery Soc from 84% to 50%. 

The Two Modes Comparison: 

Based on the simulation results and the two system comparisons presented in Table 3, it can be concluded that both 
systems can maintain and ensure the continuity of the supply. Moreover, both systems have advantages and 

disadvantages considering the five comparison factors given in Table 3, where the most considerable advantages 

for GIM are the battery charge time and the reliability control and supervision. On the other hand, GCM has better 
PVs exploitation and bidirectional power flow which can reduce the cost with the net metering by selling excess 

power to the grid facility. However, in this study, the most crucial factor to be considered is the reliability and 

supply continuity of our system which make the GIM more efficient and suitable choice due to the relative ease of 

supervision and control management to eliminate unexpected interruption from the main grid regarding the cost 
and the bidirectional power flow. This last, can be improved by implementing more advanced technology and 

resource optimization technics. 
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Table 3. Grid-Connected and Grid-Islanded Mode comparison. 

  Comparison factors Connected mode (GCM) Islanded mode (GIM) 

  Battery charge time          

   

 

During the daytime, the battery charge power 

relies on the PV's excess power, which means 

that the load power consumption will 

determine the battery charging power. 

During the daytime, the DG will constantly supply 

the load with 30% to 40% (MLF) of its rated 

capacity. Thus, the PVs can provide more power to 

charge the battery even faster. 

PV exploitation 

 

100% of PV power can be used all the time, the 

PVs extra energy will be used to charge the 

battery, or it can be sell back to the grid facility. 

Only 100 % of PVs power can be used to charge the 

battery; otherwise, PV power should be reduced. 

Lp >= 30% Pdg + Ppv 

Bidirectional power flow 

 

In GCM, the system can take power when 

needed or inject it and sell it to the grid facility 

when the battery system is fully charged. 

In GIM, the MG is disconnected from the grid. 

Hence, no power can be sell to the main grid. The 

extra power can only be used to charge the battery. 

Otherwise, the system's power must be reduced. 

Reliability 

 

In GCM, our system reliability will be directly 

linked to the main grid reliability, which makes 

the system supervision very challenging and 

vulnerable to unexpected power interceptions 

from the grid facility. 

In GIM, the system reliability only depends on our 

DER's reliability; thus, giving us more control and 

supervision of our system performance and 

reliability. 

Daily cost In GCM, we are only charged for our power 

consumption from the grid. Additionally, Any 

excess power generated by our solar panels can 

be fed into the grid and credited to our account 

(net metering). 

The DG power production dilly cost can vary 

depending on many factors such as the cost of diesel 

fuel, the generator's size, and the maintenance cost. 

However, running the DG with 30% to 40% all day 

to provide synchronization reference factors to the 

PV and the battery will increase the bills.   

5. CONCLUSION  

A case study of the load profile and power consumption estimation of some buildings in our institution (IGEE) was 
used to test and illustrate our EMS algorithm's performance under MATLAB Simulink. Handling peak demand 

while maintaining a reliable and continuous power supply in both modes was the primary goal of our study. The 

obtained simulation results showed that both systems can maintain and ensure supply continuity with comparable 
advantages and disadvantages for each, which makes favoring one system over another vary depending on the usage 

criteria. In our case study, supply continuity was prioritized over all the other criteria, despite the cost and net 

metering limitations. Hence, the relative ease of control and supervision in the GIM makes it a more suitable and 

reliable choice based on our usage benchmarks.  
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Abstract: In this paper we're going to discuss the application DC nano grid in a harbor, to charge small electric 

recreational boats and exchange solar energy between the boats. The main problem is the fact that the 

harbor is quite large, and the charging power at the end of the line could be comparatively high, 

causing a large voltage drop across the line. Furthermore there should be the possibility to exchange 

solar energy between the boats. Therefore we looked for a DC nano grid solution where we can lower 

the voltage drop across the line. The DC nano grid allows us to charge the boats, and also allows us, 

to exchange energy between the boats. The control of this DC nano grid is based on a voltage based 

droop control. This allows us to exchange energy between the boats and to control the level of 

charging depending on the amount of available energy available in the DC grid. Solar power is 

available on most of the boats and is also used to charge the boats and via the DC nano grid also used 
to charge the surrounding boats. 

Keywords: AC grid, DC grid, DC-Nano grid, Caspoc, corrosion, Self-sustainable 

É 2023 Published by ECRES 

Nomenclature  

AC 
DC 

PV 

MPP 

SoC 

Alternating Current 
Direct Current 

Photovoltaic 

Maximum Power Point 

State of Charge 

1. INTRODUCTION  

To make small recreation boats more energy efficient and environmentally friendly, users install solar panels on 

their boats. But often enough nothing happens with the excess energy that is generated by the solar panels. It would 

be useful if the boats could utilize all this energy or return the excess energy to the grid.  
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Currently the boats are charged from an AC grid wall connection, but because of the long lines , there is a sincere 

voltage drop along the line, making it impossible to charge the boats at the end of the harbor. 

At the dock in Vlietstreek at Laakhaven in The Hague[1], Netherlands, there is space for a maximum of 150 boats, 

which are currently charged from the public AC grid. Most of these boats have solar panels for charging their 

onboard battery. However, when the battery is fully loaded, there is excess of potential solar energy, not being 

utilized.  

A DC-Nanogrid could be useful in this situation, as it allows bidirectional power exchange[2]. The excess solar 

energy will be used and redirected to the grid by using this DC-Nanogrid. The main idea is to create a sustainable 

DC-Nanogrid on every boat moored in the Laakhaven. This system can operate independently of the main power 

grid. Furthermore, the boats can charge each other if needed and deliver the surplus power back to the main grid. 

so a larger extended DC-Nanogrid will be created. 

In section 2 we discuss the problem of voltage drop in the current AC grid, for which we introduce an alternative 

system architecture in section 3. In section 4 the concept of the DC grid is explained, which is first simulated in 

section 5. In section 6 the demonstrative setup is shown, which is build inside each boat. 

2. CURRENT SITUATION  

Currently the Vlietstreek has a dock with a total of 150 docking places shown in Figure 1. All of those docking 
spots have available wall sockets for each boat to plug into. At the start of the dock there is a main breaker unit 

which carryôs all the power from one wall socket to the next, to a total of 315 meters at the end of the dock. In 

Figure 1 the path of the dock is shown by the white line drawn on the photograph taken from above. 

 
Figure 8. Docking of the Vlietstreek (Google maps), main grid (white), 15m(blue), 115m(red), 215m(light blue), 315m 

(green).  

Currently at the Vlietstreek there are three main issues with the system: 

1. Voltage drops from 230 Volts at the beginning of the distribution line to 175 Volts at the end of the line. 
2. No power congestion management in the system, and no exchange of energy. 

3. Charging more than two batteries, will trip the main breaker. 

4.  

A. Voltage drop 

In Figure 2, a graph with corresponding colors and distances is displayed, these are 15 meters (blue), 115 meters 

(red), 215 meters (light blue), 315 meters (green). The graph shows 4 different measurement points at different 

distances from the main breaker unit. In this simulation instance 3 boats where plugged in at 15 meters, 215 meters 

and 315 meters to simulate a real life scenario of people coming to the Vlietstreek and charging their boats[3]. 
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          Figure 2. AC voltage drop.     Figure 3. Charge power depends on the number of loads connected.  

Assuming that at the start of the dock there is a 230V RMS value. In Figure 2 (light blue) there is a noticeable 
voltage drop at 215 meter. The voltage at this measurement point is 210V RMS which is 10 percent lower. 

Furthermore at 315 meter a voltage level of 175V RMS is shown. This is dangerously low and is not allowed only 

a 10 percent deviation is allowed according to NEN-1010 norm[4]. 

A too low of a voltage is not safe for the battery, as for the same power level the current level increases. This will 

create excess heat on the battery which is dangerous. The main reasons for the big voltage drop is, when boats are 
docked and plugged in a wall socket, the battery wants to instantaneously fully charge and draw full power. When 

multiple larger loads are connected, the impedanceôs of the cables to the loads are connected in series. This long 

line, with high current demand, develops a large voltage drop across the line. 

B. Power congestion 

At the Vlietstreek the flow of energy is not regulated, This means that the PV solar energy generated by all the 

boats cannot be stored or fed back to the grid. In practice this means a lot of wasted energy. Currently the Vlietstreek 
has a 3 phase 230V voltage 16A line coming out of the main breaker unit this equates to 11kW of maximum power 

rating for the breaker. It is assumed all the charging poles are equally divided over the 3 phases which means each 

pole canôt handle more than 2 boats at a time. In Figure 3 the maximum allowed power, per charging pole, is 
shown(red) and the power delivered to the boats is shown (blue). Looking at Figure 3, 1 Boat is plugged in at 38 

minutes so in the graph it shows a peak to 2.3kW (blue) plugged in, the value 2.3kW was taken from the survey we 

took at the Vlietstreek. The red line in the graph shows the maximum allowed power of the circuit breaker which 
is a 3 phase 16A fuse, which is a total of 5.7kW. At 70 minutes 2 other boats are connected to the system so a total 

of 3 boats are plugged in to the system. Looking at the blue line it shows crossing the red line, meaning the circuit 

breaker trips leaving the system powerless. The circuit breaker trips because the power goes above the allowed 

5.7kW, to a total of 6kW. This is because the power is not regulated in the system. 

3. SYSTEM ARCHITECTURE  

The DC Nano grid at the Laakhaven, The Hague is divided in to three main parts as shown in Figure 4: 

1. The main distribution line will be converted from 230V Alternating Current to a new 48V Direct Current grid.  
2. Boat to boat power distribution in the 48Vdc line through the charging stations.  

3. Creating boat setups which can bidirectionally charge boats or feed it back in to the grid using only available off 

the shelve products. 
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Figure 4. System overview, the green line includes the 350 volt DC grid with bidirectional conversion to the 48 volt DC grid. 

4. DC GRID 

To overcome the voltage drop problem and to be able to exchange  energy among the boats, a DC grid is 
employed[5]. A DC grid with a nominal voltage of 350Volt was installed for the power distribution in the harbor, 

see Figure 5. Inside each boat a DC nano grid of 48 volt is designed and coupled to the 350volt grid via a commercial 

available Buck or Boost converter with contactor, see Figure 6. 

           
                                    Figure5. 350 Volt DC grid.                                                                      Figure 6. Coupling DC grids. 

The 350 volt DC grid is continuously powered from the wall power connected to the AC grid. This unidirectional 

connection provides power to the 350 volt DC grid, whenever there is power demand on the DC grid. The ACDC 

converter[6] is simply maintaining the 350 volt on the DC grid by simple voltage control. No further droop 
control[7] is implemented here. The 48 volt DC nanogrids inside the boats are simply powered from the 350 volt 

grid or from the onboard battery. Depending on the state of charge [SOC] of the battery and the amount of available 

solar power as well as the power demand on the boat itself, there is bidirectional power flow between the 350 volt 

and 48 volt grid. 

If the battery is not fully charged and there is no solar power, the 350 volt DC grid powers the 48 volt grid via  the 
Buck converter, from which the battery is charged and the onboard loads are powered. If the battery is charged and 

there is excess solar power, this energy is returned from the 48 volt grid into the 350 volt grid using the Boost 

converter. The two contactors in Figure 6 control the power transfer. 

The final droop control is implemented in the battery charger, see Figure 7. Depending on the amount of solar 
power, energy from the 48 volt DC grid is used for charging the battery according to the droop characteristic in 

Figure 7. If the battery is fully charged and there is still excessive power, it is transferred into the 350 volt DC grid 

via the contactor and Boost converter in Figure 6.  

Nearby boats, still charging their batteries from the 350 volt DC grid are  then using the energy from the boat which 

is feeding back into the 350 volt DC grid. This amount of power does not have to be delivered from the wall AC 

grid, giving two main advantages 

1. Less power from the main AC grid is required and solar power is shared among the other boats 

2. Less voltage drop, as the power is no also coming from the nearby boats. 
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Figure 7. Droop control for battery charging.      Figure 8. Solar panel power at the harbor during 2021 and 2022 until 

April. 

5. DC-SIMULATION  

The DC simulation[3] gives an indication of what the new system should look like and the solution for the 

Laakhaven. With the simulations made, the values of the components can be chosen, for a realistic use for the boats 

in the Laakhaven and for the demonstrative test. 

A. Droop control  

The simulation of the DC part is done using the droop control of the DC/DC converter of 350V/48V or 350V/24V. 

A droop control should adjust the voltage output so that the system stabilizes, whatever the input voltage is[8, 9]. 

A DC voltage above the nominal value causes it to feed back to the DC-grid and a DC voltage below the nominal 

voltage of the battery causes the voltage to be compensated with the DC-Grid grid 

B. Solar energy Laakhaven  

The solar panels cannot provide constant energy, this can be due to the placement of the solar panels on the boat, 
shadows and location. A research has been done on the generated energy at the location laakhaven. In Figure 8 it 

can be seen that in 2021 in there is about 497kWh of solar energy generated at the location Laakhaven. This result 

is used during simulation to give an indication for the new boats. 

C. Simulation design  

The simulation schematic shown below in Figure 9, is a design of simulated operation of DC Droop control.  The 

simulation is divided into 5 parts. The red part is the DC grid of 350VDC. The blue part is the DC-DC converter of 
350/48 or 350/24 with droop control. The yellow area is the battery. With the battery, there is no DC-DC converter 

placed of for example 24/24 VDC for a stable power supply, because the droop control must receive voltage at both 

ends to work in the simulation. Otherwise the simulation will not work. The green part is solar panel with the MPP. 
The solar panel is set with the data from Figure 7. The DC-DC converter at the load provides a stable power supply 

so that the equipment is not damaged or does not get enough voltage. 
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Figure 9. DC simulation of the Droop Control. 

6. DEMONSTRATION SETUP 

A test set up in the laboratory was build, see Figure 10 and Figure 11, according to the simulation schematic from 

Figure 9. Figure 10 shows the 3D rendering of the setup which represents the a installed installation on a boat, while 

the final implementation is shown in Figure 11 on the right. 

         
Figure 10. Solar inverters, chargers and batteries     Figure 11. Test set up (left) and final application    

                                                                                                                                (right) 

 

The final schematic for the setup is shown in Figure 12. Here contactors are used to connect the commercial 

available inverters and chargers to the DC grid. With the four states in witch the contactors can be switched from a 
microcontroller, charge mode (grid and PV), return to grid mode (PV only), return to grid mode (Battery and PV) 

and fully charged mode (stand-alone). 
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Figure 12. The four connection diagrams with contactors to control the DC grid operation. 

7.CONCLUSION 

Using commercial available solar converters and battery chargers, a DC Nano Grid was build, to charge recreational 
electric boats. In the harbor is a 350 volt DC grid where the boats connect to. Each boat has an internal 48 volt DC 

grid. Using the contactors, power management was implemented, although droop control was not possible using 

the commercially available chargers. The droop control was implemented in the onboard 48 volt DC grid for the 
battery charger and the onboard-loads. Excess solar power can be delivered into the 350 volt grid to charge batteries 

on other boats, and thus saving energy from the main AC grid wall connection. Using commercial available 

components it is possible to build power management systems with a minimum droop control functionality. This 
enabled two of the main goals, firstly, power congestion management to avoid congestion on the wall connection 

and secondly, energy exchange between the boats. 

Acknowledgment 

The authors would like thank initiator Nico Persoon and the The Hague Government for their generous support to 

enable DC applications and accelerating the transition to renewable energy. 

References 

[1] Floating DC Nano Grid (Energiehaven) project page, Available: https://www.linkedin.com/groups/12697654/ 
[2] Y. Ito, Y. Zhongqing and H. Akagi, "DC microgrid based distribution power generation system," The 4th International Power 

Electronics and Motion Control Conference, 2004. IPEMC 2004., Xi'an, China, 2004, pp. 1740-1745 Vol.3. 
[3] Caspoc , Simulation Research. [Online]. Available: https://www.caspoc.com. (Accessed) January 22, 2023. 
[4] Wetten.overheid.nl. 2022. wetten.nl - Regeling - Netcode elektriciteit - BWBR0037940. [online] Available at: 

https://wetten.overheid.nl/BWBR0037940/2022-05-18 [Accessed May 4th, 2022]. 
[5] J. M. Guerrero, J. C. V§squez and R. Teodorescu, "Hierarchical control of droop-controlled DC and AC microgrids ð a general 

approach towards standardization," 2009 35th Annual Conference of IEEE Industrial Electronics, Porto, Portugal, 2009, pp. 4305-4310, 
doi: 10.1109/IECON.2009.5414926. 

[6] P. van Duijsen and D. Zuidervliet, "Grid-tied AC DC Converters and Protection in the DC Grid," PCIM Europe 2022; International 

Exhibition and Conference for Power Electronics, Intelligent Motion, Renewable Energy and Energy Management, Nuremberg, 
Germany, 2022, pp. 1-6, doi: 10.30420/565822205. 

[7] L. Ott et al., "An advanced voltage droop control concept for grid-tied and autonomous DC microgrids," 2015 IEEE International 
Telecommunications Energy Conference (INTELEC), Osaka, Japan, 2015, pp. 1-6, doi: 10.1109/INTLEC.2015.7572406.  

[8] P. J. van Duijsen and D. C. Zuidervliet, "Structuring, Controlling and Protecting the DC Grid," 2020 International Symposium on 
Electronics and Telecommunications (ISETC), Timisoara, Romania, 2020, pp. 1-4, doi: 10.1109/ISETC50328.2020.9301065. 

[9] A. Spaans, D. Zuidervliet and P. van Duijsen, "Droop Control in DC Grids for Kitchen Appliances to avoid Power Congestion," 2022 
8th International Conference on Control, Decision and Information Technologies (CoDIT), Istanbul, T¿rkiye, 2022, pp. 791-796, doi: 

10.1109/CoDIT55151.2022.9804126. 

[10] DC-Lab. (2021). ñDc lab, research dedicated to direct current and power electronics,ò [Online]. Available: http://dc-lab.org. 
(Accessed) January 22, 2023.  



 

235 

Experimental Study of the ORC System with Isobutane (R600a)  

as a Working Fluid 

 
Andrzej Grzebielec 

Warsaw University of Technology, Warsaw, Poland, andrzej.grzebielec@pw.edu.pl, ORCID: 0000-0003-3320-5929 

 

Adam SzelŃgowski 
Warsaw University of Technology, Warsaw, Poland, adam.szelagowski@pw.edu.pl, ORCID: 0000-0003-1017-1949 

 

Ğukasz CieŜlikiewicz 
Warsaw University of Technology, Warsaw, Poland, lukasz.cieslikiewicz@pw.edu.pl, ORCID: 0000-0002-5905-990X 

Piotr Ğapka 
Warsaw University of Technology, Warsaw, Poland,  piotr.lapka@pw.edu.pl, ORCID: 0000-0003-3039-9588 

Mirosğaw SeredyŒski 

Warsaw University of Technology, Warsaw, Poland, miroslaw.seredynski@pw.edu.pl, ORCID: 0000-0002-0341-6250 

 

Cite this paper as: 

Grzebielec, A, SzelŃgowski A, CieŜlikiewicz, Ğ, Ğapka, P, SeredyŒski, M. Experimental study of 

the ORC system with isobutane (R600a) as a working fluid. 11. Eur. Conf. Ren. Energy Sys. 18-

20 May 2023, Riga, Latvia 

 

Abstract: In ORC systems, refrigerants are commonly used as working fluids. However, due to the fact that the 

European Parliament is increasingly restrictive towards f-gases, new solutions should be sought. One 

of the ideas is to use hydrocarbons as working fluids in ORC systems. This paper presents the results 

of experimental studies of a small ORC system using propane - R600a as a working medium. The 

results show that isobutane is well suited to work in ORC systems, and the efficiencies obtained in 
heat exchangers can be even higher than with typical f-gases. The device was filled with 2.6 kg of 

isobutane and generated electricity up to 0.8 kW. During the experiment, the boiling point was 

maintained at a very low level of 60-75 C and still quite good results were obtained. The efficiency 

of the ORC system was 4.5%. It is worth noting that compared to the Carnot cycle for the same 

temperatures, efficiency is 40%.    

Keywords: ORC, isobutane, R600a, energy efficiency, waste heat recovery 
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1. INTRODUCTION  

Organic Rankine Cycles (ORC) implement the basic Rankin cycle. However, instead of water, they use other 

working media. This is due to the fact that they work with a much lower temperature of the upper heat source than 

in a traditional power plant or combined heat and power plant [1]. The most popular refrigerants in ORC systems 
are: R245fa, R236fa, R227ea [2,3,4]. Unfortunately, all these factors have high GWP - global warming potential 

[2,3]. As a result, some of them are already banned in new installations, and others will be banned in the coming 

years. For this reason, device manufacturers are looking for a new solution. It becomes natural to use refrigerants 

from the hydrocarbons (HC) group. While previously used refrigerants were safe for people, non-flammable and 
non-explosive, hydrocarbons are flammable and explosive [5,6]. For this reason, for years they have not been 

treated as good refrigerants or as a medium in ORC systems. Nowadays, however, the use of HC is becoming more 

and more common, in refrigeration (R290, R1270), air conditioning and heat pumps (R290) [7,8,9]. Therefore, as 

part of this project, it was decided to check the possibility of using isobutane in low-temperature ORC systems. 
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ORC systems are used to utilize waste heat with temperatures ranging from 70 to 300 C. This temperatures can be 
also utilized and stored by systems with PCM and TEG [10,11,12], but for ORC system efficiency is an higher 

level.  

Such low temperature range, especially the lower range, would cause steam to work in under pressure even in the 

evaporator. For this reason, low-boiling fluids are used in ORC.  

Figure 1 shows a typical ORC system. The device consists of an evaporator, an expander, a regenerative heat 

exchanger, a condenser and a refrigerant pump.  

 
Figure 1. Typical ORC device. 

This what should be remembered during using flammable fluids in sealed devices - and this is the case in ORC 
systems, it does not mean that the entire environment, automation must meet the EX requirements. The device must 

first of all meet the tightness requirements. But this is the principle of both refrigeration equipment and ORC with 

non-flammable refrigerants too. The only legal restriction for such machines is the location of the device. Therefore, 

a device in which the working medium is, for example, isobutane is an amount exceeding 150 grams must be placed 
outside the building. It should be reminded that in almost 100% of European refrigerators the working medium is 

isobutane, and these devices are located inside buildings (because there is less than 150 grams). 

2. EXPERIMENTAL  SET-UP 

The device was built from commercial components. Plate heat exchangers have been used as evaporator, condenser 

and regenerator. A diaphragm pump with the ability to work up to 200 bar was used, driven by an asynchronous 
motor. The speed of which can be changed using an inverter. A screw expander (Fig. 2) was used in the tests, which 

allowed the output of the generated power outside. Where, by means of a belt transmission, the energy was 

transferred to a DC generator. Figure 3 shows a diagram of the measuring apparatus. It consists of three sub-

systems: the proper ORC system, the system simulating the upper heat source and the system simulating the lower 
heat source. In the proper ORC system, pressures and temperatures are measured between all elements of the device. 

On the other hand, in heat source systems, temperatures and streams of the flowing medium are measured. 
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Figure 2. Screw expander example. 

 
Figure 3. Experimental setup schema 

(T-temperature measurement, P-pressure measurement, f-flow meter, e-electric power meter 

EM-electromagnetic valve, ZZ - check valve, ZS ï service valve) 
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Figure 4. Experimental set-up 

The test stand allowed to: 

¶ Work with or without regenerator; 

¶ Changing the temperature of the upper heat source; 

¶ Changing the temperature of the lower heat source; 

¶ Changing the stream of the medium flowing through the upper heat source; 

¶ Changing the stream flowing through the lower heat source; 

¶ Adjusting the speed of the refrigerant pump in the ORC. 

3. RESULTS 

In previous publications, it was estimated that for a finite heat flux on the side of the upper heat source, the goal is 
not to achieve the highest system efficiency values, but to achieve the maximum generated electric power [6]. For 

this reason, it was checked how the system would behave for various operating parameters of the upper heat source. 

The system was tested in the mode of operation with the regenerator and operation without the regenerator. 

The operation of the system without a regenerator is the simplest possible cycle implemented in ORC systems. On 

the other hand, the use of a regenerator enables the transfer of part of the energy from the line before the condenser 

to the line before the evaporator.  

Figure 5 presents the temperatures measured in the upper heat source for both cases. Figure 6 shows the power that 

was obtained in the upper heat source. 

  
Figure 5. Temperature change in evaporator  

(without regenerator ï left side, with regenerator ï right side) 
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Figure 6. Evaporator capacity 

(without regenerator ï left side, with regenerator ï right side) 

Figure 7 shows the measured isentropic efficiency of the expander. The obtained value is around 40% for the system 

without regenerator and 45% for the system with regenerator. Figure 8, in turn, shows the results obtained for the 

power obtained in the expander - the obtained values oscillated between 500 and 600 W for the system without the 

regenerator and reached almost 800 W for the system with the regenerator. 

  
Figure 7. Expander efficiency  

(without regenerator ï left side, with regenerator ï right side) 

  
Figure 8. ORC Capacity 

(without regenerator ï left side, with regenerator ï right side) 
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Figure 9. ORC Efficiency 

(without regenerator ï left side, with regenerator ï right side) 

* according to evaporation/condensing temperature 

** according to heat sources temperatures 

Figure 9 presents the obtained efficiency values of the entire ORC system. The measured value for the system 

without regenerator oscillated between 3 and 4%, while for the system with regenerator this value was stable at 
4.5%. The graphs also show the Carnot efficiencies in order to illustrate the limits of the system's capabilities for 

such low temperature heat sources. Since the evaporation temperature was deliberately kept low in the system, the 

Carnot efficiency was shown in two ways. The first is related to the vaporization/condensation temperature of 

isobutane. The second is related to the temperature of the upper and lower source at the inlet to the heat exchangers. 

  
Figure 10. Carnot efficiency 

(without regenerator ï left side, with regenerator ï right side) 

* according to evaporation/condensing temperature 

** according to heat sources temperatures 

Figure 10 presents the efficiency results in relation to the Carnot cycle. This parameter is often used to compare 

different circuits. Here, too, the comparison is presented in two ways. 

4. CONCLUSIONS  

As part of experimental research, it was possible to obtain the results of the operation of the ORC device with 
isobutane working medium for a system with a very low temperature of the upper source. The boiling point was in 

the range of 60 to 80 C. It has been proven that this solution has great potential for using this device in commercial 

solutions. In the ORC system without the regenerator, efficiency was achieved at the level of 3-4%, and with the 
regenerator at the level of 4.5%, which confirms that the use of regenerators can increase the efficiency of the device 

by 28% (for the upper source temperature at level 85 C). The use of the regenerator did not reduce the amount of 

heat in the upper heat source, but it increased the efficiency of the expander and allowed for higher power output 

on the expander. 
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The disadvantages of the tested device include the efficiency of the expander - a value of 40-50% was achieved, 
however, this is caused not so much by the construction of the expander, but by too low rotational speed that was 

achieved in the experiment. At higher speeds, the results should improve the results of the entire system. 
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Abstract: As solar energy has become increasingly popular around the world, high-quality PV panels have been 
developed. Modeling and identification of solar cell parameters must be accurate. The use of 

renewable energy is a major factor in increasing energy potential and protecting the environment in 

many countries. Solar energy accounts for a significant share of renewable energy. In order to avoid 

an increase in production costs, the issue of increasing the efficiency of photocells was on the agenda. 

It is crucial to correctly evaluate solar cells' parameters to determine their efficiency. Experimental 

data on polycrystalline silicon solar cells are presented in this paper. The results of the simulation 

experiment of individual solar cells and polycrystalline cells via the NI Multisim simulator are 

presented. 

Keywords: Solar sell, photovoltaic, Fill Factor, Current - Voltage characteristics 
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1. INTRODUCTION  

In recent years, there has been increasing scientific interest in the efficient use of solar energy to prevent the cost 

of manufacturing photovoltaic converters from increasing. To this end, new silicon-based structures have been 

introduced to reduce optical and recombination losses [1ï3]. In the production of photovoltaics, it is crucial to 
accurately calculate the parameters that characterize the solar cell. One of the most important parameters that 

determine the efficiency of a photoelectric converter is its current-voltage characteristic. It is therefore essential to 

study solar photovoltaic parameters such as short-circuit current (SC), no-load voltage (VOC), fill factor (FF), and 

the efficiency of converting solar energy into electricity [5]. 

Silicon is the most commonly used semiconductor material in solar cells due to its high efficiency, low cost, and 

long service life. Manufacturers of silicon solar cells offer warranties of more than 25 years if the cells produce an 

average of more than 80% of their maximum power [6]. However, other semiconductor materials such as cadmium 
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telluride (CdTe) are also widely used in solar cells. While CdTe solar cells are less efficient than silicon solar cells, 
they can still be effective under certain conditions [8]. Additionally, thin-film solar cells are commonly used in 

practice, and they are made by depositing one or more thin layers of photovoltaic material onto a substrate material, 

which is often glass, plastic, or metal. 

Recent research has found that one way to increase the efficiency of photovoltaic cells is by stacking multilayer 
semiconductors, similar to how solar cells are made. Each layer has its own frequency band, which enables it to 

absorb a different part of the solar spectrum and make more efficient use of solar energy. For instance, III -layer 

solar cells can achieve efficiencies of approximately 40% [5]. While the manufacturing technology for these cells 

can be challenging and expensive, photovoltaic materials become more efficient as light becomes more 
concentrated. Therefore, higher overall efficiency can be achieved with concentrated photovoltaic (CPV) cells and 

modules [4,7]. 

A recent study published in the journal Energy & Environmental Science found that the use of nanowires in 

photovoltaic cells could significantly improve their efficiency [8]. Nanowires are tiny, wire-like structures made of 
semiconductor materials that can be used to capture and transport electrons in a photovoltaic cell more efficiently 

than traditional solar cell materials. While nanowire-based photovoltaic cells are still in the experimental stage, 

they show promise for improving solar energy conversion efficiency. 

2. THEORY 

Short-circuit current (SC) is the maximum current that a solar cell can produce under short-circuit conditions, 

meaning that the positive and negative terminals of the cell are directly connected without any load. The short-

circuit current is directly proportional to the intensity of the incident light and the active area of the solar cell. 

No-load voltage (VOC) is the maximum voltage that a solar cell can produce when there is no current flowing 

through it, or in other words when it is operating in an open-circuit condition. The no-load voltage is directly 

proportional to the energy of the incident light and the type of semiconductor material used in the solar cell.  

Fill factor (FF) is a measure of how effectively a solar cell can convert sunlight into electrical power. It is defined 
as the ratio of the maximum power output of a solar cell to the product of the short-circuit current and the open-

circuit voltage. The fill factor is affected by factors such as the electrical resistance of the cell, the presence of 

defects in the semiconductor material, and the uniformity of the cell. 

The efficiency of converting solar energy into electricity is the most important parameter of a solar cell. It is the 

ratio of the electrical power output of a solar cell to the energy of the incident light. The efficiency is affected by 
several factors, including the spectral response of the cell, the thickness and quality of the semiconductor material, 

and the design of the cell. Increasing the efficiency of solar cells is essential to reduce the cost of solar energy and 

make it a more competitive alternative to fossil fuels. 

The p-n junction, which is formed by placing p- and n-type semiconductors in close contact with each other, is a 
crucial component of a photovoltaic cell. The electric field created at the border of the p-n junction accelerates 

minor charge carriers, which generate drift currents, while the main charge carriers create diffusion currents [4].  

0

U

i

I˲˦̅

     
                                                      a)                                                                                    b) 

Figure 1. a) current-voltage characteristic of a semiconductor diode at a p-n junction, b) current-voltage characteristic of a 
diode manufactured by Toshiba (1BH62), taken in the National Electronics company's Multisim simulator 
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In the theory of semiconductors, it is stated that the current-voltage characteristic of an ideal ὴ ὲ junction is 

described by the Shockley equation [4]: 

Ὥό Ὥ Ὡὼὴ ρȟ                                                                      (1) 

where e is the electron charge, Ὧ  is the Boltzmann constant, Ὕ is the absolute temperature. Since at room 

temperature, the thermal voltage is:  πȢπςφ, therefore, at positive voltages greater than 0.1 V, in equation (1) 

the right side in brackets can be neglected compared to the exponential term 1. In the case of non-polarity, on the 

contrary, the exponential term can be neglected, comparing it with 1. We conclude that with reverse polarity, the 
tail current, which is created by minority charge carriers, is practically independent of the voltage change and is 

equal to the saturation current. The expression "p-n junction open at the direct current" is derived because a 

relatively large current flows through it. On the other hand, with reverse bias, the current is small, and the p-n 

junction is said to be closed. The value of the reverse voltage at which the reverse voltage is zero is called the cutoff 

voltage. 

At a certain value of the reverse voltage, an electrical breakdown of the ὴ ὲ junction is possible. fig.1. a) the 

current-voltage characteristic of the p-n junction is shown. which is non-linear. The nonlinearity of the light source 

is such that the direct and reverse are significantly different from each other. This means that the properties of the 
p-n junction change dramatically when the polarity of the external voltage changes. In other words, the p-n junction 

has unidirectional conduction. 

Table 1. Dependence the open circuit voltage to temperature 

N ╘ȟ A ╘ȟ ɛA ▪ ╣, K ◊▫╬, V 

1 

Ὡ  στȢψ ρ 

300 0.27 

2 400 0.36 

3 500 0.451 

4 600 0.541 

5 700 0.631 

6 800 0.721 

7 900 0.811 

8 1000 0.901 

Short circuit current and open circuit voltage is the maximum current and voltage of the solar cell. At this time, the 

power of the solar battery is zero. One of the important parameters is the "fill factor" - "FF", which is defined as 

the ratio of the maximum power of the solar cell to the product of ό  and Ὅ  [6]: 

ὊὊ ,                                                                                    (2) 

ό  ï is open circuit voltage. It is maximum and at this stage solar cell current is zero. An equation for ό  is found 

by setting the net current equal to zero in the solar cell equation to give: 

ό ὰὲ ρ,                                                                              (3) 

Ὅ ï is Light Generated Current, Ὅ - Dark Saturation Current, ὲ - Ideality Factor.  So, if we consider that Ὅ Ὡ  

A, Ὅ στȢψ ɛA, ὲ ρ, we can easily calculate ό  for different temperatures (table 1). It can be seen from the data 

in the table that the open circuit voltage ό  depends on the saturation current of the solar cell and the light 

generation current. In turn, the value of saturation current Ὅ depends on the recombination factor of the 

semiconductor material of the solar cell. 

Theoretical calculations were made based on standard parameters of crystalline silicon. Ὅ= 350 ɛA, ό =0.67 V. 

If we consider that the solar cell likes as an ideal diode, the fill factor can be calculated as a function of open circuit 

voltage ό   [7]: 
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ὊὊ
ὠ ÌÎ ὠ πȟχς

ὠ ρ
πȢψτ 

where  

ὠ
ήό

ὯὝ

πȟφχ ὠ

πȟπςυψ ὠ
ςφȢψ 

is normalized voltage. 

The efficiency of converting solar energy into electrical energy can be calculated by the formula: The conversion 

efficiency is calculated as the ratio between the maximum generated power and incident power: 

–
Ͻ  

ρωȟχϷ                                                               (4) 

where ὖ Ὅ ϽὊὊ ὠ  - the maximum generated power, ὖ  Ὅ   - is irradiance of incident light.  

3. EXPERIMENT  

Experiments were performed on the regular solar cell, found on the market, with the following characteristics: 

sample manufacturer ï NUZAMAS, dimensions - 90x60x2mm, with area ὃ υτ cm2, ό  6 V, ὖ πȢφ  
W. Using the multimeter, we measured ό , Ὅ , Ὅ  (current at maximum power point), ό  (voltage at 

maximum power point) and by changing resistance measured current voltage at different values of external 

resistance.  

As a result: Ὅ τωȢω ɛA, ό υȢρ V, Ὅ =34,8 ɛA, ό =3,9 V. Using these results fill factor and conversion 

efficiency (ɖ) were calculated: 

ὊὊ
Ͻ

Ͻ

ȢϽ Ȣ

ȢϽȢ
πȢυρ, 

–
Ὅ Ͻό ϽὊὊ

Ὅ

τωȢωϽυȢσϽπȢυρ

ρπππ
πȢρσ ρσϷȢ 

Volt-ampere characteristics of the solar cell are shown on Fig.2 a):   

 
                                               a)                                                                                                         b) 

Figure 2.  a) characteristics of solar cell manufactured with NURZAMAS:  I-V (1) and P-V (2) Ὅ τωȢω ɛA, ό υȢρ V, 

Ὅ =34,8 ɛA, ό =3,9 V; b) characteristics of solar module with the specification of the PV module at STC (1000 W/m 2 

and 250C): ὖ  = 50 W, ό = 18.2 V, Ὅ  = 2.7 A, ό  = 22.7 V, Ὅ  = 3.1 A 
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We conducted a comparison experiment on the solar module with the specification of the PV module at STC (1000 

W/m 2 and 250C): ὖ  = 50 W, ό = 18.2 V, Ὅ  = 2.7 A, ό  = 22.7 V, Ὅ  = 3.1 A, Minimum Bypass diode 

= 12 A, Maximum series due = 10 A, Power tolerance = 0-3% (fig.2 b). To calculate the surface area of the solar 

cell, we can use the formula: 

ὊὊ
ό ϽὍ

Ὅ Ͻό

ρψȢςϽςȢχ

ςςȢχϽσȢρ
πȢχς 

next, we can calculate the surface area of the solar cell: 

ὃ  
Ὅ Ͻ ό Ͻ ὊὊ

ὖ

σȢρϽςςȢχϽπȢχς

υπ
πȢυπςψ ά  

Finally, we can calculate efficiency:  

–
ὖάὥὼ

ὃϽρπππ
ρππϷ

υπ

πȢυπςψϽρπππ
ρππϷωȢωτϷȢ 

Thus, to make a comparison between the solar cell with NURZAMAS parameters and the solar module with STC 

specifications, we need to consider the characteristics of both devices. The solar cell with NURZAMAS parameters 

has dimensions of 90x60x2mm and an area of 54 cm2. It has a maximum voltage of 6 V and a maximum power of 
0.6 W. The solar module with STC specifications has an area of typically 1 square meter and is designed to operate 

at standard test conditions (STC) of 1000 W/m2 and 25ÁC. The module has a maximum power output, which is 

dependent on the specific model and manufacturer. Important conclusions that can be made based on this 
comparison are: 1. The solar cell with NURZAMAS parameters is a small-scale device, suitable for use in low-

power applications or in small portable electronic devices; 2. The solar module with STC specifications is designed 

for use in larger-scale applications, such as residential or commercial solar power systems; 3. The efficiency of the 

solar module is less (9.94%) than that of the NURZAMAS solar cell (13%), as modules typically have better 
efficiency due to their optimized design; 4. Both devices have different characteristics and applications, and the 

choice between them will depend on the specific requirements and constraints of the application. 

4. SIMULATION EXPERIMENTS  

For comparison, here are three models of solar photovoltaic (PV) cells, on which a simulation experiment was 

carried out in the NI Multisim simulator. A solar cell is represented as an ideal current source with a semiconductor 

diode and load resistance connected in parallel. 

Two DC power supplies are connected to the model: Virrad represents the illuminated level at which 1000 V = 

1000 W/m2, and Vbias allows you to change the offset point for measuring output Current ï Voltage Characteristic. 

In a real application, Vbias will be replaced by a load (fig.3). 

 
                        a)                                                              b)                                                       c) 

Figure 3. a) Solar sell model simulation in NI Multisim. Ὅ σȢτ άὃ, The reverse saturation current Ὅ ρπ άὃ, solar 

cell area is ὃ  ρ cm2  ,  b) PV cell circuit; c) Solar sell connected in series. Simulation model in NI Multisim. The short 

circuit current: Ὅ σȢψχ ὃ, The series resistance Ὑ πȢτχ  , The shunt resistance: Ὑ ρȢσφυ Ὧ , The temperature 

coefficient of the power: Ὧ πȢυ πȢπυ, The number of solar cells in series: ὲ χς 
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                                                      a)                                                                            b)                                                        

Figure 4. a) Current ï Voltage (1) and Power ï Voltage (2) characteristics for the individual solar cell; b) Figure 7. The 

effect of temperature on the Current-Voltage characteristics of the solar cell 

Solar cells, like semiconductor devices, are sensitive to temperature. An increase in temperature decreases the band 

gap of the semiconductor, so the electronic energy increases. The solar cell's temperature increase is most affected 
by the open circuit voltage. The effect of increasing temperature is shown in Fig. 4 b) and Fig. 5 a).  In figure 5 b) 

presents Power ï Voltage characteristics for different temperatures (ρπυπὅ ).  

  
                                           a)                                                                                      b)                                                        

Figure 5. Simulation modeling of the solar module: a) Current ï Voltage characteristics for different temperatures; b) 

Power ï Voltage characteristics for different temperatures  

The fill factor is an important parameter that characterizes the performance of a solar cell (fig.6). It represents the 
efficiency of the solar cell in converting sunlight into electricity, and is defined as the ratio of the maximum power 

that can be obtained from the solar cell to the product of the open circuit voltage and short circuit current. 

 
                                               a)                                                                                 b)                                                        

Figure 6. Simulation modeling of solar module (Ὕ ςυὅ): a) Current ï Voltage characteristics for different FF; b) 

Power ï Voltage characteristics for different FF 

 

 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

248 

5.CONCLUSIONS 

Solar cell parametersô dependence on the photoelectric properties of semiconductors was studied. Using 
experimental results, the volt-ampere characteristic chart was created and from this chart short circuit current, open 

circuit voltage, fill factor and conversion efficiency were defined. Polycrystalline Silicon Solar Cell parameters 

were calculated theoretically. Theoretical and experimental results showed that ordinary solar cells, found on the 
market, have low fill factor and conversion efficiency and in most cases, they produce less electric current and 

voltage than according to the model description from the manufacturer datasheet. The manufacturer of a PV system 

usually provides information on open circuit voltage, short circuit current, and maximum power points. Though 

knowing specific parameters (fill factor (FF) or conversion efficiency) of PV cells is crucial for performance 

evaluation, control, efficiency computations, and maximum power point tracking of solar PV systems. 

Simulation experiments were performed using NI Multisim. The volt-ampere characteristic is constructed for 

individual photovoltaics and for a solar panel model (polycrystalline photovoltaic) consisting of several individual 

photovoltaics. it is shown that under laboratory conditions the current-voltage characteristic of photovoltaics is 

similar to ideal. 

Finally, it's worth noting that the performance of a solar cell can be improved by using various techniques, such as 

anti-reflection coatings, surface texturing, and material doping. These techniques can help increase light absorption, 

reduce reflection losses, and improve the collection of charge carriers. 
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Abstract: Solid-state lighting technology with LED equipment is the principal tool in the energy efficiency 

of public lighting systems. Particularly in Ecuador, state policies establish the exclusive purchase 
of LED systems from 2023, except for special projects. Ecuador has a large amount of 

biodiversity. National parks rich in flora, fauna, and natural wealth, are protected by international 

institutions and agreements such as UNESCO, CBD, CITES. However, the measure of energy 
efficiency, in general, is the reduction of electricity consumption. In this article, aspects such as 

the correlated color temperature in lighting in protected areas, light pollution, and reduction of 

energy quality due to harmonic distortion are considered, analyzed, and discussed in addition to 

energy consumption. It developed measurements of the electromagnetic spectrum of light sources. 
The high CCT can change some cycles of ecosystems. Additionally, the research found 

measurements of light pollution from the night skies and a considerable presence of harmonic 

distortion in the electrical network. The use of simulation in the prediction of the behavior of these 
variables presents an alternative to preserve protected environments and the quality of energy 

supply maintaining energy savings. 
Keywords: energy efficiency, harmonic distortion, light pollution, LED, environment 

É 2023 Published by ECRES 

1. INTRODUCTION  

The energy efficiency of public lighting systems is a relatively new goal in some countries of the world [1ï3]. 

Regions like the European community have seen this transition for some years ago. However, Central America and 

South America regions have recently started their changes [4]. Ecuador, for example, since 2023 has determined 

https://orcid.org/0000-0002-6779-4293
https://orcid.org/0000-0002-6779-4293
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that purchases for public street lighting will be exclusively with the use of LED technology except for specific 

projects [5]. 

Efficient lighting is a subject analyzed from the technological and design aspect. The first stage of analysis is from 

the point of view of the light sources. The SSL (solid-state lighting) technology with its greatest exponent, the LED 

(light-emitting diode), is today the most widely used technology for energy saving in lighting without affecting 
lighting levels. However, the second stage of analysis discusses the lighting design topic. The lighting design must 

be according to the activity and the users. In most cases, standards such as CIE 115 [6] promote recommendations 

on the levels that are required in street public lighting. 

A great number of natural reserves in the world for its biodiversity are in various countries of South America [7]. 

Generally, some international treaties and organizations are responsible for protecting this natural wealth in 
different countries. Ecuador, for example, has 11 protected nature reserves (national parks) [8]. The most 

emblematic is the Galapagos National Park. It has national and international protection agreements such as the 

United Nations Educational, Scientific and Cultural Organization (UNESCO), Convention on Biological Diversity 

(CBD), Convention on International Trade in Endangered Species of Wild Fauna and Flora (CITES), among others. 

Efficiently lighting in protected areas is a real challenge. Energy efficiency is usually associated with the reduction 

of electrical energy consumption. However, in protected areas, different parameters should be considered. There is 

a significant influence on night sky pollution, the electromagnetic spectrum of the lighting sources disturbs different 

ecosystems, and the harmonic distortion produces a poor quality of energy in the lighting dimming processes. 

2. METHODOLOGY  

The parameters of interest are analyzed through measurements in the Galapagos National Park of Ecuador. The 
brightness of the night sky was measured using a Sky Quality Meter SQM-LU-DL at 2 points with a lighting system, 

also having a measurement in an area far from lighting systems as a control group. The electromagnetic spectrum 

of the luminaires installed in these lighting systems was measured with a StelarNet UVIR spectrometer. 
Subsequently, using a mathematical approach, its correlated color temperature (CCT) was calculated. Total 

harmonic distortion was measured with a METREL 2892 power analyzer. In this case, an installed luminaire was 

isolated in the laboratory and powered with a LISUN LSP-15kVA adjustable source. The results were compared 

with the total harmonic distortion (THD) of the dimmed luminaire at 60% of its nominal luminous flux value. It is 
important to measure in the laboratory since THD measurements are sensitive to various parameters such as 

temperature [9]. Finally, through a simulation in Dialux, the analysis of the photometric behavior of the actual 

installation is carried out. A new installation is proposed that allows contributing to the solution of the problems of 

the parameters of interest, maintaining the lighting service with the required levels. 

3. RESULTS AND DISCUSSIONS 

Night sky quality 

Values of night sky brightness Ὓ measured in  were obtained during 13 days and nights. Temperatures vary 

approximately from 28 ᴈ during the day to 16 ᴈ degrees at night (see in Fig. 1). The measuring equipment is not 

affected by the environment in this temperature range. 
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Figure 1. Behavior of the temperature in the measurement zones (left). Measured night sky brightness values (right). 

Figure 1 shows that the same levels of sky darkness are reached every night. It is found that at the darkest point of 

the nights monitored in the two sampling areas, the highest value of Ὓ  is ςπȢχ . Which implies a 4.5 on the 

Bortle scale or a visibility of the Milky Way with lacks details. The reference measurement was carried out in a 

sector of the national park without lighting close to 3 km in all directions and an Ὓ value of ςρȢυ  was 

observed, corresponding to a scale of 2 on the Bortle scale. That is a visibility of the milky way rich in detail. 

Light pollution produced by uncontrolled lighting is affecting the sharpness of the night sky in a protected national 
park on 2 levels of the Bortle scale. One of the factors that can affect these measurements is the inclination of the 

luminaires in the system. At the moment they are with an angle of inclination of 15Ü. This angle is usually useful to 

meet street lighting levels both in luminance values and uniformities. However, it allows a certain amount of 

luminous flux to exit towards the sky, which can cause the measured behavior. 

Electromagnetic spectrum and correlated color temperature 

The electromagnetic spectrum of 11 installed luminaires was obtained (see in Fig. 2). It was found that qualitatively 

the spectra of the set of luminaires is very similar. 
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Figure 2. Electromagnetic spectrum of the installed LED luminaires, each color is a different luminaire. 

To quantify the similarity obtained, the CCT is calculated. For this, given an electromagnetic spectrum ɮ ‗, were  

‗ is wavelength, the parameters ὢ, ὣ, and ὤ must be found according to Eqs. [1-3]. 
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ὢ Ὧ ɮ ‗ὼӶ‗ɝ‗ (1) 

  

ὣ Ὧ ɮ ‗ὼӶ‗ɝ‗ 
(2) 

 

ὤ Ὧ ɮ ‗ὼӶ‗ɝ‗ (3) 

Where, ὼӶ‗, ώ‗, and ᾀӶ‗ are defined in CIE 15 [10], and Ὧ is defined in Eq. [4]. 

Ὧ
ρππ

В ɮ ‗ώ‗ɝ‗
 

 

(4) 

Then, calculate the ὼ and ώ parameters using Eqs. [5-6] 

ὢ

ὢ ὣ ὤ
 

 

(5) 

ώ
ὣ

ὢ ὣ ὤ
 

 

(6) 

Finally, using equation Eq. [7] calculate the TCC. 

Ὕὅὅὥ
ὼ ὼ

ώ ώ
ὦ
ὼ ὼ

ώ ώ
ὧ
ὼ ὼ

ώ ώ
Ὠ (7) 

Where, ὼ πȢσσςπ, ώ πȢρψυψ, ὥ τσχ, ὦ σφπρ , ὧ φψφρ , Ὠ υυρτȢσρ. These values are 

suggested by [11]. 

It was obtained that the average CCT of the luminaires in nominal operation is 6051 K and when they are dimmed 
to 60% the CCT is 6218 K. According to NOM-031 [12], there are CCT intervals where the user can consider that 

the color is the same. In this case, φυσς + υρπ + is accepted. Therefore, there is no perceptible variation by the 

user in color temperature when the system has been dimmed. 

Although for human users this color temperature does not have much influence since it is a transit street, ecosystems 
are seriously affected [13], [14].  Several species of invertebrates, bats, and turtles can be affected by the blue 

radiation of LED luminaires [14]ï[17]. Figure 2 clearly shows an important load of blues represented in CCTs 

greater than 6000 K. This can significantly affect the natural functioning of ecosystems on national parks. 

Power quality in dimming 

Power quality is one of the main problems when using LED technology [18]. LED luminaires need to convert AC 

voltage to DC. The driver is the element that is in charge of this conversion, but it introduces harmonics in the 
network. One way of quantizing is called Total Voltage Distortion (THDv) and the other is Total Current Distortion 

(THDi). In the dimming process, the light emitted by the luminaire is reduced and, in general, its power is also 

reduced. This dimming can alter the energy quality in the electrical network. 

From the measurements obtained, it is observed that at reduced power the amplitude and order of harmonics 
increase. Figure 4 shows the increases in THDv and THDi during the dimerization process. This causes a greater 
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deformation of the current wave, the reference were the signal of nominal power voltage and current meet in Figure 

3. 

 
Figure 3. The red line is voltage signal (left) and current signal (right) with the harmonics in nominal power. The black 

signal is fundamental voltage (left) and current (right) at 60 Hz frequency.  

A total harmonic distortion of voltage for nominal and reduced power is 4.69%. Both nominal and reduced power 

are complying with THDv according to IEEE 519 [19].  

 
Figure 4. The red line is voltage signal (left) and current signal (right) with the harmonics in reduced power. The black 

signal is fundamental voltage (left) and current (right) at 60 Hz frequency.  

The THDi of nominal power is 46.5% and 99.17% for reduced power. The luminaire at nominal power presents a 

distorted current wave (see in Fig. 1). However, when its power is reduced, its amplitude of the third harmonic 

increases by around twice, causing a greater distortion of its current (see in Fig. 2). It is known that the main effect 
of the third harmonic is increase the current in neutral line which results in higher current and losses in the 

distribution network. The organizations in charge of managing lighting systems must be aware of the number of 

luminaires installed per circuit to comply with the regulations, especially with dimmer or reduced power 

Lighting design proposal 

The street lighting class is M6, according to the criteria contained in the CIE 15 [6]. A roadway R3 is considered 

with a coefficient reflectance of q0=0.07, with two lanes of 7m each. According to Table 1, the two installations, 
the current one and the proposed one, comply with the requirements demanded in CIE for class M6. However, the 

proposed installation presents better efficiency in the LED luminaires. With the existing infrastructure, the luminous 

flux can be lowered with the proposed luminaires (2200 K) and at the same time meet the lighting quality criteria. 

Table 1. Installation arrangement and lighting performance for each stage 

Street Arrangement Lighting performance 

Stage 
TCC 

[K] 

Luminous 

flux  

(Luminaire) 

[lm] 

Luminaire  

Wattage 

[W] 

Efficiency 

[lm/W] 

Height 

[m] 

Overhang 

[m] 

Boom  

Angle 

[Á] 

Boom 

Length 

[m] 

Lav 

[cd/mĮ] 
U0 Ul 

TI 

[%] 

Ó  

0.30 

Ó 

0.35 

Ó 

0.40 

Ò 

15 

Actual 6000 4672 44.0 106.2 8.250 -0.650 15.0 0.5 0.38 0.37 0.4 8 

Proposed 2200 2960 23.9 123.8 7.482 -0.650 0.0 0.5 0.3 0.47 0.43 10 
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4. CONCLUDING REMARKS  

The results and the preliminary analysis show that the parameters of interest of the installation are a clear affectation 
on the ecosystem of the natural park and the quality of energy. The electromagnetic spectrum of the installed LED 

luminaires and the position of their installation affect the biological cycles of some species and also the pollution 

of the night sky. The dimming process reduces the power quality of the electrical network. The proposal presented 
shows that, by changing the CCT to values lower than 3000 K and the installation angle of the luminaire from 15Ü 

to 0Ü, the impact on the ecosystem and pollution of the night sky can be reduced. By controlling the THD at the 

time of dimerization, contamination of the electrical network would be avoided.  It was done while maintaining the 

quality of the lighting system at the required lighting levels. 
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Abstract: With the continuous advancement of digitalisation, digital finance has played an important role in the 

field of production and life. By collecting data and constructing a transmission mechanism, this article 
uses a two-way fixed-effects model to analyse the relationship between digital finance and industrial 

green total factor productivity, and further explores the reasons for the different results in different 

regions. Based on the findings, the paper offers constructive suggestions to the government in terms 

of accelerating the process of digital finance and improving industrial green total factor productivity. 
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1.INTRODUCTION  

Since the 21st century, with the rapid development of global industry, environmental issues are becoming 

increasingly prominent and pose a serious threat to public health [1]. Considering this background, sustainability 

mindset has attracted public attention; resources and environment are no longer simply endogenous variables 
affecting economic development [2], but have become the greatest rigid constraints on economic and social 

development. As one of the most industrialized countries in the world, Chinaôs environmental problems are a matter 

of great urgency [3]. In addition, Chinaôs long-standing path of sloppy growth that relies on consuming resources 

and polluting the environment has ended [3]. In 2015, China has brought together economic development and 
sustainable development, seeing them as driving forces for each other. It implies that the growth of total factor 

productivity will become the most significant driving force of Chinaôs economic growth in the future [4], while 

resources will be used more efficiently and the environment will be better protected, thus achieving sustainable 

economic development. 

It is well known that finance is an important part of the economic system[3,5]. However, Chinaôs financial system 

still suffers from a number of problems and pitfalls, and there is severe scale discrimination and ownership 

discrimination in the allocation of financial resources. Considering Chinaôs current stage of slowing economic 
growth and economic structural transformation, improving the quality of China's financial system is an important 

part of meeting the needs of society. In recent years, thanks to the urgency of digital transformation, artificial 

intelligence, blockchain and other digitization skills, Digital Finance has emerged and become a powerful 

complement to the traditional financial system [6].  

mailto:1041246598@shu.edu.cn,
mailto:1041246598@shu.edu.cn,
mailto:chenjun1@shu.edu.cn,
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The possible innovations and contributions of this paper are as follows: first, based on the two-way fixed effect 
model, the impact of digital finance on industrial green total factor productivity is discussed from the perspective 

of real economy. Second, on the basis of theoretical mechanism analysis, we explore the intermediary channels of 

technological innovation, industrial structure and entrepreneurial vitality, and expand the depth of existing research.  

2.THEORETICAL MECHANISM  

2.1.Direct Action Mechanisms 

Digital finance can accelerate the free flow and effective allocation of capital, information, digital and other factors. 
It provides more efficient and convenient financial services for economic agents, thus enhancing the industrial green 

total factor productivity. Based on the above analysis, hypothesis 1 is proposed in the following. 

Hypothesis 1: The development of digital finance is conducive to enhancing industrial green total factor 

productivity.  

2.2. Indirect Mechanism of Action 

2.2.1 Technological Innovation 

Technological innovation activities are characterized by high risks, long cycles and high investment. digital finance 

can also bridge the supply and consumer sides, providing direct feedback from consumersô product demand to 
producers, which in turn forces enterprises to increase technological innovation [8] and improve the efficiency of 

innovative products to the market. Based on the above analysis, hypothesis 2 is proposed in the following. 

Hypothesis 2: Digital finance can improve industrial green total factor productivity by promoting 

technological innovation. 

 

2.2.2 Industrial Structure  

Digital finance can promote the development of high-tech industries which have high technological content and 

high added value, and their development will also contribute to industrial total factor productivity improvement. 

Based on the above analysis, hypothesis 3 is proposed in the following. 

Hypothesis 3: Digital finance can enhance industrial green total factor productivity by promoting industrial 

structure upgrading. 

2.2.3 Entrepreneurial Vitality.  

The rapid development of digital finance provides fresh opportunities for startups to finance and promote 

entrepreneurship development. Based on the above analysis, hypothesis4 is proposed in the following. 

Hypothesis 4: Digital finance can enhance industrial green total factor productivity by stimulating 

entrepreneurial dynamics. 

3.MODELS AND VARIABLES  

3.1.Model Construction 

3.1.1.Green Total Factor Productivity Measurement Model 

Traditional DEA or SBM models cannot handle the situation that both input and output variables have radial and 

non-radial characteristics, so the EBM (EBM-based metric) model proposed by Chen et al [7] is adopted. The model 
can consider the radial ratio of the target value and the actual value at the same time, and handle the radial and non-

radial relaxation changes between the input and output elements at the same time, so as to improve the relative 
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comparability of DMUs. However, when there are multiple input and output indicators, the EBM model measures 
the result so that the efficiency value of multiple decision units is 1 at the same time, and vertical comparison cannot 

be made. In order to improve the comparability of dmu and consider the complexity of the relationship between 

industrial economy, energy and environment, EBM model is further constructed on the basis of EBM model, 

including the undesired output EBM model as follows. 
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1  

3.2.Variables Selection 

All data are from China Statistical Yearbook, China Statistical Yearbook of Energy, China Statistical Yearbook of 

Industry, China Statistical Yearbook of Environment, China Statistical Yearbook of Science and Technology, 
Peking University Digital Comprehensive Finance Index (No.3 (2011-2020). Some missing data are completed 

through interpolation. Descriptive statistics of the data are shown in Table 1. 

Table 1.  Results of descriptive statistics of the data 

Variable types Variables Symbol 
Sample 

size 

Average 

value 

Standard 

deviation 
Minimum Maximum 

Explained variable 
 

Green total 
factor 

productivity 

gtfp 300 1.3586 0.5763 0.7639 5.6340 

Core explanatory variable Digital finance dfi 300 5.2193 0.6683 2.9085 6.0683 

Mediators 

Technological 

innovation 
tec 300 0.1033 0.0527 0.0202 0.3516 

Industrial 

structure  
ins 300 0.4055 0.8487 0.0167 7.9231 

Entrepreneurial 

dynamism  
ena 300 8.1439 1.4250 3.7842 10.5976 

Control variables 

Level of 

industrialisation  
indl 300 0.4097 0.0807 0.1597 0.6196 

Human capital hc 300 9.2360 0.8940 6.7665 12.6811 

Infrastructure infra 300 0.0651 0.0559 0.0198 0.2901 

Foreign trade open 300 0.2743 0.2898 0.0076 1.4638 

Environmental 

regulation 
reg 300 12.1034 12.3761 0.0855 110.3387 

 Urbanisation urb 300 0.5901 0.1222 0.3504 0.8958 

4.EMPIRICAL RESULTS AND ANALY SIS 

In order to ensure the scientific and credibility of the regression estimation results, the panel regression model is 
selected by using Hausmann test. The results show that the null hypothesis of the fixed effect model. Therefore, we 

choose the fixed effects model. Panel fixed effect model 1 tests the impact of digital finance on industrial green 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

258 

total factor productivity. In order to avoid multicollinearity of explanatory variables, step-up regression method was 

adopted for variable selection and regression analysis, and the estimated results were shown in Table 2. 

As shown in column (1) of Table 2, under the condition of controlling time and individual fixed effect, only the 

influence of digital finance on the total industrial green factor productivity is considered, and the influence 

coefficient is significantly positive at the 1% level. After gradually adding control variables, the benchmark 
regression test results as shown in column (7) are finally obtained. Comparing the regression results in column (1) 

with those in column (7), there is at least a positive significance level of 10% except for column (4), although there 

is a specific change in the effect of the size of the digital finance coefficient. In addition, after the introduction of 

control variables, the significance level is improved, which indicates that the total green factor productivity of 

digital finance industry has a significant impact, and preliminarily verifies hypothesis 1. 

Table 2  Results of the benchmark regression 

Variable (1) (2) (3) (4) (5) (6) (7) 

dfi 
0.4435* 

(1.7987) 

0.3980* 

(1.6970) 

0.4454* 

(1.9104) 

0.2150 

(0.9459) 

0.5167**  

(2.0114) 

0.5160**  

(2.0056) 

0.6091**  

(2.3425) 

indl  
7.1522***  

(5.3602) 

6.9360***  

(5.2361) 

6.1887***  

(4.8572) 

6.0105***  

(4.7546) 

5.9725***  

(4.7046) 

6.2349***  

(4.9134) 

hc   
0.4104**  

(2.4436) 

0.3860**  

(2.4044) 

0.3491**  

(2.1857) 

0.3477**  

(2.1730) 

0.3306**  

(2.0756) 

infra    
6.5791***  

(5.0650) 

6.9832***  

(5.3833) 

6.8676***  

(5.1680) 

8.0403***  

(5.5604) 

open     
-0.9678**  

(-2.4400) 

-0.9748**  

(-2.4515) 

-0.3297 

(-

0.6456) 

reg      
-0.0014 

(-0.4146) 

-0.0015 

(-

0.4616) 

urb       

-

5.3477**  

(-

1.9955) 

_cons 

-0.4980 

(-

0.5561) 

-

3.6388***  

(-3.5209) 

-

7.3727***  

(-4.0085) 

-

6.1651***  

(-3.4766) 

-

6.5248***  

(-3.7017) 

-

6.4707***  

(-3.6551) 

-

4.1850**  

(-

1.9929) 

Ind Yes Yes Yes Yes Yes Yes Yes 

Year Yes Yes Yes Yes Yes Yes Yes 

N 300 300 300 300 300 300 300 

R2 0.1496 0.2345 0.2518 0.3197 0.3352 0.3356 0.3459 

F 4.5732 7.2128 7.2363 9.2913 9.2192 8.5882 8.3945 

Note: *, * *, and * * * indicate the significance levels of 10%, 5%, and 1%, respectively, and the values in parentheses 

are t-values, the same as in the tables below. 

5.CONCLUSIONS And POLICY RECOMMENDATIONS  

To promote the development of digital finance and green total factor productivity, this paper proposes the following 

policy recommendations: 

First, accelerate digital finance while preventing financial risks. On one side, the construction of financial data 

centres and cloud computing centres should be further improved, and the technological applications of emerging 

financial industries in different scenarios should be promoted to provide guarantees for digital financial services to 

the real economy. On the other hand, while vigorously developing digital finance, it is also necessary to guard 
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against possible market risks in digital finance, build a digital financial risk prevention and control system with 
digital technology, strengthen big data risk control, real-time risk control and intelligent risk control, strictly guard 

the risk bottom line and maintain the sustainable and stable development of digital finance. 

Second, deepen financial market reform and unblock channels for disseminating the impact of digital finance on 

industrial green total factor productivity. First, give full play to the advantages of digital finance such as low cost, 
high precision and convenience, actively provide financial support for enterprises' innovation activities, and 

promote regional technological innovation; Second, we will build a financial service platform for the digital 

industry, actively distribute new industries and advanced manufacturing, and optimize and upgrade the industrial 

structure. Third, local governments can encourage and stimulate entrepreneurship through a series of policies such 

as fiscal subsidies, tax cuts and support for entrepreneurship.  

Third, identify priorities and implement differentiated digital finance development strategies based on local 

conditions. On the one hand, the breadth and depth of digital finance are more important to use in improving the 

total factor productivity of green industry than the degree of digital, so the focus of development should be to 
increase the coverage of the breadth and depth of digital finance. On the other hand, the eastern region should give 

full play to its role as a model and leader, pay attention to ñqualityò improvement, radiate and promote the 

development of digital finance in the central and western regions; The central and western regions should 
consolidate the foundation of digital finance development, focus on industrial application, and narrow the gap with 

the eastern regions. 
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Abstract: In this paper we explore viability to use expert knowledge driven Explainable AI for heating control 

using low power IoT device with limited computational resource. By incorporating XAI we aim to 

provide understanding the decision made by the model and make it more trustworthy for the end user. 

The Arduino platform was chosen for IoT development due to its widespread use and low cost. Model 

of heating control was implemented using temperature and presence sensors. Working prototype was 

benchmarked measuring time between input data and decision making with explanation, to determine 

if there is a bottleneck obstructing functioning of microcontroller. 
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1. INTRODUCTION  

Power efficiency is a critical factor[1-8] in the Internet of Things (IoT) due to the widespread deployment of IoT 

devices and their limited battery life. IoT devices are often small, battery-powered, and deployed in remote 
locations, making it challenging to replace or recharge their batteries. This requires the devices to be designed to 

be as power-efficient as possible to ensure their longevity and reduce the costs associated with battery replacement 

or maintenance. 

Moreover, IoT devices typically communicate wirelessly over long distances, which requires significant power for 
transmitting data. A power efficient IoT device will consume less energy when transmitting data, which prolongs 

its battery life and reduces the impact of IoT devices on the environment. 

In addition to extending the life of IoT devices, power efficiency also plays an important role in the scalability of 

IoT networks. As the number of IoT devices increases, the overall energy consumption of the network also 

increases, leading to higher energy costs and increased carbon emissions. Power-efficient IoT devices can help to 
mitigate these negative impacts and make IoT networks more environmentally sustainable. Power efficiency is a 

crucial aspect of IoT design, as it impacts the longevity, scalability, and sustainability of IoT networks. 

Deep learning algorithms require specialized hardware and significant computational resources to function 

effectively. This is because deep learning algorithms use complex mathematical models - neural networks which 
can contain millions of parameters and require intensive computation to train[2]. This computation requires large 

amounts of memory and processing power, which can be difficult to achieve with traditional computer hardware. 

In order to overcome this challenge, specialized hardware, such as Graphics Processing Units (GPUs) or Tensor 

Processing Units (TPUs), are often used to accelerate the computation required for deep learning algorithms. 
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In addition to hardware, deep learning algorithms also require access to large amounts of data for training. This 
data is used to "teach" the neural network to recognize patterns and make predictions. The volume of data used in 

deep learning algorithms can also be a challenge, as it requires large storage capacities and time to gather required 

amounts to train algorithms properly. 

On the other hand, Fuzzy Expert Maps utilizes any hardware capable of running C++ code, does not require 
advanced processing power, data collection is not needed[5], because expert knowledge[3][4] is used in the process, 

system functioning is described using rules based on IF ï THEN sentences which is a lot less time consuming than 

training algorithms with raw data and easily explainable[4][5][6][7] using computing with words. 

2. MODEL 

A fuzzy heating model shown in figure 1 was made with the MATLAB Fuzzy Toolbox package that provides a set 

of tools for building and simulating fuzzy models in MATLAB. It includes functions for defining fuzzy sets, 

creating membership functions, and building fuzzy inference systems.  

 
Figure 1. Heating system model in Matlab Fuzzy Toolbox 

A fuzzy input function for temperature is a mathematical representation of the membership of a temperature value 

to a fuzzy set. In the case of temperature, a fuzzy input function represents the different degrees of membership of 

a temperature value to fuzzy sets such as "very cold", " cold", "warm", and "hot" as shown in figure 2.  
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Figure 2. Input function for temperature 

A fuzzy input function for presence is representation of a presence value to a fuzzy set. In the case of presence, a 

fuzzy input function represents if person is ñpresentò or ñnot presentò in the observed room as shown in figure 3. 

 
Figure 3. Input function for presence 

A fuzzy output function for heating shown in figure 4 is a mathematical representation of the relationship between 
the inputs of a fuzzy model and the desired output, in this case, the heating level. In a output function for heating, 

the inputs to the fuzzy model - temperature and presence, are combined using a set of rules that describe how the 

inputs affect the desired heating level. These rules can be defined using a human-readable syntax, such as "If the 

temperature is cold, then the heating level should be high". 

 
Figure 4. Output function for heating levels 
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Once the rules have been defined, the fuzzy model can be simulated to evaluate the outputs for a given set of inputs. 
The fuzzy output function then maps the inputs to the outputs, using a process known as defuzzification. The 

defuzzification process converts the fuzzy outputs into a value, which can be used to control the heating system. 

3. RESULTS AND DISCUSSIONS 

eFLL (A Fuzzy Library for Arduino) - a software library that was used for the implementation of fuzzy logic in 

Arduino. It is designed to be easy to use and provides a simple, high-level interface for building and running fuzzy 

models on an Arduino microcontroller. 

To use eFLL for a fuzzy model, the first step was to define the inputs and outputs of the model, as well as the fuzzy 

sets and membership functions for each input. This information is then used to define the rules that describe the 

relationship between the inputs and outputs. 

Next, the fuzzy model is implemented in the Arduino environment using the eFLL library. This involved writing 

code that integrates the inputs and outputs, defines the rules, and performs the fuzzy inference process. The eFLL 
library provides functions for this process, allowing the programmer to focus on the implementation of the model 

itself. 

Once the fuzzy model is implemented, it can be run on the Arduino microcontroller and its outputs can be used to 

control the system. In the case of heating control, the outputs of the fuzzy model are used to adjust the heating level 
based on the inputs of temperature and presence. Multiple iterations of reading inputs and producing outputs, as 

well as generating verbal explanations were made, with benchmarks how much time it takes to complete one 

iteration of control cycle. Results are provided in figure 5, in graph describing the time for each iteration. 

 
Figure 5. Time measurements of iterations for control cycle 

A total of nine rules were checked during the experiment. Each rule triggered different explanations for the user to 

understand why current decision was made. 

Twelve iterations were recorded, and time measured. Minimal iteration ran for 39 milliseconds and maximum 

iteration took 74 milliseconds to complete. Considering the experiment was running on Arduino Uno, with 8Mhz 
clock results are satisfactory, considering that reaction time is lower than 1 second, so response to user is 

instantaneous. 

Even in a case of more complex scenarios, microcontrollers with similar architecture can be used for example 

ESP32, which runs at ten times higher clock speeds than Arduino, while eFLL software library and explanation 

interface code is fully compatible Arduino family. 
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Abstract: Indonesia has a geothermal energy resource potential of 40% of the world's potential and only 8.9% 

of Indonesia's geothermal potential has just been utilized. The spread of various geothermal locations 

in Indonesia will affect the characteristics of Geothermal Power Plants with different process types, 

so an analysis is needed to compare geothermal process technology and the conditions of the power 

generation system between flash steam and binary cycle to find out the technology. geothermal 

process and suitable system conditions at the Lahendong area expansion location. In this research, 

simulation of double flash steam and binary cycle with regeneration were carried out and the results 

were then analyzed based on the highest power output and efficiency. It was found that the double 
flash steam system produces a power of 3125 kW with a thermal efficiency of 89.8%. Meanwhile, 

the binary cycle system with generation produces a power of 5433.25 kW with a thermal efficiency 

of 8.68%. Based on the simulation results that have been carried out, the suitability of the process for 

the expansion of the Lahendong Area Geothermal Power Plant location uses binary cycle technology 

with a binary cycle with generation system. 

Keywords: Binary Cycle, Power, Efficiency, Flash Steam, Geothermal Power Plant 
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1.INTRODUCTION  

The need for energy use in Indonesia continues to increase in line with the pace of industrial growth and population 

growth. Under these conditions, relying solely on fossil fuels whose reserves are depleting, will not be able to meet 

national energy needs [1].  Geothermal energy resources in Indonesia have a huge potential of around 40% of the 
potential worldwide with an estimated reach of 28.5 Giga watt electrical (GWe). However, until 2019 based on 

data from the Directorate of Geothermal, only 8.9% of Indonesia's geothermal potential has only been utilized or 

around 1,130.6 MW. As one of the most potential renewable energy sources, the Government continues to 

encourage the increase in the use of geothermal in Indonesia. The government itself targets an increase in 
geothermal utilization to 7,241.5 MW or 16.8% in 2025.  Efforts to increase the utilization of potential geothermal 

energy sources by the Government of Indonesia are carried out by establishing Geothermal Power Plants through 

state-owned companies or by granting Geothermal Working Area (WKP) management permits granted to 

Independent Power Producers (IPPs).  



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

266 

One of the companies that received direction from the Indonesian government to run a geothermal processing and 
project business  is located in the eastern part of Indonesia, Tomohon City, North Sulawesi Province since 2001. It  

has a total capacity of Geothermal Power Plants currently operated 120 MW consisting of a total of six units with 

a capacity of 20 MW each unit and currently plans to expand the Geothermal Power Plants unit seven located in  
Lahendong and unit eight located in Tompaso to maintain the availability of energy supplies as well as renewable 

energy. The characteristics of the steam produced from the well consists of 70% water and 30% steam, which has 

been directly injecting hot water from the cooling pool into the earth.  The scheme of Lahendong PLTP Unit 3 is 

given in Fig. 1. 

2.STUDY OVERVIEW  

In this study, the data on the operating conditions of brine in Table 1 came from brine wellhead cluster 5 which is 

in Unit-3 Lahendong 

LHD-5

LHD-19

LHD-23

LHD-21

Separator I

Separator II

Demister

Turbine Unit-3

Rock Muffler

Steam Manifold

Brine Manifold

Process to Utilize

Reinjection Well  
Figure 1. Lahendong PLTP Unit 3 Scheme 

 

Table 1. Operating conditions on a cluster 5 reservoir [2] 

Parameters Value 

Brine Temperature 180.8oC 

Brine Pressure 10.23 bar 

Mass Flow Rate 624.82 tons/hour 

Through this expansion plan, the residual heat in the brine can be utilized to generate electricity before being 

injected into the injection well. In unit 3, non-condensable gases on the brine will be removed using a scrubber 
before entering the turbine. Thus, the brine that will be used in the expansion unit only contains chemicals dissolved 

in liquid waste brine. 

In this study, it was analyzed the use of the type of Geothermal Power Plant , flash steam or binary cycle to 

determine the selection of geothermal generation process technology in the expansion of the Lahendong Area 

3.METHODOLOGY  

This research method was carried out by collecting data from geothermal power plants in lahendong unit and from 

journal reference data , given in Table 1 . This data was  used as feed in the Lahendong expansion area.  

In simulating geothermal power plant models, double flash steam and binary cycle with generation technology, 
Aspen HYSYS V. 11 software was used. The results were then used to calculate the thermal efficiency and power 

generated in each technology.  



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

267 

In addition to calculating the thermal efficiency and power output produced in each simulated PLTP model, silica 
scaling were also  considered as one of the criteria in designing geothermal plants, since silica (SiO2) is one of the 

causes of scaling in geothermal plants. In the analysis of the potential for silica formation, two relevant forms are 

used, namely quartz and amorphous silica. The concentration of silica in the geofluid produced from the reservoir 
can be correlated with the geofluid temperature using quartz solubility as a temperature function so that the 

calculation of quartz concentration using Qc (quartz concentration) based on reservoir temperature with the 

following equation: 

ὗ τρȢυωψπȢςσωσςὸ πȢπρρρχςὸ ρȢρχρσρπὸ
ρȢωχπψρπὸ  

(1) 

 Where,  x = the quality of the geothermal fluid on the main separator 

   Tbrine = temperature brine (180oC) 

x1 = quality of geothermal fluid entering flash vessels (second separator) 

At lower temperatures encountered in waste brine after use in power generation, the solubility is controlled by an 

amorphous form of silica. With the equations of Fournier and Marshall, the solubility of amorphous silica [2] : 

ὰέὫί  φȢρρφπȢπρφςυὝ ρȢχυψρπὝ υȢςυχρπὝ  (2) 

Where, T = brine outlet temperature (K) 

S = silica solubility 

Saturated silica concentrations can be analyzed using the Silica Saturation Index (SSI) as an empirical approach. 

SSI index is the ratio of silica concentration on brine and amorphous silica solubility [2]. The equation of SSI, 

namely: 

 Flash system: 

ὛὛὍ 
Ὓ

ί
 

 
(3) 

Binary system: 

ὛὛὍ 
Ὓ

ί
 

 
(4) 

Where, Si = silica brine concentration in the main separator 

  Sii  = silica brine concentration in flash vessel 

 For the calculation of Si and Sii are as follows : 

Ὓ  
ὗ ὸ

ρ ὼ
 (5) 

 

Ὓ  
Ὓ

ρ ὼ
 (6) 

4.RESULT AND DISCUSSION 

The liquid that is separated from the Geothermal Power Plant unit-3 of the lahendong area still has a high 
temperature to be reused. Data were obtained that the temperature of waste brine was 180.8oC, with a pressure of 

10.23 bar, a mass flow rate of 624.82 tons/hour. There are several types of PLTP process systems that can be used 

in the use of waste brine, including double flash steam and binary cycle with regeneration. Therefore, a simulation 
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of PLTP modeling was carried out using these two technologies to compare the corresponding PLTP technology in 

the Lahendong area PLTP expansion. 

Double Flash Steam 

 
Figure 2. PLTP Scheme with Double Flash Steam Technology on Aspen HYSYS 

Figure 2 is a simulation of Double Flash Steam technology on Aspen HYSYS. Based on the simulation that has 

been carried out, data based on table 2 is obtained with the variable operating pressure of the flash separator that 

gives the optimal pressure to produce greater power. 

Table 2. Operating Conditions PLTP Double Flash Steam Technology with Aspen HYSYS with the first Pflashing of 6 bars 

and the second Pflashing of 2 bars 

Flowsheet P(bar) T (C) 
Mass Rate 

(Tons/hour) 

Brine 10.23 180.8 624.8 

Brine Geo 6 158.9 624.8 

V1 6 158.9 30.46 

L1 6 158.9 594.3 

L1' 2 120.2 594.3 

TURBINE OUT 1 99.59 30.46 

V2 2 120.2 46.94 

L2 2 120.2 547.4 

TURBINE2 OUT 1 99.59 46.94 

In table 2, turbine power 1 (High Pressure turbine) is 1963 kW and turbine power 2 (Low Pressure Turbine) is 
1162 kW so that the total power produced is 3125 kW. Therefore, double flash steam technology obtained thermal 

efficiency of 89.96%. As for the Carnot cycle efficiency in the double flash steam system itself is 21.06%. 

Binary Cycle with Regeneration 
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Figure 3. PLTP Scheme with Binary Cycle with Regeneration Technology on Aspen HYSYS 

Figure 3 shows a simulation in ASPEN HYSYS using binary cycle with generation technology using n-pentane as 

the working fluid. The mass of the n-pentane in this cycle is 600 tons/hour (166.67 kg/s). Based on the simulation 

that has been conducted, data is obtained based on table 3. 

Table 3. Simulation Results of PLTP Binary Cycle with Regeneration Technology on Aspen HYSYS 

Flow P(bar) T (C) Mass Rate (Tons/hour) 

A 10.23 180.8 624.8 

B 10.23 180.8 624.8 

C 10.23 85.2 624.8 

1 4 90 600 

2 1 64.89 600 

3 1 64.89 600 

4 1 36.1 600 

5 4 36.25 600 

6 4 36.29 600 

7 4 90 600 

In table 3, the turbine power is obtained to produce 5526 kW, while for the pump it requires 92.75 kW of power. 

Therefore, this binary cycle with generation technology produces 5433.25kW of  clean electrical power with a  

Carnot cycle efficiency  in the binary cycle with generation  system itself of 21.06% and for its thermal cycle 

efficiency of 8.7  %. This is in accordance with the literature which shows that thermal efficiency in binary cycles 

is in the range of 8-12%. [3] 
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5.RESULTS ANALYSIS 

Table 4. Comparison of Electric Power, Efficiency, and SSI Index on Each Geothermal Power Plant Technology 

Process System 
Power output (kW) Thermal 

Efficiency 
SSI 

W turbine Wnet 

Double Flash Steam 3125 3125 89.96 % 1.265 

Binary Cycle with Regeneration 5526 5433.25 8.68 % 1.260 

By modeling and simulating Double Flash Steam and Binary Cycle with Regeneration technologies using Aspen 
HYSYS V.11, the largest electrical power is obtained in binary cycle with regeneration technology. This is because 

the use of Binary Cycle is intended for brine heat sources that have low and medium temperatures with a 

temperature of < 200oC. Binary Cycle itself uses a working fluid that has a lower boiling point and has a higher 

vapor pressure than water [4]. 

In addition, saturated silica needs to be analysed using the Silica Saturation Index (SSI) as an empirical approach 

considering that the brine used in geothermal power plants contains silica (SiO2) which can cause scaling. Based 

on the table 4, it was found that the SSI values in the double flash system and binary system were 1,265 and 1,260 

respectively. The design of process conditions in the simulation of geothermal power plant research on binary cycle 
with generation technology and in double flash steam technology can still be operated without scaling from silica 

since from the experience of some developments in Geothermal Powerplant, it is possible to operate with SSI values 

greater than one where in double flash systems Ò 1.30 and in binary systems SSI Ò 2.0 [5]. 

6.CONCLUSION 

Based on simulation data that has been obtained using ASPEN HYSYS V.11 software, the calculation results were 
obtained that in the double flash steam system using different variables of first flashing pressure and second 

flashing, it was found that in producing the greatest power in the conditions of the first flashing pressure and the 

second flashing successively by 6 bar and 2 bar by producing power of 3125 kW and thermal efficiency of 89.96% 

and SSI value of 1,265. Meanwhile, in the binary cycle with generation system using variable temperatures on the 

evaporator, power of 5433.25 kW was obtained with a thermal efficiency of 8,678% and an SSI value of 1,260.  

Based on the results of simulations and calculations that have been conducted, the suitability of the process at the 

Lahendong Area Geothermal Power Plant expansion site is to use binary cycle technology with a binary cycle with 

generation system because it produces more power than double flash steam technology.  
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Abstract: As global energy consumption steadily increases, research and development of technologies to address 

energy challenges flourishes in developed countries. However, this situation does not acknowledge the 

reality of the most remote areas of the world, and little is known about the problems they face, or even if 

their energy challenges are the same as those of the rest of the world. Energy Informatics, a subfield of 

information systems that focuses on the analysis, design and implementation of information systems to 
reduce energy consumption, emerges as a fundamental concept in energy challenges. Nonetheless, the term 

energy informatics itself is still unclear and must be adapted to include all existing contexts. This paper 

investigates energy informatics through a scoping review to provide a comprehensive definition and 

analyze to what extent the term includes the particularities of energy challenges in developing countries. 

Keywords: Energy Informatics, Information Systems, Climate change, Developing countries, Sustainability 
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1. INTRODUCTION  

In recent decades, the widespread introduction of technologies in peopleôs lives has placed access to energy as a 

fundamental part of what is considered decent living. According to the World Bank, around 13% of the population, 

or 940 millions of people, do not have access to electricity yet [1]. Meanwhile, the continued electrification of the 
world, driven by growing global energy consumption, is putting pressure on the global system, and the energy 

sector faces many challenges, conditioned by political and environmental drivers. The traditional structure of 

generation, transmission and distribution is also changing rapidly, and events in recent years, such as the pandemic 

caused by COVID-19, have stressed the global energy landscape, with unprecedented increases in energy demand 
worldwide, and where fossil fuels accounted for almost 70% of the growth [2]. Today, this demand is more than 

double the measured rate of growth since 2010. As a result, global energy-related CO2 emissions increased by 1.7% 

to 33 gigatons (Gt) in 2018 [3], [4]. 

Our society's inevitable dependence on a reliable energy supply has made the energy problem a top priority across 
the board. Therefore, by 2030, the seventh Sustainable Development Goal (SDG7) establishes the need to ensure 

universal access to energy in an affordable, secure, sustainable and modern way. At the same time, the European 

Union has set the long-term goal of reducing greenhouse gas emissions by 80-95% from 1990 levels by 2050 [5], 

mailto:carlos.cuenca@upm.es
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under the "The European Green Deal" to achieve carbon neutrality, an economy with zero net greenhouse gas 

emissions. This creates the need for decarbonizing the energy system while ensuring security of energy supply. 

The various challenges described above can only be addressed in one way: a multidisciplinary approach, based on 

digitalization to ensure that tomorrowôs energy systems are at least as reliable as todayôs. Energy Informatics (EI) 

emerges as the main precursor driving all other elements of digitalization. EI includes different fields of application 
that will play a key role in tomorrowôs energy system and will be essential in developing countries to advance in 

the global energy challenge. Initially defined in the US by [6], as a field ñconcerned with analyzing, designing, and 

implementing systems to increase the efficiency of energy  demand and supply systemò (p. 24), it originates from 

the need to address climate crisis. The initial proposal states that there are different ways in which information 
systems could help solve the problem. Since that initial definition, multiple authors have proposed different theories 

and approaches to the term, although it does not appear that these approaches have included the context of 

developing countries. 

The main objective of this research is to contextualize EI and define its role in the energy challenge, in both 
developed and developing countries. The remainder of this study is organized as follows. Section 2 details the 

methodology followed to prepare the scoping review and summarizes the main results of the study and Section 3 

presents the main conclusion and provides some guidance on the role of Energy Informatics in energy access. 

2. METHODOLOGY  

Scoping reviews are an ideal tool to determining the scope or coverage of a the literature on a given topic and giving 

clear indications of the volume of literature and studies available and an overview of its focus, which is exactly 
what we intend. We follow the guidelines in [7] for conducting the scoping review: (1) identifying appropriate 

research questions, (2) identifying relevant studies, (3) study selection, (4) data charting, and (5) collation, summary 

and report of results. 

Initial research questions 

The main objective of this research is to understand IE and analyze its use in developing countries. Consequently, 

the study proposes the following research questions: 

RQ1: What is Energy Informatics (EI)? 

RQ2: In which fields and contexts is the term used? 

RQ3: Is the concept of EI applicable to the reality of developing countries? 

Identificatio n of relevant studies 

The identification of relevant studies has been performed by searching the Web of Science and the Scopus databases, 

using the term ñEnergy Informaticsò as keyword.  

Study selection 

The criteria used for the screening are: publications from Web of Science or Scopus, published from 2010 (date of 
the first mention of EI) to 2022, in English or Spanish, that include definitions of the term EI or the aspects related 

to it. The screening process was carried out starting with a total of 220 publications. After removal of duplicates, 

the number of items was 175. These publications were subject to a preliminary review of abstracts and subsequent 

in-depth analysis, after which the set of valid publications was reduced to 15. The main reasons for screening were 
that no aspects related to Energy Informatics were addressed (79 items removed for this reason), and that the 

definition of EI was not included in the document (which led to the removal of 77 items). The selection of articles 

follows the PRISMA Statement [8] and is graphically illustrated in Figure 1. 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

273 

 
Figure 1.PRISMA flow diagram for article selection. 

Data Charting 

To analyze the fifteen publications resulting from the previous phase, a bibliographic analysis and a content analysis 

were performed. For the bibliographic analysis, we considered the type of publication, the date of publication and 
the country/countries of origin of the authors. For the content analysis, two descriptive aspects of the publication 

were considered: whether the study is of theoretical or empirical nature, and whether the study mentions developing 

countries, developed countries or the scope of application is not mentioned. The analysis categorizes the various 

definitions by differentiating the technologies covered by EI (Information Systems, Energy Systems, Intelligence 
Systems, Information and Communication Technology Systems). In our review, we also captured what was the 

purpose and main objectives set for EI, with a cumulative view (this is further detailed in the content analysis). 

Table 1 summarizes the results of the analysis, identified by author, year, type of research, scope, definition, and 

objectives of EI. 

Table 1. Data Charting articles 

Author(s) Year T/E Scope 
Definition  Objective 

IS ES IntS ICTS 1 2 3 4 5 

Watson et al. [9] 2010 E - x    x     

Watson et al. [6] 2010 T - x     x    

Califf et al. [10] 2012 T - x     x  x  

Watson et al. [11] 2012 T  - x    x     

Brocke et al. [12] 2013 T -  x    x    

Goebel et al. [13] 2014 T -   x   x    

Jßrgensen et al. [14] 2015 T -    x  x x   

Kozlovskiy et al. [15] 2016 E DEV x    x x    

Zhou et al. [16] 2016 T -       x  x 

Huang et al. [17] 2017 T -    x  x   x 

Liu et al. [18] 2017 T -    x  x    

Heghedus et al. [19] 2018 T -    x x x    

Bordin et al. [20] 2020 T -    x  x   x 

Bordin et al. [21] 2021 T -    x      

Schmeck et al. [22] 2022 T -    x  x    

T/E Ą T: Theoretical; E: Empirical; ScopeĄ DEV: Developed country; -: non specified; DefinitionĄ SI: Information Systems; ES: Energetic Systems; 

IntS: Intelligence Systems; ICTS: Information Communication Technologies Systems; ObjectiveĄ 1: To reduce consumption; 2: To increase demand and 

supply efficiency; 3: To improve the use of renewable sources; 4: To achieve sustainability; 5: SDG7 

 

Collation, summary, and report of results 
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Firstly, upon the bibliographic analysis, we observe that the publications are distributed homogeneously from the 
first definition of the term in 2010 to the present. No increase in publications has been observed in recent years; 

however, the term is still recent, so an increase in its use might likely happen in the coming years. Regarding the 

type of publications, there are journal articles (8; 53.3%), book chapters (1; 6.66%) and conference publications (7; 
46.66%). Finally, there is a predominance of publications with origin in developed countries (12; 80%), with only 

3 articles (20%) from developing countries; noteworthy, all these 3 are from China, the richest country of all 

developing countries in 2021. 

The content analysis focuses on the analysis of the more theoretical aspects of the selected articles. First, aspects 

related to their definition are addressed. The definition by [6] has its origins in the need to address the problem of 
the climate crisis. Watson raises the potential that Information Systems could bring to address the problem and 

presents EI as a subfield of Information Systems [6]. Since then, the term has undergone numerous relevant 

variations. Only two years after the first definition of the term, [10] argued that the initial definition was too focused 
on Green IS (ñrefers to the use of Information Systems to achieve environmental objectivesò) and expands the 

definition by keeping information systems, but with a broader objective: to improve an energy supply and demand 

process to promote a sustainable outcome. The authors state that EI involves multiple aspects: environmental, 
individual, organizational and/or societal. As of 2013, EI is no longer considered a subfield of Information Systems, 

but rather a discipline related to electronic and/or intelligent systems [12], [13]; later, it is defined as an orchestrator 

of different systems carried out through the use of ICT [17], [19]ï[22]. In these publications, the objectives pursued 

by EI focus on the energy challenges of increasing supply and demand efficiency and reducing consumption [6], 
[17], [18], [23], [24]. More recently, we observe the emergence of other aspects related to the correct management 

of renewable sources [14] and (from 2015 onwards) to the Sustainable Development Goals [16], [17], [20]. 

Finally, when analyzing the scope of application, most publications do not distinguish between developed and 

developing countries. However, and especially after observing the challenges defined and the technologies 
mentioned, it is reasonable to assume that the energy context of developing countries has not been considered in 

the definition of EI. The main challenge facing developing countries at the energy level is to democratize energy 

access and reduce energy costs to make access affordable for households. EIs can play a key role in increasing 

energy access rates in remote areas by facilitating the management of less conventional supply topologies, such as 
microgrids and isolated systems. Moreover, thanks to the increased connectivity that is occurring in developing 

countries, it is becoming easier to sensor energy devices to optimize domestic consumption and, above all, reduce 

monthly household costs. The approach that we propose after conducting this research is a broader work objective 
that includes global energy challenges, both in developed and developing countries, designing and implementing 

solutions that take into account the contexts of action, both when setting the objectives and when designing the 

technology, since the characteristics of the place of action will significantly condition the success or failure of the 

projects. 

As a result of this analysis, we propose the following definition of EI: ñEnergy Informatics is the use of information 

and communication technologies (ICT) as enablers in the management of energy systems to meet the energy 

challenges set out in Sustainable Development Goal 7ò. To achieve these objectives, a multidisciplinary approach 

combining engineering, informatics and energy profiles should be used.  

3. CONCLUSION 

This study addresses the concept of EI initially proposed in 2010 by [6], as a subfield of information systems that 
should work together from different areas of knowledge to meet the energy challenges of the planet. After analyzing 

the existing literature on the term, several relevant conclusions have been obtained. 

First, EI is still in its infancy. For the time being, EI has been mostly studied in developed countries, despite its 

great potential to address the energy challenges of developing countries. This is because most approaches to EI 

have been based on energy challenges in areas with close to access to energy by almost all the population. 

Regarding the definition of EI, our proposed inclusive definition views the use of ICTs as enablers of global energy 
challenges. The role they play within energy systems is to act as a link between the different devices and 
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technologies to make the most of the information generated and to be able to design and implement solutions 

adapted to the needs of each area and user.  

Finally, it is essential that the formulation of energy challenges be done with a global perspective that leaves no one 

behind; otherwise, EI will only be able to solve the problems of developed areas, leaving out the majority of the 

world's population. 
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Abstract: n Italy, the establishment of Renewable Energy Communities (RECs) around photovoltaic systems 
built on public buildings represents an optimal solution to counter energy poverty, ensuring that all 

stakeholders have access to cheap, reliable, sustainable, and modern energy systems. In this study, 

we hypothesize a methodology for defining RESCs that considers dimensional, morphological, and 

social factors to maximize induced community benefits. To this end, within a processual efficiency 

program for building energy communities, the first studies of a calculation for their sizing in different 

urban settings are presented. Identifying the RESCs with criteria that are not exclusively technical 

opens the way to regaining good social practices, largely lost in the aftermath of the Pandemic, which 

in many cities has exacerbated the economic differences between the different strata of the population. 

The elaborated study can provide guidance to local administrators to implement sustainable 

technologies by preparing a map of potential energy communities. 

Keywords: Urban morphology, energy requirements, housing density, energy production suitability, community 

services. 
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Nomenclature  

REC 

RESC 

FTT 

ENEA 
ESCo 

Renewable Energy Communities 

Renewable Energy Solidarity Communities 

third-party financing 

Agenzia nazionale per le nuove tecnologie, l'energia e lo sviluppo economico sostenibile 
Energy Service Company 

1. THEORY 

An energy community is an organization where a group of citizens produces renewable energy, in sufficient 
quantities to sustain its self-consumption [1]. In Italy, the establishment of RECs around photovoltaic systems built 

on public buildings represents an optimal solution to counter energy poverty in organizational terms, ensuring that 

all stakeholders have access to cheap, reliable, sustainable and modern energy systems [2]. The new regulations on 
RECs encourage the association of public and private entities through the use of third-party financing (FTT) 

instruments. In this way, the relevant projects no longer have to be supported by non-repayable public grants or 

traditional credit but can simply be founded by private capital, to guarantee the investor an adequate return, in line 

with market rules [3]. 
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This emerging pattern suggests that the experience can be replicated by implementing the photovoltaic systems 
serving Renewable and Solidary Energy Communities on the roofs of educational institutions and by supporting 

projects that can join the two goals of social and climate justice (countering energy poverty and education) [4]. In 

fact, the establishment of RESCs involving citizens' associations, businesses and public administrations can bring 
benefits not only on the energetic and economic level, but also on the social and sustainable development of the 

area through mutual exchange actions. In this study we hypothesize a methodology for defining RESCs that takes 

into account dimensional, morphological and social factors in order to maximize induced community benefits. To 
this end, within a processual efficiency program for building energy communities, the first studies of a calculation 

for their sizing in different urban settings are presented. 

2. METHODOLOGY  

From a technical and technological point of view, in Italy the possibility of creating RECs in urban areas is subject 

to both the availability of solar radiation on the building hosting the system and the energy potential of the plant. It 

is possible to identify certain factors to consider in the design phase of an urban photovoltaic installation, such as: 
conformation and orientation of roads, study of shading, ratio between the height of buildings and the width of the 

roadway (Urban Aspect Ratio), morphology of the built environment, and albedo of surfaces. According to the 

considered elements, it is possible to assume that some public buildings, particularly higher education plexuses, 
could be the reference for the construction of photovoltaic systems that power RESCs. In fact, they can already be 

considered by destination and spatial scope as aggregative elements, and their size and geometry would often allow 

the installation of appropriate PV systems to transform them into hubs of the communities. The Metropolitan City 

of Naples1 manages 292 school buildings for higher education in an area of 1171 Sq. km that encompasses 92 
municipalities. As part of the collaborative research work between the Authority and the team of the Department 

of Engineering of Luigi Vanvitelli University2, we studied the intrinsic characteristics of the compounds from the 

'interpretation of data in their database, to plan strategies for energy efficiency. Contextually, we study the 
morphological-environmental characteristics of urban fabrics to assess the efficiency of the RECs that can be 

constituted around the different high schools. Some typical case studies have been extrapolated from the variety 

that characterizes the urban landscape of the Metropolitan City of Naples, considering the implementability of plus-

value services in comparable realities.  

For this purpose, three school buildings located in different municipalities of the Metropolitan City of Naples were 
identified. The characteristics of each one were analyzed in four domains: the local spatial and climatic context; the 

settlement and urban morphology; the building envelope, analysing morphological and construction characteristics; 

energy requirements, analysing consumption and needs at the settlement scale [5]. At the urban tissue level, we 
analyzed the characteristics of one square kilometer of land area around each plex assumed to be an energy 

community hub. Within these areas, the destinations of existing buildings and their height, housing density declined 

in the average number of occupied dwellings3, and the orography of the area were identified. 

The three considered areas differ from each other in building density and land use. Building density varies from 

medium-low (Municipality of Melito di Napoli) to medium (Municipality of Giugliano in Campania) to high 

(Vomero District of Naples) (Fig. 1). 

In the first density range falls the "Emmanuel Kant" institute in Melito, housed in a building with a reinforced 

concrete load-bearing structure that dates to 1999. It stands in a plain area on the border between a low-density 

industrial zone (warehouses, sheds) and a residential one characterized by the widespread presence of detached/ 

semi-detached villas and a few isolated apartment buildings between 6 and 10 stories high. 

The area around the "Minzoni" Institute (reinforced concrete,1991), in the municipality of Giugliano in Campania, 

is an urban expansion zone with predominantly residential use with several public services (hospital, municipal 

offices); the number of floors of the buildings is constant around 4 above ground. Finally, the area in which the 

                                                   
1 The Metropolitan City is the local entity that replaces the province of large Italian cities and comprises both the city and all the 
municipalities of the province itself. 
2 Coordinated by Prof. Arch. Renata Valente. 
3 Istat 2022 figure of the average number of housing units per building in each municipality. 
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"Mazzini" Institute is located (r.c., 1969) is a central area of a hilly district of the city of Naples. It is in a regular 
urban layout, built at the end of the 19th century that has undergone a strong urbanization as a result of the building 

speculation after World War II. This context can therefore be defined as one of high building density. 

 
Figure 1. Use maps of the areas considered. 

From the technological and environmental point of view, the three considered areas are characterized by the 

prevalence of reinforced concrete buildings of a few stories, except for the Vomero district, where the buildings are 

on average tall (5 to 10 stories above ground). The first two school buildings, located in areas of the respective 
municipalities characterized by low/medium building density, are distinguished by the large extent of covered area 

free of obstructions (taller buildings), which could decrease the uptake of PV panels. The situation of the Neapolitan 

institute is different. Being embedded in a context of high urban density, it is affected by the shadows generated by 
contiguous buildings. The result is a significant decrease in available area for the installation of properly exposed 

PV panels.  

3. MODEL 

A model integrating morphological-urban assessments, such as those previously outlined has been studied, 

including the socio-territorial characteristics of the sites on which the schools insist. The analysis is validly 

supported by software simulations performed using ENVI-Met and GSI data (study of shading, UAR, irradiance 
parameters), which complement the plant-electrical and technological-building ones, so far representing the 

conceptual standard for defining the benefits of a REC. Within this technical dialectic, it is appropriate to bring in 

an additional variable, which considers the further benefits from the association of individuals and public and 
commercial activities in RESCs. In these, the environmental returns are complemented by the benefits from 

increased social interaction (condominiums, technicians, public agencies). In fact, if plant and technology 

assessments represent the main investigative factor for implementing self-consumption within small and/or isolated 

communities (residential parks, villages), in urban and peri-urban situations such as considered, social interactions 
are often residual. Those may represent a decisive additional element compared to the mere economic benefit of 

saved energy, which may also be less than in typical configurations. By extending the reach of REC to the 

neighborhood scale, as the economic savings in electricity bills decrease, the potential human capital that the 

community could draw on will increase. 

Therefore, the proposed model integrates morphological-urban assessments through the graphical construction of 

maps, identifying built and environmental features useful for an informed design of energy communities. To this 

end, a computational methodology for the dimensioning of these communities was designed. Starting with the 

achievable power installed on the analyzed school buildings, it is possible to estimate the perimeter of the RESC 
based on the expected bill savings for individual households. Effective ways of perimetering can be assumed for 

balancing community benefits, proportionate to their size, considering in the variables the commercial activities 

and public and private spaces that can provide a surplus-value service to the community.  
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There are several tools available online by public and private entities to estimate the achievable bill savings, by 
indicating the number of building units that will make up the REC. ENEA offers the Recon tool4, the GSE ESCo 

has developed a simplified model useful for calculating even the payback of system installation and maintenance 

costs. These calculation models refer to the individual building, thus being insufficient to set up a holistic 
neighborhood-scale approach. In fact, two diriment factors are not considered for the purpose of calculation: the 

morphological and technological characteristics of the place and the potential arising from the existence of strong 

social ties among stakeholders. The first step in constructing an appropriate assessment method remains to properly 
demarcate the perimeter of the REC. For this reason, an attempt was made to identify a balancing equation between 

the self-consumption of the individual building and the perimeter of the REC with respect to the amount of installed 

power that is shared. 

The basic assumption is that the school hosting the PV system is able to achieve the self-consumption. 

Given: 

- Sc = School roof area expressed in square meters; 

- Simp(T) = Useful surface area for a photovoltaic system depending on the type of roofing, expressed in 

mq/kWh; 

- h = % of surface area occupied by the panels, amounting to 80; 

- n = the peak operating hours of a photovoltaic system within a day, i.e. 3.5 h. 

With this data, it is possible to derive the energy E produced by a photovoltaic system, expressed in kWh/Year: 

Ὁ
hϽὛ

Ὓ Ὕ
ϽὲϽσφυ 

Given: 

- CS = Average annual electricity consumption in a school [kWh/year]; 

- CU.I. = Average annual electricity consumption in a building unit [kWh/year]; 

- c = unit cost of electricity [ú/kWh]; 

through them it is possible to derive: 

                                                                                          Ὑ ὧϽὉ                                                                               ρȢς 

                                                                                         Ὑ ὧϽὅ                                                                               ρȢσ 

                                                                                    Ὑ
Ὑ Ὑ

ὃ
                                                                              ρȢτ 

Where: 

- (1.2) Ὑ shows the total bill savings [ú]; 

- (1.3) Ὑ indicates the school's annual bill savings [ú]; 

- (1.4) Ὑ indicates the annual bill savings of the building unit [ú]; 

- A is the number of building units served by the CER. 

Given the annual electricity bill saving of a building unit and the annual electricity consumption in a building unit, 

the annual electricity cost of a single building unit can be derived: 

                                                                                   ὅ ὧϽὅȢȢ Ὑ                                                                        ρȢυ 

Replacing (1.5) with (1.2), (1.3), (1.4), we obtain: 

                                                                                  ὃ
ὧϽὉ ὧϽὅ

ὧϽὅȢȢ ὅ
                                                                          ρȢφ 

                                                   
4 Web application developed by ENEA and aimed at supporting preliminary energy, economic and financial assessments for the 
establishment of renewable energy communities (https://recon.smartenergycommunity.enea.it). 
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The relation (1.6) is always true as long as CA  ̧c Ö CU.I.. As CU.I. changes, it is possible to derive the building units 

served in the CER. Similarly, it is possible to derive A, as a function of the annual bill savings, by substituting in 

(1.4) le (1.2) e (1.3): 

                                                                                  ὃ
ὧϽὉ ὧϽὅ

Ὑ
                                                                          ρȢχ 

The graphical representation of equations (1.6) and (1.7), in which the x-axis shows respectively the average cost 

and the average saving of each individual U.I. and the y-axis the U.I., defines a diagram that can be compared with 
the supply-demand diagram (Fig. 2). The calculation of the building units was carried out starting from the ISTAT 

data of the density of residents per residential building in the Metropolitan City of Naples, equal to 23.44 

inhabitants. 

Table 1.Number of building units for each municipality. 
Municipality  Inhabitants/apartments Dwellings per building 

Melito di Napoli 3,40 6,90 

Giugliano in Campania 2,40 9,80 

Napoli 3,12 7,50 

Tab 
 

 
Figure 2. ï Demand-supply diagram of a Renewable Energy Solidarity Community at the Minzoni Institute: cost and average 

annual bill savings. 
 

4. RESULTS AND DISCUSSIONS 

With the data obtained from relations (1.6) and (1.7) for each school, we defined the Map of the potential extensions 

of the RESC (Fig.3) present in the 1sq. km area considered in the case study. This allows to estimate, albeit 

approximate, the extent of the RESC based on the number of housing units potentially served by it (Fig. 3). 
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Figure 3 ï Mapping of possible REC perimeters according to the units served. 

According to the analysed case studies, the total savings in terms of electricity costs (net of system costs) are realised 

in communities of between 20 and 100 households. Depending on the power that can be installed, this can 

potentially invest the economic savings to satisfy other needs, not necessarily related to comfort or energy saving. 

On the other hand, in communities that are both territorially and numerically larger (more than 250 households), 
the lower economic savings may be more easily balanced by indirect returns inherent to community activities, such 

as time banks, family services, individual benefits like discounts in business and personal services. 

Enhancing the concept of Community within these associations means overcoming the dichotomy between 

'prosumer' and 'consumer' by not limiting the possibility of sharing goods and services but also expanding it to the 
capabilities of individuals or their time and the possibilities of associated small entrepreneurs. Identifying the RESC 

with criteria that are not exclusively technical or immediately economic opens the way to regaining ancient good 

social practices, largely lost also in the aftermath of the Pandemic, which in many cities has exacerbated the 

economic differences between the different strata of the population. In particular, the establishment of appropriately 
sized RECs can significantly improve the living conditions of those socially disadvantaged urban enclaves 

characterized by high population density, low financial resilience and difficult access to essential services. 

5. CONCLUSIONS 

Installing photovoltaic systems in schools helps reducing their energy costs, which are often among the main 

operating costs for public institutions. In addition, these systems can be used as an educational tool for students, 
representing a teaching resource and tangible example in the learning path of science and technology subjects.  

The presence of solar installations in public schools can also help develop local energy communities, extending 

benefits to different areas and sectors, such as health, safety, environment, culture and economic activities. The 

environmental designer has the skills to coordinate these instances. The careful study of the processes triggered for 
land transformation helps to imagine and implement interventions integrating economic, social and environmental 

needs. It also helps to preserve and enhance the environmental and landscape heritage, contributing to its quality 

and attractiveness. There is a need for good design practices to be acquired within the administrative processes of 
redevelopment, especially with a focus on an ecological transition already envisaged in national and international 

regulations, through the establishment of RECs. This will be possible by effectively implementing energy efficiency 

solutions within an integrated redevelopment process which often cannot get underway due to the age of building 
stock in need of extraordinary and urgent maintenance. This inevitably affects the availability of funds for 

innovative projects. In this scenario, it is desirable to implement the proposed method within an integrated program, 

that is capable of holistically consider the several aspects related to the management and retrofitting of the building 

stock, such as safety (structural, seismic, fire, etc...) and the well-being of users (environmental comfort, 
accessibility, etc...). This represents the next step in the research work, which, also due to the amount of data that 

can be obtained for the different purposes, will allow to improve the identification of areas and define in greater 

detail the characters of the social samples involved. The case studies selected and analyzed represent typical 
recurring settlements in Italy, particularly in the southern part of the country. This would allow the study to be 
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extended to more related contexts to verify its replicability. The study can provide valuable guidance to local 
technicians and administrators to implement sustainable technologies by preparing a map of potential energy 

communities. Furthermore, the proposed calculation parameters can provide a basis for defining strategies to 

facilitate administrations in the process of integrated environmental redevelopment. 
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Abstract: The ñcarbon peaking and carbon neutralityò target is a solemn commitment made by China to 

address global climate change and an essential guarantee for China to achieve the second-century 

goal. As a market player in economical development, the green transformation of enterprises is 

of great significance to the realization of the "carbon peaking and carbon neutrality" target in 

China. Based on a systematic review of relevant literature, this paper identifies the main 

challenges faced by enterprises in Chinaôs green transformation: the task of optimizing their 
energy structure and improving energy efficiency is still arduous, the supply of green 

technologies is insufficient, and the cost of innovation is high, the carbon pricing mechanism is 

inadequate, and a carbon tax has not yet been imposed, and enterprises lack the incentive to adopt 

statistical standards and disclose information on carbon emissions. To this end, the new 

development stage should promote the green transformation of enterprises, accelerate the green 

transformation of enterprisesô energy, promote the green technology innovation of enterprises, 

and better form the promotion strategy for the green transformation of enterprisesô development. 

Keywords: carbon peaking and carbon neutrality, corporate green transformation, theoretical mechanisms 

1.INTRODUCTION  

Climate change is a common challenge for all humankind, and the well-being of future generations is at stake. 

On 22 September 2020, President Xi Jinping, in his speech at the general debate of the 75th session of the 
United Nations General Assembly, proposed a ñcarbon peaking and carbon neutralityò goal of great 

significance to the world and China. To this end, the Party Central Committee and the State Council have 

issued a series of policy measures and implementation plans, such as the ñOpinions of the CPC Central 

Committee and the State Council on the Complete and Accurate Implementation of the New Development 
Concept and Good Work on Carbon Neutralityò and the ñNotice of the State Council on the Issuance of the 

Action Plan on Carbon Neutrality by 2030ò, which have formed a ñ1+Nò policy to promote the "carbon 

peaking and carbon neutrality" work [1]. As explained earlier, the leading cause of climate change lies in the 
carbon dioxide generated by human activities, especially Chinaôs coal-based energy structure, which 

determines the enormity and long-term nature of the task of reducing carbon dioxide emissions. As the leading 

market player in Chinaôs economic development, enterprises have achieved rapid development in recent years. 

By the end of 2021, the number of enterprises in China reached 48.42 million, covering 20 industries such as 
agriculture, forestry, animal husbandry and fishery, mining, manufacturing, electricity, heat, gas and water 
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production and supply, and construction, which has become an essential support for the rapid development of 
China's economy. At the same time, enterprises are also the main contributors to Chinaôs CO2 emissions, 

especially those in high energy-consuming and high-emission industries such as coal power, iron and steel, 

and building materials[2]. 

Promoting the green transformation of enterprises is the primary choice to achieve the goal of ñcarbon peaking 

and carbon neutralityò and is the necessary way to achieve high-quality development of Chinaôs economy in 
the 14th Five-Year Plan and even in the longer term, as well as an inevitable requirement to achieve Chinese 

modernization. It can be said that Chinaôs enterprises have made much exploration in green transformation 

development and achieved specific results. However, against the target of ñcarbon peaking and carbon 
neutrality,ò the green transformation of enterprises still faces many problems, the task is still arduous, and the 

road is still long and winding[3]. Based on the above considerations, it is of great theoretical significance and 

practical value to analyze the main challenges facing the green transformation development of enterprises and 
propose strategies to promote the green transformation development of enterprises in the new development 

stage. 

2.GREEN TRANSFORMATION OF ENTERPRISES 

The green transformation of enterprises requires significant and stable financial resources, which undoubtedly 

poses a considerable challenge to them. Fiscal policy is a critical institution in the public policy system. To 

address climate change, the existing fiscal policy should be reformed from a holistic, systematic, and forward-
looking perspective, and the coordination between fiscal policy and other public policies should be 

strengthened to highlight the effectiveness of fiscal policy in the "governance" of climate change. Improve the 

incentive mechanism for green credit by strengthening the exploration of green credit policies, innovating 
green credit products and services, and increasing environmental subsidies[4]. Establish a long-term 

mechanism to support the green development of enterprises by deepening the structural reform of the financial 

supply side and building a credit guarantee and credit granting mechanism for green credit. Improve the 

government-based green subsidy and tax concession mechanisms, and develop market-oriented green credit 
and other mechanisms to effectively provide necessary financial guarantees for enterprises' green 

transformation and development. 

Some scholars have also studied the relationship between green financial reform and innovation, inclusive 

digital finance and corporate outward direct investment, and corporate green transformation development. In 
2017, the State Council approved the establishment of green financial reform and innovation pilot zones in 

five provinces (autonomous regions), including Zhejiang Province, to accelerate the utility of green finance 

for environmental improvement. The study found that compared to non-trial zones, the financing constraints 

of manufacturing enterprises in the green finance reform and innovation trial zones were alleviated and 
promoted green technological innovation among enterprises. The study also shows that green credit has a 

catalytic effect on the overall innovation and transformation of enterprises. Therefore, the experience of the 

Pilot Green Finance Reform and Innovation Zone can be precisely promoted in the future, and green financial 
products and tools can be continuously enriched and improved to promote enterprisesô green transformation 

more quickly[5]. The green transformation of enterprises in China is vital to facilitate production and life and 

has grown considerably, especially during the New Crown Pneumonia epidemic.  The outward investment 
activities of Chinese enterprises have gradually shifted from passive participation to an active search for 

markets, efficiency, technology, resources, etc. As a result, the outward direct investment of Chinese 

enterprises has become a driving force to boost green development and is beneficial to improve the level of 

green transformation of enterprises. 

After the ñcarbon peaking and carbon neutralityò target was proposed, a series of policy measures have been 
introduced at the national level around the green transformation development of enterprises, but an 

indisputable fact is: why do enterprises stumble in the green transformation development? Why is there not a 

strong sense of self-innovation and self-innovation in the green transformation development of enterprises? 
What are the challenges faced by enterprises in green transformation development? What strategies should be 

adopted to promote the green transformation development of enterprises in the new development stage to help 

achieve the goal of ñcarbon peaking and carbon neutralityò? The studies above provide important theoretical 

references and practical lessons for answering these questions. At the same time, there is still some room for 
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expansion in the existing literature: firstly, most of the existing studies have focused on a particular aspect of 
the green transformation development of enterprises, and there is little literature that systematically studies 

the green transformation of enterprises at a macro level; secondly, there is still a lack of research that 

systematically analyses the challenges faced by the green transformation development of enterprises, 

especially around the issues of carbon emission statistical accounting system and carbon tax, which is also the 

critical starting point of this paper[6]. 

Enterprises are the main contributors to China's carbon dioxide emissions, and their green transformation is 

an essential strategy for achieving China's "carbon peaking and carbon neutrality" target. However, the green 

transformation of enterprises still faces a series of bottlenecks that need to be broken through, mainly reflected 
in the task of optimizing the energy structure and improving the energy efficiency of enterprises, the 

insufficient supply of green technologies, and high innovation costs of enterprises, the inadequate carbon 

pricing mechanism and the lack of carbon tax, and the lack of carbon emission statistical standards and 

information disclosure motivation of enterprises. 

3.THEORETICAL MECHANISMS  

3.1.A Mechanism for Pushing Back Restraint 

Enterprises' degree of green transformation is closely related to the intensity of carbon emissions. It is 
governed by several factors, the most important of which is the guiding role of the government, especially the 

local government, as this guiding role can directly change the cost-benefit structure and thus have a decisive 

impact on the allocation of resources. In an institutional environment characterized by centralized 
governmental authority and economic decentralization, the ability to exert practical constraints on local 

governments directly determines the intensity of their efforts. Once the central government takes the "carbon 

peaking and carbon neutrality target" as an essential basis for assessing the performance of local governments, 

an invisible incentive mechanism will be formed among local governments, which will not only ensure that 
the ñcarbon peaking and carbon neutrality targetò is successfully achieved or even completed ahead of 

schedule, but will also serve as an incentive for local governments to develop their regional economies and 

bring in external capital[7]. This incentive will not only ensure that the ñcarbon peaking and carbon neutrality 
targetò is successfully achieved or even completed ahead of schedule but will also become an essential 

constraint for local governments to develop the regional economy and bring in external capital, thus 

fundamentally changing the cost-benefit structure of regional production and consumption, and thus 
accelerating the green transformation of enterprises. The green transformation of enterprises' production and 

lifestyle through a push-back constraint mechanism can be improved by ñcarbon peaking and carbon neutrality 

goalò . 

3.2.International Monitoring  Mechanisms 

Chinaôs ñcarbon peaking and carbon neutralityò target at international conferences such as the UN Biodiversity 

Summit, the Climate Ambition Summit, and the Davos Agenda Dialogue at the World Economic Forum[8]. 
This goal is also widely seen as the most critical climate change commitment in many years, which means that 

the international community, especially international organizations, will be an essential driving force behind 

the green transformation of Chinese companies as external witnesses and monitors of China's achievement of 

the ñcarbon peaking and carbon neutrality goal.ò Under the leadership of thecarbon peaking and carbon 

neutrality target,ò the green transformation of enterprises will also become more important for China to 
improve the international environment and reflect the role of great power. In particular, given the current 

fundamental changes in the domestic and international situation and the rise of the ñcold warò mentality, 

Chinaôs ability to fulfill its commitment to the ñcarbon peaking and carbon neutrality targetò on schedule and 

to achieve the green transformation of its enterprises as soon as possible will have a direct bearing on Chinaôs 
international status and international image[9]. Therefore, the ñcarbon peaking and carbon neutrality targetò 

will further strengthen the internal mechanism of pushing back and restraining and linking supply and demand 

through the external international monitoring mechanism, thus accelerating the green transformation of 

enterprises. 
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4.SUMMARY 

To enhance economic and social benefits, enterprises must grasp the opportunity of low-carbon green 
development, respond to the national call, and follow the relevant policies of ñcarbon peaking and carbon 

neutralityò through improving relevant laws and regulations, innovating low-carbon production technology, 

raising awareness of low-carbon production and strengthening the training of logistics management personnel, 

to bring legal, technical and human resources to the green development of enterprises[10]. By improving 
relevant laws and regulations, innovating low-carbon production technologies, raising awareness of low-

carbon production, and strengthening the training of logistics management personnel, they will bring legal, 

technical, and human resources protection to the development of enterprises and they are beneficial for 

enterprises to achieve the goal of ñcarbon peaking and carbon neutrality.ò 
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Abstract: Among Distributed Generation (DG), the Photovoltaic Distributed Generation (PVDG) is one of the 

DG types that produces no greenhouse gases and require little maintenance. Consequently, PVDG 

found numerous applications in distribution networks, one of which is to boost the network's 

performance. This research article utilized the Dingo Optimization Algorithm (DOA) for optimizing 

the allocation of PVDG so as to elevate the distribution network performance. A single objective 
function for the distribution network was formulated and solved using DOA. The Newton-Raphson 

power flow solution approach was applied to solve the power flow problems in the network. The 

effectiveness of DOA in allocating PVDG was assessed using the voltage profile and overall active 

power loss as performance metrics. The approach was developed in MATLAB and applied on the 

IEEE 33-bus system. The results revealed that buses 13, 25, and 33 were the optimal buses for PVDG 

locations, while 833, 532, and 866 kW were appropriate PVDG sizes. The network performance was 

remarkably improved as the least voltage value was elevated to 0.966 p.u. and the overall active power 

was reduced by 61.21%. Therefore, DOA successfully optimized PVDG for distribution network 

performance enhancement. 
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1. INTRODUCTION  

The power system has proven to be the driving force of any nationôs economy. It is so significant that it determines 
the classification of nations around the globe as low-income, lower-middle-income, upper-middle-income, and 

high-income economies based on their levels of income. The power system was divided into the generation, 

transmission, and distribution systems as a result of deregulation [1]. One of the key components of the entire power 
system is the distribution system, which is plagued by a number of technical issues, including a terrible voltage 

profile, extremely poor efficiency due to huge power loss, voltage collapse, etc. Power system engineers and 

academics have developed a wide range of strategies to address these issues to date. Many attempts are still being 

made to develop new methods to address these issues in order to enhance the effectiveness of the distribution 
networks. The intent is to significantly lower the overall active power loss as a consequence, leading to more 

effective distribution networks. Distribution Generation (DG) deployment is one of the most popular and successful 

techniques. There are four different varieties of DGs: type 1, type 2, type 3, and type 4 [2]. These four distinct DG 
types have a significant effect on reducing the overall active power loss in distribution networks. However, because 

of the push for green energy, type 1 DG, or photovoltaic distributed generation (PVDG), is the most often utilized 

because of its lack of greenhouse gas (GHG) emissions into the environment. It is capable of injecting active power 
into the distribution network to enhance network performance and active power delivery capability [3]. Similarly, 

it lessens the burden posed by the load demands on the distribution network, thus enhancing the network's 

reliability. In general, the deployment of DGs on distribution networks necessitates the proper allocation of DG in 

order to meet the set objectives. Scholars have authored literature on the best deployment of DG, particularly 
PVDG, on distribution networks to optimize operational performance. In order to reduce network dependency and 

GHG emissions as much as possible, [4] determined the best locations and sizes for solar photovoltaic (SPV) 

systems in distribution systems using the Archimedes optimization algorithm (AOA), which was inspired by 
physical principles. In order to reduce reliance on the grid and GHG emissions from traditional power plants, the 

search space for sites was predefined using loss sensitivity parameters, and SPV system locations and sizes were 

identified using AOA. Albadi et al. [5] investigated the best placement of photovoltaic (PV) systems in the 
distribution system. Particle swarm optimization (PSO) and genetic algorithms (GA) were used in a case study. The 

problem's objective was to reduce transmission loss while enhancing the voltage profile. The network of Masirah 

Island, Oman, was used as a case study system in the study. Khenissi et al. [6] found the best size and allocation of 

a photovoltaic distributed generation (PVDG) system to decrease overall power loss and improve the voltage and 
frequency profiles of the IEEE 14-bus network. In this study, an objective function was utilized to decrease network 

losses, and two optimization techniques were employed to tackle this function: the PSO and the GA. Furthermore, 

two scenarios were described in the research to examine the effect of a changeable PV integration level, an hourly 
load consumption profile fluctuation, and an atmospheric condition variation on size optimization resolution. 

Albadi et al. [7] provided a case study that used PSO to find the ideal position and capacity of solar systems in a 

distribution system, resulting in a better network voltage profile and reduced losses. The Masirah Island distribution 

network in Oman was chosen as a case study. The Ant Lion Optimization Algorithm (ALOA) was suggested by 
[8] for optimal allocation and scaling of DG-based renewable sources for distribution networks. First, utilizing loss 

sensitivity parameters, the most likely candidates for implementing DG were identified. The suggested ALOA was 

then used to determine the positions and capacities of DGs on the selected buses. On a 69-bus network, the 
suggested method was tested. Ahmed et al. [9] investigated the distribution network performance when single and 

multiple PV-based DG were incorporated in distribution systems. To decrease overall power losses and enhance 

the system voltage profile, the appropriate location and size of DG in the distribution system were found. The 
Augmented Grey Wolf Optimizer and Loss Sensitivity Factor were proposed to attain this objective. The suggested 

approach was tested using an IEEE 69-bus distribution network. The acquired results demonstrate the efficacy of 

the suggested approach. According to the literature examined thus far, the optimal allocation of PVDG has been 

addressed using existing metaheuristic methods. The effectiveness of these metaheuristic algorithms in allocating 
PVDG has been demonstrated. However, to further improve the distribution network's performance and drastically 

minimize total active power loss, it is necessary to employ a novel optimization algorithm and compare its 

performance in optimally allocating PVDG with other existing optimization algorithms, which is the main 
contribution of this research. The innovative aspect of this study is the use of a hitherto novel Dingo Optimization 

Algorithm (DOA) to tackle the problem of PVDG allocation on distribution networks. A MATLAB program was 

developed to implement the method and tested on the IEEE 33-node system. 
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2. PROBLEM FORMULATION  

Objective Function 

The primary goal of PVDG deployment on distribution networks is to minimize overall active power loss. The 
overall active power loss is the overall active power loss across all network branches. Hence, in this study, the 

objective function (OF) to be minimized is the overall active power loss, which is expressed by Eq. [1]: 

 ὕὊ ȿὍȿὙ (1) 

where, nb = total network branches, Ri = line resistance and |I i| = i th line current. 

Constraints 

These are the equality and inequality constraints which the OF is subject expressed as Eqs. [2-5]: 

 ὖ  ὖ ȿὠȿὠ ὋÃÏÓ— ὄÓÉÎ—  (2) 

 

 ὗ  ὗ ȿὠȿὠ ὋÓÉÎ— ὄÃÏÓ—  (3) 

 
 ὠ ὠ  ὠ  (4) 

  

 ὖὠὈὋ ὖὠὈὋ ὖὠὈὋ  (5) 

where Vi and Vj = voltage magnitudes, PGi and PDi = active power generated and demanded, QGi and QDi = reactive 

power generated and demanded, and Gij and Bij = line conductance and susceptance, respectively. 

Dingo Optimization Algorithm  

Dingoes are social creatures that live in packs of 12 to 15 and are very clever. All other members of the pack submit 

to the Alpha, who is the pack's most powerful and dominant member [10]. A dingo is regarded as a subordinate if 

it is neither an alpha nor a beta. Scouts are responsible for keeping an eye on the areas and alerting the group to any 
hazards or situations that may arise. Dingoes hunt in packs and exhibit a peculiar social behavior that involves 

pursuing, pestering, surrounding, and attacking prey. Dingo social organization and hunting behavior are utilized 

by DOA. 

Mathematical Modeling of Dingo Optimization Algorithm  

A mathematical model of the circling and attacking of prey is used to execute the DOA [9]. 

Encircli ng 

The mathematical Eqs. [6ï10] are used to model the dingoes' encircling behavior [11]. 

Ὀᴆ ὃᴆϽὖᴆὼ ὖᴆὼ  (6) 
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ὖᴆὭ ρ ὖᴆὭ ὄᴆϽὈᴆὨ (7) 

 

ὃᴆ ςϽὥᴆ (8) 

  

ὄᴆ ςὦᴆϽὥᴆ ὦᴆ (9) 

 

ὦᴆ σ Ὅz
σ

Ὅ
 (10) 

where, Ὀᴆ= separation between the prey and dingo, ὖᴆ, ὖᴆ= prey and dingo position vectors, ὃᴆ, ὄᴆ = coefficient 

vectors, ὥᴆ = random vector, ὥᴆ = random vector, ὦᴆ = at each iteration, it decreases linearly from 3 to 0, I = 1,2,3,..., 

Imax. 

Hunting  

The dingoesô hunting behaviour are modelled mathematically by Eqs. [11ï16]. 

  

Ὀᴆθ ὃᴆϽὖᴆθ ὖᴆ (11) 

 

Ὀᴆ ὃᴆϽὖᴆ ὖᴆ (12) 

 

Ὀᴆ ὃᴆϽὖᴆ ὖᴆ (13) 

 

ὖᴆ ὖᴆ ὄᴆϽὈᴆ  (14) 

 

ὖᴆ ὖᴆ ὄᴆϽὈᴆ  (15) 

 

ὖᴆ ὖᴆ ὄᴆϽὈᴆ (16) 

Individual dingo intensity is calculated by Eqs. [17-19]: 

Ὅᴆθ ÌÏÇ
ρ

Ὂθ ρὉ ρππ
ρ (17) 

 

 

Ὅᴆ ÌÏÇ
ρ

Ὂ ρὉ ρππ
ρ  (18) 
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Ὅᴆ ÌÏÇ
ρ

Ὂ ρὉ ρππ
ρ (19) 

where, FŬ and Fɓ = Ŭ and ɓ-dingo fitness values, respectively, and Fo = other dingo fitness value. 

Attacking prey 

If there is no update on the victim's position, dingo has concluded the search by attacking the target. In order to 

mathematically design the technique, ὦᴆ's value must decrease linearly. It should be noted that ὦᴆ also reduces the 

changing range of Ὀᴆ. 

Searching 

As a result, ὄᴆ is used for random variables, where a number less than -1 implies fleeing the hunter and a value 

greater than 1 suggests being chased by the pack. Using this technology, the DOA can scan targets globally. ὃᴆ is 

another aspect of DOA that presents the potential for exploration. The flowchart is depicted in Fig. 1. 

3. RESULTS AND DISCUSSION 

The proposed DOA technique was implemented utilizing MATLAB software, and its effectiveness in handling 

numerous PVDG locations was evaluated using the IEEE 33-bus system. Line and load data for the network were 
sourced online. According to Fig. 2, the IEEE 33-bus network consists of 33 buses and 32 branches. In this study, 

the network three PVDGs were deployed on the distribution network in order to enhance its performance. The DOA 

variables utilized in this study were the population (Dn = 1000) and the maximum number of iterations (itermax = 

200). The simulation converges after three iterations and the simulation results are shown in Table 1. Following 
PVDG optimization, buses 13, 25, and 33 were the appropriate locations for the PVDG units, and Table 1 reveals 

that the best PVDG unit sizes for these buses were 833, 532, and 866 kW, respectively. The allocation of the various 

PVDG units and its effects on the network voltage profile, as well as active and reactive power losses, are covered 

in the following subsections. 

Table 1. Optimal PVDG allocations 

PVDG size (kW) Location 

532 
866 

833 

25 
33 

13 
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Figure 1. Implementation of the DOA PVDG allocation 

Voltage Profile 

The test network's voltage profile is depicted in Fig. 2 both with and without the deployment of PVDG units. Prior 
to the deployment of PVDG units, the voltage profile was insufficient since the majority of the bus voltage 

magnitudes violated the permitted voltage limits. According to Fig. 2, all of the voltage magnitudes at bus 7 and up 

until bus 18 were below the permitted 0.95 p.u. minimum voltage requirement, with bus 18 having the lowest 
voltage magnitude at 0.913 p.u. As indicated in Fig. 2, the voltage magnitudes of the buses whose voltage 

magnitudes had previously violated the allowable voltage limits dramatically improved, with bus 30 having the 

minimum voltage magnitude at 0.966 p.u. The voltage profile of the entire network increased significantly as a 
result of this. The performance of the test network was enhanced by employing DOA to optimize a number of 

PVDG units, as illustrated in Fig. 2. 
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Figure 2. Voltage profile without and with PVDG placement 

Active Power Loss 

Before the placement of PVDG units, the total active power loss was 202.71 kW. When the DOA optimization 

algorithm was used to optimally allocate PVDG units, a remarkable 61.21% reduction in total active power, or 

78.62 kW, was achieved. The maximum active power loss of 0.05 MW, which occurred in branch 2-3 of the test 

network without the deployment of PVDG units, was reduced to 0.02 MW (or a 60% reduction) following the 
optimal deployment of PVDG units. Similarly, there was a tremendous decrease in the active power losses in all 

the branches of the test network, which resulted in an overall improvement in the networkôs efficiency. 

4. CONCLUSION 

The use of DOA to optimize PVDG units to increase distribution network performance was proven in this study. 

The suggested optimization approach was effective since it distributed PVDG units as efficiently as was feasible 

on the tested distribution network. Therefore, DOA is advised to address the optimization problem of incorporating 

PVDG units to enhance the effectiveness of the distribution networks. 

References 

[1] Ayanlade, SO, Komolafe, OA. Distribution system voltage profile improvement based on network structural characteristics. 
In: OAUTEKCONF 2019. OAU Faculty of Technology Conference; September 2019: pp. 75-80. 

[2] Adepoju, GA, Aderinko, HA, Salimon, SA, Ogunade, FO, Ayanlade, SO, Adepoju, TM. Optimal placement and sizing of 

distributed generation based on cost-savings using a two-stage method of sensitivity factor and firefly algorithm. In: 1st 

ICEECE & AMF, 1(1), 2021, pp. 52-58. 

[3] Reddy, GH, Koundinya, AN, Gope, S, Singh, KM. Optimal sizing and allocation of DG and FACTS device in the 

distribution system using fractional L®vy flight bat algorithm. IFAC-PapersOnLine 2022; 55(1): 168-173. 

[4] Janamala, V, Radha Rani, K. Optimal allocation of solar photovoltaic distributed generation in electrical distribution 

networks using Archimedes optimization algorithm. Clean Energy 2022, 6(2): 271-287. 

[5] Albadi, M, Soliman, H, Thani, MA, Al-Alawi, A, Al -Ismaili, S, Al-Nabhani, A, Baalawi, H. Optimal allocation of PV 

systems to minimize losses in distribution networks using GA and PSO: Masirah island case study. Journal of Electrical 

Systems 2017, 13(4). 
[6] Khenissi, I, Sellami, R, Fakhfakh, MA, and Neji, R. Power loss minimization using optimal placement and sizing of 

photovoltaic distributed generation under daily load consumption profile with PSO and GA algorithms. Journal of Control, 

Automation and Electrical Systems 2021, 32(5): 1317-1331. 

[7] Albadi, MH, Soliman, HM, El-Saadany, EF, Thani, MA, Al-Alawi, A, Al -Ismaili, S, Baalawi, H. Optimal allocation of PV 

systems in distribution networks using PSO. In: 2017 7th International Conference on Modeling, Simulation, and Applied 

Optimization (ICMSAO) 2017 (pp. 1-5). IEEE. 

[8] Ali, ES, Abd Elazim, SM, Abdelaziz, AY. Optimal allocation and sizing of renewable distributed generation using ant lion 

optimization algorithm. Electrical Engineering 2018, 100: 99-109. 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

294 

[9] Ahmed, IM, Kamel, S, Abdel-Mawgoud, H, Yu, J. Optimal allocation of PV based DG in distribution networks at different 

load levels. In: 2018 Twentieth International Middle East Power Systems Conference (MEPCON) (pp. 649-654) 2018. 

IEEE. 
[10] Bairwa, AK, Joshi, S, Singh, D. Dingo optimizer: A nature-inspired metaheuristic approach for engineering problems. 

Mathematical Problems in Engineering 2021, 2021, 1ï12. DOI: https://doi.org/10.1155/2021/2571863 

[11] Ayanlade, SO, Jimoh, A, Ogunwole, EI, Aremu, A, Jimoh, AB, Owolabi, DE. Simultaneous network reconfiguration and 

capacitor allocations using a novel dingo optimization algorithm. International Journal of Electrical and Computer 

Engineering (IJECE) 2023, 13(3): 2384-2395 DOI: 10.11591/ijece.v13i3.pp2384-2395. 

  



 

295 

A Process Mapping Study of End-Of-Life Electric Vehicle Battery 

Repurposing for Renewable Energy Storage 

 
Melissa Venegas Vallejos 

Aston University, Birmingham, UK, venegasm@aston.ac.uk, ORCID: 0000-0001-8238-6004  

 

Andrew Greasley 
Aston University, Birmingham, UK, a.greasley@aston.ac.uk, ORCID: 0000-0001-6413-3978  

 

Aristides Matopoulos 
Cranfield University, Cranfield, UK, aris.matopoulos@cranfield.ac.uk, ORCID: 0000-0002-5083-0534  

 

 

 

Cite this paper as: 
Venegas Vallejos, M, Greasley, A, Matopoulos, A. A study of EOL EV battery repurposing for 

renewable energy storage. 11. Eur. Conf. Ren. Energy Sys.18-20 May 2023, Riga,, Latvia 

 

Abstract: The aim of this article is to provide a detailed process map description of the reverse supply chain for 

electric vehicle batteries. In particular the main processing options of remanufacturing, repurposing 

and recycling. This will be achieved by a qualitative approach in which the main stakeholders are 
interviewed in order to provide a detailed picture at the operational level of the main processes and 

decisions involved in the end-of-life reverse supply chain for electric vehicle batteries. The focus of 

this study is on the repurposing end-of-life option which extends the lifetime of the battery pack in a 

different industry or application such as storage for intermittent renewable energy sources. Along 

with an estimation of future electric vehicle end-of-life capacity this will enable estimates of the 

amount and timing of battery capacity that will be available for repurposing for renewable energy 

applications. 
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1.INTRODUCTION  

Global EV sales are expected to increase steadily in the coming years, increasing from 3.1 million in 2020 to 14 

million in 2025 [1]. Electric vehicle (EV) batteries are the most critical component of electric vehicles because they 

account for a significant part of the vehicle's cost and are highly relevant for EV development and adoption. Since 
EV batteries typically last between 8 to 10 years, the end-of-life (EOL) supply chain of this component needs to be 

prepared to handle the increasing volumes of batteries that are going to reach their end-of-life in the following 

decades. 

The EV battery industry is a developing industry that needs to ensure its sustainability. Some of the drivers that are 
encouraging the development of reverse supply chains for EV batteries are the finite critical raw material supply 

[2,3], the negative environmental impact of EV battery production and disposal [4,5] and governmental regulations 

associated with used EV batteries [4,5]. Several barriers that affect the EV reverse supply chain implementation 

have also been identified, such as the early development stage of suppliers, capacity, a major investment for EOL 
management facilities, and the labour-intensive nature of activities. Therefore, EV manufacturers need to build 

sustainable EOL reverse supply chains on time to address future industry challenges.  

Al-Alawi [6] found that there is significant potential for EOL EV batteries to deliver energy for alternative 

applications such as storing surplus energy. Specifically, batteries of electric vehicles obtained at their end-of-life 
can be repurposed as storage systems to integrate with renewable energies such as intermittent wind power [7]. 

Volan et al. [8] state that for the most optimistic scenario, EOL batteries will account for 86% of energy storage for 
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wind and 36% for solar PV in 2040.The decision about the best EOL alternative for processing batteries depends 
on the batteryôs design characteristics, quality of the EOL product and state of health (SOH) of the battery and cells. 

Previous studies have attempted to provide predictions of EOL battery availability at a strategic level [8], 

characterising the value proposition of the use of EV batteries in stationary battery energy storage systems (BESS) 
[9], the technical viability of repurposing retired EV batteries (REVB) [6] and the sustainability of the use of 

repurposing EV batteries [7]. 

The aim of this article is to provide a process description of the reverse supply chain (RSC) for EV batteries. In 

particular the main processing options of remanufacturing, repurposing and recycling. This will be achieved by a 

qualitative approach in which the main stakeholders are interviewed in order to provide a detailed picture at the 
operational level of the main processes and decisions involved in the EOL RSC for EV batteries. Along with future 

estimation of EV EOL capacity this will enable estimates of future amount and timing of battery capacity that will 

be available for repurposing in renewable energy applications.  The article is structured as follows. A literature 
review of the main options for EOL EV batteries of remanufacturing, recycling and repurposing leads to 

identification of the processes and actors in the EOL RSC for EV batteries. Then a qualitative study will provide 

operational details of the activities involved in these processes. The aim of this analysis is to provide the basis for 
the construction of a predictive simulation model that can be used to estimate the future amount and timing of 

battery capacity for repurposing use for renewable energy applications. 

2.LITERATURE REVIEW  

The capacity of electric vehicle batteries reduces with the passing of the years due to the cells' degradation and 

growth of the internal resistance [10]. After reaching the end of their first life, electric vehicle batteries still have 

enough energy to be used in a second life that demands less capacity [10]. The decision about the best EOL 
alternative depends on the batteryôs design characteristics, quality of the EOL product and state of health (SOH) of 

the battery and cells. Remanufacturing and repurposing are the prefered options to maximise the recovered value 

from EV batteries and minimise the energy consumption after first-life treatment [11,12]. However, 
remanufacturing is the most exigent alternative in terms of quality and SOH requirements. The second desirable 

option after remanufacturing is repurposing of EV batteries for second life in a different industry such as intermittent 

renewable energy sources such as wind and solar. Recycling is the least favoured option from a circular economy 

perspective because of the reduced benefits, loss of material and energy consumption of the recycling processes. 
Nevertheless, recycling is still better than EOL EV batteries' disposal. Through recycling the valuable material of 

batteries can return to the EV battery supply chain reducing the extraction of raw material [12]. The three options 

are now outlined in more detail. 

Remanufacturing 

Remanufacturing is the process by which a product can be rebuilt and its components repaired and replaced to use 
the whole battery pack in its original automotive application [12]. The remanufacturing strategy includes diagnosing 

the battery modules and cells, replacing or repairing damaged cells and modules, and reassembling all the 

components into a new battery pack [12]. Remanufacturing is the preferred EOL alternative for battery packs when 

their SOH is sufficient for EV use. According to the US Advanced Battery Consortium (USABC) standard only 
batteries with a higher capacity than 80% can be used in an EV. EV batteries with a lower SOH than 80% do not 

have enough energy and capacity to be used for automotive applications [13]. A study made by Foster et al. [14] 

suggested that using remanufacturing batteries saves approximately 40% of the cost of producing a new Li-ion 
battery. However, remanufacturing also poses challenges. There is a wide variety of battery pack designs with 

different sizes, chemistries and formats (cylindric, prismatic and pouch), which adds complexity to the 

remanufacturing process due to the lack of standardisation [15]. By 2015 nearly 250 new EV models will be 

introduced to the market, produced with batteries from more than 15 manufacturers [15].  

Repurposing 

Repurposing is the second prefered EOL option for EV batteries after remanufacturing. It extends the lifetime of 
the battery pack in a different industry or application, e.g. energy storage. This alternative is recommended for EV 

batteries that are in good condition and still have high  capacity left, but it is not enough to continue using them for 
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EV applications that normally require a capacity above 80% [13]. Repurposing EV batteries does not involve only 
replacing and repairing battery cells and modules. Repurposing also involves reconfiguring such elements into new 

modules and packs and a new battery management system to adapt them to the new applications needs. In contrast 

to remanufacturing, repurposing EV batteries poses different challenges. Some of the challenges are the accuracy 
of the quality grading of the repurposed battery pack, difficulty to disassembly battery packs with different designs, 

reconfiguration costs that should compete with new batteries and transfer of liability [12]. Finally, EV batteries 

were created for and to be used in EVs. Moreover, EV manufacturers are responsible for collecting and treating 
these batteries at their EOL. For this reason, the risks and legal responsibilities of using these batteries in a different 

application are not clearly defined [13].   

The decision to repurpose EV batteries should pass through careful economic analysis. Repurposing batteries 

involve testing, grading and repacking, which are significantly expensive and could make the decision to repurpose 

not economically viable [12].  As Chen et al. [12] suggest these costs may be reduced by using more advanced 
technology to measure the batteries' SOH and grading. Repurposed batteries can be used for different applications 

such as peak shaving, backup energy storage, renewable energy storage, and EV charging [11,16]. For one of the 

repurposing applications, General Motors (GM) work with Empower Energies, a renewable energy services 
platform. They use the used Chevrolet batteries, solar arrays, and wind turbines to provide energy to the GM 

enterprise data centre in Michigan [17].   

Recycling 

Recycling is the third and last EOL option that can be used for EV batteries. The recycling option can accept 

batteries with all SOH levels. However, recycling is more expensive than remanufacturing and repurposing, and it 

is the process that loses the most valuable battery material. Sending EOL EV battery packs directly for recycling 
would imply the loss of their remaining energy when they could still be remanufactured and repurposed if they 

have enough capacity [18].   

Figure 1 shows the main processes and actors involved in the EOL RSC for EV batteries in the UK which includes 

vehicle Dealer Service Centres and a specialised Authorised Treatment Facility (ATF) network. These companies 
are key players in the EOL supply chain for EV batteries since they are responsible for collecting the EV batteries 

from EV users. The batteries then progress to the three types of companies offering recovery options of 

remanufacturer, repurposer and recycler. 

 
Figure 1. Processes and actors in the EOL RSC for EV batteries. 
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3.DISCUSSION 

This study uses selected companies that offer different recovery alternatives to extend the life of EV batteries, 
components, and materials. All the companies involved in this research are UK-based. The UK was chosen for this 

research since it is one of the most influential electric vehicle markets in Europe; however, its RSC is developing 

and requires supporting tools to establish its long-term plans. Even though this study focuses on the UK context, 

the methodology can be used to study other contexts.  

The real names of the companies are not presented to keep the confidentiality of the participant companies.  

(1) Remanufacturer_A has undertaken refurbishing work and has experience working in some refurbishing and 

remanufacturing pilot projects with electric vehicle batteries.  
(2) Repurposing_A was chosen for this study since it is developing projects to build Lithium-ion batteries for 

storage applications using used EV battery cells.  

(3) Recycler_A is a UK-based material recycling company that offers lithium-ion battery recycling services 

with a dedicated factory area and specialised personnel.  

Current process - Remanufacturing company 

When Remanufacturing_A receives batteries from their clients, one of the first steps to follow is the discharge of 

the batteries if required. Then, the battery needs to be isolated by checking if the cooler pipes have come loose or 

split within the pack because they could cause a shortcut. The next step is the diagnosis. The diagnosis of EV 

batteries is a key step to identify what the faults are, and based on that information, decide where to send the 
batteries. The diagnosis of the battery involves the measurement of the state of health of a battery (SOH). To 

measure the SOH of the battery it is necessary to have either a reference from a new battery to benchmark against 

or have information about how exactly the battery was meant to perform. This process requires developing multiple 

tests that need to be designed to be flexible enough to check batteries from different manufacturers and EV models.  

Remanufacturing_A has identified three possible routes with three separate lines for the batteries. The first line is 

for the batteries that are not good to use. In this first case, batteries should be dismantled to a module level and 

prepared for recycling. The parts that still can be reused would be kept at the facility. The second option for batteries 
is harvesting. Harvesting in this context refers to gathering the useful parts of products to store them and use them 

later for remanufacturing. For instance, if there is a battery with 18 modules and one string of 6 modules is fine, 

and the other two strings are broken, the good string with six modules combined with other useful parts could be 

used to build a full battery again. Finally, the third route would be for good functional batteries that can be either 
refurbished or remanufactured. The diagnosis for the third route is challenging since it would have multiple needs. 

For instance, measuring the state of health of a battery is not a straightforward process, and it will vary depending 

on the brand, model and technology of the batteries. Figure 2 shows a simplified map that includes the activities 
performed by the Remanufacturer. 

 

 
Figure 2. Process map Remanufacturing company. 
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Current process - Repurposing company  

The process starts when Repurposing_A receives the waste battery cells from suppliers. Then, the cells pass through 
a visual inspection to identify which cells are in good condition. Next, the cells are labelled and loaded on to the 

testing machine. Then, the testing machine measures the SOH of the cells and establishes their grading category. 

When the battery cells performance is too low, these cannot be recovered. The cells that can be recovered, 
depending on their performance they can be used to build new batteries for different applications, for example home 

energy storage or turn them into a battery that goes into a boat or for power supply services. After the cells testing, 

the new battery assembly takes place. Afterwards, the whole battery pack needs to pass through a final testing. If 

the battery doesnôt pass the final test the battery pack is disassembled and the cells are sent to the assembly step 

again. Figure 3 shows a simplified map that includes the activities performed by the Repurposing company. 

 
Figure 3. Process map repurposing company 

Current process - Recycling company 

The process begins when Recycler_A receive the EV battery packs. Then, the operators make sure that the batteries 
are discharged. The next step is the dismantling process which is done by hand and with the help of specific tools. 

First, the batteries have to be dismantled to a module level. Then, the cells are taken out from the modules, and then 

these are sent to the recycling plant where the recycling machines are set up. In the recycling plant, the cells are 

split up to pass through various mechanical and chemical processes to separate copper, plastic and cathode powder. 
On average, Recycler_ A expects to recover 80% of the total weight of the batteries. Figure 4 shows a simplified 

map that includes the activities performed by the Recycling company. 

The manager from Recycler_A suggest that ñthe most complex processes are the batteries and cells dismantling 

and discharging because the diversity of batteries configurations add complexity to the activities. When working 
with different types of batteries, the operation staff have to follow different procedures and use different tools for 

each type of battery, extending the total processing timeò.  

 
Figure 4. Process map Recycling company 

 

 

 



11. EUROPEAN CONFERENCE ON RENEWABLE ENERGY SYSTEMS   Riga/Latvia   18-20 May 2023 

300 

4.CONCLUSION 

The aim of this article has been to provide a process description of the reverse supply chain for EV batteries from 
the result of interviews with industry participants. In particular the main processing options of remanufacturing, 

repurposing and recycling are detailed. Further work is proposed in developing this work at an operational level to 

providing a discrete-event simulation of individual EOL battery flows. The purpose of this being to provide an 
estimation of the future amount and timing of EOL battery capacity. This can then assist in planning repurposing 

applications for renewable energy storage. 
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Abstract: Solar PV is one of the most used and prominent renewable energy sources in meeting the worldôs 

increasing energy needs because of its advantages. As a result, there is an increase in solar panel 

installations worldwide. Considering its average lifetime of about 25 years and installation capacity, 

solar panels may become a source of waste in the next decades. Environmentally friendly and proper 

disposal of these panels is of the utmost importance.  This paper reviews and summarizes the different 

recycling strategies of different solar panels such as crystalline solar panels, thin film, Organic solar 

cells, Gallium Arsenide (GaAs), Perovskite and Dye Sensitized Solar Cells (DSSC). Findings from 

the review show that though some recycling methods exist at the commercial level, a lot of research 
is underway. Crystalline PV recycling methods are advanced, followed by thin film technology. Solar 

PV recycling is an evolving field that requires more research to make the processes efficient, less 

complex, economically feasible and energy saving. PV recycling can reduce waste and possibly CO2 

emissions. This review informs companies and researchers who are active in solar PV recycling. 

Keywords: Solar panel, solar PV recycling, waste management 

É 2023 Published by ECRES 

1.INTRODUCTION  

Solar photovoltaic is one of the most used and mature renewable energy sources worldwide because of the various 

advantages it has [1, 2]. It is a clean and environmentally friendly source of energy, reliable, safe, and the cost of 

installation keeps decreasing over the years [3]. Because of these advantages, it is considered a prominent source 

of generating and meeting the worldôs increasing energy demand. As a result, there has been a continuous increase 
in its installation and market and commitment in terms of research in order to increase its efficiency. The global PV 

installed capacity in 2017 was about 400GW and is expected to attain about 4500GW by 2050 [1, 4]. The continuous 

production and installation of solar PV worldwide will be a source of hazardous waste due to some metals used in 
its production. Solar PV panels are known to last for an average time of 25 years, after which they could be 

considered waste and therefore need to be discarded.  Considering the continuous increase in solar PV installations 

and their lifetime, solar PV waste is forecasted to be between 4% and 14% of its total installation by 2030 and to 
further increase to about 80% by 2050, evaluated to about 78 million Tonnes of waste [1, 4, 5]. Land filling has 

been one of the methods used in disposing of this waste and due to the possibility of land destruction and pollution 

and hazards from the metals used in PV manufacturing and the increase scarcity of semiconductor materials in their 

manufacturing [2], an environmentally friendly option such as PV recycling is being considered [6]. Apart from the 
end-of-life modules, other modules like those with defects during production, damaged ones during transportation 
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and installation and malfunctioned ones during operation will equally need to be recycled [3]. Therefore, 
appropriate solar PV recycling technologies and waste management are of utmost significance [1, 2, 3]. The figure 

below shows the estimated cumulative worldwide solar PV module waste (Tonnes) 2016ï2050 [1]. 

 
Figure 1. The estimated cumulative worldwide solar PV module waste (Tonnes) 2016ï2050 Source:[1]. 

The aim of this review is to outline the various solar PV recycling strategies for different PV panels. It highlights 

the importance of recycling solar panels, gives an overview of the level of engagement of different countries in 

solar PV recycling. A review and summary of the different recycling strategies for the different types of solar PV 

technologies, and a conclusion and recommendation are provided. The review will be useful to companies and 

researchers interested in solar PV recycling to make informed decisions.  

2.RECYCLING PROCESSES 

Solar panel waste can be generated during any of its production phases, including panel production, transportation, 

installation and during its service life [1]. The recycling strategy depends on the type of solar technology because 

of the difference in their manufacturing processes. While two solar PV recycling strategies have been established 
at the industrial level, some are still under research. Several crystalline PV recycling strategies exist, followed by 

the thin film technology. The life cycle of a PV module and the possible stages of waste generation is shown below 

[3]. 

 
Figure 2. Typical life cycle of a PV module. Source: [3]  
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Based on the structure of PV modules, three basic processes can be applied for complete recycling. These are 
delamination, separation, and purification of the different elements [3]. These processes can be accomplished either 

physically, thermally, or chemically [7], as explained below. 

Á Physically: The panels are dismantled to remove the Aluminum frames, junction boxes and cables. The 

junction boxes and cables are then inspected for disposal, while the panels are then crushed for the next 
process.  

Á Thermally: The crushed panels are heated in furnaces. In one of such methods, the crushed panels are put 

in a high temperature furnace and heated up to a temperature of about (500ÁC) [7, 9] for one hour, and at 

450ÁC/h heating rate. In another method by [9], the heat of the furnace is gradually increased at a rate of 
10ÁC/min until it reaches 650 ÁC, and it's then held at this temperature for about an hour. 91% of glass is 

recovered by this method. 

Á Chemically: Different solvents and solutions are used to recover the different metals and materials found 
in the solar panels. The desired materials determine the solutions. In a study, [10] used phosphoric acid 

paste to recover solar wafers. In another study, [11] soaked crystalline silicon solar panels in 

trichloroethylene for 10 days at 80 degrees Celsius to completely remove Ethylene Vinyl Acetate (EVA) 
and recover Si cells. The panels obtained were successfully used. [12] recorded a high recovery rate of 90% 

by separating Cd and Te using chemicals such as Sulphuric acid solution, sodium carbonate and sodium 

sulphide. Kim and Lee [13] tested and used different organic solvents such as trichloroethylene, O-

dichlorobenzene, benzene, and toluene at different temperatures to chemically enhance the dissolution of 
EVA. EVA fully dissolved in Toluene after 1 hour at 70 degrees. 

Figure 3 below shows the different types of solar PV recycling processes by [1]. 

 
Figure 3. Different types of Solar PV recycling processes.Source: [1]  

3.DIFFERENT COUNTRY DEVELOPMENTS/STATU S REGARDING PV RECYCLING  

Different countries have initiated discussion and research about solar PV recycling. Most countries in Europe have 

adopted the EU Waste from Electrical and Electronic Equipment (WEEE)ôs directives, which is an important first 

step towards their engagement in PV recycling. The EU rules on WEEE aim at treating electrical and electronic 

waste while contributing to sustainable development. In 2012, EU WEEEôs directives pioneered the PV electric 
waste regulations including targets for end-of-life PV collection, recovery, and recycling. The cost is expected to 

be financed by all producers supplying PV panels to Europe [1, 5, 7]. Some other countries like Japan and the US 

have undergoing research regarding solar PV recycling. Developing countries are still lagging and are yet to initiate 
discussions regarding solar PV recycling. Table I below shows the developments/engagement of various countries 

in Solar PV recycling. 
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Table 1. The engagements of different countries in Solar PV recycling. 

Country  Status on PV recycling 

UK - First European country to adopt EU Waste from Electrical and Electronic Equipment (WEEE) 

directives that relate to disposal and recycling of solar PV in the UK [1][5]. 

USA  - The state of California Department of Toxic Substances Control (DTSC) offered to take 

responsibility for solar waste treatment [1]. 

- First Solar, a USA-based solar panel manufacturing company has established factories in the United 

States, Germany, and Malaysia, and employs recycling methods with recovery rates of 95% for Cd 

and 90% for glass [1,4,6,8]. 

- Washington state passed a senate bill that modifies state renewable energy system tax incentives to 

include take back and recycling programs for end-of-life PV. The senate bill also urges PV module 

producers who want to sell their products to provide recycling plans for their products by January 1, 

2021. 

- In North Carolina, PV modules are subjected to Toxicity Characteristics Leaching Procedure (TCLP) 
test before disposal for appropriate waste management. PV waste is treated as hazardous waste if 

indicated by the waste generator to be hazardous. Otherwise, they are treated as Universal waste. 

Rules making must be done to add PV modules as Universal waste [19] 

Germany - Second country to adopt the EU WEEEôs directives [1]. 

- Also, a German based company called Solar World recycles crystalline PV panels. 

- A branch of First Solar in Frankfurt an der Oder, Germany recycles PV panels. 

Czech 

Republic 
- Entered a joined venture with EU for the recovery and recycling of End-of-Life (EoL) PV panels [1]. 

Italy - A Legislative Decree No. 49 of 14 March 2014 was passed, that implements the Directive on WEEE 

(Directive 2012/19/EU) [1,5]. 

South 

Korea. 
- Has adopted and initiated the discussion on PV waste. The industrial wastes in Annex Table 4 of 

Article 4.2 of South Koreaôs Enforcement Rule of Wastes Control Act (Act No. 14783) includes PV 

panels [1]. 

Japan - The Japanese environment ministry and solar panel manufacturers participate with local companies 

in research on recycling technology [1]. 

- NPC.Int, a solar panel and equipment manufacturer, has entered a joint venture with Hamada (an 

industrial waste-processing company), to recycle solar panels. 

Switzerla

nd 
- SENS and SWISCO RECYCLING, major recycling industries in Switzerland (recycling ovens, 

washing machines, fridges, etc.) adhered to the WEEE directives in 2014 [5]. 

Korea - There are existing funded research projects on PV recycling. Also, other projects in non-R&D exist 

for the formation of a PV recycling center [5]. 

4.PV RECYCLING STRATEGIES  

Crystalline solar cells  

Crystalline solar cells are known as the first generation of solar cells, and are those cells manufactured using silicon. 

They are one of the oldest solar cells technologies and equally the most common ones with a greater share of the 
solar PV market. There are different methods used to recycle crystalline solar cells. Some of these methods are used 

commercially in some companies while others are research based. Table II (in the appendix section) gives a 

summary of some of the existing recycling methods for crystalline solar cells. 

Thin film  

These solar panels are known as the second generation of solar panels and are made by depositing thin films of 

semiconductor material on glass. Depending on the semiconductor used, there are different types of thin films solar 
panels such as amorphous, Cadmium Tellurium and Copper Gallium Indium Diselenide. Materials for thin film 

production using Cadmium Tellurium and Copper Indium Disulphide/ Diselenide are on increasing demand [2]. In 

addition, Indium and Tellurium are scarce materials whose prices continue to increase. As a result, recycling end 
of life thin film solar panels helps to recover these elements, which can be used to produce new panels. Table III 

(in the appendix section) summarizes some of the existing thin film recycling technologies. 
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Organic solar cells  

Organic solar cells are known as the third generation of solar cells technology. In this type of solar cell, the 
absorbing layer is based on organic semiconductors. It used carbon-based materials and organic electronics, rather 

than silicon as used in crystalline solar PV. They are sometimes referred to as ñplasticò or ñpolymerò solar cells. 

Organic solar cells are more flexible and cheaper than the conventional crystalline solar PV, though their efficiency 

is still low. Due to their flexibility, they are an appropriate option for integrated building PV.  

Even though itôs a new technology and research is still ongoing to improve its efficiency and lifetime, some 

recycling technologies already exist. Y. Zhou et al.,[17] reported a study in which they recycled organic solar cells 

fabricated on Cellulose Nanocrystal substrate (CNC). They separated and recycled the solar cell components using 

low energy processes at room temperature. The CNC substrate was observed to disintegrate completely within 30 
minutes after they were immersed in distilled water, leaving solid residues which were separated by a filter paper. 

The photoactive layers were then separated from the electrodes (made with Ag and Molybdenum oxide (MoO3)) 

by rinsing the solid residues in chlorobenzene on filter paper. 

In another study, [18] recovered silver (Ag) from roll to roll processed organic solar cells. In their study, the organic 
solar cells were incinerated (combusted in heat) at 800 to 1000 degrees Celsius and later treated with diluted nitric 

acid. They realized a complete and high silver (Ag) recovery from the ashes of about 101.3 +- 3.8%. From the 

recycling methods above, it can be deduced that the final material of interest determines the recycling process used. 

Gallium Arsenide (GaAs)  

GaAs solar cells are a type of direct bandgap crystalline PV material based solar cells with a band gap of 1.42 eV 

at room temperature. With studies indicating efficiencies up to 28.8% on single junction cells [20] and efficiencies 
reaching up to 42.3% on triple junction cells [21], GaAs based PV technology is one of the most efficient in the 

current market. GaAs solar cells are mostly used in outer space power generation and concentrated PV power 

generation due to its high resistance to radiation damage and insensitiveness to overheating [22]. The global 
availability of gallium is moderate, being not naturally existing in its purest state, gallium is often found in combined 

form with Aluminum and Zinc [23]. Almost 85% of GaAs is wasted as scrap during production [23]. With the 

increase in demand for gallium due to its applications in semiconductor industry, the need for recycling strategies 

has increased in the past years.  

Materials like glass, gallium and other useful organic components can be successfully recycled from solar cells by 
using methods like nitrogen pyrolysis and vacuum decomposition. Manual separation of cathode, anode and the 

anti-reflective layer is also still being widely practiced now. An experiment conducted by Shanghai Key Lab 

assessing the feasibility of recycling gallium and Arsenic from e-wastes using pyrolysis and vacuum metallurgy 
shows a stable gallium and arsenic recovery rate at 1273 K [24]. Other processes of recycling such as sulfurizing 

thermal treatment, leaching-selective precipitation and vacuum thermal reduction are also being researched on [25, 

26, 27]. Vacuum metallurgy separation of solid gallium under optimized experimental conditions provides a 
recovery efficiency of 93.48% [28]. A reliability analysis on III-V GaAs solar cells grown on recycled GaAs 

substrate shows degradation in performance due to uneven surface morphology affecting the cellôs Voc and fill 

factor. Even though considerably old methods like pyrolysis and vacuum decomposition are still being used the 

most for GaAs solar cell recycling, the development in new methods appear promising.  

Perovskite 

Perovskites are crystal materials that generally have a chemical formula of XYZ3 where the first two (X and Y) are 
cations and Z being a bonding anion. Halide perovskites are showing great progress in research making it potentially 

the face of third generation solar cells of the future [29]. In the last two years, the progress made in perovskite solar 

technology is impressive with efficiencies reaching up to 25% in experimental conditions [30]. Being cost efficient, 
perovskites have the potential to compete with Si based technologies to become the most used PV technology in 

the future. Commercialization of perovskites is however going to inevitably increase the presence of toxic wastes 

such as lead. Thus, development in waste management and recycling technologies is crucial for perovskites to 

develop a commercial market.  
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 A cost analysis study [31] analyzing the feasibility of recycling toxic lead and other valuable conductor materials 
shows impressive results. Out of the total material cost of perovskite module which was $24.8/m2, the value of 

recycled materials was $12/m2 making the results considerably promising. Weakly acidic cation exchange resin 

was used to separate lead from the test module with a recycling efficiency of 99.2%. Another life cycle assessment 
study [32] of perovskite recycling strategies shows results of energy payback time reduction up to 72.6% and 

greenhouse gas emission factor reduction of 71.2%. Under a best-case recycling scenario, the energy payback time 

for a recycled perovskite module is 0.09 years and a greenhouse gas emission factor of 13.4 g CO2/ kWh, which is 
lower than the respective values of silicon solar modules. Closed loop recycling and recrystallization using 

butylamine of perovskite solar cells is also an efficient recycling method with a recovery efficiency of 98.9%. A 

solar cell produced by recrystallization shows a similar performance as that of a fresh solar cell [33]. Common 

methods like stripping down layers of perovskite cells is also feasible as the collected materials can be reused with 
little or almost no reduction in performance. The Pbl2 which is recycled using this method can be recrystallized, 

and reused and has a power conversion efficiency of 13.5% [34]. With perovskite PV technology making fast 

progress, future developments in perovskite recycling are crucial to make the technology commercially viable.  

Dye-sensitized solar cells (DSSC)  

DSSC (dye-sensitized solar cell) is a solar cell type that is a type of thin-film solar cell. The typical components of 
a DSSC solar cell include these materials: two layers of glass, two layers of TCO (transparent conducting oxide), 

TiO2 (anode), platinum (cathode) and an electrolyte (liquid conductor).  

[35]. Since DSSC is a growing market        N. Jamalullail, I. S. Mohamad, M. N. Norizan, N. A. Baharum, and N. 

Mahmed, ñShort review: Natural pigments   photosensitizer for dye-sensitized solar cell (DSSC),ò IEEE Student 

Conf. Res. Dev. Inspiring Technol. Humanit. SCOReD 2017 - Proc., vol. 2018-January, pp. 344ï349, Feb. 2018, 

doi: 10.1109/SCORED.2017.8305367.  

[36] and is expected to at least double in revenues by 2030, the amount of DSSC solar that will need to be recycled 

in the future decades will increase substantially in 10-20 years from now (2023). Recycling DSSC solar cells is a 

complicated task due to the thin film and compact nature of the cells. 

The first step in lowering the amounts of raw materials required in the DSSC lifecycle is on reducing the raw 

materials used through building DSSC with recycled materials. Extending the lifetime of a solar cell is also being 

researched. 

[38] Methods of reducing the environmental impact of DSSCôs include lowering the amount of rate and toxic 

materials in the solar cells (i.e., ruthenium, cobalt, silver, and platinum). However, the negatives of using other 

options are lower power conversion efficiencies and/or lower cell lifetime. 

Recovering TiO2 glass from old decommissioned DSSC solar cells is an option that is available to recycle a valuable 
and rare component which can be reused for new cells. The recycled TiO2 can be gathered from Perovskite cells 

and reapplied with CsPbIBr2 and carbon layers. 

All these methods to recycle DSSC solar cells require more research and development, as alternative materials to 

be used which can be more easily recycled than conventional DSSC materials are not yet commercially available 

or efficient enough.  

[39] Mechanical processing and separation of the components is expensive, especially if there is a module frame 
involved. Crushing DSSCôs can be done which is a mechanical process involved in making it easier to separate the 

components. Pyrometallurgical processes could be an alternative approach to the shredding and crushing method, 

however it is difficult to extract more than one type of metal easily through this process. 
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Figure 4. Diagram Flow Chart of Recycling[39 

5.SUMMARY OF END -OF-LIFE PV RECYCLING STATREGIES  

Table 4. A summary of end-of-life PV recycling technologies 

Technology Methods used Status Module type 

Delamination 

  

Physical disintegration [3, 

9,10,15] 

Research/commercial C-Si /Thin film 

Thermal [3,9,10,15] Research C-Si 

Milling/ shredding [3,15] Commercial Thin film 

Material separation 

  

Manually [3,9] commercial C-Si 

Classifier [3] Commercial Thin film 

Sieving [9,10] Research C-Si 

Mechanical milling [9] Research C-Si 

Vibrating screen [16]  Commercial Thin film 

Etching [3] Research/Commercial C-Si 

Precipitation [3,16] commercial Thin/film 

Leaching [3] Research/Commercial C-Si 

Mechanical attrition [15] Research Thin film 

Floatation [9] Research Thin film 

Vacuum blasting [9,16] Research Thin film 

Electrowinning [15] Research C-Si 

Chemical solutions (organic 

solvents, acids, chlorine etc.) 

[3, 9,10,15] 

Research C-Si 

Filtration [4] Research  Thin film 

Purification Acidic oxidation [16] Research Thin film 

Precipitation [16] Research Thin film 

Hydrometallurgical process [9] Research C-Si 

6.CONCLUSION  

Solar PV recycling is an evolving field that requires further research. This will reduce waste, and CO2 emissions, 

while contributing to a sustainable environment. This review gives an overview of PV recycling activities by 

country and elaborates the different recycling strategies for different end of life solar cells. Some of the challenges 
discovered during this review are, given the continuous variation in PV panel composition introduced in the 

different manufacturing technologies, the existing Solar PV recycling strategies are known to be complex. In 

addition, some proposed recycling methods are not economically viable, while some use materials which might be 
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dangerous. Energy is required for recycling, and the collection networks of the end-of-life PV panels are not 
efficient. Furthermore, there is a need for policies to encourage producer responsibilities. While a few countries 

have initiated the discussions and are working towards PV recycling, most developing countries are yet to initialize 

such discussions. While recycling strategies for recent solar technologies like organic solar and perovskites are still 
under research, there already exist recycling strategies for crystalline solar and thin film technologies at the 

commercial level. It is expected that the research for efficient PV recycling strategies will accelerate as the PV 

industry grows and as many more organizations and government are working towards a sustainable future. 
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APPENDIX 

1.  

Table 2. A review of Crystalline solar PV recycling 

Company/ 

Researcher 

Technolog

y/processes 

Solutions/

methods 

Output/Results Process 

efficiency 

Advantage(

s)  

Disadvantag

e(s) 

Refere

nce(s) 

Huang et al., 

2017) 

-

Mechanical
/Physical 

-Thermal 

(furnace 

heating) 

-Chemical 

(leaching, 

electrowin

ning) 

-Leaching 

solution: 
HNO3 

-Etching 

solutions: 

(HF) and 

(NaOH) 

-Thermal 

process: glass 
from cells 

-Leaching: Ag, 

Pb, Cu and Sn 

-

Electrowinning

: separates each 

metal from the 

others (Ag, Pb, 

Cu, Sn) 

-(HF): SiNx 

layer and Al 

back electrode 
- (NaOH):  

emitters and 

back-surface 

field 

-N/A -waste 

handing is 
efficient 

-Full 

elimination 

of EVA 

-Process is 

Simple and 

effective 

-Recovery 

of high 

purity 

materials. 

-Solar cells 

can be 
damaged 

-Other 

materials 

mix with 

EVA 

-Consumes 

High energy 

-Dangerous 

emissions 

[14] 

Solar World -Thermal 

decomposit

ion 

-Manual 

Material 

separation 

-Chemical 

(etching) 

  
  

-Heating at 

600 

degrees 

-Heating: solar 

cells, glass, 

metals 

-Etching on 

solar cells: 

wafers 

-more than 

90% of 

glass  

-95% of 

semiconduct

or materials 

(Si)  

-Up to 97% 

of intact 
wafer (4200 

ɛm)  

-High 

recovery 

rate of 

valuable 

materials 

-High purity 

of the 

recovered 

material 
-Possible 

direct reuse 

of wafers 

-Thin wafer 

defects and 

degradation 

due to high 

temperature 

-Inefficient 

manual 

separation 

-Potential 
harmful 

emissions 

[3] 

Fiandra et 

al., 2019 

-Manual 

material 

separation 

-

Mechanical 

treatment 

-Thermal 

treatment 

-

Mechanical 

milling 

-Mechanical 

milling: 

Flouropolymer

s, Tedlar 

material 

- Thermal: 

Silicon, glass, 

metals 

-N/A -Reduction 

in pollutants 

emission  

-Reduction 

in energy 

used 

-N/A [16] 

Shin et al., 

2017 

-Chemical 

treatment 

-Nitric acid 

-Potassium 

hydroxide 

-
Phosphoric 

acid 

- Nitric acid: 

Ag 

-Potassium 

hydroxide: Al 
-Phosphoric 

acid: wafer 

-N/A -N/A -N/A [10] 

Pagnanelli et 

al., 2017 

-Manual 

-Physical/ 

Thermal 

treatment 

-Chemical 

treatment 

-Acid 

leaching 

-Manual 

dismantling: Al 

frame  

-Acid leaching: 

metals (Al, Cu, 

Te, etc.) and 

glass 

-91% -N/A -N/A [9] 

Doi et al., 

2001 

-Chemical -Organic 

solvents 

-

Trichloroethyle

ne: EVA 

-N/A -N/A -Cracking of 

PV cells 
[11] 
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2.  
Table 3. A review of thin film solar PV recycling 

Company/  

Researcher  

Technology/processes

  

Solutions 

used  

Outputs/results  Process 

efficienc

y  

   

Advantages  disadvantages  Refere

nces  

First solar -Physical 

disintegration 

(shredding+ hammer 

milling)  

-Leaching  

-Solid-liquid 

separation  

-Vibrating screening  

-Precipitation  
   

- leaching: 

Acid and 

hydrogen 

peroxide.  

-Leaching, sold-

liquid separation: 

Glass and laminate 

material  

-Screening: Glass 

from Laminate  

-Precipitation: 

metal rich liquid 

(Tellurium and 
Cadmium)  

- 90% of 

glass   

-95% of 

semicond

uctor 

materials 

(Cd, Te)   

-More 

than 80% 
of Te of 

99.7% 

purity  

   

-Capable of 

mixed waste 

treatment  

-High 

recovery rate 

of glass and 

semiconducto

r materials  

-very 
automated 

process   

-Breakage of solar 

cells  

-not possible to reuse  

-wafer reproduction 

required  

-High energy demand  

-Complicated process, 

Use of chemicals, 

Expensive equipment  

[14]  

ANTEC Solar 

GmbH 

-Physical 

Disintegration  

-Pyrolysis treatment  

-Dry etching  

-Precipitation  

-Oxygen at 

300 

degrees  

- Etching: 

Chlorine 
and 

atmospheri

c gas at 400 

degrees  

- Oxygen at 300 

degrees: EVA  

-Etching: CdCl2 

and TeCl4  

-N/A  -Capable of 

mixed waste 

treatment  

-High 

recovery rate 
of glass and 

semiconducto

r material  

-Less use of 

chemicals  

-less 

complicated 

process  

-High energy demand  

-Breakage of solar 

cells, not possible to 

reuse  

-Wafer reproduction 
required  

-High effort required 

for purification  

[3]  

Held, 2009 -Physical 

disintegration 

(shredding+ hammer 

milling)  

-Leaching  
-Solid-liquid 

separation  

-Precipitation  

-Leaching 

solution: 

Sulphuric 

acid, 

Hydrogen 
peroxide  

-After leaching: 

Glass separated 

from solution  

-Solution 

precipitated and 
filtered. Metals can 

then be obtained  

-N/A  -N/A  -N/A  [15]  

The EU-LIFE 

project 

RESOLVED 

(Recovery of 

Solar Valuable 

materials, 

Enrichment and 

Decontamination)

, coordinated by 

the Federal 
Institute for 

Materials, 

Research and 

Testing [2] 

Broken modules:   

-Crushing/ milling  

-wet mechanical 

attrition  

-wet mechanical 

floatation  

-chemical treatment  

-acidic 

oxidizing 

solution  

- wet mechanical 

attrition process: 

semiconductor 

layers are 

separated.  

-Floatation: CdTe 

and CIGS products  

-acid oxidizing 

solution: Cd and 

Te   

-99.99%  

   

-Requires less 

amount of 

chemicals  

-N/A  [2]  

End-of-life 
modules:   

-Crushing  

-Thermal dismantling 

(furnace at 500 

degrees Celsius)  

-Vacuum blasting  

   -Furnace: EVA 
destroyed  

-Vacuum blasting: 

semiconductor 

materials  
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Abstract: The steam boiler used in the distillation process in a company was investigated. The heat losses that 

occur during the production, distribution, and re-transmission processes are discussed in detail. The 

FMEA (Failure Modes and Effects Analysis) technique which is one of the quality improvement 

tools, was used to reduce losses and increase boiler system efficiency. By determining the risks that 

cause energy losses, various improvement suggestions are presented taking into account today's 

technological possibilities. The PRN (Risk Priority Number) scores before and after the 

implementation of the improvements are calculated and shown in the FMEA table. The mass and 

energy flow diagrams of the steam boiler system for the current situation and after the implementation 
of the recommendations are presented. When the proposed systems are implemented, energy losses 

will decrease. Also, water savings of around 21% will be realized, and the net steam production 

capacity sent to the process will increase by 9.2%.  It is thought that this study will set an example 

for other industrial organizations that use industrial boilers. 

Keywords: Steam Boiler, Boiler Heat Losses, FMEA, Energy Efficiency 

É 2023 Published by ECRES 

1. INTRODUCTION  

Energy should be used as effectively as possible to protect natural resources. It is estimated that natural gas reserves 

have a life span of 60 years, oil reserves 47, and coal reserves approximately 119 years in the world [1]. Energy 

resources should also be used efficiently in industrial organizations. For this purpose, the amount of energy 

consumed at all stages of production should be reduced. The steam system takes its first place in energy recovery 
studies. Steam has been one of the greatest forces in the service of humanity for nearly 250 years. The main reasons 

for the widespread use of water vapor until today are as follows [2]: 

¶ Steam has the highest amount of energy that can be transferred per unit mass (in the form of latent heat). 

¶ Steam flows inside the system without assistance from external energy sources such as pumps. Thus, the 

electrical energy consumed by the electric motors driving these machines is saved. 

¶ The system temperature can be controlled very precisely by changing the steam pressure going to the end 

uses. 

Boiler systems are widely used in industries and power plants to produce steam [3]. Steam boilers are devices that 
produce steam at the desired pressure, temperature, and amount. For this, the heat energy obtained in any way is 

given to the water in a closed container and evaporated. The thermal energy of the steam is used in steam turbines, 

steam engines, and processes like heating, drying, sterilization, cooking, etc. While a few kilograms of steam per 

hour can be produced in processes such as laundry and dyeing, steam production capacities of hundreds of tons per 
hour can be reached in thermal power plants. The pressure of the steam produced can exceed 370 bar and 650 ÜC 

[4]. 
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Significant energy savings can be achieved by optimizing the operation of steam boilers. For this purpose, it is 
necessary to identify the main sources of energy losses and to recover the wasted energy [5]. In this study, the steam 

boiler system is considered holistically. The FMEA technique is used to evaluate the energy loss during the steam 

production process. The risks that may lead to energy loss throughout the process flow have been examined. These 
risks were shown by preparing the Energy FMEA table. The effects of the failures on production and energy 

efficiency were investigated. Possibilities of the occurrence of risks and measures to prevent them are presented. 

RPN (Risk Priority Numbers) for each risk has been determined. Those with an RPN score below 40 falls into the 
insignificant risk category and are shown in green. Those between 40 and 100 are shown in yellow, and those over 

100 are shown in red. Red areas with high RPN scores are priority areas for starting improvement work. For high-

priority energy risks, improvement suggestions have been made following today's technological possibilities. The 

RPN scores are recalculated and shown in the FMEA table [6]. 

There are many studies on energy management in steam boilers so far. Some of them are as follows: ¥zer (2004) 
explained the energy recovery applications in a steam boiler used in a factory [4]. Karakurt (2006) examined the 

steam boiler in a leather processing factory and compared the current state of the factory with the new state where 

energy-saving methods were applied. He stated that 14.5% of energy savings can be achieved [7]. ¢ēnar (2008) 
selected six textile factories operating in the textile sector. He listed the findings regarding the energy savings 

detected in their boiler rooms [8]. ¦nl¿ (2009) examined the energy-saving studies in the industry and explained 

the losses that occur during the generation, distribution, and consumption of energy in boiler systems [9]. Kanoĵlu 

(2010) presented some important energy-saving methods for industrial facilities [10]. Ostrowski et al. (2020) found 
that energy losses decreased from 15.33% to 0.98% by modernizing a steam boiler room [11]. Dhanre et al. (2014) 

prepared a review on energy auditing in boilers used in thermal power plants [12]. Saidur et al. (2010) analyzed the 

energy flow in a boiler. They stated that there are various methods to reduce the energy use of boilers (5). 

2. METHODOLOGY  

Failure Mode Effects Analysis (FMEA) 

FMEA is a failure prevention tool that, can be used to improve production quality by reducing failures. In cases 
where it is difficult to obtain data, this method, which incorporates team experience, can also be used to improve 

the existing system. In this method, the risk priority coefficients of all failures are calculated, and then the necessary 

precautions are determined for all risks, starting from the potential failure with the highest risk priority coefficient. 

After the implementation of the measures taken, the risk priority coefficients are recalculated. FMEA study can 
also be used as a tool for improvements in the field of energy.  Detailed information on the use of the FMEA 

technique can be found in previous studies [6,13] 

Steam Boiler Heat Losses 

The steam generated in the boiler is transported to the places of use. After the steam is used in the process, it 

condenses and completes its cycle by sending it back to the boiler. Naturally, as soon as the steam leaves the boiler, 
it will start losing its heat. Condensate water should be collected appropriately from the processes and sent to the 

boiler with minimum losses. The losses that occur during the production, distribution, and consumption of steam 

are shown in Figure 1 [7,9]. By performing the operations in this cycle efficiently, the total efficiency of the system 

increases. It is possible to minimize these energy losses in the boiler system with the measures to be taken.  A highly 
efficient steam boiler operation can be achieved with the necessary heat recovery devices and modern automation 

systems [14]. 
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Figure 1. Losses in the Boiler System 

Reducing Heat Losses of Steam Boiler System 

Doĵuĸ Faux Leather Factory, which has been operating in the textile industry since 1991, was chosen to analyze 
the heat losses in a boiler system in detail. The facility has a steam boiler with a steam capacity of 5000 kg/h 

producing steam at 10 bar operating pressure. The boiler is operated for an average of 5760 hours per year in the 

distillation process of coagulation production. 

Currently Boiler System Mass and Energy Balance 

The steam boiler in the facility produces 5000 kg/h of steam at a full load. However, some of the total steam 
produced is used for deaerator heating. Net steam production is 4540 kg/h. Currently, the mass and energy flow 

diagram in the deaerator is given in Figure 2 [6]. 

 
Figure 2. Mass and Energy Flow Diagram for the Current Situation 

Energy FMEA Study After Improvements 

FMEA study was conducted to assess the risks leading to energy loss in the steam boiler system. Improvement 

suggestions have been developed for risks with an RPN score above 100. After the proposed improvements, the 

new RPN scores are recalculated and given in Table 1. In this way, there is no risk in the red-risk group [6]. 

 

 

Losses in the Boiler System

Boiler Losses

Distribution Losses

Process Losses
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Boiler System After Improvements 

Table 1. Boiler System After Improvements Energy FMEA Study 
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High flue gas 

temperature 

Excessive excess air 

The excess air 

coefficient 

increases 

Temperature 

control with 

indicators and flue 

gas analyzes 

performed every 6 

months 

8 4 4 
128 

 

Fuel/air ratio controlled 

O2 Trim control system 

should be installed 

8 2 1 16 

Boiler overload 

A lot of energy is 

thrown into the 

atmosphere from 

the chimney 

Lack of excess 

air , ɚ<1 

Improper O2/fuel ratio The energy 

produced decreases 

Flue gas analysis 

every 6 months 

7 3 6 126 

Fuel/air ratio controlled 

O2 Trim control system 

should be installed, 

condensing economizer 

should be added to the 

system 

7 2 1 14 
Low chimney draft 

Too much 

excess air, ɚ>1 

Improper O2/fuel ratio 
The air that does 

not participate in 

the combustion is 

heated in the 

furnace and 

expelled from the 

chimney 

7 4 6 168 7 2 1 14 Insufficient fuel supply 

  Excessive chimney 

draft 

Formation of 

water vapor in 

the flue gas 

Emission of water 

vapor as a result of 

combustion 

It causes some of 

the useful energy in 

the boiler to be 

discharged from 

the chimney in the 

form of water 

vapor 

- 8 5 4 160 

Condensing economizer 

should be included in 

the system 

8 1 4 32 

Surface heat 

loss 
Temperature difference 

The amount of heat 

transferred to the 

fluid and the boiler 

efficiency decrease 

Increase in boiler 

outer surface 

temperature, 

surface being hot 

6 5 4 120 

Insulation jacket, 

tracking with thermal 

camera 

6 2 2 24 

Performing 

more 

blowdown 

than it is 

necessary 

Improper blowdown 

setting, high 

conductivity of 

feedwater 

Over-blowdown 

leads to high 

energy losses. Fuel 

and chemical 

consumption 

increase 

An automatic 

blowdown system 

is available.  Water 

softening system is 

used. Some of the 

heat has been 

recovering by a 

heat exchanger. 

8 5 4 160 

Reverse Osmosis, Heat 

recovery with flash 

steam 

8 1 4 32 

Loss of energy 

in the 

deaerator due 

to waste steam 

Loss of steam with 

corrosive gases 

separated from the feed 

water 

Boiler efficiency 

decreases, energy 

loss occurs 
- 6 4 5 120 

Recovery of waste heat 

using a heat exchanger 
6 1 5 30 

Energy loss 

due to the use 

of fresh steam 

in the 

deaerator 

Using the fresh steam 

produced in the system 

to separate the gases 

from the feedwater 

Kazan verimi d¿ĸer 
- 7 6 5 210 

Use of flash steam from 

condensate instead of 

fresh steam 

7 1 5 35 

Flash steam 

loss from the 

condensate 

tank 

Flash steam formation 

by removing the 

pressure on the 

condensate at the point 

where it is discharged 

into the tank 

The flash steam 

escapes from the 

air pipe of the 

condensate tank.  

5- 15% of the 

condensate is lost 

Visible 4 5 6 120 Flash steam unit usage 4 1 6 24 

Heat loss in 

Valves and 

Flanges 

Leaving the valves 

uninsulated 
Heat losses occur - 6 6 4 144 

Valve jacket, Thermal 

camera application 
6 2 3 36 

Boiler System After Improvements 

The new view of the system after the implementation of the recommendations is shown in Figure 3. By the flash 

steam system and heat exchanger placed at the blowdown outlet, the fresh feed water temperature can be increased 
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from 18 ÁC to 20 ÁC first. When the condensing economizer is included in the system, the recovered heat can be 
used for second-stage heating of the fresh feed water. Thus, the feed water temperature can be increased from 20 

ÁC to 90 ÁC. Third-stage heating of fresh feed water entering the system can be realized by placing a copper tube 

heat exchanger at the deaerator outlet, which is another improvement suggestion. According to the energy balance, 
the temperature of the fresh water can be increased from 90 ÁC to 97 ÁC. After the implementation of the Reverse 

Osmosis system, the new boiler feed water flow rate will be 5100 kg/h instead of 5697 kg/h. Since the flash steam 

of the condensate is used, the steam that needs to be sent to the deaerator will be met with flash steam instead of 
fresh steam. By using the mass and energy balances, the amount of steam to be sent to the deaerator was calculated 

as 210 kg/h. The amount of flash steam obtained from the condensate is 401 kg/h and all the steam needed by the 

deaerator can be provided from the flash steam. While the net steam production was 4540 kg/h in the previous case, 

it will be 5000 kg/h in the new case. In addition, the need for fresh feed water will be reduced from 1800 kg/h to 
1418 kg/h, thus saving 382 kg/h of water. Detailed information can be reached in the previous study [6]. The mass 

and energy flow amounts in the new state are shown in Figure 3. 

 
Figure 3. Mass and energy flow diagram in new condition 

3. RESULTS AND DISCUSSIONS 

Fossil fuels are rapidly depleting, and greenhouse gas emissions threaten our future. A significant part of the world's 

energy consumption is used in boilers. For this reason, it is of great importance to reduce energy consumptions by 

minimizing losses. A minor improvement in boiler efficiency will help save large amounts of fossil fuels and reduce 

environmental pollution. Energy saving is an energy source that can be obtained very quickly and cheaply, and it 

will contribute undeniably to the solution of energy supply problems of countries.  

In this study, the steam system in a textile factory was investigated. The FMEA technique, one of the quality 

improvement tools, was used to determine the situations that may cause inefficient use of energy and the solution 

proposals for them. Some waste heat recovery options and today's cutting-edge technologies that can be used to 
increase energy efficiency have been revealed in FMEA. When the proposed systems are implemented, it is 

predicted that energy losses will decrease and around 382 kg/h (21%) of water will be saved and the net steam 

production capacity sent to the process will increase by 460 kg/h (9.2%).  

It has been demonstrated that FMEA technique, which is used as a risk analysis and failure prevention method 

within the scope of preventive process improvement studies, can also be used easily in increasing boiler energy 
efficiency. FMEA is never-ending work. As existing technologies and possibilities evolve, they should be 

incorporated into the system and the FMEA study should be updated accordingly. Also, the research method 


